Page 1



3GPP TSG RAN WG1 Meeting #84bis
R1-162341
Busan, Korea, 11th - 15th April 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.211
	CR
	216
	rev
	2
	Current version:
	13.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	CR on CSI-RS transmission in DwPTS

	
	

	Source to WG:
	Samsung

	Source to TSG:
	R1

	
	

	Work item code:
	LTE_EBF_FDMIMO-Core
	
	Date:
	2016-04-04

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The agreed two types of CSI-RS patterns in DwPTS which are time shifted version of normal subframe for normal CP were not captured correctly in the current specification.

	
	

	Summary of change:
	A restriction on CSI-RS configuration according to the special subframe configuration is clarified in the specification.

	
	

	Consequences if not approved:
	Ambiguity in the use of unintended CSI-RS REs can occur for special subframe configuration 1, 2, 6, and 7.

	
	

	Clauses affected:
	6.10.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


6.10.5
CSI reference signals

… 
CSI reference signals can only occur in

-
downlink slots where 
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 fulfils the condition in Tables 6.10.5.2-1 and 6.10.5.2-2 for normal and extended cyclic prefix, respectively, and 

-
where the subframe number fulfils the conditions in clause 6.10.5.3. 

The UE shall assume that CSI reference signals are not transmitted

-
in the DwPTS for special subframe configuration 0, 5 and 9 for normal cyclic prefix and special subframe configuration 0, 4 and 7 for extended cyclic prefix, in case of frame structure type 2, 
-
in subframes where PDSCH/EPDCCH transmission starts in the second slot of a subframe for frame structure type 3,

-
in subframes where PDSCH/EPDCCH transmission ends prior to the end of a subframe for frame structure type 3, 

-
in an empty subframe where there is no PDSCH or discovery signal transmission for frame structure type 3,

-
in subframes where transmission of a CSI-RS would collide with SystemInformationBlockType1 messages,
-
in the primary cell in subframes configured for transmission of paging messages in the primary cell for any UE with the cell-specific paging configuration. 

For special subframe configuration {1, 2, 6, or 7}, a UE does not expect to be configured with one of CSI-RS configurations {1, 2, 3, 4, 6, 7, 8, 9, 12, 13, 14, 15, 16, 17} in DwPTS for normal CP.
The UE shall assume that none of the CSI reference signals corresponding to a CSI reference signal configuration are transmitted in subframes where transmission of any of those CSI reference signals would collide with transmission of synchronization signals or PBCH.
…
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