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1. Overall Description:

RAN1 discussed UE capability signalling for sTTI support in carrier aggregation scenarios during RAN1 #90 and the following was agreed: 

	Agreements: 

· Define separate UE capability per sTTI length combination {DL,UL}: 

· {2,2}, {2,7}, {7,7}, {7,7}+{2,7}, {2,2}+{2,7}, {7,7}+{2,2}

· NOTE: The last two combinations only apply if different UL sTTI lengths in different PUCCH groups are supported.

· For each combination above, define separate UE capability on the maximum number of DL CCs and UL CCs for sTTI operation
· FFS: Define separate UE capability per band/band combination


RAN1 has discussed possible ways regarding FFS aspect above. One way is to indicate it per UE on a band agnostic manner as it only affects the baseband processing capability. On the other hand, in the RAN1 discussions it was mentioned this baseband processing capability needs to be shared with other functionalities like MIMO. Since the MIMO capability depends on the frequency band and the number of CCs to be aggregated on one band, another way is to define separate UE capability per band/band combination.
RAN1 would like to ask RAN4’s expertise opinion whether a separate UE capability needs to be defined per band/band combination for support sTTI length combinations (FFS above).  
2. Actions:
To RAN WG4
RAN1 respectfully requests RAN4 to provide feedback to RAN1 on the above identified aspect. 
3. Date of Next TSG RAN WG1 Meetings:
TSG-RAN WG1 Meeting #90bis
9 - 13 Oct 2017
Prague, Czechia 
TSG-RAN WG1 Meeting #91
27 Nov - 1 Dec 2017   
Reno, Nevada, US
