3GPP TSG-RAN WG1 Meeting #94			Tdoc R1-1811936
Chengdu, China, October 8th-October 12th 2018

Title:	LS on aperiodicTriggeringOffset
Release:	Rel-15 
Work Item:	NR_newRAT-Core

Source:	RAN1
To:	RAN2

Contact Person:	
Name: Claes Tidestav	
Tel. Number: +46702672120	
E-mail Address:	claes.tidestav@ericsson.com

Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 	


1. Overall Description:
In the current RRC specification, the value range of the field aperiodicTriggeringOffset in the RRC IE NZP-CSI-RS-ResourceSet, the value range is INTEGER(0..4), and indicates the offset between the slot containing the DCI that triggers a set of aperiodic NZP CSI-RS resource set and the slot in which the CSI-RS resource set is transmitted:

NZP-CSI-RS-ResourceSet ::= 			SEQUENCE {
	nzp-CSI-ResourceSetId				NZP-CSI-RS-ResourceSetId,	
	nzp-CSI-RS-Resources				SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId,
	repetition						ENUMERATED { on, off }									
	aperiodicTriggeringOffset			INTEGER(0..4)												
	trs-Info						ENUMERATED {true}										
	...
}

· [bookmark: _GoBack]RAN1 observed that the two values 224 symbols and 336 symbols, corresponding to 16 and 24 slots, from UE capability (FG 2-28) are larger than the existing value range for aperiodicTriggeringOffset 
· RAN2 to consider the RAN1 input and if possible, consider making the specification change 
 

2. Actions:
To RAN2.
ACTION: RAN1 respectfully asks RAN2 to take the above information into account. 
3. Date of Next TSG-RAN1 Meetings:
TSG-RAN WG1 Meeting #95 	12th -16th November 2018	Spokane, USA
TSG-RAN WG1 AdHoc Meeting 1901	21st – 25th January 2019	Taipei, Taiwan
