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	Reason for change:
	Capture the correction on PDSCH resource mapping with RE symbol level granularity as outcome of issue A-5 in [104-e-NR-L1enh-URLLC-01].  

	
	

	Summary of change:
	Capture the correction on PDSCH resource mapping with RE symbol level granularity as outcome of issue A-5 in [104-e-NR-L1enh-URLLC-01].
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	The specification is incorrect.
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[bookmark: _Toc11352095][bookmark: _Toc20317985][bookmark: _Toc27299883][bookmark: _Toc29673148][bookmark: _Toc29673289][bookmark: _Toc29674282][bookmark: _Toc36645512][bookmark: _Toc45810557][bookmark: _Toc60777133]5.1.4.2	PDSCH resource mapping with RE level granularity
< Unchanged parts are omitted >
[bookmark: _Hlk512443092]The UE may be configured with a DCI field for triggering the aperiodic ZP CSI-RS. A list of ZP-CSI-RS-ResourceSet(s), provided by higher layer parameter aperiodic-ZP-CSI-RS-ResourceSetsToAddModList in PDSCH-Config, is configured for aperiodic triggering. The maximum number of aperiodic ZP-CSI-RS-ResourceSet(s) configured per BWP is 3. The bit-length of DCI field ZP CSI-RS trigger depends on the number of aperiodic ZP-CSI-RS-ResourceSet(s)configured (up to 2 bits). Each non-zero codepoint of 'ZP CSI-RS' trigger in DCI format 1_1 triggers one aperiodic 'ZP-CSI-RS-ResourceSet' in the list aperiodic-ZP-CSI-RS-ResourceSetsToAddModList by indicating the aperiodic ZP CSI-RS resource set ID. The DCI codepoint '01' triggers the resource set with 'ZP-CSI-RS-ResourceSetId' set to '1', the DCI codepoint '10' triggers the resource set with 'ZP-CSI-RS-ResourceSetId' set to '2', and the DCI codepoint '11' triggers the resource set with 'ZP-CSI-RS-ResourceSetId' set to '3'. Codepoint '00' is reserved for not triggering aperiodic ZP CSI-RS. When receiving PDSCH scheduled by DCI format 1_0 or PDSCHs with SPS activated by DCI format 1_0, the REs corresponding to configured resources in aperiodic-ZP-CSI-RS-ResourceSetsToAddModList or in aperiodicZP-CSI-RS-ResourceSetsToAddModListDCI-1-2 are available for PDSCH. 
< Unchanged parts are omitted >

