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[bookmark: _Ref129681862][bookmark: _Ref124589705][bookmark: _Ref129681832]Introduction
This document contains the summary of issues related to the maintenance of Rel-16 2-step RACH WI in RAN1#108-e meeting. The following email discussion is initiated to collect companies’ views:
[108-e-Prep-AI7.2.1] Preparation phase for Rel-16 NR 2-step RACH maintenance

Preparation phase discussion
The following 2 CRs are submitted to the maintenance of Rel-16 2-step RACH in RAN1#108-e.
	Issue #
	Description
	Affected spec
	TDoc #

	1
	In TS38.213 section 6, it is mentioned that the PDCCH reception that determines the completion of CBRA procedure is described in clause 5.1.5[11, TS38.321], but the quoted clause is for 4 step RACH only, it’s suggested to add clause 5.1.4a for 2 step RACH as well.
Note: these 2 contributions are for Rel-16 and Rel-17 specs respectively. 
	TS38.213
	R1-2201065 vivo
R1-2201066 vivo



[bookmark: _GoBack]To share the views on the necessity of the above issues, please fill in ‘Yes/No/Editorial’ to the table below. If it’s considered as Editorial, please also indicate whether you agree with the editorial change.
	Company
	Issue #1
	Comments

	
	
	

	
	
	

	
	
	

	
	
	





Summary
The outcome of email discussion will be updated later.

Any other comments?
	Company
	Comment
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Appendix
List of proposals in the submitted contributions.
	TDoc
	Proposals

	R1-2201065, vivo
	Reason for change: The PDCCH reception that determines the completion of the contention based random access procedure for 4-step RACH and 2-step RACH is described in section 5.1.5 and 5.1.4a of 38.321 respectively. However, this PDCCH reception is said to be also described in section 5.1.5 of 38.321 for 2-step RACH, which is wrong.
Summary of change: Clarify that MsgB reception for completion of the CBRA is described in 5.1.4a of 38.321 instead of section 5.1.5 where Msg4 is described.
Consequences if not approved: The PDCCH reception that determines the completion of the contention based random access procedure for 2-step RACH is assumed to be described in section 5.1.5 of 38.321, which is wrong.

========CR to Rel-16 TS38.213=======
[bookmark: _Ref500595654][bookmark: _Toc90376652][bookmark: _Toc29894811][bookmark: _Toc29899110][bookmark: _Toc26719380][bookmark: _Toc20311555][bookmark: _Toc45699165][bookmark: _Toc36498139][bookmark: _Toc29899528][bookmark: _Toc12021443][bookmark: _Toc29917265]6	Link recovery procedures
*** Unchanged text omitted ***
For the PCell or the PSCell, if BFR MAC CE [11, TS 38.321] is provided in Msg3 or MsgA of contention based random access procedure, and if a PUCCH resource is provided with PUCCH-SpatialRelationInfo, after 28 symbols from the last symbol of the PDCCH reception that determines the completion of the contention based random access procedure as described in clause 5.1.5 or clause 5.1.4a of [11, TS38.321], the UE transmits the PUCCH on a same cell as the PRACH transmission using
-	a same spatial filter as for the last PRACH transmission 
-	a power determined as described in clause 7.2.1 with , , and , where  is the SS/PBCH block index selected for the last PRACH transmission.
*** Unchanged text omitted ***


	R1-2201066, vivo
	Reason for change: The PDCCH reception that determines the completion of the contention based random access procedure for 4-step RACH and 2-step RACH is described in section 5.1.5 and 5.1.4a of 38.321 respectively. However, this PDCCH reception is said to be also described in section 5.1.5 of 38.321 for 2-step RACH, which is wrong.
Summary of change: Clarify that MsgB reception for completion of the CBRA is described in 5.1.4a of 38.321 instead of section 5.1.5 where Msg4 is described.
Consequences if not approved: The PDCCH reception that determines the completion of the contention based random access procedure for 2-step RACH is assumed to be described in section 5.1.5 of 38.321, which is wrong.
========CR to Rel-17 TS38.213=======
6	Link recovery procedures
*** Unchanged text omitted ***
For the PCell or the PSCell, if BFR MAC CE [11, TS 38.321] is provided in Msg3 or MsgA of contention based random access procedure, and if a PUCCH resource is provided with PUCCH-SpatialRelationInfo, after 28 symbols from the last symbol of the PDCCH reception that determines the completion of the contention based random access procedure as described in clause 5.1.5 or clause 5.1.4a of [11, TS38.321], the UE transmits the PUCCH on a same cell as the PRACH transmission using
-	a same spatial filter as for the last PRACH transmission 
-	a power determined as described in clause 7.2.1 with , , and , where  is the SS/PBCH block index selected for the last PRACH transmission.
*** Unchanged text omitted ***




