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This document provides a summary of the following email discussion on the draft CR in R1-2202407 [1]:
[108-e-R16-IAB-01] Email discussion on IAB draft CR in R1-2202407 by February 22 – Luca (Qualcomm)
The contribution in [1] provides a draft CR to address primarily a sub-bullet alignment issue in TS38.213 as illustrated below for clause 14:
	[image: ]



The contribution also points out the same alignment issue is present in clause 11.1 of TS38.213, which is not IAB specific.
The moderator’s assessment is that the CR is valid as it reflects the intended correct interpretation of the specification. 
Therefore, the following is proposed:
Moderator Proposal 1:
Adopt the proposed CR for clause 14 in R1-2202407.
	Company
	Any comments on Moderator Proposal 1?

	ETRI
	Support the proposal.

	Nokia
	Support the proposal.

	Apple
	Support

	Ericsson
	Support the proposal. Furthermore, since this is a (presumably) uncontroversial editorial issue, we think we should include the below note in the CR:
“Recommend to the editor to also update Clause 11.1 as part of an editorial R15 alignment CR.”

	ZTE, Sanechips
	Support, for Clause 11.1,  Ericsson’s suggestion is OK for us.

	Samsung
	[bookmark: _GoBack]Seems not critical since there is no difficulty to understand it correctly at least in our perspective. But, we can live it if majority wants the update.
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current specification, clause 14 in 38.213
For each serving cell, an IAB-MT can be provided an indication for a slot format over a number of slots by fdd-UL-DL-
ConfigurationDedicated-LAB-MT. If the IAB-MT is provided 1dd-UL-DL-ConfigurarionDedicated: LLB-MT. the
statements i clause 11.1 that include "dd-UL-DL-ConfigurationDedicared” apply to the IAB-MT of an IAB node by
replacing "dd-UL-DL-C " with "tdd-UL-DL-Configure LAB-MT" for the IAB-MT,
except tht the dd-UL-DL-ConfigurationDedicated-LiB-MT provides

- aset of slot configurations by slorSpecificConfigurations ToAddModList-IAB-MT

for each slot configuration from the set of slot configurations
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“wSlor index for  slot provided by sTorlndex

a set of symbols for a slot by symbols-LAB-MT where

- if symbols-LAB-MT

IDoxnlink, all symbols in the slot are downlink.

if symbols-LAB-MT = allUplink, al symbols in the slot are uplink

i symbols-LAB-MT = explicit, nrofDownlinkSymbols provides a number of downlink first symbols in the slot

and nrofUplinkSymbols provides a number of uplink last symbols i the slot. If rrofDownlinkSymbols is not
provided, there are no downlink first symbols in the slot and if nrofUplinkSymbols is not provided, there are
o uplink last symbols in the slot. The remaining symbols i the slot are flexible.

- i symbols-LAB-MT = explicit-IAB-MT, nrofUplinkSymbols provides a number of uplink first symbols in the
slot and nrofDownlinkSymbols provides a number of downlink last symbols in the slot. If
is not provided, there are no uplink first symbols in the slot and if nrofDownlinkSymbols is not provided,
there are no downlink last symbols i the slot. The remaining symbols in the slot are flexible.

proposed CR in R1-2202407

For cach serving cell, an IAB-MT can be provided an indication for a slot format over a mumber of slots by tdd-UL-DL-
ConfigurationDedicated-IAB-MT. If the IAB-MT is provided tdd-UL-DL-ConfigurationDedicated-I4B-MT, the
statements in clause 11.1 that include "tdd-UL-DL-ConfigurationDedicared" apply 1o the IAB-MT of an IAB node by
replacing "1dd-UL-DL-ConfigurationDedicated" with "1dd-UL-DL-ConfigurationDedicated-IAB-MT" for the IAB-MT,
except that the tdd-UL-DL-ConfigurationDedicated-L1B-MT provides

- aset of slot configurations by slotSpecificConfigurationsToAddModList-LAB-MI
- for each slot configuration from the set of slot configurations

- aslotindex for a slot provided by stotindex

- aset of symbols for a slot by symbols-L4B-MT where

if symbols-IAB-MT = allDownlink, al symbols in the slot are downlink

if symbols-LAB-MT = allUplink, all symbols in the slot are uplink.

if symbols-IAB-MT = explicit, nrofDownlinkSymbols provides a number of downlink first symbols in the
slot and nrofUplinkSymbols provides a number of uplink last symbols in the slot. If nroDownlinkSymbols
is not provided, there are no downlink first symbols in the slot and if nrofUplinkSymbols is not provided,
there are no uplink last symbols in the slot. The remaining symbols in the slot are flexible.

if symbols-IAB-MT = explicit-LAB-MT, nrofUplinkSymbols provides a number of uplink frst symbols in
the slot and nrofDownlinkSymbols provides a number of downlink last symbols in the sot. If
nrofUplinkSymbols is not provided, there are no uplink first symbols n the slot and if
nrofDownlinkSymbols is not provided, there are no downlink last symbols in the slot. The remaining
symbols in the slot are flexible.




