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1 Introduction

In RAN #75 meeting, new WID on Even Further NB-IoT enhancements was agreed [1]. One of the objectives is to reduce power consumption for physical channels:

	A-1. Further latency and power consumption reduction

· Power consumption reduction for physical channels
· Study and, if found beneficial, specify for idle mode paging and/or connected mode DRX, physical signal/channel that can be efficiently decoded or detected prior to decoding NPDCCH/NPDSCH. [RAN1,  RAN2,  RAN4]


In RAN1 #90, the following agreements are made:

	Working assumption:
· For idle mode,

· The power saving signal in a cell supports being applied to FFS between:

a) All the UEs associated to a PO in the cell

b) A group of more than one of the UEs associated to a PO in the cell

c) Both (a) and (b)

· How many POs the power saving signal applies to from the UE perspective is FFS between

· A single PO only

· One or more than one PO (details are FFS)

· How many POs the power saving signal applies to from the eNB perspective is FFS between

· A single PO only 

· One or more than one PO (details are FFS)

· The power saving signal applicable to a UE is sent on the same paging carrier as the associated subsequent physical channel(s)




In RAN1 #90bis, the following agreements are made:

	· RAN1 assumes that introduction of WUS does not alter PO/PF definition

· At least in a UE’s DRX cycle:

· WUS supports at least being applied to all the UEs monitoring WUS associated to a PO in a NB-IoT carrier;

· FFS: eNB can configure WUS being applied to a group of more than one of the UEs associated to a PO in a NB-IoT carrier

· Include in the LS to RAN2, to request input on the feasibility of WUS applying to more than one PO in a PTW for eDRX case

·    Working assumption:

· At least in a UE’s DRX cycle, how the UE knows the WUS time location, is:

· A WUS has a time location which is configurable with respect to the associated PO(s) location(s)

 


In this paper, we will discuss the impacts on the RAN2 specifications for this issue based on the RAN1’s agreements, and provide our considerations and proposals.
2 Discussion

2.1 PO grouping for wake-up signal 

With configuration of eDRX, the POs exist within the paging time window (PTW). The UE needs to monitor POs until finding a paging in the PTW. With introduction of WUS, two options for mapping WUS to PO have been discussed, named option a and option b as in the following Figure 1. In option a, the WUS applies to each PO in the PTW, which is the same as that of the case of DRX. In option b, the WUS applies to PTW or several POs. 
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Figure 1

It can be understood that the main advantage of option b would be reducing system overhead, e.g., the overhead for transmitting WUS would be reduced with one WUS for PO group. But , since the paging in eMTC or NB-IoT is sparse (i.e., the probability of every PO having paging would be very small), this benefit may be not so obvious.
On the other hand, we have concern for option b about increased UE power consumption. we make a roughly comparison with assumption that there are 4 POs in one PTW and paging a UE every 10 PTWs, and the paging for this UE is at the last PO in last PTW. We further assume one unit of UE power is needed for detecting one WUS and monitoring one PO needs about 16 times UE power consumption as that of detecting one WUS. 
· For the option of one WUS for one PO, the UE would detect up to 40 wake-up signals before UE determines paging for it, the power consumption would be 56 (40+16=56). 

· For the option of one WUS for PTW, the UE would detect up to 10 wake-up signals and monitor 4 POs, the power consumption would be 74(10+16*4=74). 

In the above scenario, the option b of one WUS for PTW would consume more UE power. Though less WUSs need to be detected and the related UE power can be saved, the power consumption for monitoring PO may be more increased since more PO need to be monitored. That’s one reason why the total power consumption is increased. We have the impression that the more POs are in a PTW and later the paging for a UE appears in a PTW, more UE power may be consumed with the option of one WUS for PTW.
Furthermore, for option b, we assume the length of the WUS for several POs or PTW would be longer than the WUS for one PO since the higher detecting performance of WUS may be needed. Then the power consumption for detecting such longer WUS would be more than that of the WUS for one PO.
Another important issue for option b is paging delay or paging failure. That is, if the MME sends the paging request after the eNB has indicated to the UE that there will be no paging in the following POs, then the paging request would be blocked in eNB and the paging will fail, which is not acceptable. We also think it may be difficult to resolve this issue for option b by setting suitable number of POs related to a WUS. Not only the interval between two paging attempts of MME should be considered, but also the match between cell-specific PO grouping and UE-specific PTW configuration should be considered.

Observation 1: The power consumption is increased in many scenarios with option b of one WUS for PTW or several POs, except that the UE has no paging for a long time. The option b will also cause paging delay or paging failure.
Proposal 1: It’s suggested not to support WUS for PTW or several POs. 
2.2 UE grouping for wake-up signal

We think that the WUS for UE groups doesn’t seem to provide much benefit unless the paging density is high. But we think more possible scenario in NB-IoT or eMTC which is also the target scenario for introducing WUS would be sparse paging, that is, not every PO has paging. In the sparse paging case, the benefit for saving UE power with WUS for UE groups would be very small.

Even for the paging on one PO, we are not so convinced by the advantages of WUS for UE groups but we can see some disadvantages, e.g., more overhead for transmitting WUS. For example, the UEs associated to a PO are further grouped, e.g., 4 groups. If there at least has one UE in every group which is paged (scenario 1), the overhead for transmitting WUS for 4 UE groups would be 4 times as that of one WUS for one PO, while the UE power consumption would be same. Only if the paging on a PO are concentrated on the UEs in only one group, e.g., only part of groups, not all the groups (scenario 2), the overhead for transmitting WUS would similar as that of one WUS for one PO, and power consumption of the UEs in the groups without WUS would be saved. However, considering that the UE grouping is random and page arriving is random, we think the probability of scenario 2 would be very small. That’s another reason why we doubt the benefit of WUS for UE groups. 
We also see some issues with the possible options to transmit the WUS for UE groups as follows:

· If the code division method is applied for transmitting WUS for UE groups at the same time, it will increase the probability of error detection of WUS. And the power for transmitting WUS of each group would be decreased, that means more transmission time would be needed. 

· If the time division method is applied for transmitting WUS for UE groups, it may be hard to exactly distinguish each WUS or there may be not enough interval/resource for transmitting the WUS for all the UE groups between the two POs. One possible way to resolve this issue may be only to send one WUS for one UE group before a PO. But obviously it will decrease the utilization of this PO and cause larger paging latency.

Furthermore, we assume the length of the WUS for UE groups would be longer than the WUS for one PO since some kind of group identity may be needed. Then the power consumption for detecting such longer WUS would be more than that of the WUS for one PO.

Finally, the WUS with the current paging mechanism is good enough for UE power saving as UEs are already grouped to monitor POs based on their UE_ID. If more power saving is really needed, we think one WUS for a PO with suitable PO density configuration can also achieve similar effect as WUS for UE groups. For example, the PO density can be increased, then the number of UE associated to one PO will be decreased. As fewer UEs are associated to a PO, the possibility of unnecessary PO monitoring after detecting WUS for a UE can be reduced. 

Observation 2: The power saving benefit for the option of WUS for UE groups may be small and the system overhead may be large. One WUS for a PO with suitable PO density configuration can also achieve similar effect as WUS for UE groups.
Proposal 2: It’s suggested not to support WUS for UE groups.
Proposal 3: The option of one WUS for one PO is preferred.
2.3 Wake-up signal configuration
As the wake-up signal is introduced for RRC-IDLE paging, the UE should get the configuration information to detect the wake-up signal. As the WUS configuration is common for all the UEs, the eNB needs to broadcast the configuration of wake-up signal for the UE supporting wake-up signal in the cell. The configuration information contains transmitting location of wake-up signal at least. The configuration in SIB can implicitly enable/disable the usage of the WUS. 

Proposal 4: The wake-up signal configuration information should be broadcast in SIB and whether or not the configuration exists in SIB can implicitly enable/disable the usage of the WUS. 

2.4 UE capability for wake-up signal
We think the network needs to know the UE capability for supporting WUS. If no UE associated to a PO has such capability, the eNB doesn’t need to transmit wake-up signal for this PO, otherwise, the eNB would transmit the wake-up signal. The UE indicates the supporting capability for wake-up signal with MME upon Attach or TAU. When the paging message needs to be transmitted from MME to eNB, the UE capability for wake-up signal shall be carried. When the eNB receives paging message from MME, the eNB can make a right decision on whether to transmit wake-up signal. 

Proposal 5: The UE should report the capability of supporting wake-up signal to network.
3 Conclusion

Based on the analysis in this paper, we have the following observations and proposals:
Observation 1: The power consumption is increased in many scenarios with option b of one WUS for PTW or several POs, except that the UE has no paging for a long time. The option b will also cause paging delay or paging failure.
Observation 2: The power saving benefit for the option of WUS for UE groups may be small and the system overhead may be large. One WUS for a PO with suitable PO density configuration can also achieve similar effect as WUS for UE groups.

Proposal 1: It’s suggested not to support WUS for PTW or several POs.
Proposal 2: It’s suggested not to support WUS for UE groups.

Proposal 3: The option of one WUS for one PO is preferred.
Proposal 4: The wake-up signal configuration information should be broadcast in SIB and whether or not the configuration exists in SIB can implicitly enable/disable the usage of the WUS.
Proposal 5: The UE should report the capability of supporting wake-up signal to network.
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