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1 Introduction

This document proposes TP on PDCP data recovery procedure which is required when RLC entity is released during bearer type change procedure. Bearer type change procedure happen without any mobility event and key change does not involve any PDCP re-establishment procedure. In such scenario, bearer type change procedure is supported by releasing the existing RLC entity and creating new or reconfiguring RLC entity without impacting the PDCP entity. There is need to enhance the PDCP data recovery procedure which triggers due to release of RLC entity to handle lossless bearer type change. In [1] we discuss the analysis and justification for these changes. We propose to adopt the text proposal for PDCP data recovery which is shown in section 3. TP is based on rapporteur draft [2].
2 Text Proposal for 38.323
------------------------------- TEXT PROPOSAL (BEGIN) ------------------------------------------
5.5
Data recovery

For AM DRBs, when upper layers request a PDCP data recovery for a radio bearer, the transmitting PDCP entity shall:
-
if the radio bearer is configured by upper layers to send a PDCP status report in the uplink (statusReportRequired [3]), transmit a PDCP status report as described in subclause 5.4.1;
-
perform retransmission of all the PDCP Data PDUs previously submitted to re-established or released AM RLC entity in ascending order of the associated COUNT values from the first PDCP Data PDU for which the successful delivery has not been confirmed by lower layers.
After performing the above procedures, the transmitting PDCP entity shall follow the procedures in subclause 5.2.1.
--------------------------------- TEXT PROPOSAL (END) ------------------------------------------- 
Proposal 1: RAN2 is asked to include the proposed TP into Section 5.5 in TS 38.323
3 Conclusion
Based on the section 2 we propose the following:

Proposal 1: RAN2 is asked to include the proposed TP into Section 5.5 in TS38.323
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