[bookmark: _Hlk498249776]3GPP TSG-RAN WG2 #100	R2-1713158
Reno, USA, 27 November - 1 December 2017 	

Agenda item:	9.9.1
Source:	Nokia, Nokia Shanghai Bell
Title:	Running CRs for euCA
WID/SID:	LTE_euCA-Core - Release 15
Document for:	Discussion and Decision
1	Introduction
This document discusses the agreements on euCA, and what should be captured in running CRs. The document reflects decisions from each meeting, and is updated after each meeting with the agreements. 
2	The euCA agreements 
2.1	RAN2#99	Agreements
The following were agreed during RAN2#99:
Agreements:
1	UE can be indicated an inter-frequency carrier to measure during the idle state. The inter-frequency measurement operation and requirement is FFS. How fast to report the measurement is FFS. The security issue of report is FFS.
2	It is FFS on whether configuring a SCell to be directly in active state at RRC reconfiguration. 

Agreement:
1	Consider how to reduce the SCell signalling overhead for cases where the configurations of multiple SCells are almost the same (i.e. several parameters have the exact same values).
2	Consider introducing a common SCell configuration that can apply for multiple SCells to help with the signalling. How to design the signalling is FFS.

Based on these, it seems that the following could be captured in Stage-2 for euCA:
· UE may be assigned to measure inter-frequency carriers during IDLE state  Could be captured in measurement section of TS36.300, i.e. section 10.1.3.2
· FFS whether UE can be configured directly in active state at RRC reconfiguration  No agreement yet, should not be captured until clear agreement.  Provided example how this could be captured in Stage-2 in section 11.2 on CA activation/deactivation, but an agreement should first be made on this.
· Consider introducing common Scell configuration for multiple SCells, with details FFS  Stage-3 detail. Could potentially be captured in section 7.5 on RRC details of CA, but unclear whether this is necessary.  Provided a possible example in this document.
Based on these, a TP illustrating the possible changes to LTE Stage-2 due to euCA were provided in R2-1700095, and the following decisions were made during RAN2#99bis concerning the Stage-2 running CR:
R2-1710995	Stage-2 running CR	Nokia, Nokia Shanghai Bell	discussion	Rel-15	LTE_euCA-Core
=>	Adopt TP on section 10.1.3.2 and 7.5 in the running Stage-2 CR for euCA as shown in section 3.
=>	Update the running CR based on agreements during this meeting.

To take these decisions into account, an update of the Stage-2 running CR is provided in R2-1713159.
Proposal 1: Endorse the euCA Stage-2 running CR in R2-1713159.

2.2	RAN2#99bis	Agreements
In addition to the Stage-2 CR updates, the following agreements were during RAN2#99bis:

Agreements:
1	The indication for which carrier(s) UE could do the IDLE measurements is included in SIB5 and dedicated RRC signalling (including the valid timer). FFS the value range of the timer.
2	UE indicates the availability of inter-frequency measurements in RRCConnectionSetupComplete or RRCConnectionResumeComplete

[bookmark: _Toc495662294]CB: =>	LS is sent to request RAN4 to define measurements requirements if any for the measurement Darft LS in R2-1711946. (Offlien#111,Nokia)

R2-1711946	Draft LS to RAN4 on RAN2 agreements for enhanced CA utilization WIDNokia
=>	Approved in R2-1712060

R2-1710138	Fast SCell activation for enhanced CA utilization	Qualcomm India Pvt Ltd	discussion	Rel-15	LTE_euCA-Core	R2-1707787
R2-1710997	Faster activation for Scells	Nokia, Nokia Shanghai Bell	discussion	Rel-15	LTE_euCA-Core
The above two papers are discussed together.

[99b#xx][LTE/euCA] Faster activation for Scells (Nokia)
Discussion the pros and cons of the following solutions:
1) New state (R2-1710997)
2) Direct activation at configuration
3) Enhance the existing activation (R2-1711641)
Other solutions can be included.
Identify the questions for asking RAN4 to progress the new state proposal. Attach the contribution R2-1710997
	Intended outcome: Report and approved LS
	Deadline: TBD

Based on these, at least the running CRs for RRC (for taking the configuration aspects into account) should be endorsed during RAN2#100. Example of that has been created in R2-1713160.
Proposal 2: Endorse the euCA RRC running CR in R2-1713160.

3	Conclusions
Proposal 1: Endorse the euCA Stage-2 running CR in R2-1713159.
[bookmark: _GoBack]Proposal 2: Endorse the euCA RRC running CR in R2-1713160.
