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6.2.2
Message definitions

–
CounterCheck
The CounterCheck message is used by the E-UTRAN to indicate the current COUNT MSB values associated to each DRB and to request the UE to compare these to its COUNT MSB values and to report the comparison results to E-UTRAN.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

CounterCheck message
-- ASN1START

CounterCheck ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




counterCheck-r8





CounterCheck-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

CounterCheck-r8-IEs ::=
SEQUENCE {


drb-CountMSB-InfoList



DRB-CountMSB-InfoList,


nonCriticalExtension



CounterCheck-v8a0-IEs



OPTIONAL

}

CounterCheck-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



CounterCheck-v15xy-IEs






OPTIONAL

}

CounterCheck-v15xy-IEs ::= SEQUENCE {


drb-CountMSB-InfoList-r15


DRB-CountMSB-InfoList-r15,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

DRB-CountMSB-InfoList ::=

SEQUENCE (SIZE (1..maxDRB)) OF DRB-CountMSB-Info
DRB-CountMSB-InfoList-r15 ::=
SEQUENCE (SIZE (maxDRB-Plus1..maxDRB-r15)) OF DRB-CountMSB-Info
DRB-CountMSB-Info ::=
SEQUENCE {


drb-Identity




DRB-Identity,


countMSB-Uplink




INTEGER(0..33554431),


countMSB-Downlink



INTEGER(0..33554431)

}

-- ASN1STOP

	CounterCheck field descriptions

	count-MSB-Downlink
Indicates the value of 25 MSBs from downlink COUNT associated to this DRB.

	count-MSB-Uplink
Indicates the value of 25 MSBs from uplink COUNT associated to this DRB.

	drb-CountMSB-InfoList

Indicates the MSBs of the COUNT values of the DRBs.


–
CounterCheckResponse
The CounterCheckResponse message is used by the UE to respond to a CounterCheck message.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

CounterCheckResponse message
-- ASN1START

CounterCheckResponse ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



counterCheckResponse-r8



CounterCheckResponse-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

CounterCheckResponse-r8-IEs ::=
SEQUENCE {


drb-CountInfoList




DRB-CountInfoList,


nonCriticalExtension



CounterCheckResponse-v8a0-IEs

OPTIONAL

}

CounterCheckResponse-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



CounterCheckResponse-v15xy-IEs






OPTIONAL

}

CounterCheckResponse-v15xy-IEs ::= SEQUENCE {


drb-CountInfoList-r15



DRB-CountInfoList-r15,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

DRB-CountInfoList ::=


SEQUENCE (SIZE (0..maxDRB)) OF DRB-CountInfo
DRB-CountInfoList-r15 ::=

SEQUENCE (SIZE (maxDRB-Plus1..maxDRB-r15)) OF DRB-CountInfo
DRB-CountInfo ::=
SEQUENCE {


drb-Identity




DRB-Identity,


count-Uplink




INTEGER(0..4294967295),

count-Downlink




INTEGER(0..4294967295)

}

-- ASN1STOP
*********** CONTENT PARTIALLY OMITTED **********
RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) including any associated dedicated NAS information and security configuration.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measConfig






MeasConfig





OPTIONAL,
-- Need ON


mobilityControlInfo




MobilityControlInfo



OPTIONAL,
-- Cond HO


dedicatedInfoNASList



SEQUENCE (SIZE(1..maxDRB)) OF












DedicatedInfoNAS


OPTIONAL,
-- Cond nonHO


radioResourceConfigDedicated

RadioResourceConfigDedicated
OPTIONAL, -- Cond HO-toEUTRA


securityConfigHO




SecurityConfigHO



OPTIONAL,
-- Cond HO


nonCriticalExtension



RRCConnectionReconfiguration-v890-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v890-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING RRCConnectionReconfiguration-v8m0-IEs)
OPTIONAL,


nonCriticalExtension



RRCConnectionReconfiguration-v920-IEs
OPTIONAL

}

-- Late non-critical extensions:

RRCConnectionReconfiguration-v8m0-IEs ::= SEQUENCE {


-- Following field is only for pre REL-10 late non-critical extensions

lateNonCriticalExtension


OCTET STRING







OPTIONAL,


nonCriticalExtension



RRCConnectionReconfiguration-v10i0-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v10i0-IEs ::= SEQUENCE {


antennaInfoDedicatedPCell-v10i0
AntennaInfoDedicated-v10i0

OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v10l0-IEs

OPTIONAL

}

RRCConnectionReconfiguration-v10l0-IEs ::= SEQUENCE {


mobilityControlInfo-v10l0


MobilityControlInfo-v10l0


OPTIONAL,


sCellToAddModList-v10l0


SCellToAddModList-v10l0


OPTIONAL,
-- Need ON


-- Following field is only for late non-critical extensions from REL-10 to REL-11


lateNonCriticalExtension


OCTET STRING 





OPTIONAL,


nonCriticalExtension



RRCConnectionReconfiguration-v12f0-IEs

OPTIONAL

}

RRCConnectionReconfiguration-v12f0-IEs ::= SEQUENCE {


scg-Configuration-v12f0


SCG-Configuration-v12f0

OPTIONAL,
-- Cond nonFullConfig


-- Following field is only for late non-critical extensions from REL-12


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


nonCriticalExtension



RRCConnectionReconfiguration-v1370-IEs 

OPTIONAL

}

RRCConnectionReconfiguration-v1370-IEs ::= SEQUENCE {


radioResourceConfigDedicated-v1370
RadioResourceConfigDedicated-v1370
OPTIONAL, -- Need ON


sCellToAddModListExt-v1370


SCellToAddModListExt-v1370
OPTIONAL,
-- Need ON


-- Following field is only for late non-critical extensions from REL-13 onwards


nonCriticalExtension




SEQUENCE {}




OPTIONAL

}

-- Regular non-critical extensions:

RRCConnectionReconfiguration-v920-IEs ::= SEQUENCE {


otherConfig-r9





OtherConfig-r9



OPTIONAL,
-- Need ON


fullConfig-r9





ENUMERATED {true}


OPTIONAL,
-- Cond HO-Reestab


nonCriticalExtension



RRCConnectionReconfiguration-v1020-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1020-IEs ::= SEQUENCE {


sCellToReleaseList-r10


SCellToReleaseList-r10


OPTIONAL,
-- Need ON


sCellToAddModList-r10



SCellToAddModList-r10



OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1130-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1130-IEs ::= SEQUENCE {


systemInformationBlockType1Dedicated-r11
OCTET STRING (CONTAINING SystemInformationBlockType1)


















OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1250-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1250-IEs ::= SEQUENCE {


wlan-OffloadInfo-r12



CHOICE {



release 







NULL,



setup








SEQUENCE {




wlan-OffloadConfigDedicated-r12

WLAN-OffloadConfig-r12,




t350-r12







ENUMERATED {min5, min10, min20, min30, min60,













 min120, min180, spare1}
OPTIONAL
-- Need OR



}


}
















OPTIONAL,

-- Need ON


scg-Configuration-r12



SCG-Configuration-r12

OPTIONAL, 
-- Cond nonFullConfig


sl-SyncTxControl-r12



SL-SyncTxControl-r12


OPTIONAL,
-- Need ON


sl-DiscConfig-r12




SL-DiscConfig-r12



OPTIONAL,
-- Need ON


sl-CommConfig-r12




SL-CommConfig-r12



OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1310-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1310-IEs ::= SEQUENCE {


sCellToReleaseListExt-r13


SCellToReleaseListExt-r13

OPTIONAL,
-- Need ON


sCellToAddModListExt-r13


SCellToAddModListExt-r13

OPTIONAL,
-- Need ON


lwa-Configuration-r13



LWA-Configuration-r13


OPTIONAL,
-- Need ON


lwip-Configuration-r13



LWIP-Configuration-r13


OPTIONAL,
-- Need ON


rclwi-Configuration-r13



RCLWI-Configuration-r13


OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1430-IEs





OPTIONAL

}

RRCConnectionReconfiguration-v1430-IEs ::= SEQUENCE {


sl-V2X-ConfigDedicated-r14

SL-V2X-ConfigDedicated-r14

OPTIONAL,
-- Need ON

sCellToAddModListExt-v1430

SCellToAddModListExt-v1430

OPTIONAL,
-- Need ON

perCC-GapIndicationRequest-r14
ENUMERATED{true}




OPTIONAL,
-- Need ON


systemInformationBlockType2Dedicated-r14
OCTET STRING (CONTAINING SystemInformationBlockType2)










OPTIONAL,
-- Cond nonHO


nonCriticalExtension


RRCConnectionReconfiguration-v15xy-IEs






OPTIONAL

}

RRCConnectionReconfiguration-v15xy-IEs ::= SEQUENCE {


dedicatedInfoNASList-r15

SEQUENCE (SIZE(maxDRB-Plus1..maxDRB-r15)) OF











DedicatedInfoNAS


OPTIONAL,
-- Cond nonHO


nonCriticalExtension


SEQUENCE {}






OPTIONAL

}
SL-SyncTxControl-r12 ::=


SEQUENCE {


networkControlledSyncTx-r12



ENUMERATED {on, off}

OPTIONAL
-- Need OP

}

PSCellToAddMod-r12 ::=



SEQUENCE {


sCellIndex-r12





SCellIndex-r10,


cellIdentification-r12



SEQUENCE {



physCellId-r12





PhysCellId,



dl-CarrierFreq-r12




ARFCN-ValueEUTRA-r9


}
















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonPSCell-r12

RadioResourceConfigCommonPSCell-r12
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedPSCell-r12
RadioResourceConfigDedicatedPSCell-r12
OPTIONAL,
-- Cond SCellAdd2


...,


[[
antennaInfoDedicatedPSCell-v1280

AntennaInfoDedicated-v10i0
OPTIONAL
-- Need ON


]],


[[
sCellIndex-r13




SCellIndex-r13
OPTIONAL

-- Need ON


]],


[[
radioResourceConfigDedicatedPSCell-v1370
RadioResourceConfigDedicatedPSCell-v1370
OPTIONAL
-- Need ON


]]

}

PSCellToAddMod-v12f0 ::=



SEQUENCE {


radioResourceConfigCommonPSCell-r12

RadioResourceConfigCommonPSCell-v12f0
OPTIONAL

}

PSCellToAddMod-v1440 ::=



SEQUENCE {


radioResourceConfigCommonPSCell-r14

RadioResourceConfigCommonPSCell-v1440
OPTIONAL

}

PowerCoordinationInfo-r12 ::= SEQUENCE {


p-MeNB-r12






INTEGER (1..16),


p-SeNB-r12






INTEGER (1..16),


powerControlMode-r12



INTEGER (1..2)

}

SCellToAddModList-r10 ::=

SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellToAddMod-r10
SCellToAddModList-v10l0 ::=

SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellToAddMod-v10l0

SCellToAddModListExt-r13 ::=
SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellToAddModExt-r13
SCellToAddModListExt-v1370 ::=
SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellToAddModExt-v1370

SCellToAddModListExt-v1430 ::=
SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellToAddModExt-v1430
SCellToAddMod-r10 ::=


SEQUENCE {


sCellIndex-r10





SCellIndex-r10,


cellIdentification-r10



SEQUENCE {



physCellId-r10





PhysCellId,



dl-CarrierFreq-r10




ARFCN-ValueEUTRA


}















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonSCell-r10

RadioResourceConfigCommonSCell-r10
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedSCell-r10
RadioResourceConfigDedicatedSCell-r10
OPTIONAL,
-- Cond SCellAdd2


...,


[[
dl-CarrierFreq-v1090



ARFCN-ValueEUTRA-v9e0
OPTIONAL
-- Cond EARFCN-max


]],


[[
antennaInfoDedicatedSCell-v10i0

AntennaInfoDedicated-v10i0
OPTIONAL
-- Need ON


]],


[[
srs-SwitchFromServCellIndex-r14

INTEGER (0.. 31) OPTIONAL
-- Need ON

]]

}

SCellToAddMod-v10l0 ::=


SEQUENCE {


radioResourceConfigCommonSCell-v10l0

RadioResourceConfigCommonSCell-v10l0
OPTIONAL

}

SCellToAddModExt-r13 ::=


SEQUENCE {


sCellIndex-r13





SCellIndex-r13,


cellIdentification-r13



SEQUENCE {



physCellId-r13





PhysCellId,



dl-CarrierFreq-r13




ARFCN-ValueEUTRA-r9


}















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonSCell-r13

RadioResourceConfigCommonSCell-r10
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedSCell-r13
RadioResourceConfigDedicatedSCell-r10
OPTIONAL,
-- Cond SCellAdd2


antennaInfoDedicatedSCell-r13


AntennaInfoDedicated-v10i0

OPTIONAL
-- Need ON

}

SCellToAddModExt-v1370 ::=


SEQUENCE {


radioResourceConfigCommonSCell-v1370

RadioResourceConfigCommonSCell-v10l0
OPTIONAL

}

SCellToAddModExt-v1430 ::=


SEQUENCE {


srs-SwitchFromServCellIndex-r14


INTEGER (0.. 31)


OPTIONAL,
-- Need ON


...
}

SCellToReleaseList-r10 ::=


SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellIndex-r10

SCellToReleaseListExt-r13 ::=


SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellIndex-r13

SCG-Configuration-r12 ::=


CHOICE {


release







NULL,


setup







SEQUENCE {



scg-ConfigPartMCG-r12



SEQUENCE {




scg-Counter-r12





INTEGER (0.. 65535)


OPTIONAL,
-- Need ON




powerCoordinationInfo-r12


PowerCoordinationInfo-r12
OPTIONAL,
-- Need ON




...



}















OPTIONAL,
-- Need ON



scg-ConfigPartSCG-r12



SCG-ConfigPartSCG-r12 

OPTIONAL
-- Need ON


}

}

SCG-Configuration-v12f0 ::=


CHOICE {


release







NULL,


setup







SEQUENCE {



scg-ConfigPartSCG-v12f0



SCG-ConfigPartSCG-v12f0 

OPTIONAL
-- Need ON


}

}

SCG-ConfigPartSCG-r12 ::=


SEQUENCE {


radioResourceConfigDedicatedSCG-r12
RadioResourceConfigDedicatedSCG-r12
OPTIONAL,
-- Need ON


sCellToReleaseListSCG-r12


SCellToReleaseList-r10

OPTIONAL,
-- Need ON


pSCellToAddMod-r12




PSCellToAddMod-r12


OPTIONAL,
-- Need ON


sCellToAddModListSCG-r12


SCellToAddModList-r10

OPTIONAL,
-- Need ON


mobilityControlInfoSCG-r12


MobilityControlInfoSCG-r12
OPTIONAL,
-- Need ON


...,


[[


sCellToReleaseListSCG-Ext-r13


SCellToReleaseListExt-r13

OPTIONAL,
-- Need ON


sCellToAddModListSCG-Ext-r13



SCellToAddModListExt-r13
OPTIONAL
-- Need ON


]],


[[


sCellToAddModListSCG-Ext-v1370

SCellToAddModListExt-v1370
OPTIONAL
-- Need ON


]],


[[



pSCellToAddMod-v1440



PSCellToAddMod-v1440

OPTIONAL
-- Need ON


]]

}

SCG-ConfigPartSCG-v12f0 ::=


SEQUENCE {


pSCellToAddMod-v12f0



PSCellToAddMod-v12f0


OPTIONAL,
-- Need ON


sCellToAddModListSCG-v12f0

SCellToAddModList-v10l0

OPTIONAL
-- Need ON

}

SecurityConfigHO ::=



SEQUENCE {


handoverType





CHOICE {



intraLTE






SEQUENCE {




securityAlgorithmConfig


SecurityAlgorithmConfig

OPTIONAL,
-- Cond fullConfig




keyChangeIndicator




BOOLEAN,




nextHopChainingCount



NextHopChainingCount



},



interRAT






SEQUENCE {




securityAlgorithmConfig


SecurityAlgorithmConfig,




nas-SecurityParamToEUTRA


OCTET STRING (SIZE(6))



}


},


...

}

-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	dedicatedInfoNASList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list.

	fullConfig

Indicates the full configuration option is applicable for the RRC Connection Reconfiguration message.

	keyChangeIndicator

true is used only in an intra-cell handover when a KeNB key is derived from a KASME key taken into use through the latest successful NAS SMC procedure, as described in TS 33.401 [32] for KeNB re-keying. false is used in an intra-LTE handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.401 [32].

	lwa-Configuration

This field is used to provide parameters for LWA configuration. E-UTRAN does not simultaneously configure LWA with DC, LWIP or RCLWI for a UE.

	lwip-Configuration

This field is used to provide parameters for LWIP configuration. E-UTRAN does not simultaneously configure LWIP with DC, LWA or RCLWI for a UE.

	nas-securityParamToEUTRA

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS- security after inter-RAT handover to E-UTRA. The content is defined in TS 24.301.

	networkControlledSyncTx
This field indicates whether the UE shall transmit synchronisation information (i.e. become synchronisation source). Value On indicates the UE to transmit synchronisation information while value Off indicates the UE to not transmit such information.

	nextHopChainingCount

Parameter NCC: See TS 33.401 [32]

	perCC-GapIndicationRequest

Indicates that UE shall include perCC-GapIndicationList and numFreqEffective in the RRCConnectionReconfigurationComplete message. numFreqEffectiveReduced may also be included if frequencies are configured for reduced measurement performance.

	p-MeNB

Indicates the guaranteed power for the MeNB, as specified in TS 36.213 [23]. The value N corresponds to N-1 in TS 36.213 [23].

	powerControlMode

Indicates the power control mode used in DC. Value 1 corresponds to DC power control mode 1 and value 2 indicates DC power control mode 2, as specified in TS 36.213 [23].

	p-SeNB

Indicates the guaranteed power for the SeNB as specified in TS 36.213 [23, Table 5.1.4.2-1]. The value N corresponds to N-1 in TS 36.213 [23].

	rclwi-Configuration

WLAN traffic steering command as specified in 5.6.16.2. E-UTRAN does not simultaneously configure RCLWI with DC, LWA or LWIP for a UE.

	sCellIndex

In case of DC, the SCellIndex is unique within the scope of the UE i.e. an SCG cell can not use the same value as used for an MCG cell. For pSCellToAddMod, if sCellIndex-r13 is present the UE shall ignore sCellIndex-r12. sCellIndex-r13 in sCellToAddModListExt-r13 shall not have same values as sCellIndex-r10 in sCellToAddModList-r10.

	sCellToAddModList, sCellToAddModListExt

Indicates the SCell to be added or modified. Field sCellToAddModList is used to add the first 4 SCells for a UE with sCellIndex-r10 while sCellToAddModListExt is used to add the rest. If E-UTRAN includes SCellToAddModListExt-v1430 it includes the same number of entries, and listed in the same order, as in SCellToAddModListExt-r13. If E-UTRAN includes SCellToAddModList-v10l0 it includes the same number of entries, and listed in the same order, as in SCellToAddModList-r10. If E-UTRAN includes SCellToAddModListExt-v1370 it includes the same number of entries, and listed in the same order, as in SCellToAddModListExt-r13.

	sCellToAddModListSCG, sCellToAddModListSCG-Ext

Indicates the SCG cell to be added or modified. The field is used for SCG cells other than the PSCell (which is added/ modified by field pSCellToAddMod). Field sCellToAddModListSCG is used to add the first 4 SCells for a UE with sCellIndex-r10 while sCellToAddModListSCG-Ext is used to add the rest. If E-UTRAN includes sCellToAddModListSCG-v10l0 it includes the same number of entries, and listed in the same order, as in sCellToAddModListSCG-r12. If E-UTRAN includes sCellToAddModListSCG-Ext-v1370 it includes the same number of entries, and listed in the same order, as in sCellToAddModListSCG-Ext-r13.

	sCellToReleaseListSCG, sCellToReleaseListSCG-Ext
Indicates the SCG cell to be released. The field is also used to release the PSCell e.g. upon change of PSCell, upon system information change for the PSCell.

	scg-Counter

A counter used upon initial configuration of SCG security as well as upon refresh of S-KeNB. E-UTRAN includes the field upon SCG change when one or more SCG DRBs are configured. Otherwise E-UTRAN does not include the field.

	sl-V2X-ConfigDedicated

Indicates sidelink configuration for non-P2X related V2X sidelink communication as well as P2X related V2X sidelink communication.

	srs-SwitchFromServCellIndex

Indicates the serving cell whose UL transmission may be interrupted during SRS transmission on a PUSCH-less cell. During SRS transmission on a PUSCH-less cell, the UE may temporarily suspend the UL transmission on a serving cell with PUSCH in the same CG to allow the PUSCH-less cell to transmit SRS. The PUSCH-less cell is always a TDD cell but the serving cell with PUSCH may be either a FDD or TDD cell.

	systemInformationBlockType1Dedicated

This field is used to transfer SystemInformationBlockType1 or SystemInformationBlockType1-BR to the UE.

	systemInformationBlockType2Dedicated

This field is used to transfer BR version of SystemInformationBlockType2 to BL UEs or UEs in CE.

	t350
Timer T350 as described in section 7.3. Value minN corresponds to N minutes.


	Conditional presence
	Explanation

	EARFCN-max
	The field is mandatory present if dl-CarrierFreq-r10 is included and set to maxEARFCN. Otherwise the field is not present.

	fullConfig
	This field is mandatory present for handover within E-UTRA when the fullConfig is included; otherwise it is optionally present, Need OP. 

	HO
	The field is mandatory present in case of handover within E-UTRA or to E-UTRA; otherwise the field is not present.

	HO-Reestab
	This field is optionally present, need ON, in case of handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment; otherwise the field is not present.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA or for reconfigurations when fullConfig is included; otherwise the field is optionally present, need ON.

	nonFullConfig
	The field is not present when the fullConfig is included or in case of handover to E-UTRA; otherwise it is optional present, need ON.

	nonHO
	The field is not present in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, need ON.

	SCellAdd
	The field is mandatory present upon SCell addition; otherwise it is not present.

	SCellAdd2
	The field is mandatory present upon SCell addition; otherwise it is optionally present, need ON.


******************** NEXT CHANGED SECTION ********************
6.3.2
Radio resource control information elements
*********** CONTENT PARTIALLY OMITTED **********
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to modify the MAC main configuration, to modify the SPS configuration and to modify dedicated physical configuration.

RadioResourceConfigDedicated information element

-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModList




SRB-ToAddModList


OPTIONAL, 

-- Cond HO-Conn


drb-ToAddModList




DRB-ToAddModList


OPTIONAL, 

-- Cond HO-toEUTRA


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL, 

-- Need ON


mac-MainConfig





CHOICE {




explicitValue




MAC-MainConfig,




defaultValue




NULL


}

OPTIONAL,















-- Cond HO-toEUTRA2


sps-Config






SPS-Config 




OPTIONAL,

-- Need ON


physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Need ON


...,


[[
rlf-TimersAndConstants-r9

RLF-TimersAndConstants-r9


OPTIONAL
-- Need ON


]],


[[
measSubframePatternPCell-r10
MeasSubframePatternPCell-r10

OPTIONAL
-- Need ON


]],


[[
neighCellsCRS-Info-r11


NeighCellsCRS-Info-r11



OPTIONAL
-- Need ON


]],


[[
naics-Info-r12



NAICS-AssistanceInfo-r12


OPTIONAL
-- Need ON


]],


[[
neighCellsCRS-Info-r13


NeighCellsCRS-Info-r13



OPTIONAL,
-- Cond CRSIM



rlf-TimersAndConstants-r13

RLF-TimersAndConstants-r13


OPTIONAL
-- Need ON


]],


[[
sps-Config-v1430



SPS-Config-v1430




OPTIONAL
-- Cond SPS


]],

[[



drb-ToAddModList-r15


DRB-ToAddModList-r15

OPTIONAL, 

-- Cond HO-toEUTRA



drb-ToReleaseList-r15


DRB-ToReleaseList-r15

OPTIONAL 

-- Need ON


]]
}

RadioResourceConfigDedicated-v1370 ::=

SEQUENCE {


physicalConfigDedicated-v1370

PhysicalConfigDedicated-v1370

OPTIONAL
-- Need ON

}

RadioResourceConfigDedicatedPSCell-r12 ::=

SEQUENCE {


-- UE specific configuration extensions applicable for an PSCell


physicalConfigDedicatedPSCell-r12

PhysicalConfigDedicated

OPTIONAL,
-- Need ON


sps-Config-r12






SPS-Config




OPTIONAL,
-- Need ON


naics-Info-r12






NAICS-AssistanceInfo-r12
OPTIONAL,
-- Need ON


...,


[[
neighCellsCRS-InfoPSCell-r13

NeighCellsCRS-Info-r13

OPTIONAL
-- Need ON


]],


[[
sps-Config-v1430



SPS-Config-v1430



OPTIONAL
-- Cond SPS2


]]

}

RadioResourceConfigDedicatedPSCell-v1370 ::=

SEQUENCE {


physicalConfigDedicatedPSCell-v1370

PhysicalConfigDedicated-v1370
OPTIONAL
-- Need ON

}

RadioResourceConfigDedicatedSCG-r12 ::=

SEQUENCE {


drb-ToAddModListSCG-r12



DRB-ToAddModListSCG-r12


OPTIONAL, 
-- Need ON


mac-MainConfigSCG-r12



MAC-MainConfig




OPTIONAL,
-- Need ON


rlf-TimersAndConstantsSCG-r12

RLF-TimersAndConstantsSCG-r12
OPTIONAL,
-- Need ON


...,

[[



drb-ToAddModListSCG-r15


DRB-ToAddModListSCG-r15


OPTIONAL 
-- Need ON


]]
}

RadioResourceConfigDedicatedSCell-r10 ::=
SEQUENCE {


-- UE specific configuration extensions applicable for an SCell


physicalConfigDedicatedSCell-r10

PhysicalConfigDedicatedSCell-r10
OPTIONAL,
-- Need ON


...,


[[
mac-MainConfigSCell-r11


MAC-MainConfigSCell-r11


OPTIONAL
-- Cond SCellAdd


]],


[[
naics-Info-r12



NAICS-AssistanceInfo-r12

OPTIONAL
-- Need ON


]],


[[
neighCellsCRS-InfoSCell-r13


NeighCellsCRS-Info-r13

OPTIONAL
-- Need ON


]],


[[
physicalConfigDedicatedSCell-v1370
PhysicalConfigDedicatedSCell-v1370
OPTIONAL
-- Need ON


]]

}

SRB-ToAddModList ::=



SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod

SRB-ToAddMod ::=
SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Config






CHOICE {



explicitValue





RLC-Config,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


logicalChannelConfig



CHOICE {



explicitValue





LogicalChannelConfig,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


...

}

DRB-ToAddModList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod
DRB-ToAddModList-r15 ::=


SEQUENCE (SIZE (maxDRB-Plus1..maxDRB-r15)) OF DRB-ToAddMod
DRB-ToAddModListSCG-r12 ::=

SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddModSCG-r12
DRB-ToAddModListSCG-r15 ::=

SEQUENCE (SIZE (maxDRB-Plus1..maxDRB-r15)) OF DRB-ToAddModSCG-r12
DRB-ToAddMod ::=
SEQUENCE {


eps-BearerIdentity




INTEGER (0..15)


OPTIONAL,

-- Cond DRB-Setup


drb-Identity





DRB-Identity,


pdcp-Config






PDCP-Config



OPTIONAL,

-- Cond PDCP


rlc-Config






RLC-Config



OPTIONAL,

-- Cond SetupM


logicalChannelIdentity



INTEGER (3..10)


OPTIONAL,

-- Cond DRB-SetupM


logicalChannelConfig



LogicalChannelConfig
OPTIONAL,

-- Cond SetupM


...,


[[
drb-TypeChange-r12




ENUMERATED {toMCG}

OPTIONAL,

-- Need OP



rlc-Config-v1250




RLC-Config-v1250

OPTIONAL

-- Need ON


]],


[[
rlc-Config-v1310




RLC-Config-v1310

OPTIONAL,

-- Need ON



drb-TypeLWA-r13





BOOLEAN




OPTIONAL,

-- Need ON



drb-TypeLWIP-r13




ENUMERATED {lwip, lwip-DL-only,












 lwip-UL-only, eutran}

OPTIONAL

-- Need ON


]],


[[
rlc-Config-v1430




RLC-Config-v1430

OPTIONAL,

-- Need ON



lwip-UL-Aggregation-r14



BOOLEAN




OPTIONAL,

-- Cond LWIP



lwip-DL-Aggregation-r14



BOOLEAN




OPTIONAL,

-- Cond LWIP



lwa-WLAN-AC-r14


ENUMERATED {ac-bk, ac-be, ac-vi, ac-vo}
OPTIONAL
-- Cond UL-LWA


]],


[[



logicalChannelIdentity-r15

INTEGER (13..19)


OPTIONAL
-- Cond DRB-SetupM

]]
}

DRB-ToAddModSCG-r12 ::=
SEQUENCE {


drb-Identity-r12




DRB-Identity,


drb-Type-r12





CHOICE {



split-r12






NULL,



scg-r12







SEQUENCE {




eps-BearerIdentity-r12



INTEGER (0..15)
OPTIONAL,
-- Cond DRB-Setup




pdcp-Config-r12





PDCP-Config

OPTIONAL
-- Cond PDCP-S



}


}














OPTIONAL,
-- Cond SetupS2


rlc-ConfigSCG-r12




RLC-Config



OPTIONAL,
-- Cond SetupS


rlc-Config-v1250





RLC-Config-v1250


OPTIONAL,
-- Need ON


logicalChannelIdentitySCG-r12

INTEGER (3..10)


OPTIONAL,
-- Cond DRB-SetupS


logicalChannelConfigSCG-r12


LogicalChannelConfig
OPTIONAL,
-- Cond SetupS


...,


[[
rlc-Config-v1430




RLC-Config-v1430

OPTIONAL

-- Need ON


]],


[[



logicalChannelIdentitySCG-r15

INTEGER (13..19)
OPTIONAL
-- Cond DRB-SetupS

]]
}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-Identity
DRB-ToReleaseList-r15 ::=


SEQUENCE (SIZE (maxDRB-Plus1..maxDRB-r15)) OF DRB-Identity
MeasSubframePatternPCell-r10 ::=

CHOICE {


release







NULL,


setup






MeasSubframePattern-r10

}

NeighCellsCRS-Info-r11 ::=

CHOICE {


release






NULL,


setup






CRS-AssistanceInfoList-r11

}

CRS-AssistanceInfoList-r11 ::=
SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r11

CRS-AssistanceInfo-r11 ::= SEQUENCE {


physCellId-r11





PhysCellId,


antennaPortsCount-r11



ENUMERATED {an1, an2, an4, spare1},


mbsfn-SubframeConfigList-r11

MBSFN-SubframeConfigList,


...,


[[
mbsfn-SubframeConfigList-v1430
MBSFN-SubframeConfigList-v1430

OPTIONAL
-- Need ON


]]

}

NeighCellsCRS-Info-r13 ::=

CHOICE {


release






NULL,


setup






CRS-AssistanceInfoList-r13

}

CRS-AssistanceInfoList-r13 ::=
SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r13

CRS-AssistanceInfo-r13 ::= SEQUENCE {


physCellId-r13





PhysCellId,


antennaPortsCount-r13



ENUMERATED {an1, an2, an4, spare1},


mbsfn-SubframeConfigList-r13

MBSFN-SubframeConfigList


OPTIONAL,
-- Need ON


...,


[[
mbsfn-SubframeConfigList-v1430
MBSFN-SubframeConfigList-v1430

OPTIONAL
-- Need ON


]]

}

NAICS-AssistanceInfo-r12 ::=

CHOICE {


release






NULL,


setup






SEQUENCE {



neighCellsToReleaseList-r12

NeighCellsToReleaseList-r12


OPTIONAL
,
-- Need ON



neighCellsToAddModList-r12

NeighCellsToAddModList-r12


OPTIONAL,
-- Need ON



servCellp-a-r12




P-a
 






OPTIONAL
-- Need ON


}

}

NeighCellsToReleaseList-r12 ::=
SEQUENCE (SIZE (1..maxNeighCell-r12)) OF PhysCellId

NeighCellsToAddModList-r12 ::=
SEQUENCE (SIZE (1..maxNeighCell-r12)) OF NeighCellsInfo-r12

NeighCellsInfo-r12
::=

SEQUENCE {


physCellId-r12




PhysCellId,


p-b-r12





INTEGER (0..3),


crs-PortsCount-r12



ENUMERATED {n1, n2, n4, spare},


mbsfn-SubframeConfig-r12

MBSFN-SubframeConfigList



OPTIONAL,
-- Need ON

p-aList-r12




SEQUENCE (SIZE (1..maxP-a-PerNeighCell-r12)) OF P-a,


transmissionModeList-r12

BIT STRING (SIZE(8)),


resAllocGranularity-r12


INTEGER (1..4),


...
}
P-a ::= ENUMERATED {
dB-6, dB-4dot77, dB-3, dB-1dot77,










dB0, dB1, dB2, dB3}

-- ASN1STOP

******************** NEXT CHANGED SECTION ********************
6.4
RRC multiplicity and type constraint values

–
Multiplicity and type constraint definitions

-- ASN1START

maxACDC-Cat-r13



INTEGER ::=
16
-- Maximum number of ACDC categories (per PLMN)

maxAvailNarrowBands-r13

INTEGER ::=
16
-- Maximum number of narrowbands

maxBandComb-r10



INTEGER ::=
128
-- Maximum number of band combinations.

maxBandComb-r11



INTEGER ::=
256
-- Maximum number of additional band combinations.

maxBandComb-r13



INTEGER ::=
384 -- Maximum number of band combinations in Rel-13

maxBands




INTEGER ::= 64
-- Maximum number of bands listed in EUTRA UE caps

maxBandwidthClass-r10

INTEGER ::=
16
-- Maximum number of supported CA BW classes per band

maxBandwidthCombSet-r10

INTEGER ::=
32
-- Maximum number of bandwidth combination sets per












-- supported band combination

maxCBR-Level-r14


INTEGER ::= 16
-- Maximum number of CBR levels 
maxCBR-Level-1-r14


INTEGER ::= 15

maxCBR-Report-r14


INTEGER ::= 72
-- Maximum number of CBR results in a report

maxCDMA-BandClass


INTEGER ::= 32
-- Maximum value of the CDMA band classes

maxCE-Level-r13



INTEGER ::=
4
-- Maximum number of CE levels

maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted physical cell identity












-- ranges listed in SIB type 4 and 5

maxCellHistory-r12


INTEGER ::= 16
-- Maximum number of visited EUTRA cells reported

maxCellInfoGERAN-r9 

INTEGER ::=
32
-- Maximum number of GERAN cells for which system in-












-- formation can be provided as redirection assistance

maxCellInfoUTRA-r9


INTEGER ::=
16
-- Maximum number of UTRA cells for which system












-- information can be provided as redirection












-- assistance

maxCombIDC-r11



INTEGER ::= 128
-- Maximum number of reported UL CA combinations

maxCSI-IM-r11



INTEGER ::= 3
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-IM-r12



INTEGER ::= 4
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

minCSI-IM-r13



INTEGER ::= 5
-- Minimum number of CSI IM configurations from which












-- REL-13 extension is used

maxCSI-IM-r13



INTEGER ::= 24
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-IM-v1310



INTEGER ::= 20
-- Maximum number of additional CSI-IM configurations












--  (per carrier frequency)

maxCSI-Proc-r11



INTEGER ::= 4
-- Maximum number of CSI processes (per carrier












--  frequency)

maxCSI-RS-NZP-r11


INTEGER ::= 3
-- Maximum number of CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

minCSI-RS-NZP-r13


INTEGER ::= 4
-- Minimum number of CSI RS resource from which












-- REL-13 extension is used

maxCSI-RS-NZP-r13


INTEGER ::= 24
-- Maximum number of CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

maxCSI-RS-NZP-v1310


INTEGER ::= 21
-- Maximum number of additional CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

maxCSI-RS-ZP-r11


INTEGER ::= 4
-- Maximum number of CSI RS resource












--  configurations using zero Tx power(per carrier












--  frequency)

maxCQI-ProcExt-r11


INTEGER ::= 3
-- Maximum number of additional periodic CQI












-- configurations (per carrier frequency)

maxFreqUTRA-TDD-r10


INTEGER ::=
6
-- Maximum number of UTRA TDD carrier frequencies for












-- which system information can be provided as












-- redirection assistance

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellListGERAN


INTEGER ::= 3
-- Maximum number of lists of GERAN cells

maxCellMeas




INTEGER ::= 32
-- Maximum number of entries in each of the












-- cell lists in a measurement object

maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells/CSI-RS resources

maxConfigSPS-r14


INTEGER ::= 8
-- Maximum number of simultaneous SPS configurations

maxCSI-RS-Meas-r12


INTEGER ::= 96
-- Maximum number of entries in the CSI-RS list











-- in a measurement object

maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers
maxDRB-Plus1



INTEGER ::= 12

maxDRB-r15




INTEGER ::= 15
-- Maximum number of Data Radio Bearers
maxDS-Duration-r12


INTEGER ::= 5
-- Maximum number of subframes in a discovery signals












-- occasion

maxDS-ZTP-CSI-RS-r12

INTEGER ::= 5
-- Maximum number of zero transmission power CSI-RS for











-- a serving cell concerning discovery signals

maxEARFCN




INTEGER ::= 65535
-- Maximum value of EUTRA carrier frequency

maxEARFCN-Plus1



INTEGER ::= 65536
-- Lowest value extended EARFCN range

maxEARFCN2




INTEGER ::= 262143
-- Highest value extended EARFCN range

maxEPDCCH-Set-r11


INTEGER ::= 2
-- Maximum number of EPDCCH sets

maxFBI





INTEGER ::= 64
-- Maximum value of fequency band indicator

maxFBI-Plus1




INTEGER ::= 65
-- Lowest value extended FBI range

maxFBI2





INTEGER ::= 256
-- Highest value extended FBI range

maxFreq





INTEGER ::= 8
-- Maximum number of carrier frequencies

maxFreqIDC-r11



INTEGER ::= 32
-- Maximum number of carrier frequencies that are












-- affected by the IDC problems

maxFreqMBMS-r11



INTEGER ::= 5
-- Maximum number of carrier frequencies for which an 












-- MBMS capable UE may indicate an interest

maxFreqV2X-r14



INTEGER ::= 8
-- Maximum number of carrier frequencies for which V2X 












-- sidelink communication can be configured

maxFreqV2X-1-r14



INTEGER ::= 7
-- Highest index of frequencies

maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be












-- provided as part of NACC information

maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups

maxLCG-r13




INTEGER ::= 4
-- Maximum number of logical channel groups

maxLogMeasReport-r10

INTEGER ::= 520
-- Maximum number of logged measurement entries












--  that can be reported by the UE in one message

maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMBSFN-Area



INTEGER ::= 8

maxMBSFN-Area-1



INTEGER ::= 7

maxMBMS-ServiceListPerUE-r13
INTEGER ::= 15
-- Maximum number of services which the UE can











-- include in the MBMS interest indication

maxMeasId




INTEGER ::= 32

maxMeasId-Plus1 


INTEGER ::= 33

maxMeasId-r12



INTEGER ::= 64

maxMultiBands



INTEGER ::= 8
-- Maximum number of additional frequency bands












-- that a cell belongs to

maxNS-Pmax-r10



INTEGER ::= 8
-- Maximum number of NS and P-Max values per band

maxNAICS-Entries-r12


INTEGER ::= 8
-- Maximum number of supported NAICS combination(s)

maxNeighCell-r12



INTEGER ::= 8
-- Maximum number of neighbouring cells in NAICS












-- configuration (per carrier frequency)

maxNeighCell-SCPTM-r13

INTEGER ::=
8
-- Maximum number of SCPTM neighbour cells

maxObjectId




INTEGER ::= 32

maxObjectId-Plus1-r13

INTEGER ::= 33

maxObjectId-r13



INTEGER ::= 64

maxP-a-PerNeighCell-r12

INTEGER ::= 3
-- Maximum number of power offsets for a neighbour cell












-- in NAICS configuration

maxPageRec




INTEGER ::= 16
-- 

maxPhysCellIdRange-r9 

INTEGER ::= 4
-- Maximum number of physical cell identity ranges

maxPLMN-r11




INTEGER ::=
6
-- Maximum number of PLMNs

maxPLMN-1-r14



INTEGER ::=
5
-- Maximum number of PLMNs minus one

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxPMCH-PerMBSFN


INTEGER ::= 15

maxPSSCH-TxConfig-r14

INTEGER ::= 16
-- Maximum number of PSSCH TX configurations

maxQCI-r13




INTEGER ::= 6
-- Maximum number of QCIs

maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxRE-MapQCL-r11


INTEGER ::= 4
-- Maximum number of PDSCH RE Mapping configurations












--  (per carrier frequency)

maxReportConfigId


INTEGER ::= 32

maxReservationPeriod-r14
INTEGER ::= 16
-- Maximum number of resource reservation periodicities












--  for sidelink V2X communication
maxRSTD-Freq-r10


INTEGER ::= 3
-- Maximum number of frequency layers for RSTD












-- measurement

maxSAI-MBMS-r11



INTEGER ::= 64
-- Maximum number of MBMS service area identities












-- broadcast per carrier frequency

maxSCell-r10



INTEGER ::= 4
-- Maximum number of SCells

maxSCell-r13



INTEGER ::= 31
-- Highest value of extended number range of SCells

maxSC-MTCH-r13



INTEGER ::= 1023
-- Maximum number of SC-MTCHs in one cell

maxSC-MTCH-BR-r14


INTEGER ::= 128
-- Maximum number of SC-MTCHs in one cell for feMTC

maxSL-CommRxPoolNFreq-r13
INTEGER ::= 32
-- Maximum number of individual sidelink communication












-- Rx resource pools on neighbouring freq

maxSL-CommRxPoolPreconf-v1310
INTEGER ::= 12
-- Maximum number of additional preconfigured













-- sidelink communication Rx resource pool entries

maxSL-TxPool-r12Plus1-r13
INTEGER ::= 5
-- First additional individual sidelink













-- Tx resource pool

maxSL-TxPool-v1310


INTEGER ::= 4
-- Maximum number of additional sidelink













-- Tx resource pool entries

maxSL-TxPool-r13


INTEGER ::= 8
-- Maximum number of individual sidelink













-- Tx resource pools

maxSL-CommTxPoolPreconf-v1310
INTEGER ::= 7
-- Maximum number of additional preconfigured













-- sidelink Tx resource pool entries

maxSL-Dest-r12


INTEGER ::= 16


-- Maximum number of sidelink destinations

maxSL-DiscCells-r13

INTEGER ::= 16


-- Maximum number of cells with similar sidelink













-- configurations

maxSL-DiscPowerClass-r12
INTEGER ::= 3

-- Maximum number of sidelink power classes

maxSL-DiscRxPoolPreconf-r13

INTEGER ::= 16
-- Maximum number of preconfigured sidelink













-- discovery Rx resource pool entries

maxSL-DiscSysInfoReportFreq-r13
INTEGER ::= 8
-- Maximum number of frequencies to include in a













-- SidelinkUEInformation for SI reporting

maxSL-DiscTxPoolPreconf-r13

INTEGER ::= 4
-- Maximum number of preconfigured sidelink













-- discovery Tx resource pool entries

maxSL-GP-r13


INTEGER ::= 8
-- Maximum number of gap patterns that can be requested











-- for a frequency or assigned

maxSL-PoolToMeasure-r14 
INTEGER ::= 72
-- Maximum number of TX resource pools for CBR












-- measurement and report

maxSL-Prio-r13


INTEGER ::= 8
-- Maximum number of entries in sidelink priority list

maxSL-RxPool-r12


INTEGER ::= 16
-- Maximum number of individual sidelink Rx resource pools

maxSL-SyncConfig-r12

INTEGER ::= 16
-- Maximum number of sidelink Sync configurations

maxSL-TF-IndexPair-r12
INTEGER ::= 64
-- Maximum number of sidelink Time Freq resource index












--  pairs

maxSL-TxPool-r12


INTEGER ::= 4
-- Maximum number of individual sidelink Tx resource pools

maxSL-V2X-RxPool-r14 

INTEGER ::= 16
-- Maximum number of RX resource pools for













-- V2X sidelink communication

maxSL-V2X-RxPoolPreconf-r14
INTEGER ::= 16

-- Maximum number of RX resource pools for













-- V2X sidelink communication

maxSL-V2X-TxPool-r14 

INTEGER ::= 8
-- Maximum number of TX resource pools for













-- V2X sidelink communication

maxSL-V2X-TxPoolPreconf-r14
INTEGER ::= 8

-- Maximum number of TX resource pools for













-- V2X sidelink communication

maxSL-V2X-SyncConfig-r14 
INTEGER ::= 16
-- Maximum number of sidelink Sync configurations













-- for V2X sidelink communication

maxSL-V2X-CBRConfig-r14

INTEGER ::= 4
-- Maximum number of CBR range configurations 













-- for V2X sidelink communication congestion













-- control

maxSL-V2X-CBRConfig-1-r14
INTEGER ::= 3

maxSL-V2X-TxConfig-r14

INTEGER ::= 64
-- Maximum number of TX parameter configurations













-- for V2X sidelink communication congestion













-- control

maxSL-V2X-TxConfig-1-r14
INTEGER ::= 63

maxSL-V2X-CBRConfig2-r14

INTEGER ::= 8
-- Maximum number of CBR range configurations in













-- pre-configuration for V2X sidelink













-- communication congestion control

maxSL-V2X-CBRConfig2-1-r14
INTEGER ::= 7

maxSL-V2X-TxConfig2-r14

INTEGER ::= 128
-- Maximum number of TX parameter













-- configurations in pre-configuration for V2X













-- sidelink communication congestion control

maxSL-V2X-TxConfig2-1-r14
INTEGER ::= 127

maxSTAG-r11




INTEGER ::= 3
-- Maximum number of STAGs

maxServCell-r10



INTEGER ::= 5
-- Maximum number of Serving cells

maxServCell-r13



INTEGER ::= 32
-- Highest value of extended number range of Serving cells

maxServiceCount 


INTEGER ::= 16
-- Maximum number of MBMS services that can be included












--  in an MBMS counting request and response

maxServiceCount-1


INTEGER ::= 15

maxSessionPerPMCH


INTEGER ::= 29

maxSessionPerPMCH-1


INTEGER ::= 28

maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSIB-1




INTEGER ::= 31

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxSimultaneousBands-r10
INTEGER ::= 64
-- Maximum number of simultaneously aggregated bands

maxSubframePatternIDC-r11
INTEGER ::= 8
-- Maximum number of subframe reservation patterns












-- that the UE can simultaneously recommend to the












-- E-UTRAN for use.

maxTrafficPattern-r14

INTEGER ::= 8
-- Maximum number of periodical traffic patterns












-- that the UE can simultaneously report to the












-- E-UTRAN.

maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier frequencies

maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier frequencies

maxWLAN-Id-r12



INTEGER ::=
16
-- Maximum number of WLAN identifiers

maxWLAN-Bands-r13


INTEGER ::= 8
-- Maximum number of WLAN bands
maxWLAN-Id-r13



INTEGER ::= 32
-- Maximum number of WLAN identifiers

maxWLAN-Channels-r13

INTEGER ::= 16
-- maximum number of WLAN channels used in












-- WLAN-CarrierInfo
maxWLAN-CarrierInfo-r13 
INTEGER ::= 8
-- Maximum number of WLAN Carrier Information
maxWLAN-Id-Report-r14

INTEGER ::= 32
-- Maximum number of WLAN IDs to report

-- ASN1STOP

NOTE: The value of maxDRB aligns with SA2.

******************** NEXT CHANGED SECTION ********************
10.2.1
General

This section specifies RRC messages that are sent either across the X2- or the S1-interface, either to or from the eNB, i.e. a single 'logical channel' is used for all RRC messages transferred across network nodes. The information could originate from or be destined for another RAT.

–
EUTRA-InterNodeDefinitions
This ASN.1 segment is the start of the E‑UTRA inter-node PDU definitions.

-- ASN1START

EUTRA-InterNodeDefinitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


AntennaInfoCommon,


AntennaInfoDedicated-v10i0,


ARFCN-ValueEUTRA,


ARFCN-ValueEUTRA-v9e0,


ARFCN-ValueEUTRA-r9,


CellIdentity,


C-RNTI,


DL-DCCH-Message,


DRB-Identity,


DRB-ToReleaseList,


FreqBandIndicator-r11,


InDeviceCoexIndication-r11,


LWA-Config-r13,


MasterInformationBlock,

maxBands,

maxFreq,


maxDRB,

maxDRB-Plus1,


maxDRB-r15,

maxSCell-r10,


maxSCell-r13,


maxServCell-r10,


maxServCell-r13,


MBMSInterestIndication-r11,


MeasConfig,


MeasGapConfig,


MeasGapConfigPerCC-List-r14,


MeasResultForRSSI-r13,


MeasResultListWLAN-r13,


OtherConfig-r9,


PhysCellId,


P-Max,


PowerCoordinationInfo-r12,


SidelinkUEInformation-r12,


SL-CommConfig-r12,


SL-DiscConfig-r12,


RadioResourceConfigDedicated,

RCLWI-Configuration-r13,

RSRP-Range,


RSRQ-Range,


RSRQ-Range-v1250,


RS-SINR-Range-r13,


SCellToAddModList-r10,


SCellToAddModListExt-r13,


SCG-ConfigPartSCG-r12,


SecurityAlgorithmConfig,


SCellIndex-r10,


SCellIndex-r13,


SCellToReleaseList-r10,


SCellToReleaseListExt-r13,


ServCellIndex-r10,


ServCellIndex-r13,


ShortMAC-I,


MeasResultSSTD-r13,


SL-V2X-ConfigDedicated-r14,

SystemInformationBlockType1,


SystemInformationBlockType1-v890-IEs,


SystemInformationBlockType2,


UEAssistanceInformation-r11,


UECapabilityInformation,


UE-CapabilityRAT-ContainerList,


UE-RadioPagingInfo-r12,


WLANConnectionStatusReport-r13,

WLAN-OffloadConfig-r12

FROM EUTRA-RRC-Definitions;

-- ASN1STOP

******************** NEXT CHANGED SECTION ********************
10.2.2
Message definitions

*********** CONTENT PARTIALLY OMITTED **********
SCG-ConfigInfo
This message is used by MeNB to request the SeNB to perform certain actions e.g. to establish, modify or release an SCG, and it may include additional information e.g. to assist the SeNB with assigning the SCG configuration.

Direction: Master eNB to secondary eNB

SCG-ConfigInfo message

-- ASN1START

SCG-ConfigInfo-r12 ::=




SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




scg-ConfigInfo-r12




SCG-ConfigInfo-r12-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

SCG-ConfigInfo-r12-IEs ::=


SEQUENCE {


radioResourceConfigDedMCG-r12
RadioResourceConfigDedicated

OPTIONAL,


sCellToAddModListMCG-r12

SCellToAddModList-r10



OPTIONAL,


measGapConfig-r12



MeasGapConfig





OPTIONAL,


powerCoordinationInfo-r12

PowerCoordinationInfo-r12


OPTIONAL,


scg-RadioConfig-r12



SCG-ConfigPartSCG-r12



OPTIONAL,


eutra-CapabilityInfo-r12

OCTET STRING (CONTAINING UECapabilityInformation)
OPTIONAL,


scg-ConfigRestrictInfo-r12

SCG-ConfigRestrictInfo-r12


OPTIONAL,


mbmsInterestIndication-r12

OCTET STRING (CONTAINING











MBMSInterestIndication-r11)

OPTIONAL,


measResultServCellListSCG-r12
MeasResultServCellListSCG-r12

OPTIONAL,


drb-ToAddModListSCG-r12


DRB-InfoListSCG-r12




OPTIONAL,


drb-ToReleaseListSCG-r12

DRB-ToReleaseList




OPTIONAL,


sCellToAddModListSCG-r12

SCellToAddModListSCG-r12


OPTIONAL,


sCellToReleaseListSCG-r12

SCellToReleaseList-r10



OPTIONAL,


p-Max-r12






P-Max







OPTIONAL,


nonCriticalExtension


SCG-ConfigInfo-v1310-IEs


OPTIONAL

}

SCG-ConfigInfo-v1310-IEs ::=

SEQUENCE {


measResultSSTD-r13



MeasResultSSTD-r13




OPTIONAL,
sCellToAddModListMCG-Ext-r13

SCellToAddModListExt-r13


OPTIONAL,


measResultServCellListSCG-Ext-r13
MeasResultServCellListSCG-Ext-r13
OPTIONAL,


sCellToAddModListSCG-Ext-r13

SCellToAddModListSCG-Ext-r13


OPTIONAL,


sCellToReleaseListSCG-Ext-r13
SCellToReleaseListExt-r13


OPTIONAL,


nonCriticalExtension


SCG-ConfigInfo-v1330-IEs 


OPTIONAL

}

SCG-ConfigInfo-v1330-IEs ::=

SEQUENCE {


measResultListRSSI-SCG-r13

MeasResultListRSSI-SCG-r13


OPTIONAL,


nonCriticalExtension


SCG-ConfigInfo-v1430-IEs






OPTIONAL

}

SCG-ConfigInfo-v1430-IEs ::=

SEQUENCE {


makeBeforeBreakSCG-Req-r14

ENUMERATED {true}




OPTIONAL,


measGapConfigPerCC-List 

MeasGapConfigPerCC-List-r14


OPTIONAL,


nonCriticalExtension


SCG-ConfigInfo-v15xy-IEs






OPTIONAL

}

SCG-ConfigInfo-v15xy-IEs ::=

SEQUENCE {


drb-ToAddModListSCG-r15


DRB-InfoListSCG-r15




OPTIONAL,


nonCriticalExtension


SEQUENCE {}






OPTIONAL

}

DRB-InfoListSCG-r12 ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-InfoSCG-r12
DRB-InfoListSCG-r15 ::=



SEQUENCE (SIZE (maxDRB-Plus1..maxDRB-r15)) OF DRB-InfoSCG-r12
DRB-InfoSCG-r12 ::=



SEQUENCE {


eps-BearerIdentity-r12


INTEGER (0..15)



OPTIONAL,
-- Cond DRB-Setup


drb-Identity-r12



DRB-Identity,


drb-Type-r12




ENUMERATED {split, scg}

OPTIONAL,
-- Cond DRB-Setup


...

}

SCellToAddModListSCG-r12 ::=
SEQUENCE (SIZE (1..maxSCell-r10)) OF Cell-ToAddMod-r12
SCellToAddModListSCG-Ext-r13 ::=
SEQUENCE (SIZE (1..maxSCell-r13)) OF Cell-ToAddMod-r12
Cell-ToAddMod-r12 ::=



SEQUENCE {


sCellIndex-r12





SCellIndex-r10,


cellIdentification-r12



SEQUENCE {



physCellId-r12





PhysCellId,



dl-CarrierFreq-r12




ARFCN-ValueEUTRA-r9


}















OPTIONAL,
-- Cond SCellAdd


measResultCellToAdd-r12



SEQUENCE {



rsrpResult-r12





RSRP-Range,



rsrqResult-r12





RSRQ-Range


}















OPTIONAL,
-- Cond SCellAdd2


...,


[[

sCellIndex-r13




SCellIndex-r13



OPTIONAL,



measResultCellToAdd-v1310


SEQUENCE {




rs-sinr-Result-r13




RS-SINR-Range-r13



}














OPTIONAL
-- Cond SCellAdd2


]]

}

MeasResultServCellListSCG-r12 ::=
SEQUENCE (SIZE (1..maxServCell-r10)) OF MeasResultServCellSCG-r12
MeasResultServCellListSCG-Ext-r13 ::=
SEQUENCE (SIZE (1..maxServCell-r13)) OF MeasResultServCellSCG-r12
MeasResultServCellSCG-r12 ::=


SEQUENCE {


servCellId-r12





ServCellIndex-r10,


measResultSCell-r12




SEQUENCE {



rsrpResultSCell-r12




RSRP-Range,



rsrqResultSCell-r12




RSRQ-Range


},


...,


[[

servCellId-r13





ServCellIndex-r13

OPTIONAL,



measResultSCell-v1310



SEQUENCE {




rs-sinr-ResultSCell-r13



RS-SINR-Range-r13



}














OPTIONAL


]]

}

MeasResultListRSSI-SCG-r13 ::=
SEQUENCE (SIZE (1..maxServCell-r13)) OF MeasResultRSSI-SCG-r13
MeasResultRSSI-SCG-r13 ::=


SEQUENCE {


servCellId-r13





ServCellIndex-r13,


measResultForRSSI-r13



MeasResultForRSSI-r13

}

SCG-ConfigRestrictInfo-r12 ::=

SEQUENCE {


maxSCH-TB-BitsDL-r12



INTEGER (1..100),


maxSCH-TB-BitsUL-r12



INTEGER (1..100)

}

-- ASN1STOP

	SCG-ConfigInfo field descriptions

	drb-ToAddModListSCG

Includes DRBs the SeNB is requested to establish or modify (DRB type change).

	drb-ToReleaseListSCG

Includes DRBs the SeNB is requested to release.

	makeBeforeBreakSCG-Req

To request the target eNB to add the makeBeforeBreakSCG indication in the mobilityControlInfoSCG in case of intra-frequency SCG change.

	maxSCH-TB-BitsXL

Indicates the maximum DL-SCH/UL-SCH TB bits that may be scheduled in a TTI. Specified as a percentage of the value defined for the applicable UE category.

	measGapConfig

Includes the current measurement gap configuration.

	measResultListRSSI-SCG

Includes RSSI measurement results of SCG (serving) cells

	measResultSSTD
Includes measurement results of UE SFN and Subframe Timing Difference between the PCell and the PSCell.

	measResultServCellListSCG

Includes measurement results of SCG (serving) cells.

	radioResourceConfigDedMCG

Includes the current dedicated MCG radio resource configuration.

	sCellIndex

If sCellIndex-r13 is present, sCellIndex-r12 shall be ignored.

	sCellToAddModListMCG, sCellToAddModListMCG-Ext
Includes the current MCG SCell configuration. Field sCellToAddModListMCG is used to add the first 4 SCells with sCellIndex-r10 while sCellToAddModListMCG-Ext is used to add the rest.

	sCellToAddModListSCG, sCellToAddModListSCG-Ext

Includes SCG cells the SeNB is requested to establish. Measurement results may be provided for these cells. Field sCellToAddModListSCG is used to add the first 4 SCells with sCellIndex-r12 while sCellToAddModListSCG-Ext is used to add the rest.

	sCellToReleaseListSCG, sCellToReleaseListSCG-Ext
Includes SCG cells the SeNB is requested to release.

	scg-RadioConfig

Includes the current dedicated SCG configuration.

	scg-ConfigRestrictInfo

Includes fields for which MeNB explictly indicates the restriction to be observed by SeNB.

	servCellId

If servCellId-r13 is present, servCellId-r12 shall be ignored.

	p-Max

Cell specific value i.e. as broadcast by PCell.


	Conditional presence
	Explanation

	DRB-Setup
	The field is mandatory present in case DRB establishment is requested; otherwise the field is not present.

	SCellAdd
	The field is mandatory present in case SCG cell establishment is requested; otherwise the field is not present.

	SCellAdd2
	The field is optional present in case SCG cell establishment is requested; otherwise the field is not present.


******************** NEXT CHANGED SECTION ********************
11.1
UE capability related constraints

The following table lists constraints regarding the UE capabilities that E-UTRAN is assumed to take into account.

	Parameter
	Description
	Value
	NB-IoT

	#DRBs
	The number of DRBs that a UE shall support
	8, 15
	(0, 1, 2) 

NOTE1

	#RLC-AM
	The number of RLC AM entities that a UE shall support
	10, 17
	(2, 3)

NOTE1

	#minCellperMeasObjectEUTRA
	The minimum number of neighbour cells (excluding black list cells) that a UE shall be able to store within a MeasObjectEUTRA. NOTE.
	32
	N/A

	#minBlackCellRangesperMeasObjectEUTRA
	The minimum number of blacklist cell PCI ranges that a UE shall be able to store within a MeasObjectEUTRA
	32
	N/A

	#minCellperMeasObjectUTRA
	The minimum number of neighbour cells that a UE shall be able to store within a MeasObjectUTRA. NOTE.
	32
	N/A

	#minCellperMeasObjectGERAN
	The minimum number of neighbour cells that a UE shall be able to store within a measObjectGERAN. NOTE.
	32
	N/A

	#minCellperMeasObjectCDMA2000
	The minimum number of neighbour cells that a UE shall be able to store within a measObjectCDMA2000. NOTE.
	32
	N/A

	#minCellTotal
	The minimum number of neighbour cells (excluding black list cells) that UE shall be able to store in total in all measurement objects configured
	256
	N/A

	NOTE:
In case of CGI reporting, the limit regarding the cells E-UTRAN can configure includes the cell for which the UE is requested to report CGI i.e. the amount of neighbour cells that can be included is at most (# minCellperMeasObjectRAT - 1), where RAT represents EUTRA/UTRA/GERAN/CDMA2000 respectively.

	NOTE1:
#DRBs based on UE capability, #RLC-AM =#DRBs + 2.


