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5.6.3.3
Reception of the UECapabilityEnquiry by the UE

The UE shall:

1>
for NB-IoT, set the contents of UECapabilityInformation message as follows:

2>
include the UE Radio Access Capability Parameters within the ue-Capability-Container;

2>
include ue-RadioPagingInfo;

2>
submit the UECapabilityInformation message to lower layers for transmission, upon which the procedure ends;

1> else, set the contents of UECapabilityInformation message as follows:

2> if the ue-CapabilityRequest includes eutra and requestSkipUnchangedCap :
3> if the UE supports unchangedCapabilitySkipped, set all the fields of UE-EUTRACapabilityInformation message in accordance with reporting the band combinations according to the rules and priority order defined in section 5.6.3.3.1.
2>
if the ue-CapabilityRequest includes eutra:

3>
include the UE-EUTRA-Capability within a ue-CapabilityRAT-Container and with the rat-Type set to eutra;

3>
if the UE supports FDD and TDD:

4>
set all fields of UECapabilityInformation, except field fdd-Add-UE-EUTRA-Capabilities and tdd-Add-UE-EUTRA-Capabilities (including their sub-fields), to include the values applicable for both FDD and TDD (i.e. functionality supported by both modes);

4>
if (some of) the UE capability fields have a different value for FDD and TDD:

5>
if for FDD, the UE supports additional functionality compared to what is indicated by the previous fields of UECapabilityInformation:

6>
include field fdd-Add-UE-EUTRA-Capabilities and set it to include fields reflecting the additional functionality applicable for FDD;

5>
if for TDD, the UE supports additional functionality compared to what is indicated by the previous fields of UECapabilityInformation:

6>
include field tdd-Add-UE-EUTRA-Capabilities and set it to include fields reflecting the additional functionality applicable for TDD;

NOTE 1:

The UE includes fields of XDD-Add-UE-EUTRA-Capabilities in accordance with the following:

-
The field is included only if one or more of its sub-fields (or bits in the feature group indicators string) has a value that is different compared to the value signalled elsewhere within UE-EUTRA-Capability;

(this value signalled elsewhere is also referred to as the Common value, that is supported for both XDD modes)

-
For the fields that are included in XDD-Add-UE-EUTRA-Capabilities, the UE sets:

-
the sub-fields (or bits in the feature group indicators string) that are not allowed to be different to the same value as the Common value;

-
the sub-fields (or bits in the feature group indicators string) that are allowed to be different to a value indicating at least the same functionality as indicated by the Common value;

3>
else (UE supports single xDD mode):

4>
set all fields of UECapabilityInformation, except field fdd-Add-UE-EUTRA-Capabilities and tdd-Add-UE-EUTRA-Capabilities (including their sub-fields), to include the values applicable for the xDD mode supported by the UE;
3> UE shall report the band combinations according to the rules and priority order defined in section 5.6.3.3.1.
3>














































3>
if the UE is a category 0, M1 or M2 UE, or supports any UE capability information in ue-RadioPagingInfo, according to TS 36.306 [5]:

4>
include ue-RadioPagingInfo and set the fields according to TS 36.306 [5];

2>
if the ue-CapabilityRequest includes geran-cs and if the UE supports GERAN CS domain:

3>
include the UE radio access capabilities for GERAN CS within a ue-CapabilityRAT-Container and with the rat-Type set to geran-cs;

2>
if the ue-CapabilityRequest includes geran-ps and if the UE supports GERAN PS domain:

3>
include the UE radio access capabilities for GERAN PS within a ue-CapabilityRAT-Container and with the rat-Type set to geran-ps;

2>
if the ue-CapabilityRequest includes utra and if the UE supports UTRA:

3>
include the UE radio access capabilities for UTRA within a ue-CapabilityRAT-Container and with the rat-Type set to utra;

2>
if the ue-CapabilityRequest includes cdma2000-1XRTT and if the UE supports CDMA2000 1xRTT:

3>
include the UE radio access capabilities for CDMA2000 within a ue-CapabilityRAT-Container and with the rat-Type set to cdma2000-1XRTT;

1> submit the UECapabilityInformation message to lower layers for transmission, upon which the procedure ends;

5.6.3.3.1 Reporting band combinations in UECapabilityInformation
The UE shall report the band combinations in the UECapabilityInformation message according to the rules and priority order specified below. The UE shall,
1> compile a list of band combinations, candidate for inclusion in the UECapabilityInformation message, comprising of band combinations supported by the UE according to the following priority order (i.e. listed in order of decreasing priority):

2>

include all non-CA bands, regardless of whether UE supports carrier aggregation, only:

-
if the UE indicated support of ue-Category-v1020 (i.e. indicating category 6 to 8); or

-
if for at least one of the non-CA bands, the UE supports more MIMO layers with TM9 and TM10 than implied by the UE category; or

-
if the UE supports TM10 with one or more CSI processes;

2>
if the UECapabilityEnquiry message includes requestedFrequencyBands and UE supports requestedFrequencyBands:

3>
include all 2DL+1UL CA band combinations, only consisting of bands included in requestedFrequencyBands;

3>
include all other CA band combinations, only consisting of bands included in requestedFrequencyBands, and prioritized in the order of requestedFrequencyBands, (i.e. first include remaining band combinations containing the first-listed band, then include remaining band combinations containing the second-listed band, and so on);

2>
else (no requested frequency bands):

3>
include all 2DL+1UL CA band combinations;

3>
include all other CA band combinations;

2>
if UE supports maximumCCsRetrieval and if the UECapabilityEnquiry message includes the requestedMaxCCsDL and the requestedMaxCCsUL (i.e. both UL and DL maximums are given):

3>
remove from the list of candidates the band combinations for which the number of CCs in DL exceeds the value indicated in the requestedMaxCCsDL or for which the number of CCs in UL exceeds the value indicated in the requestedMaxCCsUL;

3>
indicate in requestedCCsUL the same value as received in requestedMaxCCsUL;
3>
indicate in requestedCCsDL the same value as received in requestedMaxCCsDL;

2>
else if UE supports maximumCCsRetrieval and if the UECapabilityEnquiry message includes the requestedMaxCCsDL (i.e. only DL maximum limit is given):

3>
remove from the list of candidates the band combinations for which the number of CCs in DL exceeds the value indicated in the requestedMaxCCsDL;

3>
indicate value in requestedCCsDL the same value as received in requestedMaxCCsDL;

2>
else if UE supports maximumCCsRetrieval and if the UECapabilityEnquiry message includes the requestedMaxCCsUL (i.e. only UL maximum limit is given):

3>
remove from the list of candidates the band combinations for which the number of CCs in UL exceeds the value indicated in the requestedMaxCCsUL;

3>
indicate in requestedCCsUL the same value as received in requestedMaxCCsUL;
2>
if the UE supports reducedIntNonContComb and the UECapabilityEnquiry message includes requestReducedIntNonContComb:

3>
set reducedIntNonContCombRequested to true;

3>
remove from the list of candidates the intra-band non-contiguous CA band combinations which support is implied by another intra-band non-contiguous CA band combination included in the list of candidates as specified in TS 36.306 [5, 4.3.5.21]:

2>
if the UE supports requestReducedFormat and UE supports skipFallbackCombinations and UECapabilityEnquiry message includes requestSkipFallbackComb:

3>
set skipFallbackCombRequested to true;

3>
for each band combination included in the list of candidates (including 2DL+1UL CA band combinations), starting with the ones with the lowest number of DL and UL carriers, that concerns a fallback band combination of another band combination included in the list of candidates as specified in TS 36.306 [5]:

4>
remove the band combination from the list of candidates;

4>
include differentFallbackSupported in the band combination included in the list of candidates whose fallback concerns the removed band combination, if its capabilities differ from the removed band combination;

2>
if the UE supports requestReducedFormat and diffFallbackCombReport, and UECapabilityEnquiry message includes requestDiffFallbackCombList:

3>
if the UE does not support skipFallbackCombinations or UECapabilityEnquiry message does not include requestSkipFallbackComb:

4>
remove all band combination from the list of candidates;

3>
for each CA band combination indicated in requestDiffFallbackCombList:

4>
include the CA band combination, if not already in the list of candidates;

4>
include the fallback combinations for which the supported UE capabilities are different from the capability of the CA band combination;

3>
include CA band combinations indicated in requestDiffFallbackCombList into requestedDiffFallbackCombList;

1>
if the UECapabilityEnquiry message includes requestReducedFormat and UE supports requestReducedFormat:

2>
include in supportedBandCombinationReduced as many as possible of the band combinations included in the list of candidates, including the non-CA combinations, determined according to the rules and priority order defined above;

1>
else

2>
if the UECapabilityEnquiry message includes requestedFrequencyBands and UE supports requestedFrequencyBands:

3>
include in supportedBandCombination as many as possible of the band combinations included in the list of candidates, including the non-CA combinations and up to 5DL+5UL CA band combinations, determined according to the rules and priority order defined above;

3>
include in supportedBandCombinationAdd as many as possible of the remaining band combinations included in the list of candidates, (i.e. the candidates not included in supportedBandCombination), up to 5DL+5UL CA band combinations, determined according to the rules and priority order defined above;

2>
else 

3>
include in supportedBandCombination as many as possible of the band combinations included in the list of candidates, including the non-CA combinations and up to 5DL+5UL CA band combinations, determined according to the rules defined above;

3>
if it is not possible to include in supportedBandCombination all the band combinations to be included according to the above, selection of the subset of band combinations to be included is left up to UE implementation;

1>
indicate in requestedBands the same bands and in the same order as included in requestedFrequencyBands, if received;

	>>> End of 1st change <<<


6.2.2
Message definitions
	>>> skipped paragraphs <<<


–
UECapabilityEnquiry
The UECapabilityEnquiry message is used to request the transfer of UE radio access capabilities for E‑UTRA as well as for other RATs.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

UECapabilityEnquiry message
-- ASN1START
UECapabilityEnquiry ::=



SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




ueCapabilityEnquiry-r8



UECapabilityEnquiry-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UECapabilityEnquiry-r8-IEs ::=

SEQUENCE {


ue-CapabilityRequest



UE-CapabilityRequest,


nonCriticalExtension



UECapabilityEnquiry-v8a0-IEs

OPTIONAL

}

UECapabilityEnquiry-v8a0-IEs ::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



UECapabilityEnquiry-v1180-IEs






OPTIONAL

}

UECapabilityEnquiry-v1180-IEs ::=
SEQUENCE {


requestedFrequencyBands-r11


SEQUENCE (SIZE (1..16)) OF FreqBandIndicator-r11






OPTIONAL,


nonCriticalExtension



UECapabilityEnquiry-v1310-IEs 






OPTIONAL

}

UECapabilityEnquiry-v1310-IEs ::=
SEQUENCE {


requestReducedFormat-r13


ENUMERATED {true}




OPTIONAL,
-- Need ON


requestSkipFallbackComb-r13

ENUMERATED {true}




OPTIONAL,
-- Need ON


requestedMaxCCsDL-r13



INTEGER (2..32)




OPTIONAL,
-- Need ON


requestedMaxCCsUL-r13



INTEGER (2..32)




OPTIONAL,
-- Need ON


requestReducedIntNonContComb-r13
ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension



UECapabilityEnquiry-v1430-IEs

OPTIONAL

}

UECapabilityEnquiry-v1430-IEs ::=
SEQUENCE {


requestDiffFallbackCombList-r14

BandCombinationList-r14


OPTIONAL,
-- Need ON


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

UECapabilityEnquiry-v1440-IEs ::=
SEQUENCE {


requestSkipUnchangedCap-r14

  ENUMERATED {true}

OPTIONAL,
-- Need ON


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

UE-CapabilityRequest ::=


SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF RAT-Type

-- ASN1STOP

	UECapabilityEnquiry field descriptions

	requestDiffFallbackCombList

List of CA band combinations for which the UE is requested to provide different capabilities for their fallback band combinations in conjunction with the capabilities supported for the CA band combinations in this list. The UE shall exclude fallback band combinations for which their supported UE capabilities are the same as the CA band combination indicated in this list.

	requestReducedFormat
Indicates that the UE if supported is requested to provide supported CA band combinations in the supportedBandCombinationReduced-r13 instead of the supportedBandCombination-r10. The E-UTRAN includes this field if requestSkipFallbackComb or requestDiffFallbackCombList is included in the message.

	requestSkipFallbackComb

Indicates that the UE shall explicitly exclude fallback CA band combinations in capability signalling. 

	ue-CapabilityRequest

List of the RATs for which the UE is requested to transfer the UE radio access capabilities i.e. E-UTRA, UTRA, GERAN-CS, GERAN-PS, CDMA2000.

	requestedFrequencyBands

List of frequency bands for which the UE is requested to provide supported CA band combinations and non CA bands.

	requestedMaxCCsDL, requestedMaxCCsUL
Indicates the maximum number of CCs for which the UE is requested to provide supported CA band combinations and non-CA bands.

	requestReducedIntNonContComb

Indicates that the UE shall explicitly exclude supported intra-band non-contiguous CA band combinations other than included in capability signalling as specified in TS 36.306 [5, 4.3.5.21]. 

	requestSkipUnchangedCap
Indicates that the UE if supported is requested to skip unchanged UE capabilities in capability signalling.


	>>> End of 2nd change <<<


–
UECapabilityInformation
The UECapabilityInformation message is used to transfer of UE radio access capabilities requested by the E‑UTRAN.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

UECapabilityInformation message
-- ASN1START
UECapabilityInformation ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




ueCapabilityInformation-r8


UECapabilityInformation-r8-IEs,
            UEEutraCapabilityInformation-r14 
  
 UE-Eutra-CapabilityInformation-r14 ,







spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UECapabilityInformation-r8-IEs ::=
SEQUENCE {


ue-CapabilityRAT-ContainerList

UE-CapabilityRAT-ContainerList,


nonCriticalExtension



UECapabilityInformation-v8a0-IEs
OPTIONAL

}

UECapabilityInformation-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



UECapabilityInformation-v1250-IEs
OPTIONAL

}

UECapabilityInformation-v1250-IEs ::= SEQUENCE {


ue-RadioPagingInfo-r12



UE-RadioPagingInfo-r12



OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

UE-Eutra-CapabilityInformation-r14  ::=   SEQUENCE   {     


 unchangedCapabilitySkipped 
  
 ENUMERATED   {true} 
  
  
  
 OPTIONAL , 

 
 rf-Parameters-v1440 
  
  
  
 RF-Parameters-v1440 
  
  
 OPTIONAL ,      


 nonCriticalExtension 
  
  
  
 SEQUENCE   {} 
  
  
  
  
  
 OPTIONAL      
}     

RF-Parameters-v1440   ::=   SEQUENCE   {   

  supportedBandCombination-v1440        SupportedBandCombination-v1440  OPTIONAL ,                                  

  SupportedBandCombinationExt-r14   ::= SEQUENCE (SIZE   (1 .  . maxBandComb-r10 ) )   OF           

                                                     BandCombinationParametersExt-r10  OPTIONAL ,  

  supportedBandCombinationAdd-v1440     SupportedBandCombinationAdd-v1440 OPTIONAL ,                                        

  supportedBandCombinationReduced-v1440  SupportedBandCombinationReduced-v1440        OPTIONAL ,      

  eNB-RequestedParameters-v1440          SEQUENCE   {     

      requestedBands-r14   SEQUENCE   (SIZE   (1 .  . maxBands ) ) OF FreqBandIndicator -r11  OPTIONAL, 

     reducedIntNonContCombRequested-r14 ENUMERATED   {true}    OPTIONAL ,                                                                                         

     requestedCCsDL-r14                INTEGER   (2 .  . 32 )  OPTIONAL ,                                                                                                           

     requestedCCsUL-r14                INTEGER   (2 .  . 32 )  OPTIONAL ,                                                                                                  

     skipFallbackCombRequested-r14      ENUMERATED   {true}    OPTIONAL,                                                                          

     requestedDiffFallbackCombList-r14      BandCombinationList-r14     

                        }                                                                                                                                                                                                                                                                                                                                

          freqBandRetrieval-r14      ENUMERATED   {supported}      OPTIONAL    ,                                        
          maximumCCsRetrieval-r14    ENUMERATED   {supported}      OPTIONAL ,                                                                                                                                                   

          skipFallbackCombinations-r14   ENUMERATED   {supported}  OPTIONAL ,                                                                              

          reducedIntNonContComb-r14  ENUMERATED   {supported}   OPTIONAL ,                                                                  

          diffFallbackCombReport-r14   ENUMERATED   {supported} OPTIONAL                                                                              

}

SupportedBandCombination-v1440   ::=   SEQUENCE   (SIZE   (1 .  . maxBandComb-r10 )  )    OF                

                                                               BandCombinationParameters-r1440

SupportedBandCombinationAdd-v1440  ::=  SEQUENCE   (SIZE   (1 .  . maxBandComb-r11 )  )    OF    

                                                               BandCombinationParameters-r1440

SupportedBandCombinationReduced-v1440 ::= SEQUENCE   (SIZE   (1 .  . maxBandComb-r13 )  )    OF   
                                                               BandCombinationParameters-r1440
BandCombinationParameters-r1440   ::=   SEQUENCE   {bandParameterList-r14 (SIZE   (1 .  .  

                                           maxSimultaneousBands-r10 )  )    OF   BandParameters-r1440,

     differentFallbackSupported-r13          ENUMERATED   {true}  OPTIONAL ,                                                                                   

     supportedBandwidthCombinationSet-r13      SupportedBandwidthCombinationSet-r10   OPTIONAL ,                      

     multipleTimingAdvance-r13                 ENUMERATED   {supported}  OPTIONAL ,                                                     

     simultaneousRx-Tx-r13                     ENUMERATED   {supported}    OPTIONAL ,                                                                     

      bandInfoEUTRA-r13                  BandInfoEUTRA ,      

      dc-Support-r13         SEQUENCE   {                                                                                             

             asynchronous-r13           ENUMERATED   {supported} OPTIONAL ,                                                                        

             supportedCellGrouping-r13  CHOICE   {     

                            threeEntries-r13        BIT   STRING   (SIZE(3 )  )  ,                                                                  

                            fourEntries-r13         BIT   STRING   (SIZE(7 )  )  ,                                                                                           

                            fiveEntries-r13         BIT   STRING   (SIZE(15 )  )                                                                                              

                                                }  OPTIONAL                                                                                                                                                                                                                                                                                                                                    

                                       }  OPTIONAL ,                                                                                                                                                                                                                                                                                                                                                        

     supportedNAICS-2CRS-AP-r13  BIT   STRING   (SIZE   (1 .  . maxNAICS-Entries-r12 )  ) OPTIONAL ,                            

     commSupportedBandsPerBC-r13      BIT   STRING   (SIZE   (1 .  .    maxBands )  )  OPTIONAL,                                             


 additionalRx-Tx-PerformanceReq-r13    ENUMERATED   {supported}   OPTIONAL,                                                                      

     v2x-SupportedTxBandCombListPerBC-r14  BIT STRING (SIZE   (1 .  .    maxBandComb-r13 )) OPTIONAL ,                                          

     v2x-SupportedRxBandCombListPerBC-r14  BIT   STRING   (SIZE   (1 .  . maxBandComb-r13 )  ) OPTIONAL                                    

}

BandParameters-r1440   ::=   SEQUENCE   {   
     bandEUTRA-r1440           FreqBandIndicator-r11,      

     bandParametersUL-r1440    BandParametersUL-r10  OPTIONAL ,                                                                                       

     bandParametersDL-r1440    BandParametersDL-r1440 OPTIONAL,                                                                                       

     supportedCSI-Proc-r1440   ENUMERATED   {n1 ,    n3 ,    n4} 
     ul-256QAM-r1440           ENUMERATED   {supported}         OPTIONAL ,                                                                                                      

     ul-256QAM-perCC-InfoList-r1440   SEQUENCE   (SIZE   (2 .  . maxServCell-r13 )  )    OF   UL- 

                                                    256QAM-perCC-Info-r14       OPTIONAL ,      

     retuningTimeInfoBandList-r1440     SEQUENCE   (SIZE   (1 .  . maxSimultaneousBands-r10 )  )    OF        

                                                 RetuningTimeInfo-r14    OPTIONAL  

}  

BandParametersDL-r1440    ::=   SEQUENCE   {     


 ca-BandwidthClassDL-r1440 
  
  
  
  
 CA-BandwidthClass-r10 ,      

 
 supportedMIMO-CapabilityDL-r1440 
  
  
 MIMO-CapabilityDL-r10 
  
  
  
 OPTIONAL ,      

 
 fourLayerTM3-TM4-r1440 
  
  
  
  
 ENUMERATED   {supported} 
  
  
 OPTIONAL ,      

 
 intraBandContiguousCC-InfoList-r1440 
  
 SEQUENCE   (SIZE   (1 .  . maxServCell-r13 )  )    OF     

                                               IntraBandContiguousCC-Info-r12  
  
  
  
 OPTIONAL ,   

 
 supportedCSI-Proc-r1440 
  
  
        ENUMERATED   {n1 ,    n3 ,    n4} 
  
  
 OPTIONAL ,


 parametersTM9-r1440                        MIMO-CA-ParametersPerBoBCPerTM-r1440      OPTIONAL ,                                                                                        
     parametersTM10-r1440                       MIMO-CA-ParametersPerBoBCPerTM-r1440       OPTIONAL                                                                                                                    

}

MIMO-CA-ParametersPerBoBCPerTM-r1440   ::=   SEQUENCE   {     

 
 nonPrecoded-r1440 
  
  
  
  
  
  
 MIMO-NonPrecodedCapabilities-r13 
 OPTIONAL ,      

 
 beamformed-r1440 
  
  
  
  
  
  
 MIMO-BeamformedCapabilityList-r13 
 OPTIONAL ,      

 
 dmrs-Enhancements-r1440 
  
  
  
  
 ENUMERATED   {different} 
  
  
  
 OPTIONAL     

 
 csi-ReportingNP-r1440 
  
  
  
  
  
 ENUMERATED   {different} 
  
  
 OPTIONAL ,      

 
 csi-ReportingAdvanced-r1440 
  
  
  
 ENUMERATED   {different} 
  
  
  
 OPTIONAL     

}     

-- ASN1STOP

	UECapabilityInformation field descriptions

	ue-RadioPagingInfo
This field contains UE capability information used for paging.

	UE-Eutra-CapabilityInformation 

This container is used to skip the unchanged UE radio access capabilities.

	unchangedCapabilitySkipped
Indicates UE has not included the unchanged UE radio access capability information.


	>>> End of Changes <<<


