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Introduction
Then in the Rel-15[1], for further latency and power consumption reduction in MTC, following features need to be discussed:

	Improved latency:

· Reduced system acquisition time [RAN1 lead, RAN2, RAN4]
· Improved cell search and/or system information (including MIB and SIB1-BR) acquisition performance

· Support early data transmission [RAN2 lead, RAN1, RAN3]
· Evaluate power consumption/latency gain and specify necessary support for DL/UL data transmission on a dedicated resource during the Random Access procedure (after PRACH transmission and before the RRC connection setup is completed) at least in the RRC Suspend/Resume case.


In this document, we discuss failure handling for transmitting early data during Random Access procedure.
Discussion
In Rel-15 MTC need to discuss about further latency and power consumption reduction. Especially support for DL/UL data transmission on a dedicated resource during the Random Access procedure is very important issue. Through the feature is that the data can be transmitted before the RRC connection setup is completed, UE is able to complete UL data transmission even before entering the RRC_CONNECTED state so that the UE is also able to perform quick release from the RRC Connection if there is no DL data to receive. This is a sort of innovative function for IoT equipment which is mostly using small data.
 However the early data transmission cannot be always succeeding because of the various conditions and situations e.g. radio quality deviation or change. In the current LTE specification, there are some other procedures are always occurred during entering RRC Connection establishment. Typical cases are stated like following:
1) Validity time expiration i.e. T300 Expiry
2) Connection Rejection i.e. RRCConnectionReject
3) Cell Reselection triggering while entering RRC Connection

If connection establishment procedure is failed, UE shall consider that all data transmissions are failed because UE cannot transmit the early data without RRC Connection. Therefore the other procedure that UE have to leave on entering RRC Connection shall be considered as failure conditions for transmitting early data. 
Proposal 1: Following cases shall be considered as failure condition for early data transmission.

· Validity time expiration e.g. T300 Expiry
· Connection Rejection i.e. RRCConnectionReject
· Cell Reselection triggering while entering RRC Connection
 If RRC connection establishment procedure is failed, UE have to stop transmitting the early data and go to RRC_IDLE state. Then the UE perform cell measurement in RRC Idle to go to RRC Connection again for the failed early data transmission. However a procedure after failing early data transmission does not exist yet so that the UE have to perform same procedure in current LTE specification to find suitable cell. This point makes UE not so efficient even though the Rel-15 UE is able to transmit UL/DL data during Random Access procedure before entering RRC Connection. Therefore we need to consider the failure cases and study a solution which enables the UE to efficiently transmit early data transmission as soon as possible when RRC connection establishment procedure is failed.
Proposal 2: RAN2 study a solution which enable UE to quickly transmit early data again when RRC connection establishment is failed while transmitting early data.
Conclusion

In conclusion, we propose the followings: 
Proposal 1: Following cases shall be considered as failure condition for early data transmission.

· Validity time expiration e.g. T300 Expiry
· Connection Rejection i.e. RRCConnectionReject
· Cell Reselection triggering while entering RRC Connection
Proposal 2: RAN2 study a solution which enable UE to quickly transmit early data again when RRC connection establishment is failed while transmitting early data.
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