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	First change


6.7.1
General NB-IoT message structure

-- ASN1START

NBIOT-RRC-Definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


RRCConnectionReestablishmentReject,


SecurityModeCommand,


SecurityModeComplete,


SecurityModeFailure,


AdditionalSpectrumEmission,


ARFCN-ValueEUTRA-r9,


CellIdentity,


DedicatedInfoNAS,


DRB-Identity,


InitialUE-Identity,


IntraFreqBlackCellList,


IntraFreqNeighCellList,


maxBands,


maxCellBlack,


maxCellInter,


maxFBI2,


maxFreq,


maxMultiBands,


maxPageRec,


maxPLMN-r11,


maxSAI-MBMS-r11,


maxSIB,


maxSIB-1,


MBMS-SAI-r11,


MBMS-SAI-List-r11,


MBMSSessionInfo-r13,


NextHopChainingCount,


PagingUE-Identity,


PLMN-Identity,


P-Max,


PowerRampingParameters,


PreambleTransMax,


PhysCellId,


Q-OffsetRange,


Q-QualMin-r9,


Q-RxLevMin,


ReestabUE-Identity,


RegisteredMME,


ReselectionThreshold,


ResumeIdentity-r13,


RRC-TransactionIdentifier,


RSRP-Range,


ShortMAC-I,

SN-FieldLength,

S-TMSI,


SystemInformationBlockType16-r11,


SystemInfoValueTagSI-r13,


T-Reordering,


TimeAlignmentTimer,


TMGI-r9,


TrackingAreaCode,


DataInactivityTimer-r14

FROM EUTRA-RRC-Definitions;

	Next change


6.7.3.2
NB-IoT Radio resource control information elements

–
RadioResourceConfigDedicated-NB
The IE RadioResourceConfigDedicated-NB is used to setup/modify/release RBs, to modify the MAC main configuration, and to modify dedicated physical configuration.

RadioResourceConfigDedicated-NB information element
-- ASN1START

RadioResourceConfigDedicated-NB-r13 ::=
SEQUENCE {


srb-ToAddModList-r13




SRB-ToAddModList-NB-r13


OPTIONAL, 
-- Need ON


drb-ToAddModList-r13




DRB-ToAddModList-NB-r13


OPTIONAL, 
-- Need ON


drb-ToReleaseList-r13




DRB-ToReleaseList-NB-r13

OPTIONAL, 
-- Need ON


mac-MainConfig-r13





CHOICE {



explicitValue-r13





MAC-MainConfig-NB-r13,



defaultValue-r13





NULL


}

















OPTIONAL, 
-- Need ON


physicalConfigDedicated-r13



PhysicalConfigDedicated-NB-r13
OPTIONAL,
-- Need ON


rlf-TimersAndConstants-r13



RLF-TimersAndConstants-NB-r13
OPTIONAL,
-- Need ON


... 

}

SRB-ToAddModList-NB-r13 ::=


SEQUENCE (SIZE (1)) OF SRB-ToAddMod-NB-r13
SRB-ToAddMod-NB-r13 ::=



SEQUENCE {


rlc-Config-r13





CHOICE {



explicitValue





RLC-Config-NB-r13,



defaultValue





NULL


}

OPTIONAL,














-- Cond Setup


logicalChannelConfig-r13


CHOICE {



explicitValue





LogicalChannelConfig-NB-r13,



defaultValue





NULL


}

OPTIONAL,














-- Cond Setup


...,


[[
rlc-Config-v1430



RLC-Config-NB-v1430


OPTIONAL
-- Need ON


]]

}

DRB-ToAddModList-NB-r13 ::=


SEQUENCE (SIZE (1..maxDRB-NB-r13)) OF DRB-ToAddMod-NB-r13
DRB-ToAddMod-NB-r13 ::=



SEQUENCE {


eps-BearerIdentity-r13



INTEGER (0..15)



OPTIONAL,
-- Cond DRB-Setup


drb-Identity-r13




DRB-Identity,


pdcp-Config-r13





PDCP-Config-NB-r13


OPTIONAL,
-- Cond Setup


rlc-Config-r13





RLC-Config-NB-r13


OPTIONAL,
-- Cond Setup


logicalChannelIdentity-r13


INTEGER (3..10)



OPTIONAL,
-- Cond DRB-Setup


logicalChannelConfig-r13


LogicalChannelConfig-NB-r13
OPTIONAL,
-- Cond Setup


...,


[[
rlc-Config-v1430



RLC-Config-NB-v1430


OPTIONAL
-- Need ON


]]

}

DRB-ToReleaseList-NB-r13 ::=

SEQUENCE (SIZE (1..maxDRB-NB-r13)) OF DRB-Identity

-- ASN1STOP

	RadioResourceConfigDedicated-NB field descriptions

	logicalChannelConfig

For SRB a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the default logical channel configuration for SRB1 as specified in 9.2.1.1.

	logicalChannelIdentity

The logical channel identity for both UL and DL for a DRB. Value 3 is not used.

	mac-MainConfig

The default MAC MAIN configuration is specified in 9.2.2.

	physicalConfigDedicated

The default dedicated physical configuration is specified in 9.2.4.

	rlc-Config

For SRBs a choice is used to indicate whether the RLC configuration is signalled explicitly or set to the values defined in the default RLC configuration for SRB1 in 9.2.1.1. RLC AM is the only applicable RLC mode for SRB.


	Conditional presence
	Explanation

	DRB-Setup
	The field is mandatory present if the corresponding DRB is being set up; otherwise it is not present.

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, need ON.


–
RLC-Config-NB
The IE RLC-Config-NB is used to specify the RLC configuration of SRBs and DRBs.

RLC-Config-NB information element

-- ASN1START

RLC-Config-NB-r13 ::=
CHOICE
{


am





SEQUENCE {



ul-AM-RLC-r13



UL-AM-RLC-NB-r13,



dl-AM-RLC-r13



DL-AM-RLC-NB-r13


}, 


...,


um-Bi-Directional-r15

SEQUENCE {



ul-UM-RLC-r15



UL-UM-RLC-NB-r15,



dl-UM-RLC-r15



DL-UM-RLC-NB-r15

},


um-Uni-Directional-UL-r15
SEQUENCE {



ul-UM-RLC-r15



UL-UM-RLC-NB-r15

},


um-Uni-Directional-DL-r15
SEQUENCE {



dl-UM-RLC-r15



DL-UM-RLC-NB-r15

}
}
RLC-Config-NB-v1430 ::=
SEQUENCE {


t-Reordering-r14


T-Reordering

OPTIONAL

-- Cond twoHARQ

}

UL-AM-RLC-NB-r13 ::=

SEQUENCE {


t-PollRetransmit-r13

T-PollRetransmit-NB-r13,


maxRetxThreshold-r13

ENUMERATED {t1, t2, t3, t4, t6, t8, t16, t32}

}

DL-AM-RLC-NB-r13 ::=

SEQUENCE {


enableStatusReportSN-Gap-r13
ENUMERATED {true}
OPTIONAL

}

T-PollRetransmit-NB-r13 ::=
ENUMERATED {










ms250, 
ms500,
ms1000,
ms2000,
ms3000,
ms4000, 










ms6000, ms10000, ms15000, ms25000, ms40000, ms60000, 










ms90000, ms120000, ms180000, spare1}

UL-UM-RLC-NB-r15 ::=

SEQUENCE {


sn-FieldLength-r15


SN-FieldLength

}

DL-UM-RLC-NB-r15 ::=

SEQUENCE {


sn-FieldLength-r15


SN-FieldLength
}

-- ASN1STOP

Editor’s Note: FFS SN-FieldLength, i.e.whether to reuse LTE {size5, size10} 
	RLC-Config-NB field descriptions

	enableStatusReportSN-Gap
Indicates that status reporting due to detection of reception failure is enabled, as specified in TS 36.322 [7].

	maxRetxThreshold

Parameter for RLC AM in TS 36.322 [7]. Value t1 corresponds to 1 retransmission, t2 to 2 retransmissions and so on.

	sn-FieldLength

Indicates the UM RLC SN field size, see TS 36.322 [7], in bits. 

	t-PollRetransmit

Timer for RLC AM in TS 36.322 [7], in milliseconds. Value msX means X ms, msY means Y ms and so on.

	t-Reordering

Timer for reordering in TS 36.322 [7], in milliseconds.


	Conditional presence
	Explanation

	twoHARQ
	The field is mandatory present if twoHARQ-ProcessesConfig is set to TRUE. Otherwise, the field is not present and, if previously configured, the timer is released.


	Next change


6.7.3.6
NB-IoT Other information elements

–
UE-Capability-NB
The IE UE-Capability-NB is used to convey the NB-IoT UE Radio Access Capability Parameters, see TS 36.306 [5]. The IE UE-Capability-NB is transferred in NB-IoT only.

UE-Capability-NB information element
-- ASN1START

UE-Capability-NB-r13 ::=

SEQUENCE {


accessStratumRelease-r13

AccessStratumRelease-NB-r13,


ue-Category-NB-r13



ENUMERATED {nb1}




OPTIONAL,


multipleDRB-r13




ENUMERATED {supported}



OPTIONAL,


pdcp-Parameters-r13



PDCP-Parameters-NB-r13



OPTIONAL,


phyLayerParameters-r13


PhyLayerParameters-NB-r13,


rf-Parameters-r13



RF-Parameters-NB-r13,


nonCriticalExtension


UE-Capability-NB-v1430-IEs


OPTIONAL

}

UE-Capability-NB-v1430-IEs ::=

SEQUENCE {


ue-Category-NB-r14




ENUMERATED {nb2}



OPTIONAL,


mac-Parameters-r14




MAC-Parameters-NB-r14


OPTIONAL,


phyLayerParameters-v1430


PhyLayerParameters-NB-v1430

OPTIONAL,


rf-Parameters-v1430




RF-Parameters-NB-v1430,


nonCriticalExtension



UE-Capability-NB-v1440-IEs

OPTIONAL

}

UE-Capability-NB-v1440-IEs ::=

SEQUENCE {


phyLayerParameters-v1440


PhyLayerParameters-NB-v1440

OPTIONAL,


nonCriticalExtension



UE-Capability-NB-v15xy-IEs

OPTIONAL

}
UE-Capability-NB-v15xy-IEs ::=

SEQUENCE {


rlc-Parameters-r15




RLC-Parameters-NB-r15

OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}
AccessStratumRelease-NB-r13 ::=

ENUMERATED {rel13, rel14, spare6, spare5, spare4, spare3, spare2, spare1, ...}

PDCP-Parameters-NB-r13

::= SEQUENCE {


supportedROHC-Profiles-r13


SEQUENCE {



profile0x0002





BOOLEAN,



profile0x0003





BOOLEAN,



profile0x0004





BOOLEAN,



profile0x0006





BOOLEAN,



profile0x0102





BOOLEAN,



profile0x0103





BOOLEAN,



profile0x0104





BOOLEAN


},


maxNumberROHC-ContextSessions-r13
ENUMERATED {cs2, cs4, cs8, cs12}
DEFAULT cs2,


...

}

MAC-Parameters-NB-r14

::=

SEQUENCE {


dataInactMon-r14




ENUMERATED {supported}




OPTIONAL,


rai-Support-r14





ENUMERATED {supported}



OPTIONAL

}
RLC-Parameters-NB-r15

::=

SEQUENCE {


rlc-UM-r15






ENUMERATED {supported}



OPTIONAL
}

PhyLayerParameters-NB-r13
::=

SEQUENCE {


multiTone-r13





ENUMERATED {supported}


OPTIONAL,


multiCarrier-r13





ENUMERATED {supported}


OPTIONAL


}

PhyLayerParameters-NB-v1430
::=

SEQUENCE {


multiCarrier-NPRACH-r14



ENUMERATED {supported}


OPTIONAL,


twoHARQ-Processes-r14



ENUMERATED {supported}


OPTIONAL

}

PhyLayerParameters-NB-v1440
::=

SEQUENCE {


interferenceRandomisation-r14

ENUMERATED {supported}


OPTIONAL

}

RF-Parameters-NB-r13 
::=


SEQUENCE {


supportedBandList-r13



SupportedBandList-NB-r13,


multiNS-Pmax-r13




ENUMERATED {supported}

OPTIONAL

}

RF-Parameters-NB-v1430 ::=


SEQUENCE {


powerClassNB-14dBm-r14



ENUMERATED {supported}

OPTIONAL

}

SupportedBandList-NB-r13 ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBand-NB-r13

SupportedBand-NB-r13
::=


SEQUENCE {


band-r13






FreqBandIndicator-NB-r13,


powerClassNB-20dBm-r13



ENUMERATED {supported}

OPTIONAL

}

-- ASN1STOP

	UE-Capability-NB field descriptions

	accessStratumRelease

Set to rel14 in this version of the specification.

	dataInactMon
Indicates whether the UE supports the data inactivity monitoring as specified in TS 36.321 [6].

	interferenceRandomisation

Indicates whether the UE supports interference randomisation in connected mode as defined in TS.36.211 [21].

	maxNumberROHC-ContextSessions

Set to the maximum number of concurrently active ROHC contexts supported by the UE, excluding context sessions that leave all headers uncompressed. cs2 corresponds with 2 (context sessions), cs4 corresponds with 4 and so on. The network ignores this field if the UE supports none of the ROHC profiles in supportedROHC-Profiles.

	multiCarrier

Defines whether the UE supports multi -carrier operation.

	multicarrier-NPRACH

Defines whether the UE supports NPRACH on non-anchor carrier as specified in TS 36.321 [6].

	multipleDRB

Defines whether the UE supports multiple DRBs.

	multiNS-Pmax

Defines whether the UE supports the mechanisms defined for NB-IoT cells broadcasting NS-PmaxList-NB.

	multiTone

Defines whether the UE supports UL multi-tone transmissions on NPUSCH.

	powerClassNB-14dBm

Defines whether the UE supports power class 14dBm in all the bands supported by the UE as specified in TS 36.101 [42]. 

If powerClassNB-20dBm is included, the UE shall not include the field powerClassNB-14dBm.

	powerClassNB-20dBm

Defines whether the UE supports power class 20dBm in NB-IoT for the band, as specified in TS 36.101 [42]. If neither powerClassNB-14dBm nor powerClassNB-20dBm is included, UE supports power class 23 dBm in the NB-IoT band.

	rai-Support

Defines whether the UE supports release assistance indication (RAI) as specified in TS 36.321 [6].

	rlc-UM
Defines whether the UE supports RLC UM mode for DRBs as specified in TS 36.322 [7].

	supportedBandList
Includes the supported NB-IoT bands as defined in TS 36.101 [42].

	supportedROHC-Profiles

List of supported ROHC profiles as defined in TS 36.323 [8].

	twoHARQ-Processes

Defines whether the UE supports two HARQ processes operation in DL and UL as specified in TS 36.212 [22] and TS 36.213 [23].

	ue-Category-NB

UE category as defined in TS 36.306 [5]. Value nb1 corresponds to UE category NB1, value nb2 corresponds to UE category NB2. 

A UE shall always include the field ue-Category-NB-r13 in this version of the specification.


NOTE 1:
The IE UE-Capability-NB does not include AS security capability information, since these are the same as the security capabilities that are signalled by NAS. Consequently AS need not provide "man-in-the-middle" protection for the security capabilities.

