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Beginning of changes

4
UE radio access capability parameters

The following subclauses define the UE radio access capability parameters and minimum capabilities for MBMS capable UE. Only parameters for which there is the possibility for UEs to signal different values are considered as UE radio access capability parameters. Therefore, mandatory features without capability parameters that are the same for all UEs are not listed here. Also capabilities which are optional or conditionally mandatory for UEs to implement but do not have UE radio access capability parameter are listed in this specification.

E-UTRAN needs to respect the signalled UE radio access capability parameters when configuring the UE and when scheduling the UE.

All parameters shown in italics are signalled and correspond to a field defined in TS 36.331 [5].

For optional features, the UE radio access capability parameter indicates whether the feature has been implemented and successfully tested. For mandatory features with the UE radio access capability parameter, the parameter indicates whether the feature has been successfully tested.

The mandatory features required to be supported by a UE are the same for all UE categories unless explicitly specified elsewhere in the specifications.
Unless otherwise stated, the requirements on the maximum number of transport block bits are applicable for a TTI length of 1 ms. For other TTI lengths, the requirements shall be scaled according to section 7.1.7 in [22] in order to get the corresponding requirement.
The following UE radio access capability parameters specified in Chapter 4 are applicable in NB-IoT:

-
ue-Category-NB in NB-IoT (section 4.1C)

-
supportedROHC-Profiles-r13 (section 4.3.1.1A)

-
maxNumberROHC-ContextSessions-r13 (section 4.3.1.2A)

-
multiTone-r13 (section 4.3.4.55)

-
multiCarrier-r13 (section 4.3.4.56)

-
twoHARQ-Processes-r14 (section 4.3.4.62)

-
interferenceRandomisation-r14 (section 4.3.4.80)

-
multiCarrier-NPRACH-r14 (section 4.3.4.75)

-
multiCarrierPaging-r14 (section 4.3.4.76)

-
supportedBandList-r13 (section 4.3.5.1A)

-
multiNS-Pmax-r13 (section 4.3.5.16A)

-
powerClassNB-20dBm-r13 (section 4.3.5.1A.1)

-
powerClassNB-14dBm-r14 (section 4.3.5.1A.2)

-
accessStratumRelease-r13 (section 4.3.8.1A)

-
multipleDRB-r13 (section 4.3.8.5)

-
logicalChannelSR-ProhibitTimer (section 4.3.19.2)

-
rai-Support-r14 (section 4.3.19.10)

The UE radio access capabilities specified in Chapter 4 are not applicable in NB-IoT, unless they are listed above. The optional features without UE radio access capability parameters specified in Chapter 6 are not applicable in NB-IoT, except for System Information Block Type 16. SC-PTM in Idle mode and RRC connection re-establishment for Control Plane CIoT EPS Optimisation. The conditionally mandatory features specified in Chapter 7 are not applicable in NB-IoT.
Next change
4.3.4
Physical layer parameters
(---------------------------------------------------Unmodified parts omitted--------------------------------------------------------(
4.3.4.80
interferenceRandomisation-r14

This field indicates whether the UE supports interference randomisation in connected mode as specified in TS 36.211 [17]. This field is only applicable for UEs of any ue-Category-NB. It is mandatory for UEs of this release of the specification.

4.3.4.81
maxLayersSlotOrSubslotPUSCH-r15
This field indicates the maxiumum number of layers for slot-PUSCH or subslot-PUSCH transmission.
4.3.4.82
maxNumberUpdatedCSI-Proc-SPT-r15
This field defines, if short processing time is supported, the maximum number of CSI processes to be updated per UE which aperiodic CSI is requested for CA with more than 5CCs as specified in TS 36.213 [22] which is supported by the UE.
4.3.4.83
maxNumberUpdatedCSI-Proc-STTI-r15
This field defines, if short TTI specific A-CSI reporting is supported, the maximum number of CSI processes to be updated per UE which aperiodic CSI is requested for CA with more than 5CCs as specified in TS 36.213 [22] which is supported by the UE.
4.3.4.84
numberOfBlindDecodesUSS-r15
This field defines the maximum number of blind decodes in UE specific search space in one subframe for CCs configured with sTTI operation, supported by the UE. The number of blind decodes supported by the UE is the field value X*68.
4.3.4.85
pdsch-SlotSubslotPDSCH-decoding-r15
This field defines whether the UE supports decoding of PDSCH and slot-PDSCH/subslot-PDSCH assigned with C-RNTI/SPS C-RNTI in the same subframe for a given carrier.
4.3.4.86
simultaneousTx-differentTx-duration-r15
This field defines whether the UE supports simultaneous transmission of different transmission durations over different carriers. The different transmission duration can be of subframe, slot or subslot duration. A common capability is used regardless of combination of different UL transmission duration over different carriers. The capability is reported per band/band combination.
4.3.4.87
spt-Parameters-r15
This field indicates the maximum number of supported CCs and the corresponding supported frame structure for short processing time. The UE capability is reported per band combination. The reported number of carriers maxNumberCCs-SPT-r15 applies to all the FS-type(s) frameStructureType-SPT-r15 supported in a given band combination.
4.3.4.88
sTTI-SupportedCombinations-r15 
This field indicates the different combinations of sTTI lengths (2 or 7 OFDM symbols) that the UE supports in a single PUCCH group or in two PUCCH groups. A TTI length combination is reported for DL first followed by UL. In case of two PUCCH groups the support for the primary PUCCH group is indicated first. The capability is reported per band combination.
4.3.4.89
sTTI-SupportedCSI-Proc-r15 
This field indicates, for short TTI. the maximum number of CSI processes supported on a component carrier within a band. Value n1 corresponds to 1 CSI process, value n3 corresponds to 3 CSI processes, and value n4 corresponds to 4 CSI processes. If this field is included, the UE shall include the same number of entries listed in the same order as in STTI-SPT-BandParameters. If the UE supports at least 1 CSI process on any component carrier, then the UE shall include this field in all bands in all band combinations.
4.3.4.90
txDiv-SPUCCH-r15
This field defines whether the UE supports Tx diversity on SPUCCH format 1, 1a, 1b and 3.
Next change
4.3.19
MAC parameters

4.3.19.1
longDRX-Command-r12
This field defines whether the UE supports Long DRX Command MAC Control Element as specified in TS 36.321 [4]. It is mandatory for UEs of this release of the specification.

4.3.19.2
logicalChannelSR-ProhibitTimer-r12
This field defines whether the UE supports the logicalChannelSR-ProhibitTimer as specified in TS 36.321 [4]. It is mandatory for UEs of any ue-Category-NB to support this feature.

4.3.19.3
extendedMAC-LengthField-r13
This field defines whether the UE supports 16 bit length of MAC L field as specified in TS 36.321 [4].

4.3.19.4
extendedLongDRX-r13
This field defines whether the UE supports the longDRX-Cycle values of 5120 and 10240 subframes as specified in TS 36.321 [4].

4.3.19.5
shortSPS-IntervalFDD-r14
This field indicates whether the UE supports uplink SPS intervals shorter than 10 subframes in FDD mode. A UE that supports shortSPS-IntervalFDD-r14 shall also support skipUplinkSPS-r14.
4.3.19.6
shortSPS-IntervalTDD-r14
This field indicates whether the UE supports uplink SPS intervals shorter than 10 subframes in TDD mode. A UE that supports shortSPS-IntervalTDD-r14 shall also support skipUplinkSPS-r14.
4.3.19.7
skipUplinkDynamic-r14
This field indicates whether the UE supports skipping of UL transmission for an uplink grant indicated on PDCCH if no data is available for transmission as specified in TS 36.321 [4].
4.3.19.8
skipUplinkSPS-r14
This field indicates whether the UE supports skipping of UL transmission for a configured uplink grant if no data is available for transmission as specified in TS 36.321 [4].

4.3.19.9
dataInactMon-r14
This field defines whether the UE supports data inactivity monitoring as specified in TS 36.321 [4].

4.3.19.10
rai-Support-r14
This field defines whether the UE supports Release Assistance Indication (RAI) as specified in TS 36.321 [4]. This field is only applicable if the UE supports any ue-Category-NB.

4.3.19.11
multipleUplinkSPS-r14
This field defines whether the UE supports multiple uplink SPS and reporting SPS assistance information. A UE indicating multipleUplinkSPS shall also support V2X communication via Uu, as defined in TS 36.300 [30].
4.3.19.12
min-Proc-TimelineSubslot-r15
This field defines the minimum processing timeline for subslot operation in different SPDCCH configurations. The minimum processing timeline is indicated by one of two sets in ProcessingTimelineSet-r15. Each set consists of two different processing timelines and associated maximum TA. The minimum processing timeline to use out of the two options for a given set is configured by min-proc-TimeTA-SubslotSet1-r15 and min-procTimeTA-SubslotSet2-r15, see TS 36.331 [5]. Support of Set 1 implicitly means support of Set 2.   

The sets supported can be different for 1os CRS-based SPDCCH, 2os CRS-based SPDCCH and DMRS-based SPDCCH. The field consists of a sequence of ProcessingTimelineSet-r15. The sequence applies to (in order):

1. 1os CRS based SPDCCH

2. 2os CRS based SPDCCH

3. DMRS based SPDCCH

4.3.19.13
skipSubframeProcessing-r15
This fields defines whether the UE supports, within a serving cell, skipping reception of PDSCH if the UE receives slot-PDSCH/subslot-PDSCH during an ongoing PDSCH reception and instead starts receiving the slot-PDSCH/subslot-PDSCH, as well as whether the UE supports aborting a PUSCH transmission if the UE gets a grant for a slot-PUSCH/ subslot-PUSCH transmission that overlaps with a grant received for a PUSCH transmission. The capability indicates the number of subframes within which the UE may drop PDSCH/PUSCHs that it has started to process. Separate capability for UL and DL and per sTTI length in each direction. 
Next change
Annex A (informative):
Guideline on maximum number of DL PDCP SDUs per TTI

In order to help the dimensioning of the UE design, values for the maximum number of DL PDCP SDUs per TTI from Table A-1 may be used. The values are applicable for a TTI length of 1 ms. For other TTI lengths, the table refers to maximum number of DL PDCP SDUs within a 1ms period.
Note:
Due to the need for the network buffer data for efficient scheduling, values for Category 1, 1bis and 2 are same. It is not expected that category 1 or category 1bis UE has to sustain the same rate of PDCP SDUs per TTI as category 2 for prolonged period of time.

Table A-1: Maximum values for DL PDCP SDUs per TTI

	UE Category / ue-CategoryDL
	Maximum number of PDCP SDUs per TTI

	Category 1
	10

	Category 1bis
	10

	Category 2
	10

	Category 3
	20

	Category 4 / 

DL Category 4
	30

	Category 5
	50

	Category 6 / 

DL Category 6
	50

	Category 7 / 

DL Category 7
	50

	Category 9 / 

DL Category 9
	80

	Category 10 / 

DL Category 10
	80

	Category 11 / 

DL Category 11
	100

	Category 12 / 

DL Category 12
	100

	DL Category 13
	65

	DL Category 15
	130

	DL Category 16
	180

	DL Category 18
	200

	DL Category 19
	280
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