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<Start of modified section>
<TEXT OMITTED>
4.3.4
Physical layer parameters

4.3.4.1
ue-TxAntennaSelectionSupported
This  field defines whether the UE supports transmit antenna selection.

<TEXT OMITTED>
4.3.4.55
multiTone-r13

This field defines whether the UE supports UL multi-tone transmissions on NPUSCH. This field is only applicable for UEs of any ue-Category-NB. It is mandatory for UEs of this release of the specification.

4.3.4.56
multiCarrier-r13

This field defines whether the UE supports multi-carrier operation. This field is only applicable for UEs of any ue-Category-NB. It is mandatory for UEs of this release of the specification.

4.3.4.56A
multiCarrier-r15
This field defines whether the UE supports multi-carrier operation with anchor carrier in standalone and non-anchor carrier in inband or guardband, and anchor carrier in inband or guardband and non-anchor carrier in standalone. This field is only applicable for UEs of any ue-Category-NB. A UE indicating support of multiCarrier-r15 shall also indicate the support of multiCarrier-r13. It is mandatory for UEs of this release of the specification.

4.3.4.56
multiCarrier-r13

This field defines whether the UE supports multi-carrier operation. This field is only applicable for UEs of any ue-Category-NB. It is mandatory for UEs of this release of the specification.

4.3.4.57
cch-InterfMitigation-RefRecTypeA-r13

This field defines whether the UE supports Type A downlink control channel interference mitigation receiver “LMMSE-IRC + CRS-IC” for PDCCH/PCFICH/PHICH/EPDCCH receive processing (Enhanced downlink control channel performance requirements Type A in the TS 36.101 [6]).
If this field is present, the UE supports at least one the following features:
1)
Enhanced downlink control channel interference mitigation Type A receiver for 2 CRS antenna ports for UEs with 2 receiver antenna ports (Enhanced downlink control channel performance requirements Type A in the TS 36.101 [6]).
2)
Enhanced downlink control channel interference mitigation Type A receiver for 4 CRS antenna ports for UEs with 2 receiver antenna ports (Enhanced downlink control channel performance requirements Type A in the TS 36.101 [6]).
<TEXT OMITTED>
4.3.4.82
crs-LessDwPTS-r14
This field defines whether the UE supports TDD special subframe configuration 10 without CRS transmission on the 5th symbol of DwPTS (i.e. ssp10-CRS-LessDwPTS) as specified in TS 36.211 [17] and TS 36.331 [5].
<TEXT OMITTED>
<End of modified section>
