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First change
5.5.2
Measurement configuration

5.5.2.1
General

E-UTRAN applies the procedure as follows:

-
to ensure that, whenever the UE has a measConfig, it includes a measObject for each LTE serving frequency;

-
to configure at most one measurement identity using a reporting configuration with the purpose set to reportCGI;

-
for E-UTRA serving frequencies, set the EARFCN within the corresponding measObject according to the band as used for reception/ transmission;

-
to configure at most one measurement identity using a reporting configuration with ul-DelayConfig;

Editor's note:
FFS whether to configure at most one measurement identity using a reporting configuration with reportSFTD-Meas.

The UE shall:

1>
if the received measConfig includes the measObjectToRemoveList:

2>
perform the measurement object removal procedure as specified in 5.5.2.4;

1>
if the received measConfig includes the measObjectToAddModList:

2>
perform the measurement object addition/ modification procedure as specified in 5.5.2.5;

1>
if the received measConfig includes the reportConfigToRemoveList:

2>
perform the reporting configuration removal procedure as specified in 5.5.2.6;

1>
if the received measConfig includes the reportConfigToAddModList:

2>
perform the reporting configuration addition/ modification procedure as specified in 5.5.2.7;

1>
if the received measConfig includes the quantityConfig:

2>
perform the quantity configuration procedure as specified in 5.5.2.8;

1>
if the received measConfig includes the measIdToRemoveList:

2>
perform the measurement identity removal procedure as specified in 5.5.2.2;

1>
if the received measConfig includes the measIdToAddModList:

2>
perform the measurement identity addition/ modification procedure as specified in 5.5.2.3;

1>
if the received measConfig includes the measGapConfig or measGapConfigPerCC-List:

2>
perform the measurement gap configuration procedure as specified in 5.5.2.9;

1>
if the received measConfig includes the measGapSharingConfig:

2>
perform the measurement gap sharing configuration procedure as specified in 5.5.2.12;

1>
if the received measConfig includes the s-Measure:

2>
set the parameter s-Measure within VarMeasConfig to the lowest value of the RSRP ranges indicated by the received value of s-Measure;

1>
if the received measConfig includes the preRegistrationInfoHRPD:

2>
forward the preRegistrationInfoHRPD to CDMA2000 upper layers;

1>
if the received measConfig includes the speedStatePars:

2>
set the parameter speedStatePars within VarMeasConfig to the received value of speedStatePars;
1>
if the received measConfig includes the heightStatePars:

2>
set the parameter heightStatePars within VarMeasConfig to the received value of heightStatePars;
1>
if the received measConfig includes the allowInterruptions:

2>
set the parameter allowInterruptions within VarMeasConfig to the received value of allowInterruptions;

Next change
5.5.6.3
Height dependant scaling of measurement related parameters

The UE shall adjust the value of the following parameter configured by the E-UTRAN depending on the UE height state: timeToTrigger. The UE shall apply 3 different levels, which are selected as follows:

The UE shall:

1>
perform height state determination using HeightStateParameters:

2>
if UE height is equal to or higher than Threshold-high, high height state is determined;
2>
if UE height is lower than Threshold-high and higher than or equal to Threshold-medium, medium height state is determined;
1>
if high height state is determined:
2>
use the timeToTrigger value multiplied by sf-High within VarMeasConfig;

1>
else if medium height state is determined:
2>
use the timeToTrigger value multiplied by sf-Medium within VarMeasConfig;

1>
else:

2>
no scaling is applied;

Next change
–
MeasConfig
The IE MeasConfig specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of measurement gaps.

MeasConfig information element

-- ASN1START

MeasConfig ::=





SEQUENCE {


-- Measurement objects


measObjectToRemoveList



MeasObjectToRemoveList



OPTIONAL,
-- Need ON


measObjectToAddModList



MeasObjectToAddModList



OPTIONAL,
-- Need ON


-- Reporting configurations


reportConfigToRemoveList


ReportConfigToRemoveList


OPTIONAL,
-- Need ON


reportConfigToAddModList


ReportConfigToAddModList


OPTIONAL,
-- Need ON


-- Measurement identities


measIdToRemoveList




MeasIdToRemoveList




OPTIONAL,
-- Need ON


measIdToAddModList




MeasIdToAddModList




OPTIONAL,
-- Need ON


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,
-- Need ON


measGapConfig





MeasGapConfig





OPTIONAL,
-- Need ON


s-Measure






RSRP-Range






OPTIONAL,
-- Need ON


preRegistrationInfoHRPD



PreRegistrationInfoHRPD



OPTIONAL,
-- Need OP


speedStatePars


CHOICE {



release







NULL,



setup







SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




timeToTrigger-SF




SpeedStateScaleFactors



}


}

















OPTIONAL,
-- Need ON


...,


[[
measObjectToAddModList-v9e0


MeasObjectToAddModList-v9e0

OPTIONAL
-- Need ON


]],


[[
allowInterruptions-r11



BOOLEAN






OPTIONAL
-- Need ON


]],


[[
measScaleFactor-r12


CHOICE {




release





NULL,




setup





MeasScaleFactor-r12



}















OPTIONAL,
-- Need ON



measIdToRemoveListExt-r12


MeasIdToRemoveListExt-r12

OPTIONAL,
-- Need ON



measIdToAddModListExt-r12


MeasIdToAddModListExt-r12

OPTIONAL,
-- Need ON



measRSRQ-OnAllSymbols-r12

BOOLEAN






OPTIONAL
-- Need ON


]],


[[



measObjectToRemoveListExt-r13

MeasObjectToRemoveListExt-r13
OPTIONAL,
-- Need ON



measObjectToAddModListExt-r13

MeasObjectToAddModListExt-r13
OPTIONAL,
-- Need ON



measIdToAddModList-v1310


MeasIdToAddModList-v1310

OPTIONAL,
-- Need ON



measIdToAddModListExt-v1310


MeasIdToAddModListExt-v1310

OPTIONAL
-- Need ON


]],


[[
measGapConfigPerCC-List-r14


MeasGapConfigPerCC-List-r14

OPTIONAL,
-- Need ON



measGapSharingConfig-r14


MeasGapSharingConfig-r14

OPTIONAL
-- Need ON


]],


[[
fr1-Gap








ENUMERATED {true}

OPTIONAL
-- Need OR


]],
[[
heightStatePars


CHOICE {



release







NULL,



setup







SEQUENCE {




heightStateParameters


HeightStateParameters,




timeToTrigger-SF




SpeedStateScaleFactors



}


}
OPTIONAL
-- Need ON

]]
}

MeasIdToRemoveList ::=



SEQUENCE (SIZE (1..maxMeasId)) OF MeasId

MeasIdToRemoveListExt-r12 ::=

SEQUENCE (SIZE (1..maxMeasId)) OF MeasId-v1250

MeasObjectToRemoveList ::=


SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectId

MeasObjectToRemoveListExt-r13 ::=
SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectId-v1310

ReportConfigToRemoveList ::=

SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigId

-- ASN1STOP

	MeasConfig field descriptions

	allowInterruptions

Value TRUE indicates that the UE is allowed to cause interruptions to serving cells when performing measurements of deactivated SCell carriers for measCycleSCell of less than 640ms, as specified in TS 36.133 [16]. E-UTRAN enables this field only when an SCell is configured.

	fr1-Gap

Indicates whether the gap is only applicable for measurements on FR1. E-UTRAN includes this field only when the UE is configured with EN-DC. 

	measGapConfig

Used to setup and release measurement gaps. E-UTRAN includes either measGapConfig or measGapConfigPerCC-List, if any. 

	measGapConfigPerCC-List

Used to setup and release serving cell sepecific measurement gaps. E-UTRAN includes either measGapConfig or measGapConfigPerCC-List, if any.

	measGapSharingConfig

Used to setup and release measurement gap sharing for intra- and inter-frequency measurement for BL UEs.

	measIdToAddModList

List of measurement identities. Field measIdToAddModListExt includes additional measurement identities i.e. extends the size of the measurement identity list using the general principles specified in 5.1.2. If E-UTRAN includes measIdToAddModList-v1310 it includes the same number of entries, and listed in the same order, as in measIdToAddModList (i.e. without suffix). If E-UTRAN includes measIdToAddModListExt-v1310, it includes the same number of entries, and listed in the same order, as in measIdToAddModListExt-r12.

	measIdToRemoveList

List of measurement identities to remove. Field measIdToRemoveListExt includes additional measurement identities i.e. extends the size of the measurement identity list using the general principles specified in 5.1.2.

	measObjectToAddModList

If E-UTRAN includes measObjectToAddModList-v9e0 it includes the same number of entries, and listed in the same order, as in measObjectToAddModList (i.e. without suffix). Field measObjectToAddModListExt includes additional measurement object identities i.e. extends the size of the measurement object identity list using the general principles specified in 5.1.2.

	measObjectToRemoveList

List of measurement objects to remove. Field measObjectToRemoveListExt includes additional measurement object identities i.e. extends the size of the measurement object identity list using the general principles specified in 5.1.2.

	measRSRQ-OnAllSymbols

Value TRUE indicates that the UE shall, when performing RSRQ measurements, perform RSRQ measurement on all OFDM symbols in accordance with TS 36.214 [48]. If widebandRSRQ-Meas is enabled for the frequency in MeasObjectEUTRA, the UE shall, when performing RSRQ measurements, perform RSRQ measurement on all OFDM symbols with wider bandwidth for concerned frequency in accordance with TS 36.214 [48].

	measScaleFactor

Even if reducedMeasPerformance is not included in any measObjectEUTRA or measObjectUTRA, E-UTRAN may configure this field. The UE behavior is specified in TS 36.133 [16].

	preRegistrationInfoHRPD
The CDMA2000 HRPD Pre-Registration Information tells the UE if it should pre-register with the CDMA2000 HRPD network and identifies the Pre-registration zone to the UE.

	reportConfigToRemoveList

List of measurement reporting configurations to remove.

	s-Measure

PCell quality threshold controlling whether or not the UE is required to perform measurements of intra-frequency, inter-frequency and inter-RAT neighbouring cells. Value "0" indicates to disable s-Measure.

	timeToTrigger-SF

The timeToTrigger in ReportConfigEUTRA and in ReportConfigInterRAT are multiplied with the scaling factor applicable for the UE's speed state.


Next change
–
VarMeasConfig
The UE variable VarMeasConfig includes the accumulated configuration of the measurements to be performed by the UE, covering intra-frequency, inter-frequency and inter-RAT mobility related measurements.

NOTE:
The amount of measurement configuration information, which a UE is required to store, is specified in subclause 11.1. If the number of frequencies configured for a particular RAT exceeds the minimum performance requirements specified in [16], it is up to UE implementation which frequencies of that RAT are measured. If the total number of frequencies for all RATs provided to the UE in the measurement configuration exceeds the minimum performance requirements specified in [16], it is up to UE implementation which frequencies/RATs are measured.

VarMeasConfig UE variable

-- ASN1START

VarMeasConfig ::=




SEQUENCE {


-- Measurement identities


measIdList






MeasIdToAddModList




OPTIONAL,


measIdListExt-r12




MeasIdToAddModListExt-r12


OPTIONAL,


measIdList-v1310





MeasIdToAddModList-v1310



OPTIONAL,


measIdListExt-v1310




MeasIdToAddModListExt-v1310


OPTIONAL,


-- Measurement objects


measObjectList





MeasObjectToAddModList



OPTIONAL,


measObjectListExt-r13



MeasObjectToAddModListExt-r13

OPTIONAL,


measObjectList-v9i0




MeasObjectToAddModList-v9e0


OPTIONAL,


-- Reporting configurations


reportConfigList




ReportConfigToAddModList


OPTIONAL,


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,


measScaleFactor-r12




MeasScaleFactor-r12




OPTIONAL,


s-Measure






INTEGER (-140..-44)




OPTIONAL,


speedStatePars





CHOICE {



release







NULL,



setup







SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




timeToTrigger-SF




SpeedStateScaleFactors



}


}

















OPTIONAL,


allowInterruptions-r11


BOOLEAN







OPTIONAL,
heightStatePars


CHOICE {



release







NULL,



setup







SEQUENCE {




heightStateParameters


HeightStateParameters,




timeToTrigger-SF




SpeedStateScaleFactors


}


}
}

-- ASN1STOP

Next change
–
HeightStateParameters

The IE HeightStateParameters contains parameters to determine UE height state.

HeightStateParameters information element

-- ASN1START

HeightStateParameters ::=


SEQUENCE {


threshhold-high





ENUMERATED {












m30, m60, m120, m180, m240, spare3, spare2, spare1},


threshold-medium





ENUMERATED {












m30, m60, m120, m180, m240, spare3, spare2, spare1}

}

-- ASN1STOP

	HeightStateParameters field descriptions

	Threshhold-high
The threshold for evaluating criteria to enter high height states. Value in meters, m30 corresponds to 30 m and so on.

	Threshhold-medium
The threshold for evaluating criteria to enter high medium states. Value in meters, m30 corresponds to 30 m and so on.


Next change
–
EUTRA-UE-Variables
This ASN.1 segment is the start of the E‑UTRA UE variable definitions.

-- ASN1START

EUTRA-UE-Variables DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


AbsoluteTimeInfo-r10,


AreaConfiguration-r10,


AreaConfiguration-v1130,


ARFCN-ValueNR-r15,


CarrierFreqGERAN,


CellIdentity,


ConnEstFailReport-r11,


SpeedStateScaleFactors,


C-RNTI,


LoggingDuration-r10,


LoggingInterval-r10,


LogMeasInfo-r10,


MeasCSI-RS-Id-r12,


MeasId,


MeasId-v1250,


MeasIdToAddModList,


MeasIdToAddModListExt-r12,


MeasIdToAddModList-v1310,


MeasIdToAddModListExt-v1310,


MeasObjectToAddModList,


MeasObjectToAddModList-v9e0,


MeasObjectToAddModListExt-r13,


MeasScaleFactor-r12,


MobilityStateParameters,


NeighCellConfig,


PhysCellId,


PhysCellIdCDMA2000,


PhysCellIdGERAN,


PhysCellIdUTRA-FDD,


PhysCellIdUTRA-TDD,


PLMN-Identity,


PLMN-IdentityList3-r11,


QuantityConfig,


ReportConfigToAddModList,


RLF-Report-r9,


TargetMBSFN-AreaList-r12,

TraceReference-r10,


Tx-ResourcePoolMeasList-r14,


VisitedCellInfoList-r12,


maxCellMeas,


maxCSI-RS-Meas-r12,


maxMeasId,


maxMeasId-r12,


maxRS-Index-r15,


PhysCellIdNR-r15,


RS-IndexNR-r15,


UL-DelayConfig-r13,


WLAN-CarrierInfo-r13,


WLAN-Identifiers-r12,


WLAN-Id-List-r13,


WLAN-Status-r13,


WLAN-Status-v1430,


WLAN-SuspendConfig-r14,

HeightStateParameters-r15
FROM EUTRA-RRC-Definitions;

-- ASN1STOP

