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Beginning of changes

5.3.10.9
Other configuration

The UE shall:

1>
if the received otherConfig includes the reportProximityConfig:

2>
if proximityIndicationEUTRA is set to enabled:

3>
consider itself to be configured to provide proximity indications for E-UTRA frequencies in accordance with 5.3.14;

2>
else:

3>
consider itself not to be configured to provide proximity indications for E-UTRA frequencies;

2>
if proximityIndicationUTRA is set to enabled:

3>
consider itself to be configured to provide proximity indications for UTRA frequencies in accordance with 5.3.14;

2>
else:

3>
consider itself not to be configured to provide proximity indications for UTRA frequencies;

1>
if the received otherConfig includes the obtainLocation:

2>
attempt to have detailed location information available for any subsequent measurement report;

NOTE:
The UE is requested to attempt to have valid detailed location information available whenever sending a measurement report for which it is configured to include available detailed location information. The UE may not succeed e.g. because the user manually disabled the GPS hardware, due to no/poor satellite coverage. Further details, e.g. regarding when to activate GNSS, are up to UE implementation.

1>
if the received otherConfig includes the idc-Config:

2>
if idc-Indication is included (i.e. set to setup):

3>
consider itself to be configured to provide IDC indications in accordance with 5.6.9;

3>
if idc-Indication-UL-CA is included (i.e. set to setup):

4>
consider itself to be configured to indicate UL CA related information in IDC indications in accordance with 5.6.9;

2>
else:

3>
consider itself not to be configured to provide IDC indications;

2>
if autonomousDenialParameters is included:

3>
consider itself to be allowed to deny any transmission in a particular UL subframe if during the number of subframes indicated by autonomousDenialValidity, preceeding and including this particular subframe, it autonomously denied fewer UL subframes than indicated by autonomousDenialSubframes;

2>
else:

3>
consider itself not to be allowed to deny any UL transmission;

1>
if the received otherConfig includes the powerPrefIndicationConfig:

2>
if powerPrefIndicationConfig is set to setup:

3>
consider itself to be configured to provide power preference indications in accordance with 5.6.10;

2>
else:

3>
consider itself not to be configured to provide power preference indications; 

1>
if the received otherConfig includes the bw-Config:

2>
if bw-Config is set to setup:

3>
consider itself to be configured to provide maximum PDSCH/PUSCH bandwidth preference indication in accordance with 5.6.10;

2>
else:

3>
consider itself not to be configured to provide maximum PDSCH/PUSCH bandwidth indication preference;

1>
if the received otherConfig includes the delayBudgetReportingConfig:

2>
if delayBudgetReportingConfig is set to setup:

3>
consider itself to be configured to send delay budget reports in accordance with 5.6.18;

2>
else:

3>
consider itself not to be configured to send delay budget reports and stop timer T342, if running;

1>
for BL UEs or UEs in CE, if the received otherConfig includes the rlm-ReportConfig:

2>
if rlm-ReportConfig is set to setup:

3>
consider itself to be configured to detect "early-out-of-sync" and "early-in-sync" RLM events as specified in 5.3.11;

3> if rlmReportRep-MPDCCH is set to setup:

4> consider itself to be configured to report rlmReportRep-MPDCCH in accordance with 5.6.10;

2>
else:

3>
consider itself not to be configured to detect "early-out-of-sync" and "early-in-sync" RLM events and stop timer T343, timer T344, timer T314 and timer T315 if running;

1>
if the received otherConfig includes the measConfigApplicationLayer:

2>
if measConfigApplicationLayer is set to setup:

3>
forward applicationLayerContainer to upper layers considering the serviceType;
3>
consider itself to be configured to send application layer measurement report in accordance with 5.6.x;
2>
else:

3>
inform upper layers to clear the stored application layer measurement configuration;

3>
discard received application layer measurement report information from upper layers;
3>
consider itself not to be configured to send application layer measurement report.

Next change
5.6.x
Measurement reporting for QoE
5.6.x.1
General
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Figure 5.6.x.1-1: Measurement reporting for QoE
The purpose of this procedure is to inform E-UTRAN about application layer measurement report.

5.6.x.2
Initiation

A UE capable of application layer measurement reporting in RRC_CONNECTED may initiate the procedure when configured with application layer measurement, i.e. when measConfigApplicationLayer has been setup by E-UTRAN.

Upon initiating the procedure, the UE shall:

1>
if configured with application layer measurement, and SRB4 is configured, and the UE has received application layer measurement report information from upper layers:

2>
set the applicationLayerContainer in the MeasReportApplicationLayer message to the value of the application layer measurement report information;
2>
submit the MeasReportApplicationLayer message to lower layers for transmission via SRB4.
Next change
6.2.2
Message definitions
(---------------------------------------------------Unmodified parts omitted--------------------------------------------------------(
–
MeasReportApplicationLayer
The MeasReportApplicationLayer message is used for sending of application layer measurement report.
Signalling radio bearer: SRB4
RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN
MeasReportApplicationLayer message
-- ASN1START

MeasReportApplicationLayer-r15 ::=

SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




measReportApplicationLayer-r15



MeasReportApplicatioLayer-r15-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

MeasReportApplicationLayer-r15-IEs ::=

SEQUENCE {


applicationLayerContainer-r15

OCTET STRING (SIZE(1..8000)),

serviceType






ENUMERATED {qoe, qoemtsi, spare6, spare5, spare4, spare3, spare2, spare2},

lateNonCriticalExtension


OCTET STRING




OPTIONAL,

nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

-- ASN1STOP
	MeasReportQoE field descriptions

	applicationLayerContainer
The field contains container of  measurements from the application layer, see Annex L (normative) in [x].

	serviceType
Indicates the type of application layer measurement. Value qoe indicates Quality of Experience Measurement Collection for streaming services, value qoemtsi indicates Quality of Experience Measurement Collection for MTSI.


Next change
6.3.6
Other information elements

(---------------------------------------------------Unmodified parts omitted--------------------------------------------------------(
–
OtherConfig
The IE OtherConfig contains configuration related to other configuration

OtherConfig information element
-- ASN1START

OtherConfig-r9 ::= SEQUENCE
{


reportProximityConfig-r9


ReportProximityConfig-r9

OPTIONAL,
-- Need ON


...,


[[
idc-Config-r11




IDC-Config-r11




OPTIONAL,
-- Need ON


powerPrefIndicationConfig-r11
PowerPrefIndicationConfig-r11
OPTIONAL,
-- Need ON



obtainLocationConfig-r11

ObtainLocationConfig-r11

OPTIONAL
-- Need ON


]],


[[
powerPrefIndicationTimer-r11

ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, 












s30, s60, s90, s120, s300, s600, spare3, 












spare2, spare1}


OPTIONAL,
-- Need OR



sps-AssistanceInfoReport-r14

BOOLEAN 


OPTIONAL, 
-- Need ON


delayBudgetReportingConfig-r14
CHOICE{




release




NULL,




setup




SEQUENCE{





delayBudgetReportingProhibitTimer-r14
ENUMERATED {

















s0, s0dot4, s0dot8, 

















s1dot6, s3, s6, s12, s30}



}



}















OPTIONAL,
-- Need ON



rlm-ReportConfig-r14


CHOICE {




release




NULL,




setup




SEQUENCE{





rlmReportTimer-r14



ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30, 













s60, s90, s120, s300, s600, spare3, spare2, spare1},





rlmReportRep-MPDCCH-r14


ENUMERATED {setup}

OPTIONAL
-- Need OR




}



}
OPTIONAL
-- Need ON


]],


[[
measConfigApplicationLayer-r15

CHOICE{




release




NULL,




setup




SEQUENCE{





applicationLayerContainer-r15

OCTET STRING (SIZE(1..1000)),




serviceType



ENUMERATED {qoe, qoemtsi, spare6, spare5, spare4, spare3, spare2, spare2}



}



}
OPTIONAL
-- Need ON

]]
}

IDC-Config-r11 ::= 



SEQUENCE {


idc-Indication-r11




ENUMERATED {setup}



OPTIONAL,
-- Need OR


autonomousDenialParameters-r11

SEQUENCE {




autonomousDenialSubframes-r11


ENUMERATED {n2, n5, n10, n15,















n20, n30, spare2, spare1},




autonomousDenialValidity-r11


ENUMERATED {















sf200, sf500, sf1000, sf2000, 















spare4, spare3, spare2, spare1}


}

OPTIONAL, 

-- Need OR


...,


[[
idc-Indication-UL-CA-r11


ENUMERATED {setup}

OPTIONAL
-- Cond idc-Ind


]],


[[
idc-HardwareSharingIndication-r13
ENUMERATED {setup}

OPTIONAL
-- Need OR


]]

}

ObtainLocationConfig-r11 ::= SEQUENCE {


obtainLocation-r11



ENUMERATED {setup}




OPTIONAL
-- Need OR

}

PowerPrefIndicationConfig-r11 ::= CHOICE{


release




NULL,


setup




SEQUENCE{



powerPrefIndicationTimer-r11

ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, 












s30, s60, s90, s120, s300, s600, spare3, 












spare2, spare1}


}

}

ReportProximityConfig-r9 ::= SEQUENCE {


proximityIndicationEUTRA-r9

ENUMERATED {enabled}


OPTIONAL,
-- Need OR


proximityIndicationUTRA-r9

ENUMERATED {enabled}


OPTIONAL
-- Need OR

}

-- ASN1STOP

	OtherConfig field descriptions

	applicationLayerContainer

The field contains configuration for application layermeasurements, see Annex L (normative) in [x].

	autonomousDenialSubframes

Indicates the maximum number of the UL subframes for which the UE is allowed to deny any UL transmission. Value n2 corresponds to 2 subframes, n5 to 5 subframes and so on. E-UTRAN does not configure autonomous denial for frequencies on which SCG cells are configured.

	autonomousDenialValidity

Indicates the validity period over which the UL autonomous denial subframes shall be counted. Value sf200 corresponds to 200 subframes, sf500 corresponds to 500 subframes and so on.

	bw-PreferenceIndicationTimer

Prohibit timer for bandwidth preference indication reporting. Value in seconds. Value s0 means prohibit timer is set to 0 second, value s0dot5 means prohibit timer is set to 0.5 second, value s1 means prohibit timer is set to 1 second and so on.

	delayBudgetReportingProhibitTimer 

Prohibit timer for delay budget reporting. Value in seconds. Value s0 means prohibit timer is set to 0 second, value s0dot4 means prohibit timer is set to 0.4 second, and so on.

	idc-HardwareSharingIndication
The field is used to indicate whether the UE is allowed indicate in InDeviceCoexIndication that the cause of the problems are due to hardware sharing, and whether the UE is allowed to omit the TDM assistance information.

	idc-Indication
The field is used to indicate whether the UE is configured to initiate transmission of the InDeviceCoexIndication message to the network.

	idc-Indication-UL-CA

The field is used to indicate whether the UE is configured to provide IDC indications for UL CA using the InDeviceCoexIndication message.

	serviceType
Indicates the type of application layer measurement. Value qoe indicates Quality of Experience Measurement Collection for streaming services, value qoemtsi indicates Enhanced Quality of Experience Measurement Collection for MTSI.

	obtainLocation

Requests the UE to attempt to have detailed location information available using GNSS. E-UTRAN configures the field only if includeLocationInfo is configured for one or more measurements.

	powerPrefIndicationTimer

Prohibit timer for Power Preference Indication reporting. Value in seconds. Value s0 means prohibit timer is set to 0 second, value s0dot5 means prohibit timer is set to 0.5 second, value s1 means prohibit timer is set to 1 second and so on.

	reportProximityConfig

Indicates, for each of the applicable RATs (EUTRA, UTRA), whether or not proximity indication is enabled for CSG member cell(s) of the concerned RAT. Note.

	rlmReportTimer

Prohibit timer for RLM event reporting, i.e. "early-out-of-sync" and "early-in-sync" event reporting, as specified in section 5.6.10. Value in seconds. Value s0 means prohibit timer is set to 0 second, value s0dot5 means prohibit timer is set to 0.5 second, value s1 means prohibit timer is set to 1 second and so on.

	rlmReportRep-MPDCCH
The field is used to indicate whether the UE is configured to report excess repetitions on MPDCCH. 

	sps-AssistanceInfoReport

Value TRUE indicates that the UE is allowed to report SPS-AssistanceInformation.


Next change
–
UE-EUTRA-Capability
The IE UE-EUTRA-Capability is used to convey the E-UTRA UE Radio Access Capability Parameters, see TS 36.306 [5], and the Feature Group Indicators for mandatory features (defined in Annexes B.1 and C.1) to the network. The IE UE-EUTRA-Capability is transferred in E-UTRA or in another RAT.

NOTE 0:
For (UE capability specific) guidelines on the use of keyword OPTIONAL, see Annex A.3.5.

UE-EUTRA-Capability information element

-- ASN1START

UE-EUTRA-Capability ::=


SEQUENCE {


accessStratumRelease



AccessStratumRelease,


ue-Category






INTEGER (1..5),


pdcp-Parameters





PDCP-Parameters,


phyLayerParameters




PhyLayerParameters,


rf-Parameters





RF-Parameters,


measParameters





MeasParameters,


featureGroupIndicators



BIT STRING (SIZE (32))



OPTIONAL,


interRAT-Parameters



SEQUENCE {



utraFDD







IRAT-ParametersUTRA-FDD



OPTIONAL,



utraTDD128






IRAT-ParametersUTRA-TDD128



OPTIONAL,



utraTDD384






IRAT-ParametersUTRA-TDD384



OPTIONAL,



utraTDD768






IRAT-ParametersUTRA-TDD768



OPTIONAL,



geran







IRAT-ParametersGERAN




OPTIONAL,



cdma2000-HRPD





IRAT-ParametersCDMA2000-HRPD


OPTIONAL,



cdma2000-1xRTT





IRAT-ParametersCDMA2000-1XRTT


OPTIONAL


},


nonCriticalExtension



UE-EUTRA-Capability-v920-IEs

OPTIONAL

}

-- Late non critical extensions

UE-EUTRA-Capability-v9a0-IEs ::=
SEQUENCE {


featureGroupIndRel9Add-r9


BIT STRING (SIZE (32))



OPTIONAL,


fdd-Add-UE-EUTRA-Capabilities-r9
UE-EUTRA-CapabilityAddXDD-Mode-r9
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-r9
UE-EUTRA-CapabilityAddXDD-Mode-r9
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v9c0-IEs

OPTIONAL

}

<Partially omitted>
UE-EUTRA-Capability-v1430-IEs ::= SEQUENCE {


phyLayerParameters-v1430


PhyLayerParameters-v1430,


ue-CategoryDL-v1430




ENUMERATED {m2}






OPTIONAL,


ue-CategoryUL-v1430




ENUMERATED {n16, n17, n18, n19, n20, m2}
OPTIONAL,

ue-CategoryUL-v1430b



ENUMERATED {n21}

 

 

OPTIONAL,


mac-Parameters-v1430



MAC-Parameters-v1430




OPTIONAL,


measParameters-v1430



MeasParameters-v1430




OPTIONAL,


pdcp-Parameters-v1430



PDCP-Parameters-v1430




OPTIONAL,


rlc-Parameters-v1430



RLC-Parameters-v1430,


rf-Parameters-v1430




RF-Parameters-v1430





OPTIONAL,


laa-Parameters-v1430



LAA-Parameters-v1430




OPTIONAL,


lwa-Parameters-v1430



LWA-Parameters-v1430




OPTIONAL,


lwip-Parameters-v1430



LWIP-Parameters-v1430




OPTIONAL,


otherParameters-v1430



Other-Parameters-v1430,

mmtel-Parameters-r14



MMTEL-Parameters-r14




OPTIONAL,

mobilityParameters-r14



MobilityParameters-r14




OPTIONAL,


ce-Parameters-v1430




CE-Parameters-v1430,


fdd-Add-UE-EUTRA-Capabilities-v1430
UE-EUTRA-CapabilityAddXDD-Mode-v1430
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1430
UE-EUTRA-CapabilityAddXDD-Mode-v1430
OPTIONAL,


mbms-Parameters-v1430



MBMS-Parameters-v1430




OPTIONAL,


sl-Parameters-v1430




SL-Parameters-v1430





OPTIONAL,


ue-BasedNetwPerfMeasParameters-v1430
UE-BasedNetwPerfMeasParameters-v1430

OPTIONAL, 


highSpeedEnhParameters-r14


HighSpeedEnhParameters-r14



OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1440-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1440-IEs ::= SEQUENCE {


lwa-Parameters-v1440



LWA-Parameters-v1440,


mac-Parameters-v1440



MAC-Parameters-v1440,


nonCriticalExtension



UE-EUTRA-Capability-v15xy-IEs







OPTIONAL

}
UE-EUTRA-Capability-v15xy-IEs ::= SEQUENCE {


otherParameters-v15xy



Other-Parameters-v15xy



OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}
UE-EUTRA-CapabilityAddXDD-Mode-r9 ::=
SEQUENCE {


phyLayerParameters-r9



PhyLayerParameters




OPTIONAL,


featureGroupIndicators-r9


BIT STRING (SIZE (32))



OPTIONAL,


featureGroupIndRel9Add-r9


BIT STRING (SIZE (32))



OPTIONAL,


interRAT-ParametersGERAN-r9


IRAT-ParametersGERAN



OPTIONAL,


interRAT-ParametersUTRA-r9


IRAT-ParametersUTRA-v920


OPTIONAL,


interRAT-ParametersCDMA2000-r9

IRAT-ParametersCDMA2000-1XRTT-v920
OPTIONAL,


neighCellSI-AcquisitionParameters-r9
NeighCellSI-AcquisitionParameters-r9
OPTIONAL,


...

}

UE-EUTRA-CapabilityAddXDD-Mode-v1060 ::=
SEQUENCE {


phyLayerParameters-v1060


PhyLayerParameters-v1020


OPTIONAL,


featureGroupIndRel10-v1060


BIT STRING (SIZE (32))



OPTIONAL,


interRAT-ParametersCDMA2000-v1060
IRAT-ParametersCDMA2000-1XRTT-v1020
OPTIONAL,


interRAT-ParametersUTRA-TDD-v1060
IRAT-ParametersUTRA-TDD-v1020

OPTIONAL,


...,


[[
otdoa-PositioningCapabilities-r10
OTDOA-PositioningCapabilities-r10
OPTIONAL


]]

}

UE-EUTRA-CapabilityAddXDD-Mode-v1130 ::=
SEQUENCE {


phyLayerParameters-v1130


PhyLayerParameters-v1130


OPTIONAL,


measParameters-v1130



MeasParameters-v1130



OPTIONAL,


otherParameters-r11




Other-Parameters-r11



OPTIONAL,


...

}

<Partially omitted>
OTDOA-PositioningCapabilities-r10 ::=
SEQUENCE {


otdoa-UE-Assisted-r10




ENUMERATED {supported},


interFreqRSTD-Measurement-r10


ENUMERATED {supported}

OPTIONAL

}

Other-Parameters-r11 ::=



SEQUENCE {


inDeviceCoexInd-r11





ENUMERATED {supported}

OPTIONAL,


powerPrefInd-r11





ENUMERATED {supported}

OPTIONAL,


ue-Rx-TxTimeDiffMeasurements-r11

ENUMERATED {supported}

OPTIONAL

}

Other-Parameters-v11d0 ::=



SEQUENCE {


inDeviceCoexInd-UL-CA-r11



ENUMERATED {supported}

OPTIONAL

}

Other-Parameters-v1360 ::=
SEQUENCE {


inDeviceCoexInd-HardwareSharingInd-r13

ENUMERATED {supported}

OPTIONAL

}

Other-Parameters-v1430 ::=


SEQUENCE {


bwPrefInd-r14




ENUMERATED {supported}

OPTIONAL,


rlm-ReportSupport-r14


ENUMERATED {supported}

OPTIONAL

}
Other-Parameters-v15xy ::=


SEQUENCE {


qoe-MeasReport-r15




ENUMERATED {supported}

OPTIONAL,


qoe-mtsi-MeasReport-r15



ENUMERATED {supported}

OPTIONAL
}
MBMS-Parameters-r11 ::=



SEQUENCE {


mbms-SCell-r11






ENUMERATED {supported}

OPTIONAL,


mbms-NonServingCell-r11




ENUMERATED {supported}

OPTIONAL

}

MBMS-Parameters-v1250 ::=



SEQUENCE {


mbms-AsyncDC-r12





ENUMERATED {supported}

OPTIONAL

}

MBMS-Parameters-v1430 ::=



SEQUENCE {


fembmsDedicatedCell-r14



ENUMERATED {supported}

OPTIONAL,


fembmsMixedCell-r14




ENUMERATED {supported}

OPTIONAL,


subcarrierSpacingMBMS-khz7dot5-r14
ENUMERATED {supported}

OPTIONAL,


subcarrierSpacingMBMS-khz1dot25-r14
ENUMERATED {supported}

OPTIONAL

}

FeMBMS-Unicast-Parameters-r14 ::=

SEQUENCE {


unicast-fembmsMixedSCell-r14


ENUMERATED {supported}

OPTIONAL,


emptyUnicastRegion-r14




ENUMERATED {supported}

OPTIONAL

}

SCPTM-Parameters-r13 ::=



SEQUENCE {


scptm-ParallelReception-r13




ENUMERATED {supported}

OPTIONAL,


scptm-SCell-r13







ENUMERATED {supported}

OPTIONAL,


scptm-NonServingCell-r13




ENUMERATED {supported}

OPTIONAL,


scptm-AsyncDC-r13






ENUMERATED {supported}

OPTIONAL

}

CE-Parameters-r13 ::=

SEQUENCE {


ce-ModeA-r13





ENUMERATED {supported}



OPTIONAL,


ce-ModeB-r13





ENUMERATED {supported}



OPTIONAL

}

CE-Parameters-v1320 ::=

SEQUENCE {


intraFreqA3-CE-ModeA-r13



ENUMERATED {supported}



OPTIONAL,


intraFreqA3-CE-ModeB-r13



ENUMERATED {supported}



OPTIONAL,


intraFreqHO-CE-ModeA-r13



ENUMERATED {supported}



OPTIONAL,


intraFreqHO-CE-ModeB-r13



ENUMERATED {supported}



OPTIONAL

}

CE-Parameters-v1350 ::=

SEQUENCE {


unicastFrequencyHopping-r13



ENUMERATED {supported}



OPTIONAL

}

CE-Parameters-v1370 ::=

SEQUENCE {


tm9-CE-ModeA-r13





ENUMERATED {supported}


OPTIONAL,


tm9-CE-ModeB-r13





ENUMERATED {supported}


OPTIONAL

}

CE-Parameters-v1430 ::=

SEQUENCE {


ce-SwitchWithoutHO-r14




ENUMERATED {supported}



OPTIONAL

}

LAA-Parameters-r13 ::=



SEQUENCE {


crossCarrierSchedulingLAA-DL-r13


ENUMERATED {supported}

OPTIONAL,


csi-RS-DRS-RRM-MeasurementsLAA-r13


ENUMERATED {supported}

OPTIONAL,


downlinkLAA-r13







ENUMERATED {supported}

OPTIONAL,


endingDwPTS-r13







ENUMERATED {supported}

OPTIONAL,


secondSlotStartingPosition-r13



ENUMERATED {supported}

OPTIONAL,


tm9-LAA-r13








ENUMERATED {supported}

OPTIONAL,


tm10-LAA-r13







ENUMERATED {supported}

OPTIONAL

}

LAA-Parameters-v1430 ::=



SEQUENCE {


crossCarrierSchedulingLAA-UL-r14


ENUMERATED {supported}

OPTIONAL,


uplinkLAA-r14







ENUMERATED {supported}

OPTIONAL,


twoStepSchedulingTimingInfo-r14



ENUMERATED {nPlus1, nPlus2, nPlus3}
OPTIONAL,


uss-BlindDecodingAdjustment-r14



ENUMERATED {supported}

OPTIONAL,


uss-BlindDecodingReduction-r14



ENUMERATED {supported}

OPTIONAL,


outOfSequenceGrantHandling-r14



ENUMERATED {supported}

OPTIONAL

}

WLAN-IW-Parameters-r12 ::=
SEQUENCE {


wlan-IW-RAN-Rules-r12




ENUMERATED {supported}

OPTIONAL,


wlan-IW-ANDSF-Policies-r12





ENUMERATED {supported}

OPTIONAL

}

LWA-Parameters-r13 ::=

SEQUENCE {


lwa-r13





ENUMERATED {supported}

OPTIONAL,


lwa-SplitBearer-r13


ENUMERATED {supported}

OPTIONAL,


wlan-MAC-Address-r13

OCTET STRING (SIZE (6))

OPTIONAL,


lwa-BufferSize-r13


ENUMERATED {supported}

OPTIONAL

}

LWA-Parameters-v1430 ::=

SEQUENCE {


lwa-HO-WithoutWT-Change-r14


ENUMERATED {supported}

OPTIONAL,


lwa-UL-r14






ENUMERATED {supported}

OPTIONAL,


wlan-PeriodicMeas-r14 



ENUMERATED {supported}

OPTIONAL,


wlan-ReportAnyWLAN-r14



ENUMERATED {supported}

OPTIONAL,


wlan-SupportedDataRate-r14 


INTEGER (1..2048)


OPTIONAL

}

LWA-Parameters-v1440 ::=

SEQUENCE {


lwa-RLC-UM-r14





ENUMERATED {supported}

OPTIONAL

}

WLAN-IW-Parameters-v1310 ::=
SEQUENCE {


rclwi-r13









ENUMERATED {supported}

OPTIONAL

}

LWIP-Parameters-r13 ::=

SEQUENCE {


lwip-r13




ENUMERATED {supported}



OPTIONAL

}

LWIP-Parameters-v1430 ::=

SEQUENCE {


lwip-Aggregation-DL-r14




ENUMERATED {supported}



OPTIONAL,


lwip-Aggregation-UL-r14




ENUMERATED {supported}



OPTIONAL

}

NAICS-Capability-List-r12 ::= SEQUENCE (SIZE (1..maxNAICS-Entries-r12)) OF NAICS-Capability-Entry-r12

NAICS-Capability-Entry-r12
::=
SEQUENCE {


numberOfNAICS-CapableCC-r12



INTEGER(1..5),


numberOfAggregatedPRB-r12



ENUMERATED {













n50, n75, n100, n125, n150, n175, 













n200, n225, n250, n275, n300, n350,













n400, n450, n500, spare},


...

}

SL-Parameters-r12 ::=



SEQUENCE {


commSimultaneousTx-r12




ENUMERATED {supported}

OPTIONAL,


commSupportedBands-r12




FreqBandIndicatorListEUTRA-r12 
OPTIONAL,


discSupportedBands-r12




SupportedBandInfoList-r12 
OPTIONAL,


discScheduledResourceAlloc-r12


ENUMERATED {supported}

OPTIONAL,


disc-UE-SelectedResourceAlloc-r12

ENUMERATED {supported}

OPTIONAL,


disc-SLSS-r12






ENUMERATED {supported}

OPTIONAL,


discSupportedProc-r12




ENUMERATED {n50, n400}

OPTIONAL

}

SL-Parameters-v1310 ::=



SEQUENCE {


discSysInfoReporting-r13




ENUMERATED {supported}

OPTIONAL,


commMultipleTx-r13






ENUMERATED {supported}

OPTIONAL,


discInterFreqTx-r13






ENUMERATED {supported}

OPTIONAL,


discPeriodicSLSS-r13





ENUMERATED {supported}

OPTIONAL

}

SL-Parameters-v1430 ::=



SEQUENCE {


zoneBasedPoolSelection-r14



ENUMERATED {supported}



OPTIONAL,


ue-AutonomousWithFullSensing-r14

ENUMERATED {supported}



OPTIONAL,


ue-AutonomousWithPartialSensing-r14

ENUMERATED {supported}



OPTIONAL,


sl-CongestionControl-r14



ENUMERATED {supported}



OPTIONAL,


v2x-TxWithShortResvInterval-r14


ENUMERATED {supported}



OPTIONAL,


v2x-numberTxRxTiming-r14



INTEGER(1..16)





OPTIONAL,


v2x-nonAdjacentPSCCH-PSSCH-r14


ENUMERATED {supported}



OPTIONAL,


slss-TxRx-r14






ENUMERATED {supported}



OPTIONAL,


v2x-SupportedBandCombinationList-r14
V2X-SupportedBandCombination-r14
OPTIONAL

}

V2X-SupportedBandCombination-r14 ::=

SEQUENCE (SIZE (1..maxBandComb-r13)) OF V2X-BandCombinationParameters-r14

V2X-BandCombinationParameters-r14 ::= 
SEQUENCE (SIZE (1.. maxSimultaneousBands-r10)) OF V2X-BandParameters-r14

SupportedBandInfoList-r12 ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandInfo-r12 

SupportedBandInfo-r12 ::=


SEQUENCE {


support-r12







ENUMERATED {supported}
OPTIONAL

}

FreqBandIndicatorListEUTRA-r12 ::=

SEQUENCE (SIZE (1..maxBands)) OF FreqBandIndicator-r11

MMTEL-Parameters-r14 ::=


SEQUENCE {


delayBudgetReporting-r14




ENUMERATED {supported}

OPTIONAL,


pusch-Enhancements-r14





ENUMERATED {supported}

OPTIONAL,


recommendedBitRate-r14





ENUMERATED {supported}

OPTIONAL,

recommendedBitRateQuery-r14




ENUMERATED {supported}

OPTIONAL
}

RetuningTimeInfo-r14 ::= SEQUENCE {


retuningInfo



SEQUENCE {



rf-RetuningTimeDL-r14


ENUMERATED {n0, n0dot5, n1, n1dot5, n2, n2dot5, n3,














n3dot5, n4, n4dot5, n5, n5dot5, n6, n6dot5,














n7, spare1}

OPTIONAL,



rf-RetuningTimeUL-r14


ENUMERATED {n0, n0dot5, n1, n1dot5, n2, n2dot5, n3,














n3dot5, n4, n4dot5, n5, n5dot5, n6, n6dot5,














n7, spare1}

OPTIONAL


}

}

HighSpeedEnhParameters-r14 ::= SEQUENCE {


measurementEnhancements-r14

ENUMERATED {supported}

OPTIONAL,


demodulationEnhancements-r14
ENUMERATED {supported}

OPTIONAL,


prach-Enhancements-r14


ENUMERATED {supported}

OPTIONAL

}

-- ASN1STOP

	UE-EUTRA-Capability field descriptions
	FDD/ TDD diff

	accessStratumRelease

Set to rel14 in this version of the specification. NOTE 7.
	-

	additionalRx-Tx-PerformanceReq

Indicates whether the UE supports the additional Rx and Tx performance requirement for a given band combination as specified in TS 36.101 [42].
	-

	<Partially omitted>
	

	pusch-SRS-PowerControl-SubframeSet
Indicates whether the UE supports subframe set dependent UL power control for PUSCH and SRS. This field is only applicable for UEs supporting TDD.
	-

	qoe-MeasReport
Indicates whether the UE supports QoE Measurement Collection for streaming services.
	-

	qoe-mtsi-MeasReport
Indicates whether the UE supports QoE Measurement Collection for MTSI services.
	-

	rach-Less

Indicates whether the UE supports RACH-less handover, and whether the UE which indicates dc-Parameters supports RACH-less SeNB change, as defined in TS 36.300 [9].
	-

	rach-Report

Indicates whether the UE supports delivery of rachReport.
	-

	<Partially omitted>
	


NOTE 1:
The IE UE-EUTRA-Capability does not include AS security capability information, since these are the same as the security capabilities that are signalled by NAS. Consequently AS need not provide "man-in-the-middle" protection for the security capabilities.

NOTE 2:
The column FDD/ TDD diff indicates if the UE is allowed to signal, as part of the additional capabilities for an XDD mode i.e. within UE-EUTRA-CapabilityAddXDD-Mode-xNM, a different value compared to the value signalled elsewhere within UE-EUTRA-Capability (i.e. the common value, supported for both XDD modes). A '-' is used to indicate that it is not possible to signal different values (used for fields for which the field description is provided for other reasons). Annex E specifies for which TDD and FDD serving cells a UE supporting TDD/FDD CA shall support a capability for which it indicates support within the capability signalling.

NOTE 3:
The BandCombinationParameters for the same band combination can be included more than once.

NOTE 4:
UE CA and measurement capabilities indicate the combinations of frequencies that can be configured as serving frequencies.

NOTE 5:
The grouping of the cells to the first and second cell group, as indicated by supportedCellGrouping, is shown in the table below. The leading / leftmost bit of supportedCellGrouping corresponds to the Bit String Position 1.
	Nr of Band Entries:
	5
	4
	3

	Length of Bit-String:
	15
	7
	3

	Bit String Position
	Cell grouping option (0= first cell group, 1= second cell group)

	1
	00001
	0001
	001

	2
	00010
	0010
	010

	3
	00011
	0011
	011

	4
	00100
	0100
	

	5
	00101
	0101
	

	6
	00110
	0110
	

	7
	00111
	0111
	

	8
	01000
	
	

	9
	01001
	
	

	10
	01010
	
	

	11
	01011
	
	

	12
	01100
	
	

	13
	01101
	
	

	14
	01110
	
	

	15
	01111
	
	


NOTE 6:
UE includes the intraBandContiguousCC-InfoList-r12 also for bandwidth class A because of the presence conditions in BandCombinationParameters-v1270. For example, if UE supports CA_1A_41D band combination, if UE includes the field intraBandContiguousCC-InfoList-r12 for band 41, the UE includes intraBandContiguousCC-InfoList-r12 also for band 1.

NOTE 7:
For a UE that indicates release X in field accessStratumRelease but supports a feature specified in release X+ N (i.e. early UE implementation), the ASN.1 comprehension requirement are specified in Annex F.
End of changes
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