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1 Introduction
This document lists the remaining issues that need to be solved in order to complete the eV2X WI on time.  
2 List of remaining open issue
2.1 Objective 1-a): PC5 CA
· Tx Carrier selection

[Issue 2.1-1]
What is the new Rel-15 parameter for Tx carrier selection?

[Issue 2.1-2] 
UE behaviour on how to eventually select specific carrier(s) for each time of Tx carrier (re)selection.  
· Choose one out of two only: select the lowest-CBR carrier or leave to UE implementation. 

· What if no candidate carrier can be selected for the time being (e.g. all carriers' CBRs are too high)

[Issue 2.1-3] 
Need of LCP enhancement and details in case of CA (non-duplication related; only applicable carrier set).
· PDCP duplication over PC5
[Issue 2.1-4]
Parameters needed for SL PDCP duplication configuration (i.e. whether configuration per PPPR, whether two carrier sets configured per PPPR for mode 3, whether two carrier sets configured by the NW or selected by the UE itself for mode 4, etc.) 

[Issue 2.1-5] 
Need of signalling for activation/deactivation of mode 3. 

[Issue 2.1-6] 
Need of UE reporting of PPPR for (de)configuration and (de)activation.

[Issue 2.1-7] 
How UE reports PPPR of available data to enable eNB scheduling for packet duplication (e.g. SL BSR enhancement)
[Issue 2.1-8]
Details of autonomous activation/deactivation for mode 4 (agreed earlier), e.g. factors, triggers, etc.

[Issue 2.1-9]
Details of SL LCP enhancement due to carrier restriction of SL PDCP duplication (preferably as close to NR as possible).
[Issue 2.1-10] 
Confirm/reverse the working assumption "Option1 (Hard-coded) unless it brings big problem" for packet duplication reception. 

2.2 Objective 1-b): PC5 64QAM
[Issue 2.2-1]
Trigger/condition on when/how to select the new MCS-TBS table with 64QAM and corresponding UE behaviour. (Need the reply from SA2 to move on)  

[Issue 2.2-2]
Signalling details on how to configure/balance the Rel-14/Rel-15 MCS-TBS tables (maybe left to 36.331 CR email discussion after May meeting) 

2.3 Objective 1-d): Radio resource pool sharing
[Issue 2.3-1]
Need of support of new mode-3 sensing report for resource pool sharing.  

RAN2 may need to at least settle the issues listed in this document, in order to complete the WI on time.  So the issues listed in this document should be prioritized in the two meetings left. 
Proposal: RAN2 prioritizes the critical issues listed in this document for the on-time completion of eV2X WI. 
3 Conclusion

In this document, we listed critical issues for eV2X that need to be addressed in order to complete the WI on time. 
Proposal: RAN2 prioritizes the critical issues listed in this document for the on-time completion of eV2X WI. 
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