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	CHANGE START


-- ASN1START

-- TAG-CELL-GROUP-CONFIG-START

-- Configuration of one Cell-Group:

CellGroupConfig
::= 





SEQUENCE {


cellGroupId








CellGroupId,


-- Logical Channel configuration and association with radio bearers:


rlc-BearerToAddModList 





SEQUENCE (SIZE(1..maxLC-ID)) OF RLC-BearerConfig



OPTIONAL,   -- Need N


rlc-BearerToReleaseList





SEQUENCE (SIZE(1..maxLC-ID)) OF LogicalChannelIdentity


OPTIONAL,   -- Need N


-- Parameters applicable for the entire cell group:


mac-CellGroupConfig






MAC-CellGroupConfig











OPTIONAL,
-- Need M


physicalCellGroupConfig





PhysicalCellGroupConfig










OPTIONAL,
-- Need M


-- Serving Cell specific parameters (SpCell and SCells)


spCellConfig







SpCellConfig












OPTIONAL, 
-- Need M


sCellToAddModList






SEQUENCE (SIZE (1..maxNrofSCells)) OF SCellConfig



OPTIONAL,
-- Need N


-- List of seconary serving cells to be released (not applicable for SpCells)


sCellToReleaseList






SEQUENCE (SIZE (1..maxNrofSCells)) OF SCellIndex



OPTIONAL,
-- Need N


...

}

-- The ID of a cell group. 0 identifies the master cell group. Other values identify secondary cell groups.

-- In this version of the specification only values 0 and 1 are supported.

-- FFS: This should be moved to be own IE section

CellGroupId ::=








INTEGER (0.. maxSecondaryCellGroups)

RLC-BearerConfig ::=







SEQUENCE {


-- ID used commonly for the MAC logical channel and for the RLC bearer.


logicalChannelIdentity





LogicalChannelIdentity 









OPTIONAL,
-- Cond DRB

-- Associates the RLC Bearer with an SRB or a DRB. The UE shall deliver DL RLC SDUs received via the RLC entity of this


-- RLC bearer to the PDCP entity of the servedRadioBearer. Furthermore, the UE shall advertise and deliver uplink PDCP PDUs of the 


-- uplink PDCP entity of the servedRadioBearer to the uplink RLC entity of this RLC bearer unless the uplink scheduling 


-- restrictions ('moreThanOneRLC' in PDCP-Config and the restrictions in LogicalChannelConfig) forbid it to do so.


servedRadioBearer






CHOICE {



srb-Identity                           SRB-Identity,



drb-Identity                           DRB-Identity


}


























OPTIONAL,
-- Cond LCH-SetupOnly


reestablishRLC







ENUMERATED {true}











OPTIONAL, 
-- Need N


rlc-Config








RLC-Config













OPTIONAL,
-- Cond LCH-Setup


mac-LogicalChannelConfig




LogicalChannelConfig










OPTIONAL,
-- Cond LCH-Setup


...


}

<TEXT REMOVED HERE>

	Conditional Presence
	Explanation

	DRB
	The field is mandatory present for DRB; otherwise it is not present.

	LCH-SetupOnly
	The field is mandatory present if the corresponding LCH is being set up; otherwise it is not present.

	LCH-Setup
	The field is mandatory present if the corresponding LCH is being set up for DRB; otherwise it is optionally present, need M.

	ReconfWithSync
	The field is mandatory present in case of SpCell change and security key change; otherwise it is optionally present, need M.

	SCellAdd
	The field is optionally present, need M, upon SCell addition; otherwise it is not present

	SCellAddMod
	The field is mandatory present upon SCell addition; otherwise it is optionally present, need M.


	CHANGE END


