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	Reason for change:
	According to TS 38.323, when a PDCP entity is associated with two RLC entity, the term “RLC data volume pending for initial transmission” is used for uplink routing and MAC buffer status reporting functions for UL split bearers. The original intention of “RLC data volume pending for initial transmission” is to include all RLC SDUs and RLC data PDUs pending for initial transmission. 
However, according to the current wording of TS 38.322, if only pending for initial tansmission is applied to calculate RLC data volume, only RLC data PDUs may be considered and RLC SDUs may not be calculated. Furthermore, even if RLC SDUs have not yet been included in an RLC data PDU, those RLC SDUs are also pending for initial transmission at the RLC entity. 
This confusion should be removed in the current TS 38.322. 

	
	

	Summary of change:
	In Data volume calculation (5.5), replace the wording “have not yet been included in an RLC data PDU” with “are pending for initial transmission” to avoid confusion. 

Impact analysis
Impacted functionality: 
Data volume calculation operation

Inter-operability:
If the network is implemented according to this CR while the UE is not, the UE may route UL data based on the wrong data volume information and report BSR with wrong BS information to the network.
If the UE is implemented according to this CR while the network is not, the network may route DL data based on the wrong data volume information.

	
	

	Consequences if not approved:
	The UE may route UL data based on the wrong data volume information and report BSR with wrong BS information to the network.
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[bookmark: _Toc502395363]5.5	Data volume calculation
For the purpose of MAC buffer status reporting, the UE shall consider the following as RLC data volume:
-	RLC SDUs and RLC SDU segments that have not yet been included in an RLC data PDU are pending for initial transmission;
-	RLC data PDUs that are pending for initial transmission;
-	RLC data PDUs that are pending for retransmission (RLC AM).
In addition, if a STATUS PDU has been triggered and t-StatusProhibit is not running or has expired, the UE shall estimate the size of the STATUS PDU that will be transmitted in the next transmission opportunity, and consider this as part of RLC data volume.
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