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1 Introduction
This document summarizes the offline discussion for [CB707], which is considering how to implement the 1-bit indication for CBR and PPPP ranges for Tx carrier selection. Some potential implementation options are provided and compared with each other, and companies' preference are also collected. 

2 Discussion 

2.1 Option 1: CBR threshold via indication
Option 1 is illustrated by Figure 1. The basic idea of Option 1 is to introduce a parameter indicating the specific combination of the CBR/PPPP range(s) for which the carrier can be selected. 
Particularly, in the current SL-CBR-PPPP-TxConfigList, the L1 adaptation parameters are configured respectively in SL-PPPP-TxConfigIndex by different PPPP list (i.e. priorityThreshold), and for each PPPP range, the CBR ranges (indicated by cbr-ConfigIndex) are defined by several CBR upper bounds, i.e. SL-CBR. Therefore, for a certain PPPP list, it is possible to introduce an Index which indicates one of those SL-CBRs as in Figure 1, so that the indicated SL-CBR functions as the upper bound of the CBR levels for which the carrier can be selected for this PPPP list. In other words, for the PPPP list, the index also indicates the CBR range (as bounded by the indicated SL-CBR) for which the carrier can be selected. 
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Figure 1: Illustration of Option 1. 

Option 1: An index is introduced into the SL-PPPP-TxConfigIndex for each PPPP list. For a PPPP list, the index indicates the upper bound of the CBR range for which the carrier can be selected for the corresponding PPPP(s). 
2.2 Option 2: "1-bit" indication via bitmap
Option 2 is as follows [1]: Introduce in the CBR-PPPP-TxConfigList for any combination of PPPP/CBR ranges a boolean, indicating whether sidelink transmissions are allowed for a given PPPP/CBR range combination in a given carrier. 
Since there can be multiple CBR ranges (up to maxCBR-Level-r14 ::= 16) for a PPPP list, it is needed to introduce actually a bitmap (instead of just one boolean variable) for each PPPP list. This Option is depicted in the following Figure 2. 
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Figure 2: Illustration of Option 2

Option 2: Introduce in the SL-CBR-PPPP-TxConfigList a Boolean variable per CBR range per PPPP, indicating whether the carrier can be allowed for each PPPP&CBR range. This is equivalent to introducing a bitmap for each PPPP list.
2.3 Option 3: Explicit CBR threshold

This option is already shown in [2] (Option 2). However, on Monday evening it has already been agreed to introduce a CBR threshold for the carrier keeping purpose. So it seems possible to directly reuse that CBR threshold as the new parameter for Tx carrier selection. Specifically, each PPPP list is associated with a CBR threshold. When Tx carrier selection is triggered, then:

· If the CBR of the old carrier (i.e. the carrier triggers the carrier selection) is below the CBR threshold corresponding to the PPPP of data, the UE keeps the carrier;

· Otherwise, the UE filters out the candidate carriers based on the CBR threshold of other carriers, and reselects a new carrier(s) among them. 
In this way, we need not add any other new parameter on the top of the CBR threshold we already agreed for carrier keeping, which also means that the CBR threshold already agreed can be used for both carrier keeping or selecting a new carrier(s). 
Option 3: Reuse the CBR threshold already agreed for carrier keeping. Introduce a CBR threshold in the SL-CBR-PPPP-TxConfigList for each PPPP list. When carrier selection is triggered, then:
· If the CBR of the old carrier (i.e. the carrier triggers the carrier selection) is below the CBR threshold of the corresponding PPPP, the UE keeps the carrier;

· Otherwise, the UE filters out the candidate carriers based on the CBR threshold corresponding to the PPPP of other carriers, and reselects a new carrier(s) among them. 
2.4 Comparison among options
Technically speaking, all above 3 options yield the Same Effect, that is: for a given PPPP list, a CBR range is defined to show whether the corresponding carrier is a candidate carrier that can be selected. 
In this case, it seems necessary to compare the signalling overhead of different options in order to choose the final victor. For a PPPP list, assume that the number of CBR ranges is M (M ≤ 16 with maxCBR-Level-r14 ::= 16), then for the PPPP list:

· Option 1: Needs log2(M) bits for the Index, since only one of the SL-CBRs need to be pointed to (See Figure 1). 

· Option 2: Needs M bits for the bitmap, since every SL-CBR needs to have a corresponding Boolean (See Figure 2).

· Option 3: Need 7 bits for the CBR threshold if we reuse the existing IE SL-CBR-r14 (since SL-CBR-r14 ::=
 INTEGER(0..100))
The above analysis hold for Any PPPP list. It is easily seen that log2(M) < M always hold regardless of the specific value of M. So Option 1 is more bit saving than Option 2. 
Also, since M ≤ 16, then log2(M) ≤ 4 < 7. So Option 1 is also more bit saving than Option 3. But it should be noted that the CBR threshold as in Option 3 should anyway be introduced because of the agreement already made. 

Observation: Option 1 is most bit saving from signalling overhead perspective. But it should be also noted that a CBR threshold as in Option 3 need anyway to be introduced, so that it may be directly reused with no further overhead.  
3 Conclusion
For initial carrier (re)selection, whether 

a) Per carrier per PPPP CBR threshold value;

b) Per carrier per PPPP CBR threshold index.
Companies' preference:
a) 6

b) 3 

Recommendation: For the initial carrier (re)selection (not for the carrier keeping), there is a per PPPP per carrier CBR threshold (i.e. absolute CBR value). 

For carrier keeping, whether
a) Per carrier CBR offset;
b) Per carrier per PPPP absolute CBR threshold.
Companies' preference:
a) 3 
b) 7
Recommendation: For the carrier keeping, there is another per PPPP per carrier CBR threshold (i.e. absolute CBR value)
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5 Text Proposal for different options
5.1 TP for Option 1
============== TP Start ==============
–
SL-CBR-CommonTxConfigList
The IE SL-CBR-CommonTxConfigList indicates the list of PSSCH transmission parameters (such as MCS, sub-channel number, retransmission number, CR limit) in sl-CBR-PSSCH-TxConfigList, and the list of CBR ranges in cbr-RangeCommonConfigList, to configure congestion control to the UE for V2X sidelink communication.

SL-CBR-CommonTxConfigList information element

-- ASN1START

SL-CBR-CommonTxConfigList-r14 ::=
SEQUENCE {


cbr-RangeCommonConfigList-r14
SEQUENCE (SIZE (1..maxSL-V2X-CBRConfig-r14)) OF SL-CBR-Levels-Config-r14,

sl-CBR-PSSCH-TxConfigList-r14
SEQUENCE (SIZE (1..maxSL-V2X-TxConfig-r14)) OF SL-CBR-PSSCH-TxConfig-r14

}
SL-CBR-Levels-Config-r14 ::=

SEQUENCE (SIZE (1..maxCBR-Level-r14)) OF SL-CBR-r14

SL-CBR-PSSCH-TxConfig-r14 ::=

SEQUENCE {


cr-Limit-r14




INTEGER(0..10000),


tx-Parameters-r14



SL-PSSCH-TxParameters-r14
}

SL-CBR-r14 ::=





INTEGER(0..100)

-- ASN1STOP

	SL-CBR-CommonTxConfigList field descriptions

	cbr-RangeCommonConfigList
Indicates the list of CBR ranges. Each entry of the list indicates in SL-CBR-Levels-Config the upper bound of the CBR range for the respective entry. The upper bounds of the CBR ranges are configured in ascending order for consecutive entries of cbr-RangeCommonConfigList. For the first entry of cbr-RangeCommonConfigList the lower bound of the CBR range is 0. 

	cr-Limit

Indicates the maximum limit on the occupancy ratio. Value 0 corresponds to 0, value 1 to 0.0001, value 2 to 0.0002, and so on (i.e. in steps of 0.0001) until value 10000, which corresponds to 1.

	sl-CBR-PSSCH-TxConfigList
Indicates the list of available PSSCH transmission parameters (such as MCS, sub-channel number, retransmission number and CR limit) configurations.

	SL-CBR
Value 0 corresponds to 0, value 1 to 0.01, value 2 to 0.02, and so on.

	tx-Parameters
Indicates PSSCH transmission parameters.


–
SL-CBR-PPPP-TxConfigList
The IE SL-CBR-PPPP-TxConfigList indicates the mapping between PSSCH transmission parameter (such as MCS, PRB number, retransmission number, CR limit) sets by using the indexes of the configurations provided in sl-CBR-PSSCH-TxConfigList, CBR ranges by an index to the entry of the CBR range configuration in cbr-RangeCommonConfigList, and PPPP ranges. It also indicates the default PSSCH transmission parameters to be used when CBR measurement results are not available.

SL-CBR-PPPP-TxConfigList information element

-- ASN1START

SL-CBR-PPPP-TxConfigList-r14 ::=
SEQUENCE (SIZE (1..8)) OF SL-PPPP-TxConfigIndex-r14
SL-CBR-PPPP-TxConfigList-v15xy ::=
SEQUENCE (SIZE (1..8)) OF SL-PPPP-TxConfigIndex-v15xy
SL-PPPP-TxConfigIndex-r14 ::=

SEQUENCE {


priorityThreshold-r14


SL-Priority-r13,


defaultTxConfigIndex-r14

INTEGER(0..maxCBR-Level-1-r14),


cbr-ConfigIndex-r14



INTEGER(0..maxSL-V2X-CBRConfig-1-r14),


tx-ConfigIndexList-r14


SEQUENCE (SIZE (1..maxCBR-Level-r14)) OF Tx-ConfigIndex-r14
}

Tx-ConfigIndex-r14 ::=



INTEGER(0..maxSL-V2X-TxConfig-1-r14)
SL-PPPP-TxConfigIndex-v15xy ::=

SEQUENCE {


cbr-LevelIndex-v15xy


INTEGER(0.. maxCBR-Level-r14) 

OPTIONAL 
-- Need OR


}

-- ASN1STOP

	SL-CBR-PPPP-TxConfigList field descriptions

	cbr-ConfigIndex

Indicates the CBR ranges to be used by an index to the entry of the CBR range configuration in cbr-RangeCommonConfigList. 

	cbr-LevelIndex

Indicates the CBR level used for carrier selection of V2X sidelink communication by using an index referring to the entry of the cbr-RangeCommonConfigList indicated by cbr-ConfigIndex. The indicated CBR level applies to the PPPP(s) indicated by the priorityThreshold. See TS 36.321 [6]. 

	defaultTxConfigIndex
Indicates the PSSCH transmission parameters to be used by the UEs which do not have available CBR measurement results, by means of an index to the corresponding entry in tx-ConfigIndexList. Value 0 indicates the first entry in tx-ConfigIndexList. The field is ignored if the UE has available CBR measurement results.

	priorityThreshold

Indicates the upper bound of PPPP range which is associated with the configurations in cbr-ConfigIndex and in tx-ConfigIndexList. The upper bounds of the PPPP ranges are configured in ascending order for consecutive entries of SL-PPPP-TxConfigIndex in SL-CBR-PPPP-TxConfigList. For the first entry of SL-PPPP-TxConfigIndex, the lower bound of the PPPP range is 1.

	SL-PPPP-TxConfigIndex-v15xy

If included, the E-UTRAN shall include the same number of entries, and listed in the same order, as in SL-PPPP-TxConfigIndex-r14.

	tx-ConfigIndexList 

Indicates the list of the PSSCH transmission parameters and CR limit by the indexes to the entries of the configurations in sl-CBR-PSSCH-TxConfigList. Each index in tx-ConfigIndexList sequentially maps to each CBR range indicated by cbr-ConfigIndex.


<Unchanged Texts Omitted>

–
SL-CommResourcePool
The IE SL-CommResourcePool and SL-CommResourcePoolV2X specifies the configuration information for an individual pool of resources for sidelink communication and V2X sidelink communication respectively. The IE covers the configuration of both the sidelink control information and the data.

SL-CommResourcePool information element

-- ASN1START

SL-CommTxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-CommResourcePool-r12

SL-CommTxPoolListExt-r13 ::=
SEQUENCE (SIZE (1..maxSL-TxPool-v1310)) OF SL-CommResourcePool-r12

SL-CommTxPoolListV2X-r14 ::=

SEQUENCE (SIZE (1..maxSL-V2X-TxPool-r14)) OF SL-CommResourcePoolV2X-r14

SL-CommRxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-RxPool-r12)) OF SL-CommResourcePool-r12

SL-CommRxPoolListV2X-r14 ::=

SEQUENCE (SIZE (1..maxSL-V2X-RxPool-r14)) OF SL-CommResourcePoolV2X-r14

SL-CommResourcePool-r12 ::=

SEQUENCE {


sc-CP-Len-r12





SL-CP-Len-r12,


sc-Period-r12





SL-PeriodComm-r12,


sc-TF-ResourceConfig-r12


SL-TF-ResourceConfig-r12,


data-CP-Len-r12





SL-CP-Len-r12,


dataHoppingConfig-r12



SL-HoppingConfigComm-r12,


ue-SelectedResourceConfig-r12


SEQUENCE {



data-TF-ResourceConfig-r12



SL-TF-ResourceConfig-r12,



trpt-Subset-r12





SL-TRPT-Subset-r12 
OPTIONAL
-- Need OP


}















OPTIONAL, 
-- Need OR


rxParametersNCell-r12



SEQUENCE {



tdd-Config-r12




TDD-Config




OPTIONAL, 
-- Need OP



syncConfigIndex-r12


INTEGER (0..15)


} 















OPTIONAL, 
-- Need OR


txParameters-r12




SEQUENCE {



sc-TxParameters-r12



SL-TxParameters-r12,



dataTxParameters-r12


SL-TxParameters-r12


} 















OPTIONAL, 
-- Cond Tx


...,


[[
priorityList-r13



SL-PriorityList-r13


OPTIONAL 
-- Cond Tx


]]

}

SL-CommResourcePoolV2X-r14 ::=

SEQUENCE {


sl-OffsetIndicator-r14



SL-OffsetIndicator-r12

OPTIONAL, 
-- Need OR


sl-Subframe-r14





SubframeBitmapSL-r14,


adjacencyPSCCH-PSSCH-r14


BOOLEAN,


sizeSubchannel-r14




ENUMERATED {











n4, n5, n6, n8, n9, n10, n12, n15, n16, n18, n20, n25, n30,











n48, n50, n72, n75, n96, n100, spare13, spare12, spare11,











spare10, spare9, spare8, spare7, spare6, spare5, spare4, 











spare3, spare2, spare1},


numSubchannel-r14




ENUMERATED {n1, n3, n5, n8, n10, n15, n20, spare1},


startRB-Subchannel-r14



INTEGER (0..99),


startRB-PSCCH-Pool-r14



INTEGER (0..99)



OPTIONAL, 
-- Need OR


rxParametersNCell-r14



SEQUENCE {



tdd-Config-r14




TDD-Config




OPTIONAL, 
-- Need OP



syncConfigIndex-r14



INTEGER (0..15)


} 















OPTIONAL, 
-- Need OR


dataTxParameters-r14



SL-TxParameters-r12


OPTIONAL, 
-- Cond Tx


zoneID-r14






INTEGER (0..7) 



OPTIONAL, 
-- Need OR


threshS-RSSI-CBR-r14




INTEGER (0..45)



OPTIONAL,
-- Need OR


poolReportId-r14




SL-V2X-TxPoolReportIdentity-r14

OPTIONAL,
-- Need OR


cbr-pssch-TxConfigList-r14


SL-CBR-PPPP-TxConfigList-r14
OPTIONAL,
-- Need OR

resourceSelectionConfigP2X-r14

SL-P2X-ResourceSelectionConfig-r14
OPTIONAL,
-- Cond P2X


syncAllowed-r14





SL-SyncAllowed-r14



OPTIONAL,
-- Need OR


restrictResourceReservationPeriod-r14
SL-RestrictResourceReservationPeriodList-r14
OPTIONAL,
-- Need OR


...

[[
cbr-pssch-TxConfigList-v15xy
SL-CBR-PPPP-TxConfigList-v15xy
OPTIONAL

-- Need OR

]]
}

SL-TRPT-Subset-r12 ::=


BIT STRING (SIZE (3..5))

SL-V2X-TxPoolReportIdentity-r14::=

INTEGER (1..maxSL-PoolToMeasure-r14)
-- ASN1STOP

	SL-CommResourcePool field descriptions

	adjacencyPSCCH-PSSCH
Indicates whether a UE shall always transmit PSCCH and PSSCH in adjacent RBs (indicated by TRUE) or in non-adjacent RBs (indicated by FALSE) (see TS 36.213 [23]). 

	cbr-pssch-TxConfigList
Indicates the mapping between PPPPs, CBR ranges by using indexes of the entry in cbr-RangeCommonConfigList, and PSSCH transmission parameters and CR limit by using indexes of the entry in sl-CBR-PSSCH-TxConfigList.

If SL-CommResourcePoolV2X is included in MobilityControlInfoV2X, it refers to cbr-MobilityTxConfigList for cbr-RangeCommonConfigList and sl-CBR-PSSCH-TxConfigList. If SL-CommResourcePoolV2X is included in SL-V2X-ConfigDedicated, it refers to cbr-DedicatedTxConfigList for cbr-RangeCommonConfigList and sl-CBR-PSSCH-TxConfigList. Otherwise, it refers to cbr-CommonTxConfigList included in the SystemInformationBlockType21 of the serving cell / PCell for cbr-RangeCommonConfigList and sl-CBR-PSSCH-TxConfigList. This field also indicates the CBR threshold used for carrier selection of V2X sidelink communication (See TS 36.321 [6]). 

	numSubchannel

indicates the number of subchannels in the corresponding resource pool (see TS 36.213 [23]).

	poolReportId 

The identity of the transmission resource pool used for CBR measurement reporting, which is corresponding to the poolIdentity reported in measResultListCBR. This field is only present in the transmission pools configured in RRCConnectionReconfiguration and v2x-CommTxPoolExceptional, p2x-CommTxPoolNormalCommon, v2x-CommTxPoolNormalCommon, v2x-CommTxPoolNormal in SystemInformationBlockType21. Otherwise, the field is absent.

	resourceSelectionConfigP2X
Indicates the allowed resource selection mechanism(s), i.e. partial sensing and/or random selection, for P2X related V2X sidelink communication.

	restrictResourceReservationPeriod

If configured, the field restrictResourceReservationPeriod configured in v2x-ResourceSelectionConfig shall be ignored for transmission on this pool.

	sc-Period
Indicates the period over which resources are allocated in a cell for SC and over which scheduled and UE selected data transmissions occur, see PSCCH period in TS 36.213 [23]. Value in number of subframes. Value sf40 corresponds to 40 subframes, sf80 corresponds to 80 subframes and so on. E-UTRAN configures values sf40, sf80, sf160 and sf320 for FDD and for TDD config 1 to 5, values sf70, sf140 and sf280 for TDD config 0, and finally values sf60, sf120 and sf240 for TDD config 6.

	sizeSubchannel

Indicates the number of PRBs of each subchannel in the corresponding resource pool (see TS 36.213 [23]). The value n5 denotes 5 PRBs; n6 denotes 6 PRBs and so on. E-UTRAN configures values n5, n6, n10, n15, n20, n25, n50, n75 and n100 in the case of adjacencyPSCCH-PSSCH set to TRUE; otherwise,  E-UTRAN configures values n4, n5, n6, n8, n9, n10, n12, n15, n16, n18, n20, n30, n48, n72 and n96 in the case of adjacencyPSCCH-PSSCH set to FALSE,

	sl-OffsetIndicator
Indicates the offset of the first subframe of a resource pool, i.e., the starting subframe of the repeating bitmap sl-Subframe, within a SFN cycle. If absent, the resource pool starts from first subframe of SFN=0.

	sl-Subframe
Indicates the bitmap of the resource pool, which is defined by repeating the bitmap within a SFN cycle (see TS 36.213 [23]).

	startRB-PSCCH-Pool
Indicates the lowest RB index of the PSCCH pool (see TS 36.213 [23]). This field is absent when a pool is (pre)configured such that a UE always transmits SC and data in adjacent RBs in the same subframe.

	startRB-Subchannel
Indicates the lowest RB index of the subchannel with the lowest index (see TS 36.213 [23]).

	syncAllowed

Indicates the allowed synchronization reference(s) which is (are) allowed to use the configured resource pool.

	syncConfigIndex
Indicates the synchronisation configuration that is associated with a reception pool, by means of an index to the corresponding entry of commSyncConfig in SystemInformationBlockType18 for sidelink communication, or by means of an index to the corresponding entry of v2x-SyncConfig in SystemInformationBlockType21 for V2X sidelink communication.

	tdd-Config

TDD configuration associated with the reception pool of the cell indicated by syncConfigIndex. Absence of the field indicates the same duplex mode as the cell providing this field and the same UL/DL configuration as indicated by subframeAssignment in SystemInformationBlockType1 in case of TDD. 

	threshS-RSSI-CBR

Indicates the S-RSSI threshold for determining the contribution of a sub-channel to the CBR measurement, as specified in TS 36.214 [48]. Value 0 corresponds to -112 dBm, value 1 to -110 dBm, value n to (-112 + n*2) dBm, and so on.

	trpt-Subset

Indicates the subset of T-RPT available (see TS 36.213 [23, 14.1.1.1.1]). Consists of a bitmap which is used to indicate the set of available ‘k’ values to be used for sidelink communication (see TS 36.213 [23, 14.1.1.3]). If T-RPT subset configuration is not signaled/ preconfigured then UE assumes the whole T-RPT set is available.

	zoneID

Indicates the zone ID for which the UE shall use this resource pool as described in 5.10.13.2. The field is absent in v2x-CommTxPoolExceptional, p2x-CommTxPoolNormalCommon and v2x-CommRxPool in SIB21 or in mobilityControlInfoV2X. 


	Conditional presence
	Explanation

	Tx
	The field is mandatory present when included in commTxPoolNormalDedicated, commTxPoolNormalDedicatedExt, commTxPoolNormalCommon, commTxPoolNormalCommonExt, commTxPoolExceptional, sc-CommTxConfig, v2x-CommTxPoolNormalCommon, v2x-CommTxPoolExceptional, v2x-CommTxPoolNormalDedicated, p2x-CommTxPoolNormalCommon or v2x-CommTxPoolNormal and p2x-CommTxPoolNormal in v2x-InterFreqInfoList. Otherwise the field is not present.

	P2X
	The field is mandatory present when included in p2x-CommTxPoolNormalCommon, v2x-CommTxPoolNormalDedicated in sl-V2X-ConfigDedicated for P2X related V2X sidelink communication or p2x-CommTxPoolNormal in v2x-InterFreqInfoList. Otherwise the field is not present.


============== TP End ==============
5.2 TP for Option 2
============== TP Start ==============
–
SL-CBR-CommonTxConfigList
The IE SL-CBR-CommonTxConfigList indicates the list of PSSCH transmission parameters (such as MCS, sub-channel number, retransmission number, CR limit) in sl-CBR-PSSCH-TxConfigList, and the list of CBR ranges in cbr-RangeCommonConfigList, to configure congestion control to the UE for V2X sidelink communication.

SL-CBR-CommonTxConfigList information element

-- ASN1START

SL-CBR-CommonTxConfigList-r14 ::=
SEQUENCE {


cbr-RangeCommonConfigList-r14
SEQUENCE (SIZE (1..maxSL-V2X-CBRConfig-r14)) OF SL-CBR-Levels-Config-r14,

sl-CBR-PSSCH-TxConfigList-r14
SEQUENCE (SIZE (1..maxSL-V2X-TxConfig-r14)) OF SL-CBR-PSSCH-TxConfig-r14

}
SL-CBR-Levels-Config-r14 ::=

SEQUENCE (SIZE (1..maxCBR-Level-r14)) OF SL-CBR-r14

SL-CBR-PSSCH-TxConfig-r14 ::=

SEQUENCE {


cr-Limit-r14




INTEGER(0..10000),


tx-Parameters-r14



SL-PSSCH-TxParameters-r14
}

SL-CBR-r14 ::=





INTEGER(0..100)

-- ASN1STOP

	SL-CBR-CommonTxConfigList field descriptions

	cbr-RangeCommonConfigList
Indicates the list of CBR ranges. Each entry of the list indicates in SL-CBR-Levels-Config the upper bound of the CBR range for the respective entry. The upper bounds of the CBR ranges are configured in ascending order for consecutive entries of cbr-RangeCommonConfigList. For the first entry of cbr-RangeCommonConfigList the lower bound of the CBR range is 0. 

	cr-Limit

Indicates the maximum limit on the occupancy ratio. Value 0 corresponds to 0, value 1 to 0.0001, value 2 to 0.0002, and so on (i.e. in steps of 0.0001) until value 10000, which corresponds to 1.

	sl-CBR-PSSCH-TxConfigList
Indicates the list of available PSSCH transmission parameters (such as MCS, sub-channel number, retransmission number and CR limit) configurations.

	SL-CBR
Value 0 corresponds to 0, value 1 to 0.01, value 2 to 0.02, and so on.

	tx-Parameters
Indicates PSSCH transmission parameters.


–
SL-CBR-PPPP-TxConfigList
The IE SL-CBR-PPPP-TxConfigList indicates the mapping between PSSCH transmission parameter (such as MCS, PRB number, retransmission number, CR limit) sets by using the indexes of the configurations provided in sl-CBR-PSSCH-TxConfigList, CBR ranges by an index to the entry of the CBR range configuration in cbr-RangeCommonConfigList, and PPPP ranges. It also indicates the default PSSCH transmission parameters to be used when CBR measurement results are not available.

SL-CBR-PPPP-TxConfigList information element

-- ASN1START

SL-CBR-PPPP-TxConfigList-r14 ::=
SEQUENCE (SIZE (1..8)) OF SL-PPPP-TxConfigIndex-r14
SL-CBR-PPPP-TxConfigList-v15xy ::=
SEQUENCE (SIZE (1..8)) OF SL-PPPP-TxConfigIndex-v15xy
SL-PPPP-TxConfigIndex-r14 ::=

SEQUENCE {


priorityThreshold-r14


SL-Priority-r13,


defaultTxConfigIndex-r14

INTEGER(0..maxCBR-Level-1-r14),


cbr-ConfigIndex-r14



INTEGER(0..maxSL-V2X-CBRConfig-1-r14),


tx-ConfigIndexList-r14


SEQUENCE (SIZE (1..maxCBR-Level-r14)) OF Tx-ConfigIndex-r14
}

Tx-ConfigIndex-r14 ::=



INTEGER(0..maxSL-V2X-TxConfig-1-r14)
SL-PPPP-TxConfigIndex-v15xy ::=

SEQUENCE {


tx-AllowedIndication-v15xy

BIT STRING(SIZE (1..16)) 

OPTIONAL 
-- Need OR


}

-- ASN1STOP

	SL-CBR-PPPP-TxConfigList field descriptions

	cbr-ConfigIndex

Indicates the CBR ranges to be used by an index to the entry of the CBR range configuration in cbr-RangeCommonConfigList. 

	defaultTxConfigIndex
Indicates the PSSCH transmission parameters to be used by the UEs which do not have available CBR measurement results, by means of an index to the corresponding entry in tx-ConfigIndexList. Value 0 indicates the first entry in tx-ConfigIndexList. The field is ignored if the UE has available CBR measurement results.

	priorityThreshold

Indicates the upper bound of PPPP range which is associated with the configurations in cbr-ConfigIndex and in tx-ConfigIndexList. The upper bounds of the PPPP ranges are configured in ascending order for consecutive entries of SL-PPPP-TxConfigIndex in SL-CBR-PPPP-TxConfigList. For the first entry of SL-PPPP-TxConfigIndex, the lower bound of the PPPP range is 1.

	SL-PPPP-TxConfigIndex-v15xy

If included, the E-UTRAN shall include the same number of entries, and listed in the same order, as in SL-PPPP-TxConfigIndex-r14.

	tx-AllowedIndication
Indicates the CBR ranges used for carrier selection of V2X sidelink communication and applies to the PPPP(s) indicated by the priorityThreshold. If included, the length of the bit string shall be the same as the number of entries included in the cbr-RangeCommonConfigList indicated by the cbr-ConfigIndex. Each bit correspond to the entry of the cbr-RangeCommonConfigList with the same order. For each bit, if it is set to 1, the carrier can be selected for the corresponding CBR range; otherwise, the carrier cannot be selected for the corresponding CBR range. See TS 36.321 [6]. 

	tx-ConfigIndexList 

Indicates the list of the PSSCH transmission parameters and CR limit by the indexes to the entries of the configurations in sl-CBR-PSSCH-TxConfigList. Each index in tx-ConfigIndexList sequentially maps to each CBR range indicated by cbr-ConfigIndex.


<Unchanged Texts Omitted>
–
SL-CommResourcePool
The IE SL-CommResourcePool and SL-CommResourcePoolV2X specifies the configuration information for an individual pool of resources for sidelink communication and V2X sidelink communication respectively. The IE covers the configuration of both the sidelink control information and the data.

SL-CommResourcePool information element

-- ASN1START

SL-CommTxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-CommResourcePool-r12

SL-CommTxPoolListExt-r13 ::=
SEQUENCE (SIZE (1..maxSL-TxPool-v1310)) OF SL-CommResourcePool-r12

SL-CommTxPoolListV2X-r14 ::=

SEQUENCE (SIZE (1..maxSL-V2X-TxPool-r14)) OF SL-CommResourcePoolV2X-r14

SL-CommRxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-RxPool-r12)) OF SL-CommResourcePool-r12

SL-CommRxPoolListV2X-r14 ::=

SEQUENCE (SIZE (1..maxSL-V2X-RxPool-r14)) OF SL-CommResourcePoolV2X-r14

SL-CommResourcePool-r12 ::=

SEQUENCE {


sc-CP-Len-r12





SL-CP-Len-r12,


sc-Period-r12





SL-PeriodComm-r12,


sc-TF-ResourceConfig-r12


SL-TF-ResourceConfig-r12,


data-CP-Len-r12





SL-CP-Len-r12,


dataHoppingConfig-r12



SL-HoppingConfigComm-r12,


ue-SelectedResourceConfig-r12


SEQUENCE {



data-TF-ResourceConfig-r12



SL-TF-ResourceConfig-r12,



trpt-Subset-r12





SL-TRPT-Subset-r12 
OPTIONAL
-- Need OP


}















OPTIONAL, 
-- Need OR


rxParametersNCell-r12



SEQUENCE {



tdd-Config-r12




TDD-Config




OPTIONAL, 
-- Need OP



syncConfigIndex-r12


INTEGER (0..15)


} 















OPTIONAL, 
-- Need OR


txParameters-r12




SEQUENCE {



sc-TxParameters-r12



SL-TxParameters-r12,



dataTxParameters-r12


SL-TxParameters-r12


} 















OPTIONAL, 
-- Cond Tx


...,


[[
priorityList-r13



SL-PriorityList-r13


OPTIONAL 
-- Cond Tx


]]

}

SL-CommResourcePoolV2X-r14 ::=

SEQUENCE {


sl-OffsetIndicator-r14



SL-OffsetIndicator-r12

OPTIONAL, 
-- Need OR


sl-Subframe-r14





SubframeBitmapSL-r14,


adjacencyPSCCH-PSSCH-r14


BOOLEAN,


sizeSubchannel-r14




ENUMERATED {











n4, n5, n6, n8, n9, n10, n12, n15, n16, n18, n20, n25, n30,











n48, n50, n72, n75, n96, n100, spare13, spare12, spare11,











spare10, spare9, spare8, spare7, spare6, spare5, spare4, 











spare3, spare2, spare1},


numSubchannel-r14




ENUMERATED {n1, n3, n5, n8, n10, n15, n20, spare1},


startRB-Subchannel-r14



INTEGER (0..99),


startRB-PSCCH-Pool-r14



INTEGER (0..99)



OPTIONAL, 
-- Need OR


rxParametersNCell-r14



SEQUENCE {



tdd-Config-r14




TDD-Config




OPTIONAL, 
-- Need OP



syncConfigIndex-r14



INTEGER (0..15)


} 















OPTIONAL, 
-- Need OR


dataTxParameters-r14



SL-TxParameters-r12


OPTIONAL, 
-- Cond Tx


zoneID-r14






INTEGER (0..7) 



OPTIONAL, 
-- Need OR


threshS-RSSI-CBR-r14




INTEGER (0..45)



OPTIONAL,
-- Need OR


poolReportId-r14




SL-V2X-TxPoolReportIdentity-r14

OPTIONAL,
-- Need OR


cbr-pssch-TxConfigList-r14


SL-CBR-PPPP-TxConfigList-r14
OPTIONAL,
-- Need OR

resourceSelectionConfigP2X-r14

SL-P2X-ResourceSelectionConfig-r14
OPTIONAL,
-- Cond P2X


syncAllowed-r14





SL-SyncAllowed-r14



OPTIONAL,
-- Need OR


restrictResourceReservationPeriod-r14
SL-RestrictResourceReservationPeriodList-r14
OPTIONAL,
-- Need OR


...

[[
cbr-pssch-TxConfigList-v15xy
SL-CBR-PPPP-TxConfigList-v15xy
OPTIONAL

-- Need OR

]]
}

SL-TRPT-Subset-r12 ::=


BIT STRING (SIZE (3..5))

SL-V2X-TxPoolReportIdentity-r14::=

INTEGER (1..maxSL-PoolToMeasure-r14)
-- ASN1STOP

	SL-CommResourcePool field descriptions

	adjacencyPSCCH-PSSCH
Indicates whether a UE shall always transmit PSCCH and PSSCH in adjacent RBs (indicated by TRUE) or in non-adjacent RBs (indicated by FALSE) (see TS 36.213 [23]). 

	cbr-pssch-TxConfigList
Indicates the mapping between PPPPs, CBR ranges by using indexes of the entry in cbr-RangeCommonConfigList, and PSSCH transmission parameters and CR limit by using indexes of the entry in sl-CBR-PSSCH-TxConfigList.

If SL-CommResourcePoolV2X is included in MobilityControlInfoV2X, it refers to cbr-MobilityTxConfigList for cbr-RangeCommonConfigList and sl-CBR-PSSCH-TxConfigList. If SL-CommResourcePoolV2X is included in SL-V2X-ConfigDedicated, it refers to cbr-DedicatedTxConfigList for cbr-RangeCommonConfigList and sl-CBR-PSSCH-TxConfigList. Otherwise, it refers to cbr-CommonTxConfigList included in the SystemInformationBlockType21 of the serving cell / PCell for cbr-RangeCommonConfigList and sl-CBR-PSSCH-TxConfigList. This field also indicates the CBR ranges used for carrier selection of V2X sidelink communication (See TS 36.321 [6]). 

	numSubchannel

indicates the number of subchannels in the corresponding resource pool (see TS 36.213 [23]).

	poolReportId 

The identity of the transmission resource pool used for CBR measurement reporting, which is corresponding to the poolIdentity reported in measResultListCBR. This field is only present in the transmission pools configured in RRCConnectionReconfiguration and v2x-CommTxPoolExceptional, p2x-CommTxPoolNormalCommon, v2x-CommTxPoolNormalCommon, v2x-CommTxPoolNormal in SystemInformationBlockType21. Otherwise, the field is absent.

	resourceSelectionConfigP2X
Indicates the allowed resource selection mechanism(s), i.e. partial sensing and/or random selection, for P2X related V2X sidelink communication.

	restrictResourceReservationPeriod

If configured, the field restrictResourceReservationPeriod configured in v2x-ResourceSelectionConfig shall be ignored for transmission on this pool.

	sc-Period
Indicates the period over which resources are allocated in a cell for SC and over which scheduled and UE selected data transmissions occur, see PSCCH period in TS 36.213 [23]. Value in number of subframes. Value sf40 corresponds to 40 subframes, sf80 corresponds to 80 subframes and so on. E-UTRAN configures values sf40, sf80, sf160 and sf320 for FDD and for TDD config 1 to 5, values sf70, sf140 and sf280 for TDD config 0, and finally values sf60, sf120 and sf240 for TDD config 6.

	sizeSubchannel

Indicates the number of PRBs of each subchannel in the corresponding resource pool (see TS 36.213 [23]). The value n5 denotes 5 PRBs; n6 denotes 6 PRBs and so on. E-UTRAN configures values n5, n6, n10, n15, n20, n25, n50, n75 and n100 in the case of adjacencyPSCCH-PSSCH set to TRUE; otherwise,  E-UTRAN configures values n4, n5, n6, n8, n9, n10, n12, n15, n16, n18, n20, n30, n48, n72 and n96 in the case of adjacencyPSCCH-PSSCH set to FALSE,

	sl-OffsetIndicator
Indicates the offset of the first subframe of a resource pool, i.e., the starting subframe of the repeating bitmap sl-Subframe, within a SFN cycle. If absent, the resource pool starts from first subframe of SFN=0.

	sl-Subframe
Indicates the bitmap of the resource pool, which is defined by repeating the bitmap within a SFN cycle (see TS 36.213 [23]).

	startRB-PSCCH-Pool
Indicates the lowest RB index of the PSCCH pool (see TS 36.213 [23]). This field is absent when a pool is (pre)configured such that a UE always transmits SC and data in adjacent RBs in the same subframe.

	startRB-Subchannel
Indicates the lowest RB index of the subchannel with the lowest index (see TS 36.213 [23]).

	syncAllowed

Indicates the allowed synchronization reference(s) which is (are) allowed to use the configured resource pool.

	syncConfigIndex
Indicates the synchronisation configuration that is associated with a reception pool, by means of an index to the corresponding entry of commSyncConfig in SystemInformationBlockType18 for sidelink communication, or by means of an index to the corresponding entry of v2x-SyncConfig in SystemInformationBlockType21 for V2X sidelink communication.

	tdd-Config

TDD configuration associated with the reception pool of the cell indicated by syncConfigIndex. Absence of the field indicates the same duplex mode as the cell providing this field and the same UL/DL configuration as indicated by subframeAssignment in SystemInformationBlockType1 in case of TDD. 

	threshS-RSSI-CBR

Indicates the S-RSSI threshold for determining the contribution of a sub-channel to the CBR measurement, as specified in TS 36.214 [48]. Value 0 corresponds to -112 dBm, value 1 to -110 dBm, value n to (-112 + n*2) dBm, and so on.

	trpt-Subset

Indicates the subset of T-RPT available (see TS 36.213 [23, 14.1.1.1.1]). Consists of a bitmap which is used to indicate the set of available ‘k’ values to be used for sidelink communication (see TS 36.213 [23, 14.1.1.3]). If T-RPT subset configuration is not signaled/ preconfigured then UE assumes the whole T-RPT set is available.

	zoneID

Indicates the zone ID for which the UE shall use this resource pool as described in 5.10.13.2. The field is absent in v2x-CommTxPoolExceptional, p2x-CommTxPoolNormalCommon and v2x-CommRxPool in SIB21 or in mobilityControlInfoV2X. 


	Conditional presence
	Explanation

	Tx
	The field is mandatory present when included in commTxPoolNormalDedicated, commTxPoolNormalDedicatedExt, commTxPoolNormalCommon, commTxPoolNormalCommonExt, commTxPoolExceptional, sc-CommTxConfig, v2x-CommTxPoolNormalCommon, v2x-CommTxPoolExceptional, v2x-CommTxPoolNormalDedicated, p2x-CommTxPoolNormalCommon or v2x-CommTxPoolNormal and p2x-CommTxPoolNormal in v2x-InterFreqInfoList. Otherwise the field is not present.

	P2X
	The field is mandatory present when included in p2x-CommTxPoolNormalCommon, v2x-CommTxPoolNormalDedicated in sl-V2X-ConfigDedicated for P2X related V2X sidelink communication or p2x-CommTxPoolNormal in v2x-InterFreqInfoList. Otherwise the field is not present.


============== TP Start ==============
5.3 TP for Option 3
============== TP Start ==============
–
SL-CBR-CommonTxConfigList
The IE SL-CBR-CommonTxConfigList indicates the list of PSSCH transmission parameters (such as MCS, sub-channel number, retransmission number, CR limit) in sl-CBR-PSSCH-TxConfigList, and the list of CBR ranges in cbr-RangeCommonConfigList, to configure congestion control to the UE for V2X sidelink communication.

SL-CBR-CommonTxConfigList information element

-- ASN1START

SL-CBR-CommonTxConfigList-r14 ::=
SEQUENCE {


cbr-RangeCommonConfigList-r14
SEQUENCE (SIZE (1..maxSL-V2X-CBRConfig-r14)) OF SL-CBR-Levels-Config-r14,

sl-CBR-PSSCH-TxConfigList-r14
SEQUENCE (SIZE (1..maxSL-V2X-TxConfig-r14)) OF SL-CBR-PSSCH-TxConfig-r14

}
SL-CBR-Levels-Config-r14 ::=

SEQUENCE (SIZE (1..maxCBR-Level-r14)) OF SL-CBR-r14

SL-CBR-PSSCH-TxConfig-r14 ::=

SEQUENCE {


cr-Limit-r14




INTEGER(0..10000),


tx-Parameters-r14



SL-PSSCH-TxParameters-r14
}

SL-CBR-r14 ::=





INTEGER(0..100)

-- ASN1STOP

	SL-CBR-CommonTxConfigList field descriptions

	cbr-RangeCommonConfigList
Indicates the list of CBR ranges. Each entry of the list indicates in SL-CBR-Levels-Config the upper bound of the CBR range for the respective entry. The upper bounds of the CBR ranges are configured in ascending order for consecutive entries of cbr-RangeCommonConfigList. For the first entry of cbr-RangeCommonConfigList the lower bound of the CBR range is 0. 

	cr-Limit

Indicates the maximum limit on the occupancy ratio. Value 0 corresponds to 0, value 1 to 0.0001, value 2 to 0.0002, and so on (i.e. in steps of 0.0001) until value 10000, which corresponds to 1.

	sl-CBR-PSSCH-TxConfigList
Indicates the list of available PSSCH transmission parameters (such as MCS, sub-channel number, retransmission number and CR limit) configurations.

	SL-CBR
Value 0 corresponds to 0, value 1 to 0.01, value 2 to 0.02, and so on.

	tx-Parameters
Indicates PSSCH transmission parameters.


–
SL-CBR-PPPP-TxConfigList
The IE SL-CBR-PPPP-TxConfigList indicates the mapping between PSSCH transmission parameter (such as MCS, PRB number, retransmission number, CR limit) sets by using the indexes of the configurations provided in sl-CBR-PSSCH-TxConfigList, CBR ranges by an index to the entry of the CBR range configuration in cbr-RangeCommonConfigList, and PPPP ranges. It also indicates the default PSSCH transmission parameters to be used when CBR measurement results are not available.

SL-CBR-PPPP-TxConfigList information element

-- ASN1START

SL-CBR-PPPP-TxConfigList-r14 ::=
SEQUENCE (SIZE (1..8)) OF SL-PPPP-TxConfigIndex-r14
SL-CBR-PPPP-TxConfigList-v15xy ::=
SEQUENCE (SIZE (1..8)) OF SL-PPPP-TxConfigIndex-v15xy
SL-PPPP-TxConfigIndex-r14 ::=

SEQUENCE {


priorityThreshold-r14


SL-Priority-r13,


defaultTxConfigIndex-r14

INTEGER(0..maxCBR-Level-1-r14),


cbr-ConfigIndex-r14



INTEGER(0..maxSL-V2X-CBRConfig-1-r14),


tx-ConfigIndexList-r14


SEQUENCE (SIZE (1..maxCBR-Level-r14)) OF Tx-ConfigIndex-r14
}

Tx-ConfigIndex-r14 ::=



INTEGER(0..maxSL-V2X-TxConfig-1-r14)
SL-PPPP-TxConfigIndex-v15xy ::=

SEQUENCE {


threshCBR-FreqSelection-v15xy
SL-CBR-r14


OPTIONAL 
-- Need OR


}

-- ASN1STOP

	SL-CBR-PPPP-TxConfigList field descriptions

	cbr-ConfigIndex

Indicates the CBR ranges to be used by an index to the entry of the CBR range configuration in cbr-RangeCommonConfigList. 

	defaultTxConfigIndex
Indicates the PSSCH transmission parameters to be used by the UEs which do not have available CBR measurement results, by means of an index to the corresponding entry in tx-ConfigIndexList. Value 0 indicates the first entry in tx-ConfigIndexList. The field is ignored if the UE has available CBR measurement results.

	priorityThreshold

Indicates the upper bound of PPPP range which is associated with the configurations in cbr-ConfigIndex and in tx-ConfigIndexList. The upper bounds of the PPPP ranges are configured in ascending order for consecutive entries of SL-PPPP-TxConfigIndex in SL-CBR-PPPP-TxConfigList. For the first entry of SL-PPPP-TxConfigIndex, the lower bound of the PPPP range is 1.

	SL-PPPP-TxConfigIndex-v15xy

If included, the E-UTRAN shall include the same number of entries, and listed in the same order, as in SL-PPPP-TxConfigIndex-r14.

	threshCBR-FreqSelection

Indicates the CBR threshold which is applied to the carrier selection of V2X sidelink communication for the PPPP(s) indicated by priorityThreshold. It is used to decide whether to keep a carrier selected before or to reselect to new carrier(s). See TS 36.321 [6].

	tx-ConfigIndexList 

Indicates the list of the PSSCH transmission parameters and CR limit by the indexes to the entries of the configurations in sl-CBR-PSSCH-TxConfigList. Each index in tx-ConfigIndexList sequentially maps to each CBR range indicated by cbr-ConfigIndex.


<Unchanged Texts Omitted>
–
SL-CommResourcePool
The IE SL-CommResourcePool and SL-CommResourcePoolV2X specifies the configuration information for an individual pool of resources for sidelink communication and V2X sidelink communication respectively. The IE covers the configuration of both the sidelink control information and the data.

SL-CommResourcePool information element

-- ASN1START

SL-CommTxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-CommResourcePool-r12

SL-CommTxPoolListExt-r13 ::=
SEQUENCE (SIZE (1..maxSL-TxPool-v1310)) OF SL-CommResourcePool-r12

SL-CommTxPoolListV2X-r14 ::=

SEQUENCE (SIZE (1..maxSL-V2X-TxPool-r14)) OF SL-CommResourcePoolV2X-r14

SL-CommRxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-RxPool-r12)) OF SL-CommResourcePool-r12

SL-CommRxPoolListV2X-r14 ::=

SEQUENCE (SIZE (1..maxSL-V2X-RxPool-r14)) OF SL-CommResourcePoolV2X-r14

SL-CommResourcePool-r12 ::=

SEQUENCE {


sc-CP-Len-r12





SL-CP-Len-r12,


sc-Period-r12





SL-PeriodComm-r12,


sc-TF-ResourceConfig-r12


SL-TF-ResourceConfig-r12,


data-CP-Len-r12





SL-CP-Len-r12,


dataHoppingConfig-r12



SL-HoppingConfigComm-r12,


ue-SelectedResourceConfig-r12


SEQUENCE {



data-TF-ResourceConfig-r12



SL-TF-ResourceConfig-r12,



trpt-Subset-r12





SL-TRPT-Subset-r12 
OPTIONAL
-- Need OP


}















OPTIONAL, 
-- Need OR


rxParametersNCell-r12



SEQUENCE {



tdd-Config-r12




TDD-Config




OPTIONAL, 
-- Need OP



syncConfigIndex-r12


INTEGER (0..15)


} 















OPTIONAL, 
-- Need OR


txParameters-r12




SEQUENCE {



sc-TxParameters-r12



SL-TxParameters-r12,



dataTxParameters-r12


SL-TxParameters-r12


} 















OPTIONAL, 
-- Cond Tx


...,


[[
priorityList-r13



SL-PriorityList-r13


OPTIONAL 
-- Cond Tx


]]

}

SL-CommResourcePoolV2X-r14 ::=

SEQUENCE {


sl-OffsetIndicator-r14



SL-OffsetIndicator-r12

OPTIONAL, 
-- Need OR


sl-Subframe-r14





SubframeBitmapSL-r14,


adjacencyPSCCH-PSSCH-r14


BOOLEAN,


sizeSubchannel-r14




ENUMERATED {











n4, n5, n6, n8, n9, n10, n12, n15, n16, n18, n20, n25, n30,











n48, n50, n72, n75, n96, n100, spare13, spare12, spare11,











spare10, spare9, spare8, spare7, spare6, spare5, spare4, 











spare3, spare2, spare1},


numSubchannel-r14




ENUMERATED {n1, n3, n5, n8, n10, n15, n20, spare1},


startRB-Subchannel-r14



INTEGER (0..99),


startRB-PSCCH-Pool-r14



INTEGER (0..99)



OPTIONAL, 
-- Need OR


rxParametersNCell-r14



SEQUENCE {



tdd-Config-r14




TDD-Config




OPTIONAL, 
-- Need OP



syncConfigIndex-r14



INTEGER (0..15)


} 















OPTIONAL, 
-- Need OR


dataTxParameters-r14



SL-TxParameters-r12


OPTIONAL, 
-- Cond Tx


zoneID-r14






INTEGER (0..7) 



OPTIONAL, 
-- Need OR


threshS-RSSI-CBR-r14




INTEGER (0..45)



OPTIONAL,
-- Need OR


poolReportId-r14




SL-V2X-TxPoolReportIdentity-r14

OPTIONAL,
-- Need OR


cbr-pssch-TxConfigList-r14


SL-CBR-PPPP-TxConfigList-r14
OPTIONAL,
-- Need OR

resourceSelectionConfigP2X-r14

SL-P2X-ResourceSelectionConfig-r14
OPTIONAL,
-- Cond P2X


syncAllowed-r14





SL-SyncAllowed-r14



OPTIONAL,
-- Need OR


restrictResourceReservationPeriod-r14
SL-RestrictResourceReservationPeriodList-r14
OPTIONAL,
-- Need OR


...

[[
cbr-pssch-TxConfigList-v15xy

SL-CBR-PPPP-TxConfigList-v15xy
OPTIONAL

-- Need OR

]]
}

SL-TRPT-Subset-r12 ::=


BIT STRING (SIZE (3..5))

SL-V2X-TxPoolReportIdentity-r14::=

INTEGER (1..maxSL-PoolToMeasure-r14)
-- ASN1STOP

	SL-CommResourcePool field descriptions

	adjacencyPSCCH-PSSCH
Indicates whether a UE shall always transmit PSCCH and PSSCH in adjacent RBs (indicated by TRUE) or in non-adjacent RBs (indicated by FALSE) (see TS 36.213 [23]). 

	cbr-pssch-TxConfigList
Indicates the mapping between PPPPs, CBR ranges by using indexes of the entry in cbr-RangeCommonConfigList, and PSSCH transmission parameters and CR limit by using indexes of the entry in sl-CBR-PSSCH-TxConfigList.

If SL-CommResourcePoolV2X is included in MobilityControlInfoV2X, it refers to cbr-MobilityTxConfigList for cbr-RangeCommonConfigList and sl-CBR-PSSCH-TxConfigList. If SL-CommResourcePoolV2X is included in SL-V2X-ConfigDedicated, it refers to cbr-DedicatedTxConfigList for cbr-RangeCommonConfigList and sl-CBR-PSSCH-TxConfigList. Otherwise, it refers to cbr-CommonTxConfigList included in the SystemInformationBlockType21 of the serving cell / PCell for cbr-RangeCommonConfigList and sl-CBR-PSSCH-TxConfigList. This field also indicates the CBR threshold used for carrier selection of V2X sidelink communication (See TS 36.321 [6]). 

	numSubchannel

indicates the number of subchannels in the corresponding resource pool (see TS 36.213 [23]).

	poolReportId 

The identity of the transmission resource pool used for CBR measurement reporting, which is corresponding to the poolIdentity reported in measResultListCBR. This field is only present in the transmission pools configured in RRCConnectionReconfiguration and v2x-CommTxPoolExceptional, p2x-CommTxPoolNormalCommon, v2x-CommTxPoolNormalCommon, v2x-CommTxPoolNormal in SystemInformationBlockType21. Otherwise, the field is absent.

	resourceSelectionConfigP2X
Indicates the allowed resource selection mechanism(s), i.e. partial sensing and/or random selection, for P2X related V2X sidelink communication.

	restrictResourceReservationPeriod

If configured, the field restrictResourceReservationPeriod configured in v2x-ResourceSelectionConfig shall be ignored for transmission on this pool.

	sc-Period
Indicates the period over which resources are allocated in a cell for SC and over which scheduled and UE selected data transmissions occur, see PSCCH period in TS 36.213 [23]. Value in number of subframes. Value sf40 corresponds to 40 subframes, sf80 corresponds to 80 subframes and so on. E-UTRAN configures values sf40, sf80, sf160 and sf320 for FDD and for TDD config 1 to 5, values sf70, sf140 and sf280 for TDD config 0, and finally values sf60, sf120 and sf240 for TDD config 6.

	sizeSubchannel

Indicates the number of PRBs of each subchannel in the corresponding resource pool (see TS 36.213 [23]). The value n5 denotes 5 PRBs; n6 denotes 6 PRBs and so on. E-UTRAN configures values n5, n6, n10, n15, n20, n25, n50, n75 and n100 in the case of adjacencyPSCCH-PSSCH set to TRUE; otherwise,  E-UTRAN configures values n4, n5, n6, n8, n9, n10, n12, n15, n16, n18, n20, n30, n48, n72 and n96 in the case of adjacencyPSCCH-PSSCH set to FALSE,

	sl-OffsetIndicator
Indicates the offset of the first subframe of a resource pool, i.e., the starting subframe of the repeating bitmap sl-Subframe, within a SFN cycle. If absent, the resource pool starts from first subframe of SFN=0.

	sl-Subframe
Indicates the bitmap of the resource pool, which is defined by repeating the bitmap within a SFN cycle (see TS 36.213 [23]).

	startRB-PSCCH-Pool
Indicates the lowest RB index of the PSCCH pool (see TS 36.213 [23]). This field is absent when a pool is (pre)configured such that a UE always transmits SC and data in adjacent RBs in the same subframe.

	startRB-Subchannel
Indicates the lowest RB index of the subchannel with the lowest index (see TS 36.213 [23]).

	syncAllowed

Indicates the allowed synchronization reference(s) which is (are) allowed to use the configured resource pool.

	syncConfigIndex
Indicates the synchronisation configuration that is associated with a reception pool, by means of an index to the corresponding entry of commSyncConfig in SystemInformationBlockType18 for sidelink communication, or by means of an index to the corresponding entry of v2x-SyncConfig in SystemInformationBlockType21 for V2X sidelink communication.

	tdd-Config

TDD configuration associated with the reception pool of the cell indicated by syncConfigIndex. Absence of the field indicates the same duplex mode as the cell providing this field and the same UL/DL configuration as indicated by subframeAssignment in SystemInformationBlockType1 in case of TDD. 

	threshS-RSSI-CBR

Indicates the S-RSSI threshold for determining the contribution of a sub-channel to the CBR measurement, as specified in TS 36.214 [48]. Value 0 corresponds to -112 dBm, value 1 to -110 dBm, value n to (-112 + n*2) dBm, and so on.

	trpt-Subset

Indicates the subset of T-RPT available (see TS 36.213 [23, 14.1.1.1.1]). Consists of a bitmap which is used to indicate the set of available ‘k’ values to be used for sidelink communication (see TS 36.213 [23, 14.1.1.3]). If T-RPT subset configuration is not signaled/ preconfigured then UE assumes the whole T-RPT set is available.

	zoneID

Indicates the zone ID for which the UE shall use this resource pool as described in 5.10.13.2. The field is absent in v2x-CommTxPoolExceptional, p2x-CommTxPoolNormalCommon and v2x-CommRxPool in SIB21 or in mobilityControlInfoV2X. 


	Conditional presence
	Explanation

	Tx
	The field is mandatory present when included in commTxPoolNormalDedicated, commTxPoolNormalDedicatedExt, commTxPoolNormalCommon, commTxPoolNormalCommonExt, commTxPoolExceptional, sc-CommTxConfig, v2x-CommTxPoolNormalCommon, v2x-CommTxPoolExceptional, v2x-CommTxPoolNormalDedicated, p2x-CommTxPoolNormalCommon or v2x-CommTxPoolNormal and p2x-CommTxPoolNormal in v2x-InterFreqInfoList. Otherwise the field is not present.

	P2X
	The field is mandatory present when included in p2x-CommTxPoolNormalCommon, v2x-CommTxPoolNormalDedicated in sl-V2X-ConfigDedicated for P2X related V2X sidelink communication or p2x-CommTxPoolNormal in v2x-InterFreqInfoList. Otherwise the field is not present.
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