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	Reason for change:
	According to RAN2 agreements, when MN configures per-UE gap or per-FR FR1 gap, MN should send the gap configuration to SN via inter-node RRC message “CG-ConfigInfo”, however, when MN deletes the per-UE gap or per-FR FR1 gap pattern through RRC message towards UE, it’s impossible for MN to inform SN about the gap deletion by the current IE definition of “measGapConfigFR1” in CG-ConfigInfo.

	
	

	Summary of change:
	1. In CG-ConfigInfo, change the IE definition of “measGapConfigFR1” from “GapConfig”  into “SetupRelease { GapConfig }”.
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1. No impact. 
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Start of change

11.2.2
Message definitions
******Unaffected parts removed******
–
CG-ConfigInfo

This message is used by master eNB or gNB to request the SgNB to perform certain actions e.g. to establish, modify or release an SCG. The message may include additional information e.g. to assist the SgNB to set the SCG configuration.It can also be used by a CU to request a DU to perform certain actions, e.g. to establish, modify or release an MCG or SCG.

Direction: Master eNB or gNB to secondary gNB, alternatively CU to DU.

CG-ConfigInfo message

-- ASN1START

-- TAG-CG-CONFIG-INFO-START

CG-ConfigInfo ::=



SEQUENCE {


criticalExtensions



CHOICE {



c1







CHOICE{




cg-ConfigInfo



CG-ConfigInfo-IEs,




spare3 NULL, spare2 NULL, spare1 NULL


},



criticalExtensionsFuture

SEQUENCE {}


}

}

CG-ConfigInfo-IEs ::=

SEQUENCE {


ue-CapabilityInfo


OCTET STRING (CONTAINING UE-CapabilityRAT-ContainerList)

OPTIONAL,-- Cond SN-Addition


candidateCellInfoListMN


CandidateCellInfoList








OPTIONAL,


candidateCellInfoListSN


OCTET STRING (CONTAINING CandidateCellInfoList)


OPTIONAL,


measResultCellListSFTD


MeasResultCellListSFTD








OPTIONAL,


scgFailureInfo




SEQUENCE {



failureType





ENUMERATED { t310-Expiry, randomAccessProblem,















rlc-MaxNumRetx, scg-ChangeFailure, 















scg-reconfigFailure,















srb3-IntegrityFailure},



measResultSCG




OCTET STRING (CONTAINING MeasResultSCG-Failure)


}





















OPTIONAL,


configRestrictInfo


ConfigRestrictInfoSCG









OPTIONAL,


drx-InfoMCG




DRX-Info












OPTIONAL,


measConfigMN



MeasConfigMN











OPTIONAL,


sourceConfigSCG



OCTET STRING (CONTAINING RRCReconfiguration)



OPTIONAL,


scg-RB-Config             
OCTET STRING (CONTAINING RadioBearerConfig)        


OPTIONAL,

mcg-RB-Config



OCTET STRING (CONTAINING RadioBearerConfig)




OPTIONAL,


nonCriticalExtension

SEQUENCE {}












OPTIONAL
}

ConfigRestrictInfoSCG ::=

SEQUENCE {


allowedBC-ListMRDC



BandCombinationIndexList







OPTIONAL,


allowedBPC-ListMRDC



BPC-IndexList










OPTIONAL,


powerCoordination-FR1



SEQUENCE {



p-maxNR






P-Max











OPTIONAL,



p-maxEUTRA





P-Max











OPTIONAL

}





















OPTIONAL,


servCellIndexRangeSCG


SEQUENCE {



lowBound





ServCellIndex,



upBound






ServCellIndex


}





















OPTIONAL,   -- Cond SN-Addition


maxMeasFreqsSCG-NR




INTEGER(1..maxMeasFreqsMN)







OPTIONAL,


...

}

BandCombinationIndexList ::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombinationIndex
BPC-IndexList ::= SEQUENCE (SIZE (1..maxBasebandProcComb)) OF BPC-Index

BPC-Index ::= INTEGER (1..maxBasebandProcComb)

DRX-Info ::=




SEQUENCE {


drx-LongCycleStartOffset

CHOICE {



ms10






INTEGER(0..9),



ms20






INTEGER(0..19),



ms32






INTEGER(0..31),



ms40






INTEGER(0..39),



ms60






INTEGER(0..59),



ms64






INTEGER(0..63),



ms70






INTEGER(0..69),



ms80






INTEGER(0..79),



ms128






INTEGER(0..127),



ms160






INTEGER(0..159),



ms256






INTEGER(0..255),



ms320






INTEGER(0..319),



ms512






INTEGER(0..511),



ms640






INTEGER(0..639),



ms1024






INTEGER(0..1023),



ms1280






INTEGER(0..1279),



ms2048






INTEGER(0..2047),



ms2560






INTEGER(0..2559),



ms5120






INTEGER(0..5119),



ms10240






INTEGER(0..10239)


},


shortDRX






SEQUENCE {



drx-ShortCycle





ENUMERATED
{













ms2, ms3, ms4, ms5, ms6, ms7, ms8, ms10, ms14, ms16, ms20, ms30, ms32,













ms35, ms40, ms64, ms80, ms128, ms160, ms256, ms320, ms512, ms640, spare9,













spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1 },



drx-ShortCycleTimer




INTEGER (1..16)


}




















OPTIONAL
}

MeasConfigMN ::= SEQUENCE {


measuredFrequenciesMN



SEQUENCE (SIZE (1..maxMeasFreqsMN))
OF NR-FreqInfo
OPTIONAL,


measGapConfigFR1




SetupRelease { GapConfig }






OPTIONAL,


gapPurpose






ENUMERATED {perUE, perFR1}






OPTIONAL,


...

}

-- TAG-CG-CONFIG-INFO-STOP

-- ASN1STOP

End of change
