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[bookmark: _Toc198546600]10.4	Stage 3 control plane 
10.4.1	NR RRC
10.4.1.3.1.3	Other
L2 paramerers
R2-1805551	Remaining issues on L2 parameters after ASN.1 review	Huawei, HiSilicon	discussion	Rel-15
· [bookmark: OLE_LINK11]The RLC SN length fields in RLC-Config should be OPTIONAL with a condition (non-backward compatible change).
·  Rename sr-ConfigIndex to schedulingRequestID (backward compatible change).
·  Remove the FFS comment in SDAP-Config.
· frequencyHopping and frequencyHoppingOffset in ConfiguredGrantConfig should be optional as in PUSCH-Config.

R2-1805552	Corrections to L2 parameters	Huawei, HiSilicon	CR	Rel-15	38.331	15.1.0	0048	-	F	NR_newRAT-Core
· Update also field descrption for schedulingRequestID
· This can be incorporated to rapporteur CR

R2-1805779	Correction to logicalChannelIdentity	Huawei, HiSilicon	CR	Rel-15	38.331	15.1.0	0065	-	F	NR_newRAT-Core
· Logical channel ID for CA duplication is under discussion. Thus the following change needs to be potentially updated for SRBs.
· Agree that logicalChannelID is optional. Capture that this is mandatory present when setting up DRB, otherwise it is optional, need M. 
R2-1806022	Clarification for Initial split bearer configuration	Qualcomm Incorporated	CR	Rel-15	38.331	15.1.0	0076	-	F	NR_newRAT-Core

· Change need code to need R
· If the parameter is absent, the UE applies infinity value
· These changes can be discussed offline and adopted to the running CR

Other
R2-1805234	Discussion on full configuration in NR	Huawei, HiSilicon	discussion	Rel-15	NR_newRAT-Core
moved from 10.4.1.3.1 to 10.4.1.3.1.3
· Intel thinks that release and add of DRB is applied to change SN range. This is also QC understanding. 
· Not agreed


R2-1805235	Introduction of fullConfig to RRCConnectionReconfiguration	Huawei, HiSilicon	CR	Rel-15	36.331	15.1.0	3331	-	F	NR_newRAT-Core
moved from 10.4.1.3.1 to 10.4.1.3.1.3
· Not agreed.

R2-1806020	SRB3 usage	Qualcomm Incorporated	CR	Rel-15	38.331	15.1.0	0074	-	F	NR_newRAT-Core
· Change SgNB to S-KgNB
· Otherwise CR can be adopted in the rapporteur CR
 
R2-1806021	Corrections for SCGFailureInformationNR cause value setting	Qualcomm Incorporated	CR	Rel-15	38.331	15.1.0	0075	-	F	NR_newRAT-Core
· CR can be adopted in the rapporteur CR


R2-1804752	Disallowing NULL integrity protection for SRB3	Qualcomm Incorporated	CR	Rel-15	38.331	15.1.0	0028	-	F	NR_newRAT
moved from 10.4.1.3.8 to 10.4.1.3.1.3
· Add the following sentence to the field description of integrityProtAlgorithm: “The network does not configure ‘nia0’ for SRB3”.
R2-1805924	PSCell index and PHR for PSCell in EN-DC	NEC	discussion	Rel-15	NR_newRAT-Core
moved from 10.4.1.3.1 to 10.4.1.3.1.3

· In RRC, PSCell is not considered as SCell and there is not SCell index configured. CP room preference is to change MAC (e.g. change SCellIndex to the ServCellIndex in PHR). 
· Add PSCell to the following: The IE ServCellIndex concerns a short identity, used to identify a serving cell (i.e. the PCell, the PSCell or an SCell). 

R2-1805216	Correction on 38.331 for other issues	vivo	draftCR	Rel-15	38.331	15.1.0	F	NR_newRAT-Core
· 1. Change: not agreed
· 2. Change: Naming in ASN.1 changed as proposed. In proposed field description, adopt the first sentence only (except “to MN”). Adopt changes in CG-ConfigInfo
· 3. Change: Editorials can be captured by rapporteur

R2-1805556	Miscellaneous corrections to ASN.1	Huawei, HiSilicon	CR	Rel-15	38.331	15.1.0	0049	-	F	NR_newRAT-Core
· Qualcomm thinks that for EN-DC, LTE and NR releases should be same.  HW thinks that they can be different. 
· Add accessStratumReleases to nr-Capabilities
· FFS: Is there need to have accessStratumRelease in multi-radio capabilities and if release of NR and LTE should be same or can evolve independently
· Adopt change proposed for 60kHz
· Change 3 and 4 not adopted

Late
R2-1805330	RRC_CONNECTED differentiation for NR and EN DC	Huawei, HiSilicon	discussion	NR_newRAT-Core	Late
R2-1805331	CR to 38.331 on RRC_CONNECTED differentiation for NR and EN DC	Huawei, HiSilicon	CR	Rel-15	38.331	15.1.0	0039	-	F	NR_newRAT-Core	Late
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