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1.  Overall Description:
In RAN2#109e, RAN2 discussed how to design the SRS spatial relation activation MAC CE regarding to multiple CCs/BWPs. And companies have different understanding on the following RAN1 agreement, i.e. the SRS activation/deactivation MAC CE for multiple CCs/BWPs activate the spatial relation info per SRS resource or per SRS resource set.
Agreement
(Working assumption #1 @RAN1#98bis) When a Spatial Relation Info is activated for a SP/AP SRS resource by a MAC CE for a set of CCs/BWPs at least for the same band, where the applicable list of CCs is indicated by RRC signalling, the Spatial Relation Info is applied for the SP/AP SRS resource(s) with the same SRS resource ID for all the BWPs in the indicated CCs.

· Note: This at least applies to single TRP case.

Question 1. RAN2 would like to ask RAN1 for confirmation that which of the understanding in RAN2 is correct. 
2. Actions:

To RAN WG1 group.

ACTION: 
RAN2 respectfully asks RAN1 provide feedback on the aforementioned question.
3. Date of Next RAN 2 Meetings:

TSG-RAN2 Meeting#109bis
20th - 24th April 2020
Sapporo, Japan
TSG-RAN2 Meeting#110
25th - 29th May 2020
Athens, Greece

