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	Reason for change:
	The P bit is not included in R15 single entry PHR MAC CE but it is inlcuded in multiple entry PHR MAC CE.
RAN2 agreed to inlcude the P bit in single entry PHR MAC CE since R16.
RAN2 also agree to introduce a UE capbiity to address it.

	
	

	Summary of change:
	 Introduce the UE capability for single entry PHR MAC CE with P bit.
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	The UE capability for single entry PHR MAC CE with P bit is missing.

	
	

	Clauses affected:
	6.3.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


	The first of change


[bookmark: _Toc37068139][bookmark: _Toc36843850][bookmark: _Toc36836873][bookmark: _Toc36757332][bookmark: _Toc29321541][bookmark: _Toc20426144][bookmark: _Toc29321651][bookmark: _Toc20426254]6.3.3	UE capability information elements
Omit some text
[bookmark: _Toc20426171][bookmark: _Toc29321568][bookmark: _Toc36757359][bookmark: _Toc36836900][bookmark: _Toc36843877][bookmark: _Toc37068166]–	MAC-Parameters
The IE MAC-Parameters is used to convey capabilities related to MAC.
MAC-Parameters information element
-- ASN1START
-- TAG-MAC-PARAMETERS-START

MAC-Parameters ::= SEQUENCE {
    mac-ParametersCommon            MAC-ParametersCommon        OPTIONAL,
    mac-ParametersXDD-Diff          MAC-ParametersXDD-Diff      OPTIONAL
}

MAC-ParametersCommon ::=    SEQUENCE {
    lcp-Restriction                 ENUMERATED {supported}      OPTIONAL,
    dummy                           ENUMERATED {supported}      OPTIONAL,
    lch-ToSCellRestriction          ENUMERATED {supported}      OPTIONAL,
    ...,
    [[
    recommendedBitRate              ENUMERATED {supported}      OPTIONAL,
    recommendedBitRateQuery         ENUMERATED {supported}      OPTIONAL
    ]],
    [[
    recommendedBitRateMultiplier-r16 ENUMERATED {supported}     OPTIONAL,
    singlePHR-P-r16                  ENUMERATED {supported}     OPTIONAL
    ]]
}

MAC-ParametersXDD-Diff ::=  SEQUENCE {
    skipUplinkTxDynamic             ENUMERATED {supported}     OPTIONAL,
    logicalChannelSR-DelayTimer     ENUMERATED {supported}     OPTIONAL,
    longDRX-Cycle                   ENUMERATED {supported}     OPTIONAL,
    shortDRX-Cycle                  ENUMERATED {supported}     OPTIONAL,
    multipleSR-Configurations       ENUMERATED {supported}     OPTIONAL,
    multipleConfiguredGrants    ENUMERATED {supported}         OPTIONAL,
    ...
}

-- TAG-MAC-PARAMETERS-STOP
-- ASN1STOP
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