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1. Overall Description:

1) Questions for SA4/SA5 confirmation
RAN2 is discussing QoE configuration and reporting related issues, and identifying some questions to be confirmed by SA4/SA5.
Question 1: Whether it is possible to modify the QoE measurement configuration to UE?
RAN2 is discussing QoE configuration signalling support, and RAN2 would like to ask SA4/SA5 whether there is case that a QoE measurement configuration already configured in the UE will be modified for a e.g. certain service type or a Reference ID?

Question 2: Whether it is possible to provide multiple QoE measurement configurations for one certain service type?
RAN2 discussed this issue and assumed network can provide multiple QoE measurement configurations for one certain service type, RAN2 would like SA4/SA5 to confirm the assumption.

Question 3: Whether it is possible to increase the maximum container size for one QoE configuraiton beyond than 1000 bytes?
RAN2 assumes to re-use the maximum container size of 1000 bytes for QoE measurements configuration, RAN2 would like SA4 to confirm the assumption.
Question 3: Whether it is possible to increase the maximum container size for one QoE report beyond than 8000 bytes?
RAN2 discussed how to report QoE measurements in RRC layer, e.g. whether multiple QoE reports could be included in one RRC message, whether to support RRC segmentation for QoE reporting. RAN2 would like to check with SA4 whether the maximum container size for one QoE report could go beyond than existing 8000 bytes?

RAN2 kindly asks SA4/SA5 to answer or confirm the above questions.

2) Agreements for RAN3 consideration

RAN2 has agreed to define a RRC ID to identify one QoE configuration and corresponding QoE report in RRC level. This RRC ID is linked to one Reference ID for gNB to manage QoE configurations and forward the QoE data to the right MCE server. This may need gNB to maintain one mapping of RRC ID and the corresponding Reference ID.
RAN2 kindly asks RAN3 to consider the above agreement.
2. Actions:
To: SA4, SA5, RAN3
ACTION:   
RAN2 kindly asks SA4/SA5 to answer or confirm the questions in 1).

RAN2 kindly asks RAN3 to consider the agreement in 2).
3. Date of Next RAN2 Meetings:

RAN2#115-e
16 – 27 August 2021
Online
RAN2#116-e
1 – 12 November 2021
Online
