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1	Introduction
This document is to kick off the following email discussion:
 [AT114-e][613][POS] Rel-17 A-GNSS enhancements (CATT/Ericsson)
      Scope: Discuss the draft CR in R2-2105143 and impact analysis in R2-2105972 and collect company inputs.
      Intended outcome: Report in R2-2106581
      Deadline:  2021-05-27 0000 UTC
In this email discussion the following contributions related with A-GNSS enhancements, i.e., including support of BDS B2a signal and support of NavIC are discussed to decide if these contributions or proposals in the contributions can be agreed. 
[1] R2-2105143	Introduction of B2a signal in BDS system in A-GNSS	CATT, CAICT	draftCR	Rel-17	37.355 16.4.0	B	NR_pos_enh-Core
[2] R2-2105972		Impacts of NavIC in NR RRC	Ericsson	discussion	Rel-17
2	Contact Information
Respondents to the email discussion are kindly asked to fill in the following table. 
	Company
	Contact: Name (E-mail)

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



3	Discussion
3.1	Impacts of BDS B2a signal in TS 37.355
R2-2105143 introduces the global B2a signal in the network-assisted BDS System, as part of A-GNSS positioning methods in LTE and NR to support higher accuracy multiple-frequency global positioning service. And the following changes are proposed:
1. BeiDou Navigation Satellite System Signal In Space Interface Control Document Open Service Signal B2a as the reference file is added into section 2 as reference.
1. The following IEs that are affected by the introduction of B2a signal in the GNSS assistance data elements are pointed out and the summarize the modified part:
	Data Elements and field 
	Impact description

	KlobucharModel2Parameter
	KlobucharModel2Parameter can be reused for BDS B2a. The reference ICD file of B2a BDS-3 shall be added in description.

	GNSS-EarthOrientationParameters
	GNSS-EarthOrientationParameters can be reused for BDS B2a. The reference ICD file of B2a BDS-3 shall be added in description.

	GNSS-NavigationModel

	B2a health state is added in ‘GNSS to svHealth Bit String(8) relation’ table.
IOD of B2a is updated in ‘GNSS to iod Bit String(11) relation’ table.

	BDS-ClockModel2

	bdsTgdB2ap-r17 is introduced for B2a BDS-3.
The reference ICD file of B2a BDS-3 shall be added in description.

	NavModel-BDS-KeplerianSet2
	NavModel-BDS-KeplerianSet2 can be reused for BDS B2a. The reference ICD file of B2a BDS-3 shall be added in description.

	GNSS-DataBitAssistance

	gnss-DataBits of B2a is updated in ‘GNSS-DataBitAssistance fied descripeions’ table.

	GNSS-Almanac

	weekNumber and weekNumber-ext-r16 can be reused for BDS B2a. The reference ICD file of B2a BDS-3 shall be added in description.

	AlmanacReducedKeplerianSet
	AlmanacReducedKeplerianSet can be reused for BDS B2a. The reference ICD file of B2a BDS-3 shall be added in description.

	AlmanacMidiAlmanacSet
	AlmanacMidiAlmanacSet can be reused for BDS B2a. The reference ICD file of B2a BDS-3 shall be added in description.

	GNSS-UTC-Model
	GNSS-UTC-Model can be reused for BDS B2a. The reference ICD file of B2a BDS-3 shall be added in description.

	UTC-ModelSet2
	UTC-ModelSet2 can be reused for BDS B2a. The reference ICD file of B2a BDS-3 shall be added in description.

	GNSS-AuxiliaryInformation
	satType-r16 can be reused for BDS B2a. The reference ICD file of B2a BDS-3 shall be added in description.



1. The following IEs that are affected by the introduction of B2a signal in the common GNSS information elements are pointed out and the summarize the modified part:
	Data Elements and field 
	Impact description

	GNSS-FrequencyID
	The frequency of B2a is added into the table ‘Value & Explanation relation’

	GNSS-SignalID
	‘B2a (D)’, ‘B2a (P)’ and ‘B2a (D+P)’ should be added in the table ‘System to Value & Explanation relation’.

	GNSS-SignalIDs
	‘B2a (D)’, ‘B2a (P)’ and ‘B2a (D+P)’ should be added in table ‘interpretation of the bit map in gnssSignalIDs-Ext’.



[bookmark: OLE_LINK10][bookmark: OLE_LINK9]Rapporteur’s comments: This is an essential correction for the introduction of BDS B2a signal in the TS 37.355. Network-assisted BDS positioning method provides assistant data to support a higher accuracy multiple-frequency global positioning service. 
Question 1: Please provide comments below regarding the addition of the BDS B2a reference file and the description changes of the affected IEs.
	Company
	Comments

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



[bookmark: OLE_LINK3][bookmark: OLE_LINK4]Summary: 

3.2	Impacts of NavIC in NR RRC
R2-2105972 provides the solution related with the support of NaVIC in NR RRC protocol. The following two SIBs are suggested to be added in the PosSystemInformation-r16-IEs, PosSI-SchedulingInfo and DedicatedSIBRequest:
	posSibType2-24
	NavIC-DifferentialCorrections

	posSibType2-25
	NavIC-GridModelParameter



Rapporteur’s comments:
The changes impacting RRC is primarily to add the NaVIC SIBs for broadcast.
[bookmark: _Toc71575112]Proposal 1: RAN2 to review the above NaVIC posSIB additions in RRC.
Question 2: please provide your views on proposal 1 of whether to add the above NaVIC posSIB additions in RRC.
	Company
	Comments

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



[bookmark: _GoBack]Summary: 


3.3	Any other comments

Question 3: please provide any additional comment; e.g. any additional impacts foreseen
	Company
	Comments

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



4	Conclusion
TBD
