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Introduction
This document is to trigger the following email discussion:
[AT115-e][709][V2X/SL] MAC discussion on remaining issues (LG)
	Scope: Discuss all remaining CRs in R2-2107302, R2-2108220, R2-2107185, R2-2107185, R2-2107186, R2-2107187, R2-2108707, R2-2107189 and R2-2108221.   
	Intended outcome: Discussion summary in R2-2108994 and agreeable MAC CR in R2-2108996 if needed. Will be approved by email.  
		  			    Deadline: 8/24 13:00pm UTC 
Discussion
1. R2-2107302 (Sharp, ZTE Corporation, Sanechips, OPPO) 
	[image: ] 


Question 1: Do you agree to reflect the above change in 38.321?
	Company
	Yes/No
	Comment

	LG
	
	In the last meeting this issue was already discussed. As a result, there was no consensus and captured “Will revisit the issue next meeting (if needed)”

Based on the results, Rapporteur thinks this CR seems to be discussed in this meeting

	Ericsson
	
	We don’t have strong views, the changes are ok, but meanwhile the spec is not broken without the change.

	
	
	


Summary 1:
	Answer
	Number of supporting companies

	
	

	
	



Recommendation 1: 
2. R2-2108220 (VIVO, ZTE)
	 [image: ]



Question 2: Do you agree to reflect the above change in 38.321?
	Company
	Yes/No
	Comment

	LG
	Yes
	

	Ericsson
	Yes
	

	
	
	



Summary 2:
	Answer
	Number of supporting companies

	Yes
	

	No
	



Recommendation 2: 


3. R2-2107185 (OPPO, Apple)
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Question 3: Do you agree to reflect the above change in 38.321?
	Company
	Yes/No
	Comment

	LG
	No
	The same issue was already discussed in the last meeting (R2-2104833) and the results was noted.

Rapporteur are thinking that this CR seems not to be needed. Although the sentence is not needed in MAC specification, there is no technical impact. Moreover, current sentence is helpful to understand conditions of SL prioritized transmission.

	Ericsson
	No
	Agree with LG

	
	
	



Summary 3:
	Answer
	Number of supporting companies

	Yes
	

	No
	



Recommendation 3:


4. R2-2107186 (OPPO, Apple)
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Question 4: Do you agree to reflect the above change in 36.321?
	Company
	Yes/No
	Comment

	LG
	No
	The same issue was already discussed in the last meeting (R2-2104834) and the results was noted.

Rapporteur thinks that this CR seems not to be needed. Although the sentence is not needed in MAC specification, there is no technical impact. Moreover, current sentence is helpful to understand conditions of SL prioritized transmission.

	Ericsson 
	Yes
	The change seems to be ok.

	
	
	



Summary 4:
	Answer
	Number of supporting companies

	Yes
	

	No
	



Recommendation 4:


5. R2-2107187 (OPPO)
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Question 5: Do you agree to reflect the above change in 38.321?
	Company
	Yes/No
	Comment

	LG
	No
	Rapporteur thinks this CR seems not to be needed. Even if the pointed description is missing, there is no technical impact.

	Ericsson
	Yes
	We agree with the intention of the CR. It is better to have a clear definition of the term.

	
	
	



Summary 5:
	Answer
	Number of supporting companies

	Yes
	

	No
	



Recommendation 5:


6. R2-2108707 (ASUSTeK)
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Question 6: Do you agree to reflect the above change in 38.321?
	Company
	Yes/No
	Comment

	LG
	
	Rapporteur thinks that this CR seems not to be needed. Even if this description is missing, current text is enough to work.

	Ericsson
	Yes
	Agree with the changes, to adopt the same rules/behaviours as in Uu

	
	
	



Summary 6:
	Answer
	Number of supporting companies

	Yes
	

	No
	



Recommendation 6:

7. R2-2107189 (OPPO)
	Proposal  1	RAN2 confirm the WA that “UE assumes that next retransmission(s) of the MAC PDU is required when FB is disabled, for CG, if sl-CG-MaxTransNumList is configured with a value not larger than the number of CG resources, when sl-CG-MaxTransNum is not reached”.
Proposal 2 	When FB is disabled, for CG, if sl-CG-MaxTransNumList is configured with a value larger than the number of CG resources, when sl-CG-MaxTransNum is reached, UE assumes that next retransmission(s) of the MAC PDU is not required.
Proposal 3 When FB is disabled, for CG, if sl-CG-MaxTransNumList is configured with a value larger than the number of CG resources, when sl-CG-MaxTransNum is not reached, UE assumes that next retransmission(s) of the MAC PDU is required.



Question 7: Do you have any views on the proposals?
	Company
	Comment

	Ericsson 
	P1 is ok, 
P2 is not ok, since in this case, sl-CG-MaxTransNum will never be reached. 
P3 is ok, meaning that the retransmission using further DG grants will be fully up to gNB scheduling.

	
	

	
	



Recommendation 7:

8. R2-2108221 (VIVO)
	Proposal 1: Besides the WA, RAN2 to clarify that the UE will decide whether the next retransmission(s) of the MAC PDU is required based on implementation when SL HARQ FB is disabled and when sl-MaxTransNum is not reached, in case that sl-CG-MaxTransNumList is configured with a value larger than the number of CG resources. 



Question 8: Do you have any views on the proposals?
	Company
	Comment

	Ericsson
	P1 is not ok, we more prefer P3 in OPPO contribution R2-2107189

	
	

	
	



Recommendation 8:

Conclusion and recommendation
In conclusion, Rapporteur proposes the following recommendations as the outcome of this email discussion:
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2> elsero

3> select a MCS which s, if configured, within the range that is configured by RRC between s/-MinMCS-
PSSCH and sI-MaxMCS-PSSCH associated with the selected MCS table included in si-PSSCH-
TxConfigList and, if configured by RRC, overlapped between sI-MinMCS-PSSCH and sl-MaxMCS-
PSSCH associated with the selected MCS table indicated in sl-CBR-PriorityTxConfigList for the highest
priority of the sidelink logical channel(s) in the MAC PDU and the CBR measured by lower layers
according to clause 5.1.27 of TS 38.215 [24] if CBR measurement results are available or the
corresponding s/-defaultTxConfigindex configured by RRC if CBR measurement results are not available;

3> if the MAC entity decides not to use the selected sidelink grant for the next PSSCH-duratioaMAC PDU:~
4> set the resource reservation interval to Oms.«
3> else:

4> set the resource reservation interval to the selected value..
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The MAC entity may stop, if any, ongoing Random Access procedure due to a pending SR for SL-BSR or SL-CSI
reporting, which was initiated by the MAC entity prior to the sidelink MAC PDU assembly and which has no valid
PUCCH resources configured, if:-

- aMAC PDU is transmitted using a UL grant other than a UL grant provided by Random Access Response or a
UL grant determined as specified in clause 5.1.2a for the transmission of the MSGA payload, and this PDU
includes a SL-BSR MAC CE which contains buffer status up to (and including) the last event that triggered a
SL-BSR (see clause 5.22.1.6) prior to the MAC PDU assembly; or.

- the SL grant(s) can accommodate all pending data available or SL-CSI reporting MAC CE for transmission.s

The MAC entity may stop, if any, ongoing Random Access procedure due to a pending SR for BFR of an SCell, which
has no valid PUCCH resources configured, if:v

- aMAC PDU is transmitted using a UL grant other than a UL grant provided by Random Access Response or a
UL grant determined as specified in clause 5.1.2a for the transmission of the MSGA payload, and this PDU
contains a BFR MAC CE or a Truncated BFR MAC CE which includes beam failure recovery information of
that SCell; ors

- the SCell is deactivated (as specified in clause 5.9) and all triggered BFRs for SCells are cancelled.
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The transmission of the MAC PDU is prioritized over uplink transmissions of the MAC entity or the other MAC entity
if the following conditions are met:.

1> if the MAC entity is not able to perform this sidelink transmission simultaneously with all uplink transmissions
at the time of the transmission, and-

1> if uplink transmission is neither prioritized-as-specified-in-€l -4-22nernot prioritized by upper layer
according to TS 23.287 [19]; and«

1> if sl-PrioritizationThres is configured and if the value of the highest priority of logical channel(s) or a MAC CE
in the MAC PDU is lower than s/-PrioritizationThres..

NOTE 2: If the MAC entity is not able to perform this sidelink transmission simultaneously with all uplink
transmissions as specified in clause 5.4.2.2 of TS 36.321 [22] at the time of the transmission, and
prioritization-related information is not available prior to the time of this sidelink transmission due to
processing time restriction, it is up to UE implementation whether this sidelink transmission is performed..
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if there is only a sidelink grant for transmission of NR sidelink communication in this TTI as described in clause
5.22.1.1 of TS 38.321 [24], and either no transmission of NR sidelink communication is prioritized as described
in clause 5.22.1.3.1a of TS 38.321 [24] or the MAC entity is able to perform this UL transmission
simultaneously with the transmission of NR sidelink communication sizultaneoushy; ore

if there are both a configured grant for transmission of V2X sidelink communication on SL-SCH in this TTI and
a sidelink grant for transmission of NR sidelink communication as described in clause 5.22.1.1 of TS 38.321 [24]
at the time of the transmission, and either only the transmissions of V2X sidelink communication is prioritized as
described in clause 5.14.1.2.2 or only the transmission of NR sidelink communication is prioritized as described
in clause 5.22.1.3.1a of TS 38.321 [24] and the MAC entity is able to perform this UL transmission
simultaneously with the prioritized transmission of V2X sidelink communication or NR sidelink communication..
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.5.221.3.1a Sidelink process.
The Sidelink process is associated with a HARQ buffer..

New transmissions and retransmissions are performed on the resource indicated in the sidelink grant as specified in
clause 5.22.1.1 and with the MCS selected as specified in clause 8.1.3.1 of TS 38.214 [7] and clause 5.22.1.1.«

If the Sidelink process is configured to perform transmissions of multiple MAC PDUs with Sidelink resource allocation
mode 2, the process maintains a counter SL_RESOURCE_RESELECTION_COUNTER. For other configurations of the
Sidelink process, this counter is not available..

Priority of a MAC PDU is determined by the highest priority of the logical channel(s) or a MAC CE in the MAC PDU.«

If the Sidelink HARQ Entity requests a new transmission, the Sidelink process shall:.
1> store the MAC PDU in the associated HARQ buffer;.
1> store the sidelink grant received from the Sidelink HARQ Entity;.

1> generate a transmission as described below..
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.5.22.1.5 Scheduling Request.

In addition to clause 5.4.4, the Scheduling Request (SR) is also used for requesting SL-SCH resources for new
transmission when triggered by the Sidelink BSR (clause 5.22.1.6) or the SL-CSI reporting (clause 5.22.1.7). If
configured, the MAC entity performs the SR procedure as specified in this clause unless otherwise specified in clause
5.4.4. For a sidelink logical channel or for SL-CSI reporting, at most one PUCCH resource for SR is configured per UL

BWP..

The SR configuration of the logical channel that triggered the Sidelink BSR (clause 5.22.1.6) (if such a configuration
exists) is also considered as corresponding SR configuration for the triggered SR (clause 5.4.4). The value of the
priority of the triggered SR corresponds to the value of priority of the logical channel that triggered the SR..

Each sidelink logical channel may be mapped to zero or one SR configuration, which is configured by RRC. If the SL-
CSI reporting procedure is enabled by RRC, the SL-CSI reporting is mapped to one SR configuration for all PC5-RRC
connections. The SR configuration of the SL-CSI reporting triggered according to 5.22.1.7 is considered as
corresponding SR configuration for the triggered SR (clause 5.4.4). The value of the priority of the triggered SR
corresponds to the value of the priority of the Sidelink CSI Reporting MAC CE..





