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1. Overall Description:
RAN2 discussed the use case for Rel-16 DAPS handover in RAN2#116-e, and did not conclude on whether the following scenario as a valid case as shown in the figure below
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Figure 1 Intra-band inter-frequency DAPS handover where source-cell overlap with target cell

Which is an intra-band inter-frequency DAPS handover, yet the bandwidth of source-cell and bandwidth of target-cell is overlapping with each other
.

RAN2 respectively ask RAN1 and RAN4 to feedback whether the scenario above is a valid case for R16 DAPS handover.
2. Actions:

To RAN1 and RAN4:
ACTION: RAN2 respectfully asks RAN1 and RAN4 to feedback whether the scenario above is a valid case for R16 DAPS handover.
3. Date of Next TSG WG RAN2 Meetings:

TSG-RAN WG2 Meeting #116bis-e
17 - 25 Jan 2022

E-meeting
TSG-RAN WG2 Meeting #117bis-e
21 Feb - 03 Mar 2022
E-meeting
�As mentioned in Phase 1, our understanding is that RAN4 has the following text in TS38.133 that there is no requirement applies in such overlapping case and hence it is not valid case.





6.1.3.2         NR FR1 - NR FR1 DAPS Handover


The requirements in this clause are applicable to both intra-frequency and inter-frequency handovers from NR FR1 cell to NR FR1 cell. A DAPS handover is intra-frequency if the centre frequency of the SSB of the source cell and the centre frequency of the SSB of the target cell are the same, and     the subcarrier spacing of the two SSBs are also the same.


Note:        For intra-frequency DAPS handover, no requirement applies if active DL and UL BWP of target cell is not confined within the active DL and UL BWP of the source cell respectively.


Note:        For inter-frequency DAPS handover, no requirement applies if the BWP of target cell is overlaped with the BWP of source cell in frequency domain.





Based on the above, we suggest to add ‘RAN2 may assume that this is not a valid case based on the note in clause 6.1.3.2 TS38.133 above’





Also update the action to ‘RAN2 respectfully asks RAN1 and RAN4 to confirm feedback whether the scenario above is not a valid case for R16 DAPS handover.’





