

	
3GPP TSG-RAN WG2 Meeting #117-e	R2-2202238
Online, 21 Feb – 03 Mar, 2022
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	36.306
	CR
	1836
	rev
	-
	Current version:
	16.7.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Introduction of new bands and bandwidth allocation for LTE-based 5G terrestrial broadcast

	
	

	Source to WG:
	Qualcomm Inc.

	Source to TSG:
	R2

	
	

	Work item code:
	LTE_terr_bcast_bands_part1-Core
	
	Date:
	2022-02-14

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	RAN1 CRs for the WI were approved by RAN#94e in RP-212975. RAN1 sent LS to RAN2 in R2-2200090/R1-2112900 regarding UE capabilities for the feature.
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	Summary of change:
	  Following changes are introduced: 
1. Introduce UE capabilities to indicate the support of new PMCH bandwidths.
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[bookmark: _Toc46481005][bookmark: _Toc46482239][bookmark: _Toc46483473][bookmark: _Toc90679270][bookmark: _Toc20487255][bookmark: _Toc29342550][bookmark: _Toc29343689][bookmark: _Toc36566951][bookmark: _Toc36810389][bookmark: _Toc36846753][bookmark: _Toc36939406][bookmark: _Toc37082386][bookmark: _Toc46481018][bookmark: _Toc46482252][bookmark: _Toc46483486][bookmark: _Toc90679283][bookmark: _Toc20487494][bookmark: _Toc29342794][bookmark: _Toc29343933][bookmark: _Toc36567199][bookmark: _Toc36810646][bookmark: _Toc36847010][bookmark: _Toc36939663][bookmark: _Toc37082643][bookmark: _Toc46481284][bookmark: _Toc46482518][bookmark: _Toc46483752][bookmark: _Toc90679549][bookmark: _Toc20487498][bookmark: _Toc29342798][bookmark: _Toc29343937][bookmark: _Toc36567203][bookmark: _Toc36810650][bookmark: _Toc36847014][bookmark: _Toc36939667][bookmark: _Toc37082647][bookmark: _Toc46481288][bookmark: _Toc46482522][bookmark: _Toc46483756][bookmark: _Toc90679553][bookmark: _Toc29241432][bookmark: _Toc37152901][bookmark: _Toc37236838][bookmark: _Toc46494000][bookmark: _Toc52534894][bookmark: _Toc90587469]4.3.17	MBMS parameters
<<unchanged text skipped>>
[bookmark: _Toc29241433][bookmark: _Toc37152902][bookmark: _Toc37236839][bookmark: _Toc46494001][bookmark: _Toc52534895][bookmark: _Toc90587470]4.3.17.xx	pmch -Bandwidth-n40-r17, pmch-Bandwidth-n35-r17, pmch-Bandwidth-n30-r17
This parameter defines whether the UE supports PMCH and corresponding MBSFN-RS bandwidth of 40/ 35/ 30 PRBs when operating on the E‑UTRA band given by the entry in mbms-SupportedBandInfoList-v17xy as described in TS 36.331 [5], TS 36.211 [17] and TS 36.213 [22]. 
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