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1	Introduction
In this contribution, based on the agreements in previous meetings as described in the Annex, we will discuss the following remaining UP issues apart from the ones discussed in pre-meeting offline:
· CSI reporting for multicast
· initialization of PDCP variables for multicast 
2 Discussion
2.1  CSI reporting for multicast
According to the previous RAN1 agreements, existing CSI feedback can be also used for multicast transmission. So if UE is receiving multicast services, it should report CSI to network to better assist the network to perform multicast scheduling, e.g., determine whether to transmit the multicast service by using PTP or PTM, or adjust the transmission parameters. 
However, based on the latest MAC CR, the CSI reporting mechanism only allows the UE to report CSI during the Active Time of unicast DRX and/or during the running of drx-onDurationTimer as below:
	· If CSI masking is not configured, UE can report periodic CSI and semi-persistent CSI in Active Time of unicast DRX.
· If CSI masking is configured, UE can report semi-persistent CSI configured on PUSCH in Active Time of unicast DRX, and UE can report periodic CSI and semi-persistent CSI configured on PUCCH only when drx-onDurationTimer of unicast DRX is running.


This will make CSI report less useful and affect the scheduling efficiency, especially when UE has only active multicast service ongoing. For better system performance of multicast transmission, the CSI reporting is not supposed to be controlled by only unicast DRX. A simple and straightforward way to solve this issue is to allow UE’s CSI reporting during the Active Time of multicast DRX and/or during the running of drx-onDurationTimerPTM , which is similar as unicast DRX. Only marginal specs effort is required for a major performance improve. The corresponding text proposal is provided in the Annex.
Proposal 1: Allow UE’s CSI reporting during the Active Time of multicast DRX and/or during the running of drx-onDurationTimerPTM.
2.2  Initialization of PDCP variables for multicast
According to the previous RAN2 agreements, the initial value of the SN part of RX_DELIV is set based on the SN of the first received PDCP Data PDU for multicast (i.e. set as  (x – 0.5 × 2[PDCP-SN-Size–1]) modulo (2[PDCP-SN-Size])) and the initial value of HFN as well as a ref SN are indicated by the network. 
During the MRB establishment, it is very likely that the network will configure the initial value of HFN and ref SN both as 0 to UE. When the UE receives the first packet with PDCP SN=0, based on the current RX_DELIV formula, the SN of RX_DELIV would fall in the last SN round comparing with the configured ref SN. Which means the HFN of RX_DELIV should be the configured initial HFN -1, which would result a negative value for the HFN initialization.  What’s worse, this problem will occur once the SN for first received packet is smaller than 0.5 × 2[PDCP-SN-Size–1] and the configured HFN is 0. 
Observation 1: A negative HFN value will occur once the SN of first received packet is smaller than 0.5 × 2[PDCP-SN-Size–1] and the configured HFN is 0. 
One way to avoid this problem is to always configure the initial HFN>0 by the network. However, it has been agreed that synchronized PDCP SN can be used across gNBs to achieve losses handover, and RAN3 already agreed to introduce a 32 bit “MBS QFI SN” to guide the gNB on the HFN and SN allocation as below:
	RAN3 agreements:
1) introduce a new 32bits “MBS QFI SN” in 38.415. 
1-1) CN shall include the MBS QFI SN for all the Qos flows for MBS services.
2) Sync in terms of QoS flow to MRB mapping among NG-RAN nodes is achieved by network implementation.


This means the HFN is determined by the CN rather than gNB. It would be complex to set restrictions on how the CN sets the initial HFN value considering that CN is not aware of the HFN and PDCP SN length.
Observation 2: It is difficult for the network to avoid a negative HFN value during initialization by configuring a large initial HFN.
Another simple way to solve this issue is to avoid a negative HFN value by UE. For example, the RX_DELIV formula can be changed as below: 
RX_DELIV = MAX (0, COUNT(x) - 0.5 × 2[PDCP-SN-Size–1]), where x is the SN of the first received PDCP Data PDU.
Proposal 2: Change the RX_DELIV formula as: RX_DELIV = MAX (0, COUNT(x) - 0.5 × 2[PDCP-SN-Size–1]), where x is the SN of the first received PDCP Data PDU.
3	Conclusions
In this contribution, we discussed the remaining UP issues for MBS. Based on our discussion, we conclude with the following observations and proposals:
Observation 1: A negative HFN value will occur once the SN of first received packet is smaller than 0.5 × 2[PDCP-SN-Size–1] and the configured HFN is 0. 
Observation 2: It is difficult for the network to avoid a negative HFN value during initialization by configuring a large initial HFN.
Proposal 1: Allow UE’s CSI reporting during the Active Time of multicast DRX and/or during the running of drx-onDurationTimerPTM.
Proposal 2: Change the RX_DELIV formula as: RX_DELIV = MAX (0, COUNT(x) - 0.5 × 2[PDCP-SN-Size–1]), where x is the SN of the first received PDCP Data PDU.
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The MAC entity may be configured by RRC with a DRX functionality that controls the UE's PDCCH monitoring activity for the MAC entity's C-RNTI, CI-RNTI, CS-RNTI, INT-RNTI, SFI-RNTI, SP-CSI-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, TPC-SRS-RNTI, and AI-RNTI. When using DRX operation, the MAC entity shall also monitor PDCCH according to requirements found in other clauses of this specification. When in RRC_CONNECTED, if DRX is configured, for all the activated Serving Cells, the MAC entity may monitor the PDCCH discontinuously using the DRX operation specified in this clause; otherwise the MAC entity shall monitor the PDCCH as specified in TS 38.213 [6].
NOTE 1:	If Sidelink resource allocation mode 1 is configured by RRC, a DRX functionality is not configured.
RRC controls DRX operation by configuring the following parameters:
-	drx-onDurationTimer: the duration at the beginning of a DRX cycle;
-	drx-SlotOffset: the delay before starting the drx-onDurationTimer;
-	drx-InactivityTimer: the duration after the PDCCH occasion in which a PDCCH indicates a new UL or DL transmission for the MAC entity;
-	drx-RetransmissionTimerDL (per DL HARQ process except for the broadcast process): the maximum duration until a DL retransmission is received;
-	drx-RetransmissionTimerUL (per UL HARQ process): the maximum duration until a grant for UL retransmission is received;
-	drx-LongCycleStartOffset: the Long DRX cycle and drx-StartOffset which defines the subframe where the Long and Short DRX cycle starts;
-	drx-ShortCycle (optional): the Short DRX cycle;
-	drx-ShortCycleTimer (optional): the duration the UE shall follow the Short DRX cycle;
-	drx-HARQ-RTT-TimerDL (per DL HARQ process except for the broadcast process): the minimum duration before a DL assignment for HARQ retransmission is expected by the MAC entity;
-	drx-HARQ-RTT-TimerUL (per UL HARQ process): the minimum duration before a UL HARQ retransmission grant is expected by the MAC entity;
-	ps-Wakeup (optional): the configuration to start associated drx-onDurationTimer in case DCP is monitored but not detected;
-	ps-TransmitOtherPeriodicCSI (optional): the configuration to report periodic CSI that is not L1-RSRP on PUCCH during the time duration indicated by drx-onDurationTimer in case DCP is configured but associated drx-onDurationTimer is not started;
-	ps-TransmitPeriodicL1-RSRP (optional): the configuration to transmit periodic CSI that is L1-RSRP on PUCCH during the time duration indicated by drx-onDurationTimer in case DCP is configured but associated drx-onDurationTimer is not started.
Serving Cells of a MAC entity may be configured by RRC in two DRX groups with separate DRX parameters. When RRC does not configure a secondary DRX group, there is only one DRX group and all Serving Cells belong to that one DRX group. When two DRX groups are configured, each Serving Cell is uniquely assigned to either of the two groups. The DRX parameters that are separately configured for each DRX group are: drx-onDurationTimer, drx-InactivityTimer. The DRX parameters that are common to the DRX groups are: drx-SlotOffset, drx-RetransmissionTimerDL, drx-RetransmissionTimerUL, drx-LongCycleStartOffset, drx-ShortCycle (optional), drx-ShortCycleTimer (optional), drx-HARQ-RTT-TimerDL, and drx-HARQ-RTT-TimerUL.
When DRX is configured, the Active Time for Serving Cells in a DRX group includes the time while:
-	drx-onDurationTimer or drx-InactivityTimer configured for the DRX group is running; or
-	drx-RetransmissionTimerDL or drx-RetransmissionTimerUL is running on any Serving Cell in the DRX group; or
-	ra-ContentionResolutionTimer (as described in clause 5.1.5) or msgB-ResponseWindow (as described in clause 5.1.4a) is running; or
-	a Scheduling Request is sent on PUCCH and is pending (as described in clause 5.4.4); or
-	a PDCCH indicating a new transmission addressed to the C-RNTI of the MAC entity has not been received after successful reception of a Random Access Response for the Random Access Preamble not selected by the MAC entity among the contention-based Random Access Preamble (as described in clauses 5.1.4 and 5.1.4a).
When DRX is configured, the MAC entity shall:
1>	if a MAC PDU is received in a configured downlink assignment:
2>	start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process in the first symbol after the end of the corresponding transmission carrying the DL HARQ feedback;
2>	stop the drx-RetransmissionTimerDL for the corresponding HARQ process.
1>	if a MAC PDU is transmitted in a configured uplink grant and LBT failure indication is not received from lower layers:
2>	start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process in the first symbol after the end of the first transmission (within a bundle) of the corresponding PUSCH transmission;
2>	stop the drx-RetransmissionTimerUL for the corresponding HARQ process at the first transmission (within a bundle) of the corresponding PUSCH transmission.
1>	if a drx-HARQ-RTT-TimerDL expires:
2>	if the data of the corresponding HARQ process was not successfully decoded:
3>	start the drx-RetransmissionTimerDL for the corresponding HARQ process in the first symbol after the expiry of drx-HARQ-RTT-TimerDL.
1>	if a drx-HARQ-RTT-TimerUL expires:
2>	start the drx-RetransmissionTimerUL for the corresponding HARQ process in the first symbol after the expiry of drx-HARQ-RTT-TimerUL.
1>	if a DRX Command MAC CE or a Long DRX Command MAC CE is received:
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2>	stop drx-InactivityTimer for each DRX group.
1>	if drx-InactivityTimer for a DRX group expires:
2>	if the Short DRX cycle is configured:
3>	start or restart drx-ShortCycleTimer for this DRX group in the first symbol after the expiry of drx-InactivityTimer;
3>	use the Short DRX cycle for this DRX group.
2>	else:
3>	use the Long DRX cycle for this DRX group.
1>	if a DRX Command MAC CE is received:
2>	if the Short DRX cycle is configured:
3>	start or restart drx-ShortCycleTimer for each DRX group in the first symbol after the end of DRX Command MAC CE reception;
3>	use the Short DRX cycle for each DRX group.
2>	else:
3>	use the Long DRX cycle for each DRX group.
1>	if drx-ShortCycleTimer for a DRX group expires:
2>	use the Long DRX cycle for this DRX group.
1>	if a Long DRX Command MAC CE is received:
2>	stop drx-ShortCycleTimer for each DRX group;
2>	use the Long DRX cycle for each DRX group.
1>	if the Short DRX cycle is used for a DRX group, and [(SFN × 10) + subframe number] modulo (drx-ShortCycle) = (drx-StartOffset) modulo (drx-ShortCycle):
2>	start drx-onDurationTimer for this DRX group after drx-SlotOffset from the beginning of the subframe.
1>	if the Long DRX cycle is used for a DRX group, and [(SFN × 10) + subframe number] modulo (drx-LongCycle) = drx-StartOffset:
2>	if DCP monitoring is configured for the active DL BWP as specified in TS 38.213 [6], clause 10.3:
3>	if DCP indication associated with the current DRX cycle received from lower layer indicated to start drx-onDurationTimer, as specified in TS 38.213 [6]; or
3>	if all DCP occasion(s) in time domain, as specified in TS 38.213 [6], associated with the current DRX cycle occurred in Active Time considering grants/assignments/DRX Command MAC CE/Long DRX Command MAC CE received and Scheduling Request sent until 4 ms prior to start of the last DCP occasion, or during a measurement gap, or when the MAC entity monitors for a PDCCH transmission on the search space indicated by recoverySearchSpaceId of the SpCell identified by the C-RNTI while the ra-ResponseWindow is running (as specified in clause 5.1.4); or
3>	if ps-Wakeup is configured with value true and DCP indication associated with the current DRX cycle has not been received from lower layers:
4>	start drx-onDurationTimer after drx-SlotOffset from the beginning of the subframe.
2>	else:
3>	start drx-onDurationTimer for this DRX group after drx-SlotOffset from the beginning of the subframe.
NOTE 2:	In case of unaligned SFN across carriers in a cell group, the SFN of the SpCell is used to calculate the DRX duration.
1>	if a DRX group is in Active Time:
2>	monitor the PDCCH on the Serving Cells in this DRX group as specified in TS 38.213 [6];
2>	if the PDCCH indicates a DL transmission:
3>	start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process in the first symbol after the end of the corresponding transmission carrying the DL HARQ feedback;
NOTE 3:	When HARQ feedback is postponed by PDSCH-to-HARQ_feedback timing indicating a non-numerical k1 value, as specified in TS 38.213 [6], the corresponding transmission opportunity to send the DL HARQ feedback is indicated in a later PDCCH requesting the HARQ-ACK feedback.
3>	stop the drx-RetransmissionTimerDL for the corresponding HARQ process.
3>	if the PDSCH-to-HARQ_feedback timing indicate a non-numerical k1 value as specified in TS 38.213 [6]:
4>	start the drx-RetransmissionTimerDL in the first symbol after the (end of the last) PDSCH transmission (within a bundle) for the corresponding HARQ process.
2>	if the PDCCH indicates a UL transmission:
3>	start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process in the first symbol after the end of the first transmission (within a bundle) of the corresponding PUSCH transmission;
3>	stop the drx-RetransmissionTimerUL for the corresponding HARQ process.
2>	if the PDCCH indicates a new transmission (DL or UL) on a Serving Cell in this DRX group:
3>	start or restart drx-InactivityTimer for this DRX group in the first symbol after the end of the PDCCH reception.
NOTE 3a:	A PDCCH indicating activation of SPS or configured grant type 2 is considered to indicate a new transmission.
2>	if a HARQ process receives downlink feedback information and acknowledgement is indicated:
3>	stop the drx-RetransmissionTimerUL for the corresponding HARQ process.
1>	if DCP monitoring is configured for the active DL BWP as specified in TS 38.213 [6], clause 10.3; and
1>	if the current symbol n occurs within drx-onDurationTimer duration; and
1>	if drx-onDurationTimer associated with the current DRX cycle is not started as specified in this clause:
2>	if the MAC entity would not be in Active Time considering grants/assignments/DRX Command MAC CE/Long DRX Command MAC CE received and Scheduling Request sent until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause:
3>	not transmit periodic SRS and semi-persistent SRS defined in TS 38.214 [7];
3>	not report semi-persistent CSI configured on PUSCH;
3>	if ps-TransmitPeriodicL1-RSRP is not configured with value true:
4>	not report periodic CSI that is L1-RSRP on PUCCH.
3>	if ps-TransmitOtherPeriodicCSI is not configured with value true:
4>	not report periodic CSI that is not L1-RSRP on PUCCH.
1>	else:
2>	in current symbol n, if a DRX group would not be in Active Time considering grants/assignments scheduled on Serving Cell(s) in this DRX group and DRX Command MAC CE/Long DRX Command MAC CE received and Scheduling Request sent until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause:; and
2>	in current symbol n, if multicast DRX would not be in Active Time considering multicast grants/assignments when evaluating all DRX Active Time conditions as specified in Clause 5.7b:
3>	not transmit periodic SRS and semi-persistent SRS defined in TS 38.214 [7] in this DRX group;
3>	not report CSI on PUCCH and semi-persistent CSI configured on PUSCH in this DRX group.
2>	if CSI masking (csi-Mask) is setup by upper layers:
3>	in current symbol n, if drx-onDurationTimer of a DRX group would not be running considering grants/assignments scheduled on Serving Cell(s) in this DRX group and DRX Command MAC CE/Long DRX Command MAC CE received until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause; and
3>	in current symbol n, if drx-onDurationTimerPTM would not be running considering grants/assignments when evaluating all DRX Active Time conditions as specified in Clause 5.7b:
4>	not report CSI on PUCCH in this DRX group.
NOTE 4:	If a UE multiplexes a CSI configured on PUCCH with other overlapping UCI(s) according to the procedure specified in TS 38.213 [6] clause 9.2.5 and this CSI multiplexed with other UCI(s) would be reported on a PUCCH resource either outside DRX Active Time of the DRX group in which this PUCCH is configured and multicast DRX or outside the on-duration period of the DRX group in which this PUCCH is configured and multicast DRX if CSI masking is setup by upper layers, it is up to UE implementation whether to report this CSI multiplexed with other UCI(s).
Regardless of whether the MAC entity is monitoring PDCCH or not on the Serving Cells in a DRX group, the MAC entity transmits HARQ feedback, aperiodic CSI on PUSCH, and aperiodic SRS defined in TS 38.214 [7] on the Serving Cells in the DRX group when such is expected.
The MAC entity needs not to monitor the PDCCH if it is not a complete PDCCH occasion (e.g. the Active Time starts or ends in the middle of a PDCCH occasion).
