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1. [bookmark: OLE_LINK13][bookmark: OLE_LINK14]Introduction & Background
This contribution discusses left issues on QoE configuration, reporting, pause/resume and mobility.
2. Discussion
[bookmark: _Hlk92188761][bookmark: _Hlk92399532]2.2  	Handover, RRC resume and RRC re-establishment
HO procedure 
In the email discussion, one issue was raised, that is whether lossless handover needs to be supported for QoE data. During the email discussion, majority companies think it should be supported. 
As SA4 indicated in [1], “per-session QoE reports are typically sent relatively seldom (at the end of each session or say every few minutes for longer sessions”, if the QoE data is lost during handover, the measurements for the whole session could be lost. And usually user experience could be degraded prior to or during handover, so it makes more sence to keep QoE data lossless during handover.
Proposal 1 Lossless handover for QoE data should be supported.
In current specification, lossless handover is only applied for for DRB using RLC AM mode, there are three aspects to guarantee UL data lossless handover as following.
· On UE side, UE PDCP layer will perform retransmission of all the PDCP SDUs for which the successful delivery of the corresponding PDCP Data PDU has not been confirmed by lower layers;
· On RAN side, UL data forwarding will be performed, during which the source RAN node forwards to the target RAN node via the corresponding DRB UL forwarding tunnel, the uplink PDCP SDUs with their SN corresponding to PDCP PDUs received out of sequence.
· SN status transfer procedure can be used to avoid to retransmit the PDDP SDU already received in the source gNB but ACK missed.
Even though SRB is signalling bearer, but SRB has similar functionality with DRB which carries application layer data. So in order to achieve QoE data lossless handover, the current mechanisms defined for DRB using RLC AM mode can be applied for SRB4.
Another option is to introduce retransmission mechanism in RRC layer.When UE sends MeasReportAppLayer in RRC layer, since UE PDCP layer knows whether the PDCP SDU is successfully transmitted or not based on confirmation information from lower layer, and then PDCP layer can indicate to RRC layer whether SRB4 packet is transmitted successfully or not. RRC can retransmit the SRB PDU based on the confirmation from PDCP layer. But this alternative has some open issues, e.g. whether to allow transmit other SRB messages when waiting acknowledgement for the previous message.
Proposal 2 RAN2 discusses the following two alternatives to support lossless handover for SRB4. And Alt 1 is preferred for easy standardization. 
· Alt 1: Apply current lossless handover mechanisms (i.e. retransmission, data forwarding, SN status transfer etc.) to SRB4.
· Alt 2: Introcdue retransmission mechanism in RRC layer for SRB4.
For RRC segmentation scenario, there could be case that UE cannot transmit successfully all segments of one MeasReportAppLayer message to the source gNB, which will result that neither the source gNB nor the target gNB assmbles the MeasReportAppLayer message. 
In order to avoid RRC segments lost during handover, the source gNB should forward the received RRC segments in RRC layer to the target gNB, and the UE should retransmit or transmit the other RRC segments to the target gNB.
Proposal 3 In case of RRC segmentation applied for MeasReportAppLayer message, the source gNB should forward the received RRC segments in RRC layer to the target gNB.
Proposal 4 UE should perform retansmission or transmission of unsuccessfully transmitted RRC segments of MeasReportAppLayer to the target gNB.
RRC resume procedure 
RAN2 agreed “At Resume with delta configuration the network indicates possible differences to the QoE configurations”, and also in the endorced 331 running CR, the QoE report pause is configured via BOOLEAN type. 
MeasConfigAppLayer-r17 ::=        SEQUENCE {
    measConfigAppLayerId-r17          MeasConfigAppLayerId-r17,
    measConfigAppLayerContainer-r17	  OCTET STRING (SIZE (1..8000))                                            OPTIONAL,  -- Need N
    serviceType-r17				      ENUMERATED {streaming, mtsi, vr, spare5, spare4, spare3, spare2, spare1} OPTIONAL,  -- Need M
    pauseReporting                    BOOLEAN,
    ...
}
If UE enters inactive state with QoE report paused, when UE resumes RRC connection UE should keep the current report status. 
During RRC resume procedure, if the gNB is in case of overload or is not overload any more, the gNB may want to pause or resume some QoE reports.  One easy way is to allow the gNB pause or resume QoE reporting using RRCResume message instead of using another RRC Reconfiguration procedure.
Proposal 5 [bookmark: _Hlk92399915]gNB should be able to pause or resume all or part of QoE reporting during RRC resume.
RRC re-establishment procedure
For RRC re-establishment, it is unclear how to handle QoE context, i.e. whether UE sould release or keep QoE context when initiating RRC re-establishment. Per today’s handling, application layer should usually be unaffected when AS recovery is initiated; the similar handling should be applied to QoE configuration as well. That means, UE should keep all QoE context when initiating RRC re-eatablishment procedure.
Proposal 6 [bookmark: _Hlk92400026]UE should keep QoE configurations when initiating RRC re-establishment procedure.
The purpose of RRC re-establishment is to re-establish and resume SRB1; SRB2 and DRBs are suspended when UE initiates RRC re-establishment, and resumed by the first RRCReconfiguration message after successful completion of the RRC re-establishment procedure. For QoE context and SRB4, the handling should be same with SRB2 and DRBs, and network should re-establish or resume QoE related context using RRC reconfiguration procedure after successful completion of the RRC re-establishment procedure. 
Proposal 7 Network can re-establish or resume QoE configurations using RRC reconfiguration procedure after successful completion of the RRC re-establishment procedure. 
[bookmark: _Hlk95225021][bookmark: _Hlk92400070]2.3 	Area scope handling 
During the long email discussion for RAN2-116bis, several solutions were proposed in case that SA4 confirms RAN needs to do something to satisfy ongoing QoE sessions continuity when UE moves outside of area scope.
· 1) Session start/stop indication. The UE sends an indication to the network when the session in the application layer starts and stops. The network then has information about ongoing sessions and can release the measurements at the right time. 
· 2) The network sends release to the UE when the UE exits the area, but the UE doesn’t release the measurements until the session is completed. The UE needs to indicate to the network when the session is finally released, so that the network can release the measurement configuration also. 
· 3) The network sends on indication to the UE when it exists the area, and presumably when it re-enters the area. Maybe needs to be combined with 2).  
· 4) The LocationFilter inside the QoE configuration file is used by the application for area handling.
· 5) Network sends area scope to UE AS layer, and the UE AS layer checks whether UE moves outside of the area scope, and then indicates to application layer whenever UE moves outside or inside of the area scope.
· 6) Option 4)+Network-based release (as current RAN3 agreed). For those QoE configurations which require QoE session continuity, option 4) is applied; for those QoE configurations which don’t requires QoE session continuity, network-based release can be applied.
This clause will evaluate the advantages and disadvantages of each solution, and propose one way forward.
Alternative 1: Session start/stop indication. The UE sends an indication to the network when the session in the application layer starts and stops. The network then has information about ongoing sessions and can release the measurements at the right time.  
This alternative can keep ongoing session continue when the UE moves outside of area scope, but it cannot prevent another new sessions starting for the QoE configuration with ongoing session. UE may initiate multiple QoE sessions for one QoE configuration (measConfigAppLayerId) according to current SA4 and SA5 specification, because QoE session ID is two-byte length and unique within one application, and UE needs to include session ID in the QoE report container.
---------------------------------------------------------From TS 28.405-------------------------------------------------------
[bookmark: _Toc42758791][bookmark: _Toc42759198][bookmark: _Toc42759822]5.7	Recording session id (M)
This parameter shall be a 2 byte octet string. The recording session id shall be the same for the whole session in the application, while for each different session in the application the recording session id shall be changed. The recording session id is generated by the application in the UE.
It is used in the measurement collection centre to identify which session within a UE has collected information in the application.
---------------------------------------------------------From TS 26.114-------------------------------------------------------
Except for the media level QoE metrics, the following parameters shall be reported for each report:
-	The callId attribute identifies the call identity of the SIP session.
-	The clientId attribute is unique identifier for the receiver, e.g. an MSISDN of the UE as defined in [80].
-	The startTime and stopTime attributes identifies the client NTP time when the measurements included in the report were started and stopped. The time is based on the local real-time clock in the client, and might not be consistent with the true NTP time. However, assuming that the reporting is done without any extra delay the server can use the stopTime attribute to correct the timestamps if necessary.
-	The mediaId attribute shall be reported for each media level QoE report, and identifies the port number for the media.
	If the attribute qoeReferenceId was defined in the QMC configuration (see clause 16.5.2), the value shall be copied into each QoE report, to facilitate network-side correlation (see [178]). If this attribute was defined, the attribute recordingSessionId shall also be returned for each QoE report. The recordingSessionId is a two-byte octet defined by the client. It shall remain the same for all QoE reports belonging to the same session, and it should be different for QoE reports belonging to different sessions.
------------------------------------------------------------------------------------------------------------------------------------
Observation 1	For one QoE configuration, there could be multiple QoE sessions initiated within one application layer.
Lets take an example as following,
a) Network configures QoE configuration #1 to UE;
b) UE starts QoE Session #1 for QoE configuration #1 and indicates to gNB
c) UE moves outside of area scope, gNB does not release QoE configuration #1
d) UE does not know it moves outside of area scope, will initiate QoE Session #2 for QoE configuration #1.
So step d) violates the purpose of area scope controlling (i.e. UE should not start Session #2 for configuration #1). Then solution of RAN-released with session start/stop indication does not work for preventing another new sessions starting for the QoE configuration with ongoing session.
Observation 2	Solution of RAN-released with session start/stop indication does not work for preventing another new sessions starting for the QoE configuration with ongoing session.
It is understood there could be multiple QoE configurations provided to the UE and for one QoE configuration there could be multiple QoE sessions. If whenever each QoE sesison starts or stop, UE informs the gNB, a large signalling overhead will be cost.
Observation 3  If UE informs the gNB whenever each QoE sesison starts or stop, a large signalling overhead will be cost considering mulitple QoE sessions running in the UE.
Proposal 8 RAN2 discusses whether to consider the case that multiple QoE sessions running for one QoE configuration.
Proposal 9 If considering multiple QoE sessions running for one QoE configuration, solution of RAN-released with session start/stop indication does not work and should not be atopted for area scope control.
Alternative 2: The network sends release to the UE when the UE exits the area, but the UE doesn’t release the measurements until the session is completed. The UE needs to indicate to the network when the session is finally released, so that the network can release the measurement configuration also.  
Alternative 2 violates the current release mechanism. As today, when network releases one configuration to the UE, the configuration is released or suspended (Inactive state) in the UE and the network; and UE is not expected to do anything during configuration release. Besides, this alternative does not distinguish the the cases of release QoE configuration due to moving outside of area scope and other reasons, and UE behavior is ambugious when receiving QoE configuration release.
Observation 4	Alternative 2 (UE doesn’t release the measurements when receiving release command) violates the current release mechanism that UE is not expected to do anything during configuration release.
Observation 5	Alternative 2 (UE doesn’t release the measurements when receiving release command) cannot distinguish the different releases due to moving outside of the area scope and UE behavior is ambiguous when receiving QoE configuration release.
If the UE has no ongoing QoE session for one QoE configuration, the QoE configuration is released by RAN when UE moves outside of area, and then the QoE configuration should be released in RAN and MCE side. Otherwise, there will be mismatch QoE configuration between MCE and UE.When the UE re-enters the area scope, the QoE configuration cannot be resumed.
Observation 6	If one QoE configuration is released due to moving outside of area scope, the QoE configuration and corresponding area scope configuration is released in RAN and MCE. When the UE re-enters the area scope, it is unclear how the MCE reconfigure the QoE to the UE.
Alternative 3: The network sends on indication to the UE when it exists the area, and presumably when it re-enters the area. Maybe needs to be combined with 2).   
In this alternative, the network will track whether UE is moving outside of area scope during handover, if yes, the source RAN will include indication of outside of area scope in handover command, UE will know whether it moves outside of the area scope and do apprioprate actions for ongoing sessions and new sessions. However, alternative 3 cannot be applied to IDLE and Inactive state.
Alternative 4: The LocationFilter inside the QoE configuration file is used by the application for area handling. 
Alternative 4 is already specified in application layer, Application layer will check whether moving outside of area scope and determine to continue the ongoing session but not start new sessions if moving outside of area scope.
This alternative is agnostic AS configuration and situation, e.g. UE RRC state, different RAT type. Can achieve QoE session continuity based on UE checking. This should be baseline solution. Cell ID needs to be forwarded from AS layer to application layer. This option requires minimum standardization efforts.
Observation 7   Alternative 4 (configure area scope to UE in application layer) is already specified in application layer,is agnostic to AS configuration e.g. UE RRC state, different RAT type, and requires minimum standardization efforts with cell ID informed to application layer from AS layer.
Alternative 5: Network sends area scope to UE AS layer, and the UE AS layer checks whether UE moves outside of the area scope, and then indicates to application layer whenever UE moves outside or inside of the area scope. 
Alternative 5 is similar with alternative 4, and the area scope is sent to UE in AS layer, and AS layer checks whether UE moves outside of area scope and informs application layer. Application layer will continue the ongoing session but not start new sessions if moving outside of area scope.
For both alternative 4 and alternative 5, since UE is responsible to check whether moving outside of area scope, then they can be applied for IDLE and Inactive state.
One potential drawback for alternative 4 and alternative 5 is that they could increase the configuration signalling overhead if the area scope is too large, but since this QoE configuration is only provided once, RAN2 can discuss whether it can be acceptable.
Observation 8  Alternative 4 (configure area scope to UE in application layer)  and alternative 5 (configure area scope to UE in RRC layer) can also be applicable to IDLE and Inactive state.
Observation 9  Alternative 4 (configure area scope to UE in application layer)  and alternative 5 (configure area scope to UE in RRC layer) may increase configuration signalling overhead if the area scope is too large; but considering the area scope is only provided to UE once, RAN2 can discuss whether the overhead can be acceptable.
Alternative 6: alternative 4)+Network-based release (as current RAN3 agreed)
This alternative provides a combination of alternative 4 and network-based release mechanism. For those QoE configurations which require QoE session continuity, option 4) is applied and the MCE needs to configure area scope to UE application layer; for those QoE configurations which don’t requires QoE session continuity, network-based release can be applied and MCE provides area scope to RAN and RAN tracks UE. 
Observation 10  Alternative 6 provides MCE flexibility about ongoing session continuity requirement, and requires minimum standerdization efforts.
According to the above observations, in order to satisfy SA4 requirement in case that the requirement is confirmed in SA4, and in order not to break the QoE configurations, the QoE configuration can be kept in the UE and network (RAN/MCE) side when UE moves outside of area scope, and it can be up to RAN node on whether to release or keep the QoE configuration. 
It is more better to let the UE know whether it will move outside of the area scope and UE will perform apprioprite actions for the ongoing sessions and new sessions.
Proposal 10 QoE configuration can be kept in the UE and network side when UE moves outside of area scope, and it is up to network whether to release or keep the QoE configuration.
Proposal 11 UE should be notified whether to move outside of area scope.
There are two ways to notify UE whether moving outside of area scope: 
1) Send area scope to the UE by application layer or RRC layer, UE checks whether moving   
    outside of area scope.
2) RAN sends outside of area scope indication to UE during handover
Option 1) has the benefit that it can be applied to IDLE/Inactive state; but there could be a risk to increase configuration signalling overhead.
Option 2) relies on network track UE area scope, can save configuration signalling overhead, but it cannot applied to IDLE/Inactive state.
Proposal 12 RAN2 discusses which option of the following ones can be atopted to notify UE outside of area scope.
1) Send area scope to the UE by application layer or RRC layer, UE checks whether moving outside of area scope.
2) RAN sends outside of area scope indication to UE during handover
Proposal 13 Send LS to RAN3 and SA4.
2.4 	RAN visible QoE mobility
In last RAN2 meeting, the following agreements are achieved for legacy QoE moblity
Upper layers are informed of the release of the application layer measurements at RRCSetup (can be done if RRC setup is provided as a response to RRCresumerequest or RRC reestablishmentrequest).
At Resume with delta configuration the network indicates possible differences to the QoE configurations.
At mobility with fullConfig, upper layers are informed of the release of the application layer measurements if no measConfigAppLayerId is indicated by the network.

For RVQoE mobility, when the UE receives RRCSetup, UE should release all the configurations, this should also be applied to RVQoE configuration. Then application layer should be informed of release of RVQoE configurations at receiving RRCSetup.
For mobility with delta configuration, the network indicates possible differences to the legacy QoE configurations, this should be applied for RVQoE configurations.
For mobility with fullconfig, as current agreement for legacy QoE, gNB will only configure measConfigAppLayerId to the UE, and the UE reuses the stored QoE configuration for the received measConfigAppLayerId. For RVQoE, there could be two different handling as following. if only measConfigAppLayerId is configured to the UE, there could be two different UE behaviors as following,
- Alt1: Same as legacy QoE, that means that only measConfigAppLayerId is configured to the UE and UE resues the stored RVQoE configuration for the measConfigAppLayerId. With this alternative, the gNB cannot provide flexible RVQoE configuration during full configuration, e.g. release RVQoE configuration while keeping the legacy QoE configuration.
- Alt2: Same as today’s full configuration, UE should release all the stored RVQoE configuraitons, and gNB configures the RVQoE measurements explicitly.
Since RVQoE is generated by gNB, it should give gNB flexibility to configure RVQoE measurement. Then alternative 2 is preferred.
Proposal 14  The following mobility procedure could be applied to RAN visible QoE.
-  Upper layers are informed of the release of RVQoE measurements at RRCSetup during RRC re-establishment and RRC resume procedures.
-  At Resume with delta configuration the network indicates possible differences to the RVQoE configurations.
-  At mobility with fullConfig, RVQoE configurations should be explicitly provided to the UE. UE should release the stored RVQoE configurations.
3. Conclusion
This contribution discusses QoE configuration, reporting and mobility related issues, observations and proposals are provided as following.
For handover,
Proposal 1 Lossless handover for QoE data should be supported.
Proposal 2 RAN2 discusses the following two alternatives to support lossless handover for SRB4. And Alt 1 is preferred for easy standardization. 
· Alt 1: Apply current lossless handover mechanisms (i.e. retransmission, data forwarding, SN status transfer etc.) to SRB4.
· Alt 2: Introcude retransmission mechanism in RRC layer for SRB4.
Proposal 3 In case of RRC segmentation applied for MeasReportAppLayer message, the source gNB should forward the received RRC segments in RRC layer to the target gNB.
Proposal 4 UE should perform retansmission or transmission of unsuccessfully transmitted RRC segments of MeasReportAppLayer to the target gNB.
For RRC resume procedure,
Proposal 5 gNB should be able to pause all or resume part of QoE reporting during RRC resume.
For RRC re-establishment procedure,
Proposal 6 UE should keep QoE configurations when initiating RRC re-establishment procedure.
Proposal 7 Network can re-establish or resume QoE related context using RRC reconfiguration procedure after successful completion of the RRC re-establishment procedure. 
For area scope handling (this part depends on SA4 confirmation),
Observation 1	For one QoE configuration, there could be multiple QoE sessions initiated within one application layer.
Observation 2	Solution of RAN-released with session start/stop indication does not work for preventing another new sessions starting for the QoE configuration with ongoing session.
Observation 3  If UE informs the gNB whenever each QoE sesison starts or stop, a large signalling overhead will be cost considering mulitple QoE sessions running in the UE.
Observation 4	Alternative 2 (UE doesn’t release the measurements when receiving release command) violates the current release mechanism that UE is not expected to do anything during configuration release.
Observation 5	Alternative 2 (UE doesn’t release the measurements when receiving release command) cannot distinguish the different releases due to moving outside of the area scope and UE behavior is ambiguous when receiving QoE configuration release.
Observation 6	If one QoE configuration is released due to moving outside of area scope, the QoE configuration and corresponding area scope configuration is released in RAN and MCE. When the UE re-enters the area scope, it is unclear how the MCE reconfigure the QoE to the UE.
Observation 7  Alternative 4 (configure area scope to UE in application layer) is already specified in application layer,is agnostic to AS configuration e.g. UE RRC state, different RAT type, and requires minimum standardization efforts with cell ID informed to application layer from AS layer.
Observation 8  Alternative 4 (configure area scope to UE in application layer)  and alternative 5 (configure area scope to UE in RRC layer) can also be applicable to IDLE and Inactive state.
Observation 9  Alternative 4 (configure area scope to UE in application layer)  and alternative 5 (configure area scope to UE in RRC layer) may increase configuration signalling overhead if the area scope is too large; but considering the area scope is only provided to UE once, RAN2 can discuss whether the overhead can be acceptable.
Observation 10  Alternative 6 (Alternative 4+RAN release) provides MCE flexibility about ongoing session continuity requirement, and requires minimum standerdization efforts.
Proposal 8 RAN2 discusses whether to consider the case that multiple QoE sessions running for one QoE configuration.
Proposal 9 If considering multiple QoE sessions running for one QoE configuration, solution of RAN-released with session start/stop indication does not work and should not be atopted for area scope control.
Proposal 10 QoE configuration can be kept in the UE and network side when UE moves outside of area scope, and it is up to network whether to release or keep the QoE configuration.
Proposal 11 UE should be notified whether to move outside of area scope.
Proposal 12 RAN2 discusses which option of the following ones can be atopted to notify UE outside of area scope.
1) Send area scope to the UE by application layer or RRC layer, UE checks whether moving outside of area scope.
2) RAN sends outside of area scope indication to UE during handover.
Proposal 13 Send LS to RAN3 and SA4.
RVQoE mobility,
Proposal 14  The following mobility procedure could be applied to RAN visible QoE.
-  Upper layers are informed of the release of RVQoE measurements at RRCSetup during RRC re-establishment and RRC resume procedures.
-  At Resume with delta configuration the network indicates possible differences to the RVQoE configurations.
-  At mobility with fullConfig, RVQoE configurations should be explicitly provided to the UE. UE should release the stored RVQoE configurations.
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