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1. Overall Description:

RAN2 would like to thank RAN4 for the Reply LS to RAN2 on RLM/BFD relaxation for ePowSav. Based on further RAN4 progress, RAN2 discussed the signaling for RLM/BFD relaxation, and achieved the following agreements:
	· Keep the current configuration for serving cell quality criterion as per-serving cell basis in RRC specification. More specifically, this means that the goodServingCell threshold for BFD can be configured per serving cell, and for RLM can be configured per SpCell.


RAN2 would like to check with RAN4 whether you have any concern.

Besides, for low mobility criterion, RAN2 also made the following agreements:
	· For low mobility criterion, reuse the values of Rel-16 s-SearchDeltaP and t-SearchDeltaP for Rel-17 s-SearchDeltaP-Connected and t-SearchDeltaPConnected, respectively. 
· For the R17 low mobility criterion, the UE considers the relaxed measurement criterion is fulfilled only when the defined criterion formula is fulfilled for a period of TSearchDeltaP-Connected. (Assume this is consistent with RAN4 decisions).
· Capture TSearchDeltaP-Connected for low mobility criterion in RAN2 specification (as long as this does not contradict R4).


2. Actions:

To RAN WG4

RAN2 kindly request RAN4 to take the above information into account during the following work, and provide feedback, if any.

3. Date of Next RAN2 Meetings:

TSG-RAN WG2 #119 


August 15 – 26 2022




Electronic Meeting

TSG-RAN WG2 #119bis

October 10 – 19 2022



Electronic Meeting

