5

Class 0 issues
	Issue 
	ASN1?
Y/N
	Copied existing specification text.
Text should be unique, so that it can be easily found in the specification.
If needed, add also the new text.
	Comment/description/
correction
	Email address 
	Rapp

	4
	Y
	UEAssistanceInformation-v1700-IEs ::= SEQUENCE {
    ul-GapFR2-Preference-r17              UL-GapFR2-Preference-r17              OPTIONAL,
    musim-Assistance-r17                  MUSIM-Assistance-r17                  OPTIONAL,
    overheatingAssistance-r17             OverheatingAssistance-r17             OPTIONAL,
    maxBW-PreferenceFR2-2-r17             MaxBW-PreferenceFR2-2-r17             OPTIONAL,
    maxMIMO-LayerPreferenceFR2-2-r17      MaxMIMO-LayerPreferenceFR2-2-r17      OPTIONAL,
    minSchedulingOffsetPreferenceExt-r17  MinSchedulingOffsetPreferenceExt-r17  OPTIONAL,
    rlm-MeasRelaxationState-r17           BOOLEAN                               OPTIONAL,
    bfd-MeasRelaxationState-r17           BIT STRING (SIZE (32))                OPTIONAL,
    nonSDT-DataIndication-r17             SEQUENCE {
        resumeCause-r17                       ResumeCause                       OPTIONAL
    }                                                                           OPTIONAL,
    scg-DeactivationPreference            ENUMERATED { scgDeactivationPreferred, noPreferrence }    OPTIONAL,
    uplinkData-r17                        ENUMERATED { true }                   OPTIONAL,
    rrm-MeasRelaxationFulfilment-r17      BOOLEAN                               OPTIONAL,
    nonCriticalExtension                  SEQUENCE {}                           OPTIONAL
}
	The yellow should be replaced with "(maxNrofServingCells)"
	Mattias.a.bergstrom@ericsson.com
	OK

	44
	N
	In 6.3.1, SIB17:

SIB17-IEs-r17 ::=           SEQUENCE {
    trs-ResouceSetConfig-r17    SEQUENCE (SIZE (1..maxNrofTRS-ResourceSets-r17)) OF TRS-ResourceSet-r17        OPTIONAL,  -- Need R
    validityDuration-r17        ENUMERATED {t1, t2, t4, t8, t16, t32, t64, t128, t256, t512, spare6, spare5, spare4, spare3, spare2,
                                            spare1}                                                            OPTIONAL,  -- Need S
    lateNonCriticalExtension    OCTET STRING                                                                   OPTIONAL,
    ...
}

And in the field description table:
trs-ResouceSetConfig
RS configuration of TRS occasion(s) for idle/inactive UE(s), …
	Typo: “r” is missing to trs-ResouceSetConfig-r17:

SIB17-IEs-r17 ::=           SEQUENCE {
    trs-ResourceSetConfig-r17    SEQUENCE (SIZE (1..maxNrofTRS-ResourceSets-r17)) OF TRS-ResourceSet-r17        OPTIONAL,  -- Need R
    validityDuration-r17        ENUMERATED {t1, t2, t4, t8, t16, t32, t64, t128, t256, t512, spare6, spare5, spare4, spare3, spare2,
                                            spare1}                                                            OPTIONAL,  -- Need S
    lateNonCriticalExtension    OCTET STRING                                                                   OPTIONAL,
    ...
}
And in the field description table:
trs-ResourceSetConfig
RS configuration of TRS occasion(s) for idle/inactive UE(s),
	pierrebertrand@catt.cn
	OK

	45
	N
	In 6.3.1, field description of SIB17:

trs-ResouceSetConfig
RS configuration of TRS occasion(s) for idle/inactive UE(s), in terms of a list of N>=1 NZP TRS resource set(s). The maximum number of TRS resource sets configured by higher layer is 64. If a TRS resource is configured, the L1 based availability indication is always enabled based on that configuration. A UE which acquired SIB-X with a TRS configuration but did not yet receive an associated L1-based availability indication considers the configured TRS as unavailable.
	The font color of the last sentence needs to be updated.
	pierrebertrand@catt.cn
	Already updated

	46
	N
	In 6.3.1, field descriptions of SIB17:
TRS-ResourceSet
Common configuration parameters for the TRS resource set.
	We don’t need to add the field description for TRS-ResourceSet as it is an IE, not a field. It should be removed.
	pierrebertrand@catt.cn
	OK

	47
	N
	In 6.3.2, field descriptions of SCellConfig:
goodServingCellEvaluationBFD
Indicates the criterion for a UE to detect the good serving cell quality for BFD relaxation in an SCell in RRC_CONNECTED.
	Typo. Change as follows:
goodServingCellEvaluationBFD
Indicates the criterion for a UE to detect the good serving cell quality for BFD relaxation in an SCell in RRC_CONNECTED.
	pierrebertrand@catt.cn
	OK

	48
	N
	In 6.3.2, some typos in PEI-Config field descriptions.
firstPDCCH-MonitoringOccasionOfPEI-O
Offset, in number of symbols, from the start of the reference frame for PEI-O to the start of the first PDCCH monitoring occasion of PEI-O, see TS 38.213 [13], clause 10.4A. For the case po-NumPerPEI is smaller than Ns, UE applies the (floor(i_s/poNumPerPEI)+1)-th value out of (N_s/po-NumPerPEI)  configured values in firstPDCCH-MonitoringOccasionOfPEI-O for the symbol-level offset. When po-NumPerPEI is one or mutliple of Ns, UE applies the first configured value in firstPDCCH-MonitoringOccasionOfPEI-O for the symbol-level offset.

pei-SearchSpace
ID of dedicated search space for PEI. It can be configured to one of up to 4 common SS sets configured by commonSearchSpaceList with SearchSpaceId > 0. The CCE aggregation levels and maximum number of PDCCH candidates per CCE aggregation level follows Table 10.1-1 of TS38.213 [13]. SearchSpaceId = 0 can be configured for the case of SS/PBCH block and CORESET multiplexing pattern 2 or 3.

po-NumPerPEI
The number of PO(s) associated with one PEI monitoring occation. It is a factor of N x Ns (total PO number in a paging cycle). The Maximum number of PF associated with one PEI monitoring occation is up to 2. The number of PO mapping to one PEI should be multiple of Ns when po-NumPerPEI is larger than Ns.

	Extra space character, italics fonts, etc. Change as follows:
firstPDCCH-MonitoringOccasionOfPEI-O
Offset, in number of symbols, from the start of the reference frame for PEI-O to the start of the first PDCCH monitoring occasion of PEI-O, see TS 38.213 [13], clause 10.4A. For the case po-NumPerPEI is smaller than Ns, UE applies the (floor(i_s/poNumPerPEI)+1)-th value out of (N_s/po-NumPerPEI) configured values in firstPDCCH-MonitoringOccasionOfPEI-O for the symbol-level offset. When po-NumPerPEI is one or mutliple of Ns, UE applies the first configured value in firstPDCCH-MonitoringOccasionOfPEI-O for the symbol-level offset.

pei-SearchSpace
ID of dedicated search space for PEI. It can be configured to one of up to 4 common SS sets configured by commonSearchSpaceList with SearchSpaceId > 0. The CCE aggregation levels and maximum number of PDCCH candidates per CCE aggregation level follows Table 10.1-1 of TS38.213 [13]. SearchSpaceId = 0 can be configured for the case of SS/PBCH block and CORESET multiplexing pattern 2 or 3.

po-NumPerPEI
The number of PO(s) associated with one PEI monitoring occation. It is a factor of N x Ns (total PO number in a paging cycle). The Maximum number of PF associated with one PEI monitoring occation is up to 2. The number of PO mapping to one PEI should be multiple of Ns when po-NumPerPEI is larger than Ns.

	pierrebertrand@catt.cn
	OK

	[bookmark: _GoBack]49
	Y
	In 6.3.2, typo in the IE SearchSpace

[[
            dci-Format2-7-r17                       SEQUENCE {
                nrofCandidates-PEI-r17                  SEQUENCE {
                    aggregationLevel4-r17                   ENUMERATED {n0, n1, n2, n3, n4}             OPTIONAL,   -- Need R
                    aggregationLevel8-r17                   ENUMERATED {n0,n1, n2}                      OPTIONAL,   -- Need R
                    aggregationLevel16-r17                  ENUMERATED {n0, n1}                         OPTIONAL    -- Need R
                },
                ...
            }                                                                                           OPTIONAL    -- Need R
            ]]
	[[
            dci-Format2-7-r17                       SEQUENCE {
                nrofCandidates-PEI-r17                  SEQUENCE {
                    aggregationLevel4-r17                   ENUMERATED {n0, n1, n2, n3, n4}             OPTIONAL,   -- Need R
                    aggregationLevel8-r17                   ENUMERATED {n0, n1, n2}                      OPTIONAL,   -- Need R
                    aggregationLevel16-r17                  ENUMERATED {n0, n1}                         OPTIONAL    -- Need R
                },
                ...
            }                                                                                           OPTIONAL    -- Need R
            ]]
	pierrebertrand@catt.cn
	OK

	50
	Y
	In 6.3.2, SI-SchedulingInfo IE:

SIB-TypeInfo-v1700 ::=              SEQUENCE {
    sibType-r17                         CHOICE {
        type1-r17                           ENUMERATED {sibType15, sibType16, sibType17, sibType18, sibType19, sibType20, sibType21,...},
        type2-r17                           SEQUENCE {
            posSibType-r17                      ENUMERATED {posSibType1-9, posSibType1-10, posSibType2-24, posSibType2-25, posSibType6-4, posSibType6-5, posSibType6-6,...},
            encrypted-r17                       ENUMERATED { true }                                     OPTIONAL, -- Need R
            gnss-id-r17                         GNSS-ID-r16                                             OPTIONAL, -- Need R
            sbas-id-r17                         SBAS-ID-r16                                             OPTIONAL  -- Need R
        }
    },
    valueTag-r17                            INTEGER (0..31)                                             OPTIONAL, -- Cond SIB-TYPE-POS
    areaScope-r17                           ENUMERATED {true}                                           OPTIONAL  -- Need S
}

	Suffix is missing:

SIB-TypeInfo-v1700 ::=              SEQUENCE {
    sibType-r17                         CHOICE {
        type1-r17                           ENUMERATED {sibType15-v1700, sibType16-v1700, sibType17-v1700, sibType18-v1700, sibType19-v1700, sibType20-v1700, sibType21,...},
        type2-r17                           SEQUENCE {
            posSibType-r17                      ENUMERATED {posSibType1-9, posSibType1-10, posSibType2-24, posSibType2-25, posSibType6-4, posSibType6-5, posSibType6-6,...},
            encrypted-r17                       ENUMERATED { true }                                     OPTIONAL, -- Need R
            gnss-id-r17                         GNSS-ID-r16                                             OPTIONAL, -- Need R
            sbas-id-r17                         SBAS-ID-r16                                             OPTIONAL  -- Need R
        }
    },
    valueTag-r17                            INTEGER (0..31)                                             OPTIONAL, -- Cond SIB-TYPE-POS
    areaScope-r17                           ENUMERATED {true}                                           OPTIONAL  -- Need S
}

[Lenovo] No suffices are needed for the values since type1-r17 is a new R17 field.
	pierrebertrand@catt.cn
	No

	51
	N
	In 6.3.4, OtherConfig field description:
bfd-RelaxationReportingConfig
Configuration for the UE to report the relaxation state of BDF measurements.
	Typo: BDF -> BFD
bfd-RelaxationReportingConfig
Configuration for the UE to report the relaxation state of BFD measurements.
	pierrebertrand@catt.cn
	OK

	70
	No
	In 6.3.1

periodicityAndOffset
The periodicity and slot offset (slot) for periodicTRS. It is used to determine the location of the first slot of TRS resource set. The periodicity value slots10 corresponds to 10 slots, value slots20 corresponds to 20 slots, and so on.
	Missing a space.

Change to: periodic TRS
	Liyanhua1@xiaomi.com
	OK

	71
	Y
	In 6.3.2
CellGroupConfig
-- Serving cell specific MAC and PHY parameters for a SpCell:
SpCellConfig ::=                        SEQUENCE {
    servCellIndex                       ServCellIndex                                               OPTIONAL,   -- Cond SCG
    reconfigurationWithSync             ReconfigurationWithSync                                     OPTIONAL,   -- Cond ReconfWithSync
    rlf-TimersAndConstants              SetupRelease { RLF-TimersAndConstants }                     OPTIONAL,   -- Need M
    rlmInSyncOutOfSyncThreshold         ENUMERATED {n1}                                             OPTIONAL,   -- Need S
    spCellConfigDedicated               ServingCellConfig                                           OPTIONAL,   -- Need M
    ...,
    [[
    lowMobilityEvaluationConnected-r17  SEQUENCE {
        s-SearchDeltaP-Connected-r17        ENUMERATED {ffs},
        t-SearchDeltaP-Connected-r17        ENUMERATED {ffs}
    }                                                                                               OPTIONAL,   -- Need R
    goodServingCellEvaluationRLM-r17    GoodServingCellEvaluation-r17                               OPTIONAL,   -- Need R
    goodServingCellEvaluationBFD-r17    GoodServingCellEvaluation-r17                               OPTIONAL,   -- Need R
    deactivatedSCG-Config-r17           SetupRelease { DeactivatedSCG-Config-r17 }                  OPTIONAL    -- Need M
    ]]
}


	Suggest to remove ‘,’
	Liyanhua1@xiaomi.com
	No

	72
	N
	In 6.3.2
SCellConfig field descriptions

goodServingCellEvaluationBFD
Indicates the criterion for a UE to detect the good serving cell quality for BFD relaxation in an SCell in RRC_CONNECTED.
	A typo
Change to “a”
	Liyanhua1@xiaomi.com
	No (“an SCell” is broadly used in RRC)

	73
	N
	In 6.3.2
SpCellConfig field descriptions 

lowMobilityEvaluationConnected
Indicates the criterion for a UE to detect low mobility in RRC_CONNECTED in an SpCell. The s-SearchDeltaP-Connected is the parameter "SSearchDeltaP-connected". And the t-SearchDeltaP-Connected is the parameter " TSearchDeltaP-Connected". Low mobility criterion is configured in NR Pcell for the case of NR SA/ NR CA/ NE-DC/NR-DC, and in the NR PSCell for the case of EN-DC.
	A typo
Change to “a”
	Liyanhua1@xiaomi.com
	No (“an SpCell is broadly used in RRC)

	251
	Y
	trs-ResouceSetConfig
[bookmark: _Hlk99794454]RS configuration of TRS occasion(s) for idle/inactive UE(s), in terms of a list of N>=1 NZP TRS resource set(s). The maximum number of TRS resource sets configured by higher layer is 64. If a TRS resource is configured, the L1 based availability indication is always enabled based on that configuration. A UE which acquired SIB-X with a TRS configuration but did not yet receive an associated L1-based availability indication considers the configured TRS as unavailable.
	Replace SIB-X with SIB 17
	david.lecompte@huawei.com
	OK

	252
	Y
	SpCellConfig field descriptions

lowMobilityEvaluationConnected
Indicates the criterion for a UE to detect low mobility in RRC_CONNECTED in an SpCell. The s-SearchDeltaP-Connected is the parameter "SSearchDeltaP-connected". And the t-SearchDeltaP-Connected is the parameter " TSearchDeltaP-Connected". Low mobility criterion is configured in NR Pcell for the case of NR SA/ NR CA/ NE-DC/NR-DC, and in the NR PSCell for the case of EN-DC.
	Remove space between " and T
	david.lecompte@huawei.com
	OK

	253
	Y
	SubgroupConfig field descriptions

subgroupsNumPerPO
Total number of subgroups per Paging Occasion (PO) for UE to read subgroups indication from physical-layer signaling The field represents the sum of CN-assigned and UEID-based subgroups supported by the network.
	Missing full stop between "signaling" and "The"
	david.lecompte@huawei.com
	OK

	254
	Y
	SubgroupConfig field descriptions

subgroupsNumForUEID
Number of subgroups per Paging Occasion (PO) for UE to read subgroups indication from physical-layer signaling, for UEID-based subgrouping method. When present, the field is set to an integer smaller than or equal to subgroupsNumPerPOs. subgroupsNumPerPO equals to subgroupsNumForUEID when the network does not support CN-assigned subgrouping. The field is absent when the network does not support UEID-based subgrouping. Both this field and subgroupsNumPerPO are equal to 1 when the network does not support subgrouping.
	s to be deleted in field name: subgroupsNumPerPOs -> subgroupsNumPerPO
	david.lecompte@huawei.com
	OK

	255
	Y
	PDCCH-Config field descriptions

pdcch-SkippingDurationList
The UE can be configured to be indicated by DCI a value of X (i.e., skipping duration), in units of slots, among at most 3 multiple RRC configured values by scheduling DCIs indicating PDCCH schedules data.
	Remove "multiple" (shown in red)
	david.lecompte@huawei.com
	OK

	326
	N
	firstPDCCH-MonitoringOccasionOfPEI-O
Offset, in number of symbols, from the start of the reference frame for PEI-O to the start of the first PDCCH monitoring occasion of PEI-O, see TS 38.213 [13], clause 10.4A. For the case po-NumPerPEI is smaller than Ns, UE applies the (floor(i_s/poNumPerPEI)+1)-th value out of (N_s/po-NumPerPEI)  configured values in firstPDCCH-MonitoringOccasionOfPEI-O for the symbol-level offset. When po-NumPerPEI is one or mutliple of Ns, UE applies the first configured value in firstPDCCH-MonitoringOccasionOfPEI-O for the symbol-level offset.
	Typo. Change to “multiple”
	Vinay Kumar Shrivastava
<shrivastava@samsung.com>
	OK

	402
	N
	[bookmark: _Toc60776785][bookmark: _Toc90650657]5.3.5.9	Other configuration
1>	if the received otherConfig includes the rlm-RelaxationReportingConfig:
2>	if rlm-RelaxationReportingConfig is set to setup:
3>	consider itself to be configured to report the relaxation state of RLM measurements with 5.7.4;
2>	else:
3>	consider itself not to be configured to report the relaxation state of RLM measurements;
1>	if the received otherConfig includes the bfd-RelaxationReportingConfig:
2>	if bfd-RelaxationReportingConfig is set to setup:
3>	consider itself to be configured to report the relaxation state of BFD measurements with 5.7.4;
2>	else:
3>	consider itself not to be configured to report the relaxation state of BFD measurements;

	1>	if the received otherConfig includes the rlm-RelaxationReportingConfig:
2>	if rlm-RelaxationReportingConfig is set to setup:
3>	consider itself to be configured to report the relaxation state of RLM measurements in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to report the relaxation state of RLM measurements;
1>	if the received otherConfig includes the bfd-RelaxationReportingConfig:
2>	if bfd-RelaxationReportingConfig is set to setup:
3>	consider itself to be configured to report the relaxation state of BFD measurements in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to report the relaxation state of BFD measurements;

	Chenli5g@vivo.com
	OK

	403
	Y
	po-NumPerPEI
The number of PO(s) associated with one PEI monitoring occation. It is a factor of N x Ns (total PO number in a paging cycle). The Maximum number of PF associated with one PEI monitoring occation is up to 2. The number of PO mapping to one PEI should be multiple of Ns when po-NumPerPEI is larger than Ns.
	po-NumPerPEI
The number of PO(s) associated with one PEI monitoring occasion. It is a factor of N x Ns (total PO number in a paging cycle). The Maximum number of PF associated with one PEI monitoring occasion is up to 2. The number of PO mapping to one PEI should be multiple of Ns when po-NumPerPEI is larger than Ns.
	Chenli5g@vivo.com
	OK

	404
	Y
	validityDuration
The valid time duration at least for a paging PDCCH based L1 availability indication, time unit is one default paging cycle. When the validity duration is not configured, UE assumes a default time duration to be 2 default paging cycle(s).
	validityDuration
The valid time duration at least for a paging PDCCH based L1 availability indication, time unit is one default paging cycle. When the validity duration is not configured, UE assumes a default time duration to be 2 default paging cycle(s).
	Chenli5g@vivo.com
	OK

	436
	Y
	SIB17-r17:
The naming format of SIB17-IEs-r17 is not correct, should be „-r17-IEs“.
	Correct “SIB17-IEs-r17” to “SIB17-r17-IEs”
	hchoi5@lenovo.com
	Ok to change. But the similar issue exists in SIB12 too.

	463
	N
	SIB17 field descriptions
validityDuration
The valid time duration at least for a paging PDCCH based L1 availability indication, time unit is one default paging cycle. When the validity duration is not configured, UE assumes a default time duration to be 2 default paging cycle(s).
	The text "When the validity duration is not configured" should actually represent the case where the field is absent, instead of whether the UE is configured or not. 

validityDuration
The valid time duration at least for a paging PDCCH based L1 availability indication, time unit is one default paging cycle. When the validity duration is not configured field is absent, UE assumes a default time duration to be 2 default paging cycle(s).

In addition, the need code of the field can be Need R instead of Need S.
    validityDuration-r17        ENUMERATED {t1, t2, t4, t8, t16, t32, t64, t128, t256, t512, spare6, spare5, spare4, spare3, spare2,
                                            spare1}                                                            OPTIONAL,  -- Need SR

	uphuyal@qti.qualcomm.com
	This is not so editorial.
OK with the first change, not OK with the 2nd change (since the UE behaviour is specified)

	465
	N
	SCellConfig field descriptions

goodServingCellEvaluationBFD
Indicates the criterion for a UE to detect the good serving cell quality for BFD relaxation in an SCell in RRC_CONNECTED.
	Change “Indicates” to “Indicates”
Change “an” to “a”
	lihaitao@oppo.com
	OK with 1st change which was already spotted by Editorial #47. Not OK with 2nd change. (see also Editorial #72/73). 

	466
	N
	SpCellConfig field descriptions

lowMobilityEvaluationConnected
Indicates the criterion for a UE to detect low mobility in RRC_CONNECTED in an SpCell. The s-SearchDeltaP-Connected is the parameter "SSearchDeltaP-connected". And the t-SearchDeltaP-Connected is the parameter " TSearchDeltaP-Connected". Low mobility criterion is configured in NR Pcell for the case of NR SA/ NR CA/ NE-DC/NR-DC, and in the NR PSCell for the case of EN-DC.
	Change “Pcell” to “PCell”
	lihaitao@oppo.com
	OK

	467
	N
	SearchSpace field descriptions

searchSpaceGroupIdList
List of search space group IDs which the search space is associated with. The network configures at most 2 search space groups per BWP where the group ID is either 0 or 1. If searchSpaceGroupIdList (i.e. without suffix) is included. The network configures at most 3 search space groups per BWP where the group ID is either 0, 1 or 2 if searchSpaceGroupIdList-r17 is included. And if searchSpaceGroupIdList-r17 is included, searchSpaceGroupIdList (i.e. without suffix) is ignored.
	searchSpaceGroupIdList
List of search space group IDs which the search space is associated with. The network configures at most 2 search space groups per BWP where the group ID is either 0 or 1 if searchSpaceGroupIdList (i.e. without suffix) is included. The network configures at most 3 search space groups per BWP where the group ID is either 0, 1 or 2 if searchSpaceGroupIdList-r17 is included. And if searchSpaceGroupIdList-r17 is included, searchSpaceGroupIdList (i.e. without suffix) is ignored.
	lihaitao@oppo.com
	OK
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