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1. Overall Description:

A major point to clarify concerns the latency requirement for the location verification procedure. Indeed, some positioning methods are based on measurement sampling over time. As an order of magnitude, a LEO satellite is visible from 5 to 20 min.

According to RAN2 offline discussions, the TR 38.882 is not clear about the requirements “The solution should not impact significantly the latency of the targeted services nor infringe privacy requirements that apply to the UE location.”

•	Is there any constraint on the latency (trigger to result) of the verification procedure?
•	Can the verification procedure be run independently from the targeted services (e.g. in parallel to prevent any set-up delay)?

2. Actions:
[bookmark: _Hlk46227635]To SA1; SA2
Cc RAN1; RAN3; RAN
[bookmark: _GoBack]ACTION:	RAN2 would like to request SA1/SA2 some clarifications on the following TR recommendation: "The solution should not impact significantly the latency of the targeted services nor infringe privacy requirements that apply to the UE location.” :
•	Is there any constraint on the latency (trigger to result) of the verification procedure?
•	Can the verification procedure be run independently from the targeted services (e.g. in parallel to prevent any set-up delay)?


3. Date of Next RAN2 Meetings:
TSG-RAN WG2#120                                November 14th – 18th, 2022	Toulouse, FRANCE 
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