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	Reason for change:
	In the IE NR-Multi-RTT-ProvideLocationInformation, there are two field “NR-Multi-RTT-SignalMeasurementInformation-r16” and “nr-Multi-RTT-SignalMeasurementInstances-r17”. The second field is introduced in R17 for multiple instances measurement reporting, aka, batch reporting. 
In the current specification, there is no field discription to clarify whether the two fields can be present or not at the same time. 

	
	

	Summary of change:
	Add the field discription to clarify that the field of nr-Multi-RTT-SignalMeasurementInstances-r17 is optionally present if the field nr-Multi-RTT-SignalMeasurementInformation-r16 is absent; otherwise it is not present .

Impact analysis
Impacted 5G architecture options:
NR Standalone, NE-DC, NR-DC

Impacted functionality:
Multi-RTT, Batch reporting

[bookmark: OLE_LINK7][bookmark: OLE_LINK8]Inter-operability: 
If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.
If the network is implemented according to this CR while the UE is not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	The UE may report unnecessary measurement results
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The IE NR-Multi-RTT-ProvideLocationInformation is used by the target device to provide NR Multi-RTT location measurements to the location server. It may also be used to provide NR Multi-RTT positioning specific error reason.
-- ASN1START

NR-Multi-RTT-ProvideLocationInformation-r16 ::= SEQUENCE {
	nr-Multi-RTT-SignalMeasurementInformation-r16
											NR-Multi-RTT-SignalMeasurementInformation-r16
																					OPTIONAL,
	nr-Multi-RTT-Error-r16					NR-Multi-RTT-Error-r16					OPTIONAL,
	...,
	[[
[bookmark: OLE_LINK35][bookmark: OLE_LINK32]	nr-Multi-RTT-SignalMeasurementInstances-r17
											SEQUENCE (SIZE (1..maxMeasInstances-r17)) OF
												NR-Multi-RTT-SignalMeasurementInformation-r16
																					OPTIONAL	--Cond batchUEA
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	batchUEA
	The field is optionally present if the field nr-Multi-RTT-SignalMeasurementInformation is absent; otherwise it is not present.
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