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[bookmark: _Toc12750874][bookmark: _Toc29382238][bookmark: _Toc37093355][bookmark: _Toc37238631][bookmark: _Toc37238745][bookmark: _Toc46488640][bookmark: _Toc52574061][bookmark: _Toc52574147][bookmark: _Toc139146769]2	References
<<<<<<<<<<<skipped>>>>>>>>>>>>>
[35]	3GPP TS 38.104: "NR; Base Station (BS) radio transmission and reception".
[x]	3GPP TS 23.256: "Support of Uncrewed Aerial Systems (UAS) connectivity, identification and tracking; Stage 2".
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[bookmark: _Toc12750905][bookmark: _Toc29382270][bookmark: _Toc37093387][bookmark: _Toc37238663][bookmark: _Toc37238777][bookmark: _Toc46488674][bookmark: _Toc52574095][bookmark: _Toc52574181][bookmark: _Toc139146807]4.2.9	MeasAndMobParameters
Editor’s note: once agreed, the following parameters needs to be implemented on top of the existing ones in 4.2.9 in alphabethical order.

	[bookmark: _Hlk146377212]Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2 DIFF

	[bookmark: _Hlk146619639]height-meas-r18
This field defines whether the UE supports height-based measurement reporting as specified in TS 38.331 [9]. It is mandatory to support this feature for UEs which have Aerial UE subscription as defined in TS 23.256 [x].
	UE
	Yes
	No
	No

	height- dependent-configurations- r18
This field defines whether the UE supports height-dependent measurement configurations as specified in TS 38.331 [9]. It is mandatory to support this feature for UEs which have Aerial UE subscription as defined in TS 23.256 [x].
	UE
	Yes
	No
	No

	multipleCellsMeasExtension-r18
This field defines whether the UE supports measurement reporting triggered based on a number of cells.
	UE
	No
	No
	No

	flightPathPlan-r18
This field defines whether the UE supports reporting/updating of the flight path plan and its update through the procedure defined in TS 38.331 [9]. 
	UE
	No
	No
	No



Editor’s note: The height-meas-r18 is used for event Hx and the height-dependent-configurations-r18 is used for event Ax + Hx, height-dependent SSB-ToMeasure and height-dependent NumberOfTriggeringCells.
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[bookmark: _Toc46488696][bookmark: _Toc52574117][bookmark: _Toc52574203][bookmark: _Toc139146830]4.2.16.1	Sidelink Parameters in NR
[bookmark: _Toc146751337][bookmark: _Toc46488697][bookmark: _Toc52574118][bookmark: _Toc52574204][bookmark: _Toc139146831]4.2.16.1.1	Sidelink General Parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2
DIFF

	accessStratumReleaseSidelink-r16
Indicates the access stratum release for NR sidelink communication the UE supports as specified in TS 38.331 [9].
	UE
	Yes
	No
	No

	relayUE-Operation-L2-r17
Indicates whether NR L2 sidelink relay UE operation is supported by the UE.
	UE
	No
	No
	No

	remoteUE-Operation-L2-r17
Indicates whether NR L2 sidelink remote UE operation is supported by the UE. 
	UE
	No
	No
	No

	remoteUE-PathSwitchToIdleInactiveRelay-r17
Indicates whether L2 sidelink remote UE supports direct to indirect path switch with target relay in RRC_IDLE or RRC_INACTIVE state.
	UE
	No
	No
	No

	sl-A2X-Service-r18
This field defines whether the UE supports dedicated resource pool for A2X service as specified in TS 38.331 [9].
	UE
	No
	No
	No
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