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	Reason for change:
	At RAN2#123bis meeting, RAN2 agreed to capture the following in TS 38.331:
The measurements to be reset during the measurement object modification procedure are measurements other than the UL PDCP (excess) packet delay.

The background is that for the UL PDCP packet delay measurement and excess packet delay measurement, the current measurements performing procedure defines that the UE should ignore the associated measurement object since the SSB/CSI-RS reference signals defined in the measurement object configuration are not used in the delay measurements. Instead, the UE uses the target DRB related configuration in the associated report configuration.
However, according to the measurement object modification procedure, the UE will reset all associated measurements if the corresponding measurement object is modified, regardless of whether the measurement is the PDCP delay measurement. 
This behaviour results in unnecessary reset and report for the PDCP delay measurements, which causes not only additional reporting signalling overhead, but also extra UE power consumption.
Therefore, RAN2 agreed on the above enhancement to solve this issue.

	
	

	Summary of change:
	Clarify in 5.5.2.5 that if the UE supports Uplink PDCP delay measurements upon MO update, the measurements to be reset during the measurement object modification procedure are measurements other than the UL PDCP (excess) packet delay measurement.
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	Consequences if not approved:
	The UL PDCP (excess) packet delay measurement is reset unnecessarily during the measurement object modification procedure, resulting in extra signalling overhead and UE power consumption.
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[bookmark: _Toc60776872][bookmark: _Toc146780848]5.5.2.5	Measurement object addition/modification
The UE shall:
1>	for each measObjectId included in the received measObjectToAddModList:
2>	if an entry with the matching measObjectId exists in the measObjectList within the VarMeasConfig, for this entry:
3>	reconfigure the entry with the value received for this measObject, except for the fields cellsToAddModList, excludedCellsToAddModList, allowedCellsToAddModList, cellsToRemoveList, excludedCellsToRemoveList, allowedCellsToRemoveList, tx-PoolMeasToRemoveList, tx-PoolMeasToAddModList, ssb-PositionQCL-CellsToRemoveList, ssb-PositionQCL-CellsToAddModList, cca-CellsToRemoveList, and cca-CellsToAddModList;
3>	if the received measObject includes the cellsToRemoveList:
4>	for each physCellId included in the cellsToRemoveList:
5>	remove the entry with the matching physCellId from the cellsToAddModList;
3>	if the received measObject includes the cellsToAddModList:
4>	for each physCellId value included in the cellsToAddModList:
5>	if an entry with the matching physCellId exists in the cellsToAddModList:
6>	replace the entry with the value received for this physCellId;
5>	else:
6>	add a new entry for the received physCellId to the cellsToAddModList;
3>	if the received measObject includes the excludedCellsToRemoveList:
4>	for each pci-RangeIndex included in the excludedCellsToRemoveList:
5>	remove the entry with the matching pci-RangeIndex from the excludedCellsToAddModList;
NOTE 1:	For each pci-RangeIndex included in the excludedCellsToRemoveList that concerns overlapping ranges of cells, a cell is removed from the exclude-list of cells only if all PCI ranges containing it are removed.
3>	if the received measObject includes the excludedCellsToAddModList:
4>	for each pci-RangeIndex included in the excludedCellsToAddModList:
5>	if an entry with the matching pci-RangeIndex is included in the excludedCellsToAddModList:
6>	replace the entry with the value received for this pci-RangeIndex;
5>	else:
6>	add a new entry for the received pci-RangeIndex to the excludedCellsToAddModList;
3>	if the received measObject includes the allowedCellsToRemoveList:
4>	for each pci-RangeIndex included in the allowedCellsToRemoveList:
5>	remove the entry with the matching pci-RangeIndex from the allowedCellsToAddModList;
NOTE2:	For each pci-RangeIndex included in the allowedCellsToRemoveList that concerns overlapping ranges of cells, a cell is removed from the allow-list of cells only if all PCI ranges containing it are removed.
3>	if the received measObject includes the allowedCellsToAddModList:
4>	for each pci-RangeIndex included in the allowedCellsToAddModList:
5>	if an entry with the matching pci-RangeIndex is included in the allowedCellsToAddModList:
6>	replace the entry with the value received for this pci-RangeIndex;
5>	else:
6>	add a new entry for the received pci-RangeIndex to the allowedCellsToAddModList
3>	for each measId associated with this measObjectId in the measIdList within the VarMeasConfig, if any:
4>	if the UE supports Uplink PDCP delay measurements upon MO update and if the corresponding reportConfig does not include ul-DelayValueConfig or ul-ExcessDelayConfig:
45>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
45>	stop the periodical reporting timer or timer T321 or timer T322, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;
3>	if the received measObject includes the tx-PoolMeasToRemoveList:
4>	for each transmission resource pool indicated in tx-PoolMeasToRemoveList:
5>	remove the entry with the matching identity of the transmission resource pool from the tx-PoolMeasToAddModList;
3>	if the received measObject includes the tx-PoolMeasToAddModList:
4>	for each transmission resource pool indicated in tx-PoolMeasToAddModList:
5>	if an entry with the matching identity of the transmission resource pool exists in the tx-PoolMeasToAddModList:
6>	replace the entry with the value received for this transmission resource pool;
5>	else:
6>	add a new entry for the received identity of the transmission resource pool to the tx-PoolMeasToAddModList;
3>	if the received measObject includes the ssb-PositionQCL-CellsToRemoveList:
4>	for each physCellId included in the ssb-PositionQCL-CellsToRemoveList:
5>	remove the entry with the matching physCellId from the ssb-PositionQCL-CellsToAddModList;
3>	if the received measObject includes the ssb-PositionQCL-CellsToAddModList:
4>	for each physCellId included in the ssb-PositionQCL-CellsToAddModList:
5>	if an entry with the matching physCellId exists in the ssb-PositionQCL-CellsToAddModList:
6>	replace the entry with the value received for this physCellId;
5>	else:
6>	add a new entry for the received physCellId to the ssb-PositionQCL-CellsToAddModList;
3>	if the received measObject includes the cca-CellsToRemoveList:
4>	for each physCellId included in the cca-CellsToRemoveList:
5>	remove the entry with the matching physCellId from the cca-CellsToAddModList;
3>	if the received measObject includes the cca-CellsToAddModList:
4>	for each physCellId included in the cca-CellsToAddModList:
5>	if an entry with the matching physCellId exists in the cca-CellsToAddModList:
6>	replace the entry with the value received for this physCellId;
5>	else:
6>	add a new entry for the received physCellId to the cca-CellsToAddModList;
2>	else:
3>	add a new entry for the received measObject to the measObjectList within VarMeasConfig.
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