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1 Introduction

This is for the summary of [AT124][111][V2X/SL] RRC details (OPPO).
2 Conclusion
Proposal 1 Upper layer indicate Tx profile per-flow. 

Proposal 2 Send LS to SA2 and CT1 to inform RAN2 decision on granularity of Tx Profile to AS-layer.

Proposal 3 The “legacy single carrier” in the NR SL CA context is the SL carrier configured by sl-FreqInfoList-r16/sl-FreqInfoToAddModList-r16. 

Proposal 4 For STCH in SL unicast, an RRC_IDLE/INACTIVE/OoC UE use PDCP duplication, in case the SL-DRB is configured with PDCP duplication in SIB/pre-configuration, and if peer UE’s capability supports it. How to capture that can be up to running-CR discussion.
Proposal 5 Rely on clause 16.9.Y of the Stage 2 TS 38.300 CR to clarify that “the additional frequency list for sidelink CA operation is only used for V2X case in this release”.
Proposal 6 Confirm trigger condition in running CR for QoS flow to carrier mapping information reporting, but remove “sl-FreqInfoList/”.
Proposal 7 If at least one QoS flow having Tx profile with value set to backwards compatible is mapped to the radio bearer, legacy carrier is used for transmission for this radio bearer, for RRC_IDLE/RRC_INACTIVE/OOC case. How to capture that is up to running-CR discussion. 
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