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	Reason for change:
	Introducing UE capabilities for NR QoE management and optimizations for diverse services to 38.331

	
	

	Summary of change:
	The following agreements related to UE capabilities for Rel-18 QoE enhancement are added:
In RAN2#123:
· Introduce a UE capability indicating whether UE can perform MBS QoE in RRC_IDLE and RRC_INACTIVE. FFS whether the same capability can be used for MBS QoE in RRC_CONNECTED.
· Introduce a UE capability for the supported buffer size. It is conditionally mandatory if UE supports MBS QoE. The range is from 64 kB to 1024 kB (exact values can be discussed in RRC running CR discussion). FFS whether this is shared or additional to the Rel-17 buffer size requirement.
In RAN2#123bis:
· For non-RedCap UE, minimum memory requirement for IDLE/INACTIVE reports is 64KB. This memory is in addition to 64KB used for QoE report storage during pause.
· Introduce an optional UE capability indicates whether UE supports 128, 256, 512 and 1024KB buffer size.
· Introduce UE capability of supporting QoE configuration in NR-DC framework with radio access capability parameter.
· Introduce UE capability of supporting SRB5 for QoE reporting with radio access capability parameters.
In RAN2#124:
· Priority-based QoE report discarding is an optional UE capability with UE capability signaling. It applies to both reports stored in IDLE/INACTIVE and in RRC CONNECTED during QoE pause.
· Reuse the segmentation capability from Rel-17 QoE also for segmentation over SRB5.
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First Modified Subclause
6	Protocol data units, formats and parameters (ASN.1)
6.3	RRC information elements
[bookmark: _Toc60777429][bookmark: _Toc90651302][bookmark: OLE_LINK19]6.3.3	UE capability information elements
[bookmark: _Hlk96937351]/* PARTIALLY OMITTED */
AppLayerMeasParameters
The IE AppLayerMeasParameters is used to convey the capabilities supported by the UE for application layer measurements.
AppLayerMeasParameters information element
-- ASN1START
-- TAG-APPLAYERMEASPARAMETERS-START

AppLayerMeasParameters-r17 ::=            SEQUENCE {
    qoe-Streaming-MeasReport-r17              ENUMERATED {supported}                                             OPTIONAL,
    qoe-MTSI-MeasReport-r17                   ENUMERATED {supported}                                             OPTIONAL,
    qoe-VR-MeasReport-r17                     ENUMERATED {supported}                                             OPTIONAL,
    ran-VisibleQoE-Streaming-MeasReport-r17   ENUMERATED {supported}                                             OPTIONAL,
    ran-VisibleQoE-VR-MeasReport-r17          ENUMERATED {supported}                                             OPTIONAL,
    ul-MeasurementReportAppLayer-Seg-r17      ENUMERATED {supported}                                             OPTIONAL,
...,
[[
    qoe-IdleInactiveMeasReport-r18            ENUMERATED {supported}                                             OPTIONAL,
    qoe-NRDC-MeasReport-r18                   ENUMERATED {supported}                                             OPTIONAL,
    qoe-AdditionalMemoryMeasReport-r18        ENUMERATED {kB128, kB256, kB512, kB1024}                           OPTIONAL,
    qoe-PriorityBasedDiscarding-r18           ENUMERATED {supported}                                             OPTIONAL,
    srb5-r18                                  ENUMERATED {supported}                                             OPTIONAL
]]
}

-- TAG-APPLAYERMEASPARAMETERS-STOP
-- ASN1STOP
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