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1	Introduction
This document is the report of the following email discussion:
[bookmark: _Toc150967689][AT124][814] eRedCap 2-step RACH (Nokia)
Scope:
· Discuss and conclude the eRedCap UE 2-step RACH behaviour.
      Intended outcome: 
· Report in R2-2313738 and suggested way forward and a TP, if needed (Nokia)
      Deadline: 
· Friday morning session

2	Discussion
For 2-step RA, RAN2 discussed a proposal from R2-2312359, which was not concluded:
Proposal 1: eRedCap UE is allowed to use 2-step RACH resources of RedCap if there are no eRedCap specific resources configured, as long as the resources are within the eRedCap UE capability to use.
In RAN1, it was agreed that:
If MsgA PRACH early indication for Rel-17 RedCap UEs is configured, a Rel-18 eRedCap UE shall share the MsgA PRACH that is configured for Rel-17 RedCap UEs if the Rel-18 eRedCap UE performs 2-step RACH.
· Send LS to RAN2 to inform about this agreement.
During F2F offline, we discussed two cases and try to align the understanding for the two cases. The desired behaviour discussed is summarised below and it is suggested to agree on the proposal for the case 2.
Case 1: 4-step PRACH RedCap + 2-step PRACH RedCap, i.e., no eRedCap resources
· According to the current specification, if the R18 eRedCap UE selects 2-step RA, the R18 eRedCap UE uses 2-step PRACH RedCap resources. If the R18 eRedCap UE selects 4-step RA, the R18 eRedCap UE uses 4-step PRACH RedCap resources (as agreed in the last meeting)
Case 2. 4-step PRACH eRedCap + 2-step PRACH RedCap
· Proposal. In case 2 (4-step PRACH eRedCap + 2-step PRACH RedCap), R18 eRedCap UE should be able to select 2-step RA first. If the R18 eRedCap UE selects 2-step RA, the R18 eRedCap UE performs 2-step RA by using the 2-step PRACH RedCap resources. In this case, if fallback from 2-step RA to 4-step RA is required (according to the current specification), the R18 eRedCap UE initiates 4-step RA by using the 4-step PRACH RedCap resources. 
· Specification impact need to be discussed during running CR review.


4	Conclusion
Proposal. In case 2 (4-step . In case 2 (4-step PRACH eRedCap + 2-step PRACH RedCap), R18 eRedCap UE should be able to select 2-step RA first. If the R18 eRedCap UE selects 2-step RA, the R18 eRedCap UE performs 2-step RA by using the 2-step PRACH RedCap resources. In this case, if fallback from 2-step RA to 4-step RA is required (according to the current specification), the R18 eRedCap UE initiates 4-step RA by using the 4-step PRACH RedCap resources.
