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	Reason for change:
	Change 1: In the description of capability supportInter-slotTDM-r16 (FG R1 16-2b-5) there is a reference “RepNumR16” that does not exist in ASN.1. 

[bookmark: _Hlk120039629]-	supportRepNumPDSCH-TDRA-r16 indicates support of RepNumR16 in PDSCH-TimeDomainResourceAllocation and the maximum value of RepNumR16

To be aligned with ASN.1 the concerned reference should be replaced by repetitionNumber-r16 as defined in IE PDSCH-TimeDomainResourceAllocation-r16.

Change 2: In the desciption of capability cri-RI-CQI-WithoutNon-PMI-PortInd-r16 (FG R1 22-11), the value 'cri-RI-CQ' is not a valid value for CSI-ReportConfig reportQuantity. 

To be aligned with ASN.1, the concerned value should be replaced by ‘cri-RI-CQI’.

Change 3: corrections on alphabetic order of capability periodicEUTRA-MeasAndReport (FG R2 4-6) and increasedNumberofCSIRSPerMO-r16 (FG R2 24-2)



	
	

	Summary of change:
	Change 1: In the description of capability supportInter-slotTDM-r16 the reference “RepNumR16” has been replaced by repetitionNumber-r16. Furthermore, missing suffix “-r16” has been added to IE PDSCH-TimeDomainResourceAllocation.

Change 2: In the description of capability cri-RI-CQI-WithoutNon-PMI-PortInd-r16 ‘cri-RI-CQ’ has been corrected to ‘cri-RI-CQI’.

Change 3: Change the alphabetic order of capability periodicEUTRA-MeasAndReport and increasedNumberofCSIRSPerMO-r16


Impact analysis
Impacted 5G architecture options: 
NR SA, (NG)EN-DC, NE-DC, NR-DC 

Impacted functionality: 
eMIMO, CSI reporting, measurements, CSI-RS L3 measurement

Inter-operability:
· There are no interoperability issues.
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[bookmark: _Toc535258936][bookmark: _Toc60777158][bookmark: _Toc124713087][bookmark: _Hlk54206873]Start of 1st change
[bookmark: _Toc12750894][bookmark: _Toc29382258][bookmark: _Toc37093375][bookmark: _Toc37238651][bookmark: _Toc37238765][bookmark: _Toc46488660][bookmark: _Toc52574081][bookmark: _Toc52574167][bookmark: _Toc146751297]4.2.7.2	BandNR parameters
<Text omitted>

	supportInter-slotTDM-r16
Indicates whether UE supports single-DCI based inter-slot TDM. This capability signalling includes the following:
-	supportRepNumPDSCH-TDRA-r16 indicates support of repetitionNumber-r16RepNumR16  in PDSCH-TimeDomainResourceAllocation-r16 and the maximum value of repetitionNumber-r16 RepNumR16
-	maxTBS-Size-r16 indicates maximum TBS size.
-	maxNumberTCI-states-r16 indicates the maximum number of TCI states.
	Band
	No
	N/A
	N/A



End of 1st change

Start of 2nd change
4.2.7.10	Phy-parameters
<Text omitted>

	cri-RI-CQI-WithoutNon-PMI-PortInd-r16
Indicates whether UE supports CSI-ReportConfig with the reportQuantity set to 'cri-RI-CQI' and the non-PMI-PortIndication is not configured.

UE indicating support of this feature shall also indicate support of csi-ReportFramework.
	UE
	No
	No
	Yes



End of 2nd change

Start of 3rd change
[bookmark: _Toc12750905][bookmark: _Toc29382270][bookmark: _Toc37093387][bookmark: _Toc37238663][bookmark: _Toc37238777][bookmark: _Toc46488674][bookmark: _Toc52574095][bookmark: _Toc52574181][bookmark: _Toc146751313]4.2.9	MeasAndMobParameters
<Text omitted>
	handoverFDD-TDD
Indicates whether the UE supports HO between FDD and TDD. It is mandated if the UE supports both FDD and TDD. This field only applies to NR SA/NR-DC/NE-DC (e.g. PCell handover). For PSCell change when (NG)EN-DC/NR-DC is configured, this feature is mandatory supported. UEs supporting this shall indicate support of handoverInterF for both FDD and TDD.
	UE
	Yes
	No
	No

	handoverFR1-FR2
Indicates whether the UE supports HO between FR1 and FR2. Support is mandatory for the UE supporting both FR1 and FR2. This field only applies to NR SA/NR-DC/NE-DC (e.g. PCell handover). For PSCell change when (NG)EN-DC/NR-DC is configured, this feature is mandatory supported. UEs supporting this shall indicate support of handoverInterF for both FR1 and FR2.
	UE
	Yes
	No
	No

	handoverFR1-FR2-2-r17
Indicates whether the UE supports HO between FR1 and FR2-2. This field only applies to NR SA/NR-DC/NE-DC (e.g. PCell handover) and PSCell change when (NG)EN-DC/NR-DC is configured. UEs supporting this shall indicate support of handoverInterF for both FR1 and FR2-2.
	UE
	No
	No
	No

	handoverFR2-1-FR2-2-r17
Indicates whether the UE supports HO between FR2-1 and FR2-2. This field only applies to NR SA/NR-DC/NE-DC (e.g. PCell handover) and PSCell change when (NG)EN-DC/NR-DC is configured. UEs supporting this shall indicate support of handoverInterF for both FR2-1 and FR2-2.
	UE
	No
	No
	No

	handoverInterF, handoverInterF-r17
Indicates whether the UE supports inter-frequency HO. It indicates the support for inter-frequency HO from the corresponding duplex mode and from frequency range indicated to be supported as described in Annex B. This field only applies to NR SA/NR-DC/NE-DC (e.g. PCell handover). For PSCell change when (NG)EN-DC/NR-DC is configured, this feature is mandatory supported.
	UE
	Yes
	Yes
	Yes
(Incl FR2-2 DIFF)

	handoverLTE-EPC, handoverLTE-EPC-r17
Indicates whether the UE supports HO to EUTRA connected to EPC. It is mandated if the UE supports EUTRA connected to EPC.
	UE
	CY
	Yes
	Yes
(Incl FR2-2 DIFF)

	idleInactiveNR-MeasReport-r16, idleInactiveNR-MeasReport-r17
Indicates whether the UE supports configuration of NR SSB measurements in RRC_IDLE/RRC_INACTIVE and reporting of the corresponding results upon network request as specified in TS 38.331 [9]. If this parameter is indicated for FR1 and FR2 differently, each indication corresponds to the frequency range of measured target cell.
	UE
	No
	No
	Yes
(Incl FR2-2 DIFF)

	idleInactiveNR-MeasBeamReport-r16
Indicates whether the UE supports beam level measurements in RRC_IDLE/RRC_INACTIVE and reporting of the corresponding beam measurement results upon network request as specified in TS 38.331 [9]. A UE supports this feature shall also support idleInactiveNR-MeasReport-r16. If this parameter is indicated for FR1 and FR2 differently, each indication corresponds to the frequency range of measured target cell.
	UE
	No
	No
	Yes

	idleInactiveEUTRA-MeasReport-r16
Indicates whether the UE supports configuration of E-UTRA measurements in RRC_IDLE/RRC_INACTIVE and reporting of the corresponding results upon network request as specified in TS 38.331 [9].
	UE
	No
	No
	No

	idleInactive-ValidityArea-r16
Indicates whether the UE supports configuration of a validity area for NR measurements in RRC_IDLE/RRC_INACTIVE as specified in TS 38.331 [9].
	UE
	No
	No
	No

	increasedNumberofCSIRSPerMO-r16
Indicates support of up to 192 CSI-RS resource for L3 mobility configuration per measurement object configured with associatedSSB.
	UE
	No
	No
	Yes

	independentGapConfig
This field indicates whether the UE supports two independent measurement gap configurations for FR1 and FR2 specified in clause 9.1.2 of TS 38.133 [5]. The field also indicates whether the UE supports the FR2 inter-RAT measurement without gaps when (NG)EN-DC is not configured.
	UE
	No
	No
	No

	independentGapConfig-maxCC-r17
This field indicates whether the UE supports two independent measurement gap configurations for FR1 and FR2 as specified in clause 9.1.2 of TS 38.133 [5] while the number of configured serving cells is less than or equal to the indicated number.

The capability signaling includes the following parameters:
-	fr1-Only-r17 indicates the maximum number of configured serving cells when only FR1 serving cells are configured
-	fr2-Only-r17 indicates the maximum number of configured serving cells when only FR2 serving cells are configured
-	fr1-AndFR2-r17 indicates the maximum number of configured serving cells when both FR1 and FR2 serving cells are configured

The absence of the fr1-Only-r17 or fr2-Only-r17 field indicates that per-FR gap is not supported when only FR1 or FR2 serving cells are configured. Absence of the fr1-AndFR2 field, indicates that per-FR-gap is not supported when both FR1 and FR2 serving cells are configured. Value "1" for fr1-Only-r17 or fr2-Only-r17 indicates support of the per-FR gap when only PCell is configured (no additional CC). Value "2" for fr1-Only-r17 or fr2-Only-r17 indicates support of the per-FR gap when PCell and 1 additional CC are configured, and so on. Value "1" or "2" for fr1-AndFR2-r17 indicates the support of per-FR gap when PCell and "1" additional CC are configured.

UE indicating support of this feature shall not indicate support of independentGapConfig.
	UE
	No
	No
	No

	independentGapConfigPRS-r17
Indicates whether the UE supports two independent measurement gap configurations for FR1 and FR2 for PRS measurement, as specified in clause 9.1.2 of TS 38.133 [5].
	UE
	No
	No
	No

	intraAndInterF-MeasAndReport
Indicates whether the UE supports NR intra-frequency and inter-frequency measurements and at least periodical reporting. This field only applies to SN configured measurement when (NG)EN-DC is configured. For NR SA, MN and SN configured measurement when NR-DC is configured, and MN configured measurement when NE-DC is configured, this feature is mandatory supported.
	UE
	Yes
	Yes
	No

	interFrequencyMeas-NoGap-r16
Indicates whether the UE can perform inter-frequency SSB based measurements without measurement gaps if the SSB is completely contained in the active BWP of the UE as specified in TS 38.133 [5]. If this parameter is indicated for FR1 and FR2 differently, each indication corresponds to the frequency range of cells to be measured.
	UE
	No
	No
	Yes

	interSatMeas-r17
Indicates whether the UE supports inter-satellite measurement as specified in TS 38.331 [9]. It is mandatory if the UE supports nonTerrestrialNetwork-r17.
	UE
	CY
	No
	No

	periodicEUTRA-MeasAndReport
Indicates whether the UE supports periodic EUTRA measurement and reporting. It is mandated if the UE supports EUTRA.
	UE
	CY
	No
	No

	maxNumberCLI-RSSI-r16
Defines the maximum number of CLI-RSSI measurement resources for CLI RSSI measurement. If the UE supports cli-RSSI-Meas-r16, the UE shall report this capability.
	UE
	CY
	TDD only
	No

	maxNumberCLI-SRS-RSRP-r16
Defines the maximum number of SRS-RSRP measurement resources for SRS-RSRP measurement. If the UE supports cli-SRS-RSRP-Meas-r16, the UE shall report this capability.

NOTE 1:	A slot is based on minimum SCS among active BWPs across all CCs configured for SRS-RSRP measurement.
NOTE 2:	A SRS resource occasion that overlaps with the slot is counted as one measurement resource in the slot.
	UE
	CY
	TDD only
	No

	increasedNumberofCSIRSPerMO-r16
Indicates support of up to 192 CSI-RS resource for L3 mobility configuration per measurement object configured with associatedSSB.
	UE
	No
	No
	Yes


<Text omitted>
	parallelSMTC-r17
Indicates whether the UE supports NTN SSB based RRM measurements on target cells belonging to 4 SMTC-s on a single frequency carrier. If a UE does not include this field but includes nonTerrestrialNetwork-r17, the UE supports NTN SSB based RRM measurements on target cells belonging to 2 SMTC-s on a single frequency carrier.
	UE
	No
	FDD only

	FR1 only


	periodicEUTRA-MeasAndReport
Indicates whether the UE supports periodic EUTRA measurement and reporting. It is mandated if the UE supports EUTRA.
	UE
	CY
	No
	No

	pcellT312-r16
Indicates whether the UE supports T312 based fast failure recovery for PCell.
	UE
	No
	No
	No

	preconfiguredUE-AutonomousMeasGap-r17
Indicates whether the UE supports the preconfigured measurement gap with UE-autonomous mechanism for activation and deactivation as specified in TS 38.133 [5].
	UE
	No
	No
	No

	preconfiguredNW-ControlledMeasGap-r17
Indicates whether the UE supports the preconfigured measurement gap with network-controlled mechanism for activation and deactivation as specified in TS 38.133 [5].
	UE
	No
	No
	No

	serviceLinkPropDelayDiffReporting-r17
Indicates whether the UE supports the reporting of service link propagation delay difference between serving cell and neighbour cell(s). A UE supporting this feature shall also indicate the support of nonTerrestrialNetwork-r17.
	UE
	No
	No
	No

	simultaneousRxDataSSB-DiffNumerology
Indicates whether the UE supports concurrent intra-frequency measurement on serving cell or neighbouring cell and PDCCH or PDSCH reception from the serving cell with a different numerology as defined in clause 8 and 9 of TS 38.133 [5].
	UE
	No
	No
	Yes

	simultaneousRxDataSSB-DiffNumerology-Inter-r16
Indicates whether the UE supports concurrent SSB based inter-frequency measurement without measurement gap on neighbouring cell and PDCCH or PDSCH reception from the serving cell with a different numerology as defined in clause 8 and 9 of TS 38.133 [5]. UE indicates support of this indicates support of interFrequencyMeas-NoGap-r16. If this parameter is indicated for FR1 and FR2 differently, each indication corresponds to the frequency range where the SSB and PDCCH/PDSCH are received.
	UE
	No
	No
	Yes

	sftd-MeasPSCell
Indicates whether the UE supports SFTD measurements between the PCell and a configured PSCell. If this capability is included in UE-MRDC-Capability, it indicates that the UE supports SFTD measurement between PCell and PSCell in (NG)EN-DC. If this capability is included in UE-NR-Capability, it indicates that the UE supports SFTD measurement between PCell and PSCell in NR-DC.
	UE
	No
	Yes
	No

	sftd-MeasPSCell-NEDC
Indicates whether the UE supports SFTD measurement between the NR PCell and a configured E-UTRA PSCell in NE-DC.
	UE
	No
	Yes
	No

	sftd-MeasNR-Cell
Indicates whether the SFTD measurement with and without measurement gaps between the EUTRA PCell and the NR cells is supported by the UE which is capable of EN-DC/NGEN-DC when EN-DC/NGEN-DC is not configured. The SFTD measurement without gaps can be used when the UE supports at least one EN-DC band combination consisting of the set of the current E-UTRA serving frequencies and the NR frequency where SFTD measurement is configured. In UE-NR-Capability, this field is not used, and UE does not include the field.
	UE
	No
	Yes
	No

	sftd-MeasNR-Neigh
Indicates whether the inter-frequency SFTD measurement with and without measurement gaps between the NR PCell and inter-frequency NR neighbour cells is supported by the UE when MR-DC is not configured. The SFTD measurement without gaps can be used when the UE supports at least one DC or CA band combination consisting of the set of the current NR serving frequencies and the NR frequency where SFTD measurement is configured. 
	UE
	No
	Yes
	No

	sftd-MeasNR-Neigh-DRX
Indicates whether the inter-frequency SFTD measurement using DRX off period between the NR PCell and the inter-frequency NR neighbour cells is supported by the UE when MR-DC is not configured.
	UE
	No
	Yes
	No


End of 3rdchange
