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	Reason for change:
	Change 1: There are duplicate capabilities of “condHandoverWithSCG-ENDC-r17” and “condHandoverWithSCG-NEDC-r17” in section 4.2.9a 

Change 2: merge In principle agreed CR R2-2309803 on Multicast MRB for MBS
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[bookmark: OLE_LINK97]Change 2: Update the term “split-MRB” to "multicast MRB with two RLC entities" to avoid confusion
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[bookmark: _Toc535258936][bookmark: _Toc60777158][bookmark: _Toc124713087][bookmark: _Hlk54206873]Start of 1st change
[bookmark: _Toc46488675][bookmark: _Toc52574096][bookmark: _Toc52574182][bookmark: _Toc139146808]4.2.9a	MeasAndMobParametersMRDC
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2 DIFF

	condHandoverWithSCG-ENDC-r17
Indicates whether the UE supports conditional handover with NR SCG configuration for EN-DC. The UE indicating support of this feature shall also indicate the support of cho-r16 as specified in TS 36.306 [15] and at least one EN-DC band combination.
	UE
	No
	No
	No

	condHandoverWithSCG-NEDC-r17
Indicates whether the UE supports conditional handover with E-UTRA SCG configuration for NE-DC. The UE indicating support of this feature shall also indicate the support of condHandover-r16 and at least one NE-DC band combination.
	UE
	No
	No
	No

	condPSCellChangeFDD-TDD-r16
Indicates whether the UE supports conditional PSCell change between FDD and TDD cells. The parameter can only be set if condPSCellChange-r16 is set for both FDD and TDD.
	UE
	No
	No
	No

	condPSCellChangeFR1-FR2-r16
Indicates whether the UE supports conditional PSCell change between FR1 and FR2. The parameter can only be set if condPSCellChange-r16 is set for both FR1 and FR2.
	UE
	No
	No
	No

	inter-SN-condPSCellChangeFDD-TDD-ENDC-r17
Indicates whether the UE supports inter SN conditional PSCell change between FDD and TDD cells in EN-DC.
The parameter can only be set
-	if mn-InitiatedCondPSCellChange-FR1FDD-ENDC-r17 is supported and at least one of mn-InitiatedCondPSCellChange-FR1TDD-ENDC-r17 and mn-InitiatedCondPSCellChange-FR2TDD-ENDC-r17 is supported; or
-	if sn-InitiatedCondPSCellChange-FR1FDD-ENDC-r17 is supported and at least one of sn-InitiatedCondPSCellChange-FR1TDD-ENDC-r17 and sn-InitiatedCondPSCellChange-FR2TDD-ENDC-r17 is supported.
	UE
	No
	No
	No

	inter-SN-condPSCellChangeFDD-TDD-NRDC-r17
Indicates whether the UE supports inter SN conditional PSCell change between FDD and TDD cells in NR-DC. The parameter can only be set if mn-InitiatedCondPSCellChangeNRDC-r17 is set for FDD band(s) and TDD band(s), or sn-InitiatedCondPSCellChangeNRDC-r17 is set for FDD band(s) and TDD band(s).
	UE
	No
	No
	No

	inter-SN-condPSCellChangeFR1-FR2-ENDC-r17
Indicates whether the UE supports inter SN conditional PSCell change between FR1 and FR2 cells in EN-DC.
The parameter can only be set:
-	if mn-InitiatedCondPSCellChange-FR2TDD-ENDC-r17 is supported and at least one of mn-InitiatedCondPSCellChange-FR1TDD-ENDC-r17 and mn-InitiatedCondPSCellChange-FR1FDD-ENDC-r17 is supported; or
-	if sn-InitiatedCondPSCellChange-FR2TDD-ENDC-r17 is supported and at least one of sn-InitiatedCondPSCellChange-FR1TDD-ENDC-r17 and sn-InitiatedCondPSCellChange-FR1FDD-ENDC-r17 is supported.
	UE
	No
	No
	No

	inter-SN-condPSCellChangeFR1-FR2-NRDC-r17
Indicates whether the UE supports inter SN conditional PSCell change between FR1 and FR2 cells. The parameter can only be set if mn-InitiatedCondPSCellChangeNRDC-r17 is set for FR1 band(s) and FR2 band(s), or sn-InitiatedCondPSCellChangeNRDC-r17 is set for FR1 band(s) and FR2 band(s).
	UE
	No
	No
	No

	mn-InitiatedCondPSCellChange-FR1FDD-ENDC-r17
Indicates whether the UE supports MN initiated conditional PSCell change within all supported FR1-FDD bands in EN-DC, which is configured by E-UTRA conditionalReconfiguration field using MN configured measurement as triggering condition. The UE supporting this feature shall also support 2 trigger events for same execution condition in MN initiated conditional PSCell change in EN-DC.
	UE
	No
	No
	No

	mn-InitiatedCondPSCellChange-FR1TDD-ENDC-r17
Indicates whether the UE supports MN initiated conditional PSCell change within all supported FR1-TDD bands in EN-DC, which is configured by E-UTRA conditionalReconfiguration field using MN configured measurement as triggering condition. The UE supporting this feature shall also support 2 trigger events for same execution condition in MN initiated conditional PSCell change in EN-DC.
	UE
	No
	No
	No

	condHandoverWithSCG-ENDC-r17
Indicates whether the UE supports conditional handover with NR SCG configuration for EN-DC. The UE indicating support of this feature shall also indicate the support of cho-r16 as specified in TS 36.306 [15] and at least one EN-DC band combination.
	UE
	No
	No
	No

	condHandoverWithSCG-NEDC-r17
Indicates whether the UE supports conditional handover with E-UTRA SCG configuration for NE-DC. The UE indicating support of this feature shall also indicate the support of condHandover-r16 and at least one NE-DC band combination.
	UE
	No
	No
	No

	mn-InitiatedCondPSCellChange-FR2TDD-ENDC-r17
Indicates whether the UE supports MN initiated conditional PSCell change within all supported FR2-TDD bands in EN-DC, which is configured by E-UTRA conditionalReconfiguration field using MN configured measurement as triggering condition. The UE supporting this feature shall also support 2 trigger events for same execution condition in MN initiated conditional PSCell change in EN-DC.
	UE
	No
	No
	No

	pscellT312-r16
Indicates whether the UE supports T312 based fast failure recovery for PSCell.
	UE
	No
	No
	No

	[bookmark: _Hlk95062599]sn-InitiatedCondPSCellChange-FR1FDD-ENDC-r17
[bookmark: _Hlk95062617]Indicates whether the UE supports SN initiated inter-SN conditional PSCell change within all supported FR1-FDD bands in EN-DC, which is configured by E-UTRA conditionalReconfiguration field using SN configured measurement as triggering condition. The UE supporting this feature shall also support 2 trigger events for same execution condition in SN initiated inter-SN conditional PSCell change in EN-DC.
	UE
	No
	No
	No

	sn-InitiatedCondPSCellChange-FR1TDD-ENDC-r17
Indicates whether the UE supports SN initiated inter-SN conditional PSCell change within all supported FR1-TDD bands in EN-DC, which is configured by E-UTRA conditionalReconfiguration field using SN configured measurement as triggering condition. The UE supporting this feature shall also support 2 trigger events for same execution condition in SN initiated inter-SN conditional PSCell change in EN-DC.
	UE
	No
	No
	No

	sn-InitiatedCondPSCellChange-FR2TDD-ENDC-r17
Indicates whether the UE supports SN initiated inter-SN conditional PSCell change within all supported FR2-TDD bands in EN-DC, which is configured by E-UTRA conditionalReconfiguration field using SN configured measurement as triggering condition. The UE supporting this feature shall also support 2 trigger events for same execution condition in SN initiated inter-SN conditional PSCell change in EN-DC.
	UE
	No
	No
	No



End of 1st change



Start of 2nd change
[bookmark: _Toc12750916][bookmark: _Toc29382281][bookmark: _Toc37093398][bookmark: _Toc37238674][bookmark: _Toc37238788][bookmark: _Toc46488713][bookmark: _Toc52574137][bookmark: _Toc52574223][bookmark: _Toc146751371]8	UE Capability Constraints
The following table lists constraints indicating the UE capabilities that the UE shall support.
	Parameter
	Description
	Value

	#DRBs
	The number of DRBs that a UE shall support.
	8 per UE, for RedCap UEs.
16 per UE, otherwise.
NOTE 1
NOTE 3
NOTE 4

	#minCellperMeasObjectNR

	The minimum number of neighbour cells (excluding exclude-list cells) that a UE shall be able to store associated with a MeasObjectNR.
	32
NOTE 2

	#minExcludedCellRangesperMeasObjectNR
	The minimum number of exclude-list cell PCI ranges that a UE shall be able to store associated with a MeasObjectNR.
	8

	#minExcludedCellperMeasObjectEUTRA
	The minimum number of exclude-list cells that a UE shall be able to store associated with a MeasObjectEUTRA.
	32

	#minCellperMeasObjectEUTRA

	The minimum number of neighbour cells that a UE shall be able to store associated with a MeasObjectEUTRA.
	32
NOTE 2

	#minCellTotal
	The minimum number of neighbour cells (excluding exclude-list cells) that UE shall be able to store in total from all measurement objects configured.
	256 with counting CSI-RS and SSB as 2.

	#maxDeprioritisationFreq
	The UE shall be able to store a depriotisation request for up to 8 frequencies (applicable when receiving another frequency specific deprioritisation request via RRCRelease before T325 expiry).
	8

	#minCellperMeasObjectUTRA-FDD
	The minimum number of neighbour cells that a UE shall be able to store associated with a MeasObjectUTRA-FDD.
	32

	NOTE 1:	For one MAC entity, the maximum number of DRBs configured with PDCP duplication and with RLC entity(ies) associated with this MAC entity is 8.
NOTE 2:	In case of CGI reporting, the limit regarding the cells configured includes the cell for which the UE is requested to report CGI i.e. the amount of neighbour cells that can be included is at most (# minCellperMeasObjectRAT - 1), where RAT represents NR and EUTRA.
NOTE 3:	This requirement is applicable in NR SA, NR-DC and NE-DC.
[bookmark: OLE_LINK79][bookmark: OLE_LINK91]NOTE 4:	The value of parameter #DRBs defines the total number of multicast MRBs and DRBs, and each multicast MRB associated with two RLC entitiessplit-MRB is counted as two RBs.


End of 2nd change
