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1	Overall description
RAN2 thanks RAN4 for the LS on IE supportedBandwidthCombinationSetIntraENDC and IE intraBandENDC-Support. 
RAN2 has discussed and agreed to introduce new capabilities to support an inter-band (NG)EN-DC band combination with multiple intra-band (NG)EN-DC components.
· A new capability (i.e., supportedBandwidthCombinationSetIntraENDC-v17xy) is introduced to indicate BCS for each of the multiple (NG)EN-DC components. The new capability can be indicated only if the UE supports different BCSs for the multiple (NG)EN-DC components. If the UE supports the same set of BCSs for the multiple (NG)EN-DC components, the existing capability (i.e., supportedBandwidthCombinationSetIntraENDC without suffix) is applicable instead of this new capability.

· A new capability (i.e., intraBandENDC-Support-v17xy) is introduced to indicate a spectrum contiguity capability in DL for each of the multiple (NG)EN-DC components. The new capability can be indicated only if the UE supports different spectrum contiguity capabilities in DL for each of the multiple (NG)EN-DC components. If the UE supports the same spectrum contiguity capability in DL for each of the multiple (NG)EN-DC components, the existing capability (i.e., intraBandENDC-Support without suffix) is applicable instead of this new capability.

· A new capability (i.e., intraBandENDC-Support-UL-v17xy) is introduced to indicate a spectrum contiguity capability in UL for each of the multiple (NG)EN-DC components. The new capability can be indicated only if the UE supports different spectrum contiguity capabilities for the multiple (NG)EN-DC components. If the UE supports the same spectrum contiguity capabilities in UL for each of the multiple (NG)EN-DC components, the existing capability (i.e., intraBandENDC-Support-UL without suffix) is applicable instead of this new capability.
The RAN2 agreed CRs are also attached for information. With the agreed CRs, the UE can indicate BCSs and spectrum contiguity capabilities for the maximum four intra-band (NG)EN-DC components in an inter-band (NG)EN-DC band combination.
2	Actions
To RAN4 
ACTION: 	RAN2 kindly asks RAN4 to confirm whether the above fulfils the RAN4 requirement for supporting multiple intra-band (NG)EN-DC components within an inter-band (NG)EN-DC band combination.
3	Dates of next RAN2 meetings
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