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Introduction

There  is currently no agreed definition of IMS, however what is agreed is that it is a means of delivering IP based real time multimedia communication via UMTS. This means that telephony services can now be fully integrated with other information and data services (including non real time and person-to-machine).  IMS also has the capability for different services and applications to interact and also the capability for the user to very easily set up multiple services in a single session as well as multiple simultaneous synchronised sessions. In particular, IMS provides for real-time services, such as voice over IP.

The only point of reference in the specifications, where RABs are defined is 3G TS 34.108 “Common Test Environments for UE Conformance Testing”. The   RABs and RB combinations were defined sometime ago with the main objective of testing the radio interface and with limited information on the types of demand for 3G services as well as early equipment/terminal capabilities. With the benefit of time and information on the anticipated demand for 3G services, the reference RABs defined in are no longer sufficient for supporting the future evolving commercial 3G services. 

RABs for IMS Voice Call in R5

The purpose of this document is to define new RAB’s to support IMS voice calls in the same way as the reference RAB’s are defined in 3G TS 34.108 “Common Test Environments for UE Conformance Testing”. It is assumed that the PDCP layer always adds an 8 bits header to the compressed RTP/UDP/IP header. The bit rate of the radio bearer depends on the level of header compression. The following two cases have been defined:

	Compressed header size
	Radio bearer bit rate

	2 bytes
	13.4 kbps

	4 bytes
	14.2 kbps


Conversational / Speech / UL:13.4 DL:13.4 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB 

+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

This bearer is defined with 2 bytes of compressed RTP/UDP/IP header.

Conversational / Speech / UL:14.2 DL:14.2 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB 

+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

This bearer is defined with 4 bytes of compressed RTP/UDP/IP header.

Conclusion

It is, proposed to agree on the parameters  for the RABs and RB combinations defined in the enclosed CRs and send an LS to T1 for  their approval for inclusion of the CR in TS 34.108.
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6.10.2
RAB and signalling RB for FDD

6.10.2.1
RABs and signalling RBs

In the following clauses, the typical parameter sets are presented for reference RABs, signalling RBs and important combinations of them. The data rate given for each RAB is the maximum data rate that can be supported by that RAB.

NOTE: The granularity for each RAB needs to be clarified.

Table 6.10.2.1.1: Prioritised RABs.
	#
	Traffic class [15]
	SSD [15]
	Max. rate, kbps
	CS/PS

	1
	Conversational
	Speech
	UL:12.2 DL:12.2
	CS

	1a
	Conversational
	Speech
	UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75)
	CS

	2
	Conversational
	Speech
	UL:10.2 DL:10.2
	CS

	2a
	Conversational
	Speech
	UL:(10.2, 6.7, 5.9, 4.75) DL:(10.2, 6.7, 5.9, 4.75)
	CS

	3
	Conversational
	Speech
	UL:7.95 DL:7.95
	CS

	4
	Conversational
	Speech
	UL:7.4 DL:7.4
	CS

	4a
	Conversational
	Speech
	UL:(7.4, 6.7, 5.9, 4.75) DL:(7.4, 6.7, 5.9, 4.75)
	CS

	5
	Conversational
	Speech
	UL:6.7 DL:6.7
	CS

	6
	Conversational
	Speech
	UL:5.9 DL:5.9
	CS

	7
	Conversational
	Speech
	UL:5.15 DL:5.15
	CS

	8
	Conversational
	Speech
	UL:4.75 DL:4.75
	CS

	9
	Conversational
	Unknown
	UL:28.8 DL:28.8
	CS

	10
	Conversational
	Unknown
	UL:64 DL:64
	CS

	11
	Conversational
	Unknown
	UL:32 DL:32
	CS

	11a
	Conversational
	Speech
	UL:13.4 DL13.4
	PS

	11b
	Conversational
	Speech
	UL: 14.2 DL14.2
	PS

	12
	Streaming
	Unknown
	UL:14.4 DL:14.4
	CS

	13
	Streaming
	Unknown
	UL:28.8 DL:28.8
	CS

	14
	Streaming
	Unknown
	UL:57.6 DL:57.6
	CS

	15
	Streaming
	Unknown
	UL:0 DL:64
	CS

	15a
	Streaming
	Unknown
	UL:16 DL:64
	PS

	16
	Streaming
	Unknown
	UL:64 DL:0
	CS

	17
	Streaming
	Unknown
	UL:0 DL:128
	CS

	18
	Streaming
	Unknown
	UL:128 DL:0
	CS

	19
	Streaming
	Unknown
	UL:0 DL:384
	CS

	20
	Interactive or Background
	N/A
	UL:32 DL:8
	PS

	20a
	Interactive or Background
	N/A
	UL:8 DL:8
	PS

	20b
	Interactive or Background
	N/A
	UL:16 DL:16
	PS

	20c
	Interactive or Background
	N/A
	UL:32 DL:32
	PS

	21
	Interactive or Background
	N/A
	UL:64 DL:8
	PS

	22
	Interactive or Background
	N/A
	UL:32 DL:64
	PS

	23
	Interactive or Background
	N/A
	UL:64 DL:64
	PS

	24
	Interactive or Background
	N/A
	UL:64 DL:128
	PS

	25
	Interactive or Background
	N/A
	UL:128 DL:128
	PS

	26
	Interactive or Background
	N/A
	UL:64 DL:384
	PS

	27
	Interactive or Background
	N/A
	UL:128 DL:384
	PS

	28
	Interactive or Background
	N/A
	UL:384 DL:384
	PS

	29
	Interactive or Background
	N/A
	UL:64 DL:2048
	PS

	30
	Interactive or Background
	N/A
	UL:128 DL:2048
	PS

	31
	Interactive or Background
	N/A
	UL:384 DL:2048
	PS

	32
	Interactive or Background
	N/A
	UL:64 DL:256
	PS

	33
	Interactive or Background
	N/A
	UL:0 DL:32
	PS

	34
	Interactive or Background
	N/A
	UL:32 DL: 0
	PS

	35
	Interactive or Background
	N/A
	UL:64 DL:144
	PS

	36
	Interactive or Background
	N/A
	UL:144 DL:144
	PS


Table 6.10.2.1.2: Signalling RBs

	#
	Maximum rate, kbps
	Logical channel
	PhyCh onto which SRBs are mapped

	1
	UL:1.7 DL:1.7
	DCCH
	DPCH

	2
	UL:3.4 DL:3.4
	DCCH
	DPCH

	3
	UL:13.6 DL:13.6
	DCCH
	DPCH

	4
	DL:27.2 (alt. 40.8)
	DCCH
	SCCPCH

	5
	UL:16.6
	CCCH
	PRACH

	6
	DL:30.4 (alt. 45.6)
	CCCH
	SCCPCH

	7
	DL:33.2 (alt. 49.8)
	BCCH:
	SCCPCH

	8
	DL:24 (alt. 6.4)
	PCCH
	SCCPCH


6.10.2.2
Combinations of RABs and Signalling RBs

In the present document, physical channel parameters for following combinations of RABs and signalling RBs on a CCTrCH are described. 

NOTE:
It is understood that for speech service the AMR mode may be operated asymmetrically for the uplink and downlink.

Combinations on DPCH

1)
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH.

2)
Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH.

3)
Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH.

4)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

4a)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

5)
Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

5a)
Conversational / speech / UL:(10.2, 6.7, 5.9, 4.75) DL:(10.2, 6.7, 5.9, 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

6)
Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

7)
Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

7a)
Conversational / speech / UL:(7.4, 6.7, 5.9, 4.75) DL:(7.4, 6.7, 5.9, 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

8)
Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

9)
Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

10)
Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB 
+ UL:1.7 DL:1.7 kbps SRBs for DCCH.

11)
Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB 
+ UL:1.7 DL:1.7 kbps SRBs for DCCH.

12)
Conversational / unknown / UL:28.8 DL:28.8 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

13)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

14)
Conversational / unknown / UL:32 DL:32 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

15) 
Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

16)
Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

17)
Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

18)
Streaming / unknown / UL:0 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

19)
Streaming / unknown / UL:64 DL:0 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

20)
Streaming / unknown / UL:0 DL:128 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

21)
Streaming / unknown / UL:128 DL:0 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

22)
Streaming / unknown / UL:0 DL:384 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23)
Interactive or background / UL:32 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23a)
Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23b)
Interactive or background / UL:16 DL:16 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23c)
Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23d)
Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI) 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.
24)
Interactive or background / UL:64 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

25)
Interactive or background / UL:32 DL: 64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

26)
Interactive or background / UL:64 DL: 64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

27)
Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

28)
Interactive or background / UL:128 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

29)
Interactive or background / UL:64 DL:144 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

30)
Interactive or background / UL:144 DL:144 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

31) 
Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

32)
Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

33)
Interactive or background / UL:128 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

34)
Interactive or background / UL:384 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

35)
Interactive or background / UL:64 DL:2048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

36)
Interactive or background / UL:128 DL:2048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

37)
Interactive or background / UL:384 DL:2048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38a)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:0 DL:0 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

38b)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

38c)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

38d)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

38e)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:0 DL:0 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38f)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38g)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:16 DL:16 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38h)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38i)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38j)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.
39)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

40)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

41)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

42)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

43)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

44)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:128 DL:2048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

45)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

46)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Streaming / unknown / UL:0 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

47)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Streaming / unknown / UL:0 DL:128 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

48)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Streaming / unknown / UL:0 DL:384 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

49)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Conversational / unknown  / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

50)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

51)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

51a)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or Background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

51b)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or Background / UL:16 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

52)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

53)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:128 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

54)
Interactive or /background / UL:64 kbps DL:128 kbps / PS RAB 
+ Streaming / unknown / UL:0 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

55)
Interactive or /background / UL:64 kbps DL:128 kbps / PS RAB 
+ Streaming / unknown / UL:0 DL:128 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

56)
Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

57)
Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

58) Streaming / unknown / UL:16 DL:64 kbps / PS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.
59) Conversational / Speech / UL:13.4 DL:13.4 kbps / PS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

60) Conversational / Speech / UL:14.2 DL:14.2 kbps / PS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.
Combinations on DSCH and DPCH

1)
Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

2)
Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

3) 
Interactive or background / UL:64 DL:2048 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

4) 
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

5)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

6)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:2048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

Combinations on SCCPCH

1)
Stand-alone 24 kbps SRB for PCCH.

2)
Interactive or background / DL:32 kbps / PS RAB 
+ SRB for CCCH 
+ SRBs for DCCH 
+ SRB for BCCH.

3)
Interactive or background / DL:32 kbps / PS RAB 
+ SRB for PCCH 
+ SRB for CCCH 
+ SRBs for DCCH 
+ SRB for BCCH. 

4)
RB for CTCH
+ SRB for CCCH
+SRB for BCCH

Combinations on PRACH

1)
Interactive or background / UL:32 kbps / PS RAB 
+ SRB for CCCH 
+ SRBs for DCCH.

6.10.2.3
Example of linkage between RABs and services

RABs, which are included in the present document, can provide the services as shown in table 6.10.1.1. Furthermore, the required BER for each RAB, which is assumed in the present document, is shown in table 6.10.2.3.1.

Table 6.10.2.3.1: Example of linkage between RABs and services
	RAB
	Residual BER [15]
	Services

	Traffic class [15]
	SSD [15]
	Max. rate, kbps
	CS/PS
	
	

	Conversational
	Speech
	UL:4.75-12.2 DL:4.75-12.2
	CS
	5x10-4,

1x10-3,

5x10-3
	AMR speech

	Conversational
	Speech
	UL:13.4-14.2 DL:13.4-14.2
	PS
	5x10-4,

1x10-3,

5x10-3
	IMS Voice Call(AMR speech)

	Conversational
	Unknown
	UL:64 DL:64
	CS
	1x10-4 or 1x10-6
	UDI 1B, 64k 3G-324M [15]

	Conversational
	Unknown
	UL:32 DL:32
	CS
	1x10-4 or 1x10-6
	32k 3G-324M [15]

	Conversational
	Unknown
	UL:28.8 DL:28.8
	CS
	1x10-3
	Transparent modem

	Streaming
	Unknown
	UL:14.4 DL:14.4
	CS
	1x10-3
	FAX[6]

	Streaming
	Unknown
	UL:28.8 DL:28.8
	CS
	1x10-3
	FAX [18]

PIAFS 32 kbps

	Streaming
	Unknown
	UL:57.6 DL:57.6
	CS
	1x10-3
	Modem [18], FTM [17]

PIAFS 64 kbps

	Streaming
	Unknown
	UL:64-128 or DL:64-384
	CS
	1x10-3 or 1x10-4
	Streaming video, uni-directional

	Interactive or Background
	N/A
	UL:32-384

DL:8-2048
	PS
	1x10-3 or 1x10-4
	Packet


6.10.2.4.1.59
Conversational / speech / UL:13.4 DL:13.4 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
6.10.2.4.1. 59.1
Uplink

6.10.2.4.1. 59.1.1
Transport channel parameters
6.10.2.4.1. 59.1.1.1
Transport channel parameters for Conversational / speech / UL:13.4 kbps / PS RAB

	Higher layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	UM

	
	Payload sizes, bit
	268, 63

	
	Max data rate, bps
	13400

	
	UMD PDU header, bit
	8

	MAC
	MAC header, bit
	0

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	276, 71

	
	TFS
	TF0, bits
	0x276

	
	
	TF1, bits
	1x71

	
	
	TF1, bits
	1x276

	
	TTI, ms
	20

	
	Coding type
	CC-1/3

	
	CRC, bit
	12

	
	Max number of bits/TTI after channel coding
	888

	
	Uplink: Max number of bits/radio frame before rate matching
	444

	
	RM attribute
	TBD


6.10.2.4.1. 59.1.1.2
Transport channel parameters for Interactive or background / UL:8 kbps / PS RAB
See clause 6.10.2.4.1.23a.1.1.1.

6.10.2.4.1. 59.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.1.1.1.

6.10.2.4.1. 59. 1.1.4
TFCS
	TFCS size
	11

	TFCS
	(13.4 kbps Conversational RAB,  8 Kbps I/B RAB, DCCH)=

(TF0, TF0, TF0), (TF0, TF0, TF1), (TF0, TF1, TF1), (TF1, TF1, TF1), (TF1, TF0, TF0), (TF1, TF1, TF0), (TF1, TF0, TF1), (TF2, TF0, TF0), (TF2, TF0, TF1), (TF2, TF1, TF0), (TF2, TF1, TF1)


6.10.2.4.1. 59.1.2
Physical channel parameters

	DPCH Uplink
	Min spreading factor
	32

	
	Max number of DPDCH data bits/radio frame
	1200

	
	Puncturing Limit
	TBD


6.10.2.4.1. 59.2
Downlink

6.10.2.4.1. 59.2.1
Transport channel parameters

6.10.2.4.1. 59.2.1.1
Transport channel parameters for Conversational / speech / DL:13.4 kbps / PS RAB

	Higher layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	UM

	
	Payload sizes, bit
	268, 63

	
	Max data rate, bps
	13400

	
	UMD PDU header, bit
	8

	MAC
	MAC header, bit
	0

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	276, 71

	
	TFS
	TF0, bits
	0x276

	
	
	TF1, bits
	1x71

	
	
	TF2, bits
	1x276

	
	TTI, ms
	20

	
	Coding type
	CC-1/3

	
	CRC, bit
	12

	
	Max number of bits/TTI after channel coding
	888

	
	RM attribute
	TBD


6.10.2.4.1. 59.2.1.2
Transport channel parameters for Interactive or background / DL:8 kbps / PS RAB
See clause 6.10.2.4.1.23a.2.1.1

6.10.2.4.1. 59.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1.
6.10.2.4.1. 59.2.1.4
TFCS
	TFCS size
	11

	TFCS
	(13.4 kbps Conversational RAB,  8 Kbps I/B RAB, DCCH)=

(TF0, TF0, TF0), (TF0, TF0, TF1), (TF0, TF1, TF1), (TF1, TF1, TF1), (TF1, TF0, TF0), (TF1, TF1, TF0), (TF1, TF0, TF1), (TF2, TF0, TF0), (TF2, TF0, TF1), (TF2, TF1, TF0), (TF2, TF1, TF1)


6.10.2.4.1. 59.2.2
Physical channel parameters

	DPCH

Downlink
	DTX position
	Flexible

	
	Spreading factor
	64

	
	DPCCH
	Number of TFCI bits/slot
	8

	
	
	Number of TPC bits/slot
	4

	
	
	Number of Pilot bits/slot
	8

	
	DPDCH
	Number of data bits/slot
	60

	
	
	Number of data bits/frame
	900


6.10.2.4.1.60
Conversational / speech / UL:14.2 DL:14.2 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.10.2.4.1. 60.1
Uplink

6.10.2.4.1. 60.1.1
Transport channel parameters
6.10.2.4.1. 60.1.1.1
Transport channel parameters for Conversational / speech / UL:14.2 kbps / PS RAB

	Higher layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	UM

	
	Payload sizes, bit
	284, 79

	
	Max data rate, bps
	14200

	
	UMD PDU header, bit
	8

	MAC
	MAC header, bit
	0

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	292, 87

	
	TFS
	TF0, bits
	0x292

	
	
	TF1, bits
	1x87

	
	
	TF2, bits
	1x292

	
	TTI, ms
	20

	
	Coding type
	CC-1/3

	
	CRC, bit
	12

	
	Max number of bits/TTI after channel coding
	936

	
	Uplink: Max number of bits/radio frame before rate matching
	468

	
	RM attribute
	TBD


6.10.2.4.1. 60.1.1.2
Transport channel parameters for Interactive or background / UL:8 kbps / PS RAB

See clause 6.10.2.4.1.23a.1.1.1.

6.10.2.4.1. 60.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.1.1.1.

6.10.2.4.1. 60. 1.1.4
TFCS
	TFCS size
	11

	TFCS
	(14.2 kbps Conversational RAB,  8 Kbps I/B RAB, DCCH)=

(TF0, TF0, TF0), (TF0, TF0, TF1), (TF0, TF1, TF1), (TF1, TF1, TF1), (TF1, TF0, TF0), (TF1, TF1, TF0), (TF1, TF0, TF1), (TF2, TF0, TF0), (TF2, TF0, TF1), (TF2, TF1, TF0), (TF2, TF1, TF1)


6.10.2.4.1. 60.1.2
Physical channel parameters

	DPCH Uplink
	Min spreading factor
	32

	
	Max number of DPDCH data bits/radio frame
	1200

	
	Puncturing Limit
	TBD


6.10.2.4.1. 60.2
Downlink

6.10.2.4.1. 60.2.1
Transport channel parameters

6.10.2.4.1. 60.2.1.1
Transport channel parameters for Conversational / speech / DL:14.2 kbps / PS RAB

	Higher layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	UM

	
	Payload sizes, bit
	284, 79

	
	Max data rate, bps
	14200

	
	UMD PDU header, bit
	8

	MAC
	MAC header, bit
	0

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	292, 87

	
	TFS
	TF0, bits
	0x292

	
	
	TF1, bits
	1x87

	
	
	TF2, bits
	1x292

	
	TTI, ms
	20

	
	Coding type
	CC-1/3

	
	CRC, bit
	12

	
	Max number of bits/TTI after channel coding
	468

	
	RM attribute
	TBD


6.10.2.4.1. 60.2.1.2
Transport channel parameters for Interactive or background / DL:8 kbps / PS RAB

See clause 6.10.2.4.1.23a.2.1.1

6.10.2.4.1. 60.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1.

6.10.2.4.1. 60.2.1.4
TFCS
	TFCS size
	11

	TFCS
	(14.2 kbps Conversational RAB,  8 Kbps I/B RAB, DCCH)=

(TF0, TF0, TF0), (TF0, TF0, TF1), (TF0, TF1, TF1), (TF1, TF1, TF1), (TF1, TF0, TF0), (TF1, TF1, TF0), (TF1, TF0, TF1), (TF2, TF0, TF0), (TF2, TF0, TF1), (TF2, TF1, TF0), (TF2, TF1, TF1)


6.10.2.4.1. 60.2.2
Physical channel parameters

	DPCH

Downlink
	DTX position
	Flexible

	
	Spreading factor
	64

	
	DPCCH
	Number of TFCI bits/slot
	8

	
	
	Number of TPC bits/slot
	4

	
	
	Number of Pilot bits/slot
	8

	
	DPDCH
	Number of data bits/slot
	60

	
	
	Number of data bits/frame
	900
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