
TSG-RAN Working Group 2 Meeting #28
R2-020789
Kobe, Japan, 8 - 12 April 2002

(R1-020670, copy TSG-RAN WG2) LS on Correction of Puncturing Limit for RABs in TS 34.108
Source:
TSG RAN WG1

Title:
LS correction of Puncturing Limit for RABs in TS 34.108

To:
TSG T1 SIG, TSG T1

Cc:
TSG RAN WG2

Contact person:


Name: 
Gerke Spaling, Ericsson


Email:
Gerke.Spaling@eln.ericsson.se


Phone:
+31 53 450 5788

Introduction

At the last TSG-T meeting new RABs were introduced in the 34.108 ([1] and [2]). For a number of RAB configurations the value of the Puncturing Limit prevents the use of the full range of the RM attributes. As a consequence the flexibility to balance the rate matching between individual transport channels is reduced, i.e. the PL would be exceeded for certain TFCs, depending on the setting of the RM attributes. So far the PL of the RAB combinations in the 34.108 were specified in such a way that the full flexibility in the setting of RM attributes was allowed.

The attached CR corrects the PL for these RAB combinations to allow for maximum flexibility in the setting of the RM attributes.

Proposed actions

TSG RAN WG1 would kindly ask TSG T WG 1 to consider the proposed changes in the attached CR and correct the puncturing limit of the affected RAB combinations.

Attachment

R1-02-0589 Correction of PL for RABs in TS 34.108
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