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*********************************** First modified section *****************************************

5.3.7.4
Actions related to transmission of RRCConnectionReestablishmentRequest message

The UE shall set the contents of RRCConnectionReestablishmentRequest message as follows:

1>
set the ue-Identity as follows:

2>
set the c-RNTI to the C-RNTI used in the source cell (handover and mobility from E-UTRA failure) or used in the cell in which the trigger for the re-establishment occurred (other cases);

2>
set the physCellId to the physical cell identity of the source cell (handover and mobility from E-UTRA failure) or of the cell in which the trigger for the re-establishment occurred (other cases);

2>
set the shortMAC-I to the 16 least significant bits of the MAC-I calculated:

3>
over the ASN.1 encoded as per section 8 (i.e., a multiple of 8 bits) VarShortMAC-Input;

3>
with the KRRCint key and integrity protection algorithm that was used in the source cell (handover and mobility from E-UTRA failure) or of the cell in which the trigger for the re-establishment occurred (other cases); and

3>
with all input bits for COUNT, BEARER and DIRECTION set to binary ones;

1>
set the reestablishmentCause as follows:

2>
if the re-establishment procedure was initiated due to reconfiguration failure as specified in 5.3.5.5 (the UE is unable to comply with the reconfiguration) or 5.4.3.5 (the UE is unable to comply the configuration or there is a protocol error in the inter RAT information):

3>
set the reestablishmentCause to the value ‘reconfigurationFailure’;

2>
else if the re-establishment procedure was initiated due to handover failure as specified in 5.3.5.6 (intra-LTE handover failure) or 5.4.3.5 (inter-RAT mobility from EUTRA failure):

3>
set the reestablishmentCause to the value ‘handoverFailure’;

2>
else:

3>
set the reestablishmentCause to the value ‘otherFailure’;

The UE shall submit the RRCConnectionReestablishmentRequest message to lower layers for transmission.

*********************************** Next modified section *****************************************

5.4.3.5
Mobility from E-UTRA failure

The UE shall:

1>
if T304 expires (mobility from E-UTRA failure); or

1>
if the UE does not succeed in establishing the connection to the target radio access technology (mobility from E-UTRA failure); or

1>
if the UE is unable to comply with (part of) the configuration included in the MobilityFromEUTRACommand message (reconfiguration failure); or

1>
if there is a protocol error in the inter RAT information included in the MobilityFromEUTRACommand message, causing the UE to fail the procedure according to the specifications applicable for the target RAT (reconfiguration failure):

2>
stop T304, if running;

2>
if the cs-FallbackIndicator in the MobilityFromEUTRACommand message was set to ‘TRUE’:

3>
 indicate to upper layers that the CS Fallback procedure has failed;

2>
revert back to the configuration used in the source cell, excluding the configuration configured by the physicalConfigDedicated, mac-MainConfig and sps-Config;

2>
initiate the connection re-establishment procedure as specified in 5.3.7;
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