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There has been a slight change compared to the CR agreed in principle in R2-112219:
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5.7.3
Field set to a not comprehended value

The UE shall, when receiving an RRC message on any logical channel:

1>
if the message includes a field that has a value that the UE does not comprehend:

2>
if a default value is defined for this field:

3>
treat the message while using the default value defined for this field;

2>
else if the concerned field is optional:

3>
treat the message as if the field were absent and in accordance with the need code for absence of the concerned field;

2>
else:

3>
treat the message as if the field were absent and in accordance with sub-clause 5.7.4;

5.7.4
Mandatory field missing

The UE shall:

1>
if the message includes a field that is mandatory to include in the message (e.g. because conditions for mandatory presence are fulfilled) and that field is absent or treated as absent:

2>
if the RRC message was received on DCCH or CCCH:

3>
ignore the message;

2>
else:

3>
if the field concerns a (sub-field of) an entry of a list (i.e. a SEQUENCE OF):

4>
treat the list as if the entry including the missing or not comprehended field was not present;

3>
else if the field concerns a sub-field of another field, referred to as the 'parent' field i.e. the field that is one nesting level up compared to the erroneous field:

4>
consider the 'parent' field to be set to a not comprehended value;

4>
apply the generic error handling to the subsequent 'parent' field(s), until reaching the top nesting level i.e. the message level;

3>
else (field at message level):

4>
ignore the message;

NOTE 1:
The error handling defined in these sub-clauses implies that the UE ignores a message with the message type or version set to a not comprehended value.

NOTE 2:
For messages received on logical channels other than DCCH and CCCH, the (nested) error handling applies for errors in extensions also, even for errors that can be regarded as invalid E-UTRAN operation e.g. E-UTRAN not observing conditional presence.
5.7.5
Not comprehended field

The UE shall, when receiving an RRC message on any logical channel:

1>
if the message includes a field that the UE does not comprehend:

2>
treat the rest of the message as if the field was absent;

NOTE:
This section does not apply to the case of an extension to the value range of a field. Such cases are addressed instead by the requirements in section 5.7.3.
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