Page 1



3GPP TSG-RAN2 Meeting #74 
(
R2-112890
Barcelona, Spain, 9-13 May 2011
	CR-Form-v9.8

	CHANGE REQUEST

	

	(

	37.320
	CR
	CRNum
	(

rev
	-
	(

Current version:
	10.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	PLMN validating for MDT configuration Alt2

	
	

	Source to WG:
(

	ZTE

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	MDT_UMTSLTE-Core
	
	Date: (

	29/04/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Both logged MDT and immediate MDT are configured through trace procedures, and are supported by both signalling based trace and management based trace. RAN should perform PLMN verification before initiating logged or immediate MDT configuration to UE. If the primary PLMN of the RAN does not match the PLMN contained in the trace activation message, RAN should ignore the MDT configuration message to avoid unnecessary MDT measurement collection and reporting in an unintended PLMN.

	
	

	Summary of change:
(

	RAN validates the PLMN before initiating logged or immediate MDT configuration to UE.

	
	

	Consequences if 
(

not approved:
	RAN may unnecessarily initiate logged or immediate MDT in an unintended PLMN.

	
	

	Clauses affected:
(

	5.1.1.1, 5.1.2.1, 5.1.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... rev ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... rev ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... rev ...

	
	

	Other comments:
(

	


	Start of the change


5.1.1.1
Measurement configuration

Logged MDT measurements are configured with a separate MDT Measurement Configuration procedure, as shown in Figure 5.1.1.1-1.
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Figure 5.1.1.1-1: MDT measurement configuration for Logged MDT

If the primary PLMN of the network is identical to the PLMN as indicated in the trace reference parameters, the network initiates the procedure to UE in RRC Connected by sending LoggedMeasurementConfiguration message, which is used to transfer configuration parameters for Logged MDT. This is unidirectional procedure. A release operation for Logged MDT configuration is realized only by configuration replacement in case the other node overwrites the configuration or by configuration clearance in case a duration timer stopping or expiration condition is met.

	Next modified subclause


5.1.2.1
Measurement configuration

For Immediate MDT, the configuration is based on the existing RRC measurement procedures for configuration and reporting with some extensions for location information. The network initiates the configuration only if its primary PLMN is identical to the PLMN as indicated in the trace reference parameters.
NOTE:
No extensions related to time stamp are expected for Immediate MDT i.e. time stamp is expected to be provided by eNB/RNC.

With respect to positioning configuration, the network is not able to force UE to provide accurate location information.
	Next modified subclause


5.1.3
MDT Initiation

There are two cases that RAN should initiate a MDT measurements collection task. One is that the MDT task is initiated towards a PLMN or a limited region within a PLMN (limited by a cell list, a TA list, a LA list or a RA list) without targeting a specific UE by the cell traffic trace, i.e. management based trace function from OAM. The other is that the MDT task is initiated towards a specific UE and a PLMN or a limited region within a PLMN (limited by cell list, a TA list, a LA list or a RA list) by the signaling trace activation messages from CN nodes, i.e. the Initial Context Setup message and the Trace Start message in E-UTRAN, the CN Invoke Trace message in UTRAN. RAN should validate the PLMN and if indicated the region as well before initiating the MDT configuration to UE. The detailed procedures to transfer the MDT configurations to RAN are specified in [6].

	End of Change
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