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	In the non-CA eICIC WID, it is stated that “Finalizing the leftover work from Rel-10 on inter-freq/RAT TDM restricted RRM”. 

	
	

	Summary of change:
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	Pattern 2 is revised as “Pattern 2:
At least one RRM measurement resource restriction for all or indicated list of neighbour cells. If the neighbour cells operate in the different carrier frequency from the PCell, the measurement gap overlaps with the ABS of the aggressor cell on the measured frequency.”
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------------------------------------------------------ Unmodified Sections Omitted -----------------------------------------------------
16.1.5.1
UE configurations for time domain ICIC
For the UE to measure "protected" resources of the serving cell and/or neighbour cells, RRM/RLM/CSI measurement resource restriction is signalled to the UE. There are three kinds of measurement resource restriction patterns that may be configured for the UE.

-
Pattern 1:
A single RRM/RLM measurement resource restriction for the PCell.

-
Pattern 2:
At least one RRM measurement resource restriction for all or indicated list of neighbour cells. If the neighbour cells operate in the different carrier frequency from the PCell, the measurement gap should overlap with the ABS of the aggressor cell on the measured frequency.
-
Pattern 3:
Resource restriction for CSI measurement of the PCell. If configured, two subframe subsets are configured per UE. The UE reports CSI for each configured subframe subset. 

For pattern 3, it is up to the network to choose the two subframe subsets but typically the two subframe subsets are chosen with the expectation that CSI measurements using the two configured subframe subsets are subject to different levels of interference (e.g., one subframe subset indicates ABSs while the second subframe subset indicates non-ABSs). For periodic CSI reports, linkage of each CSI report to a configured subset of subframe is defined in TS 36.331 [16]. For aperiodic CSI reports, the UE reports CSI based on the subframe subset containing the CSI reference resource.
In RRC_CONNECTED, the RRM/RLM/CSI measurement resource restrictions are configured by dedicated RRC signalling.
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